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Abstract of the contribution: This document proposes some alternatives for documentation of standardized content for VCC for IMS Emergency.
Discussion:
In Release 8 for there was a long discussion on how best to document standards functionality on ICS and SC. The solution was to have two separate TSs: 23.292 which documented ICS aspects and 23.237 which documented SC aspects; the common theme being that the architecture for ICS and SC was documented in 23.292 and referenced by 23.237.
VCC for IMS Emergency is the service continuity of emergency calls and one of the following options could be considered for standards functionality:

Proposal 1: Add a section on Emergency Call Continuity in 23.237 (single radio and dual radio). 
This would require that the architecture for VCC for emergency calls is documented in 23.237 (unlike for normal calls where the architecture for SC is documented in 23.292):
· As IMS aspects of SR-VCC have been documented already in 23.237, it would naturally follow that if we decide to document VCC for IMS Emergency in 23.237, then IMS aspects related to SR-VCC would also be documented in 23.237.
· As it is assumed that new work for inter-device transfer will see its way into 23.237 at some stage, it would be a natural assumption that 23.237 is a placeholder for all service continuity functionality (including emergency call).

Proposal 2: Have a separate IMS TS for VCC for IMS Emergency that covers both dual radio and single radio.

Process-wise, this would require the need for a new TS and agreeing the TS template, however, it may be argued that having a separate TS is cleaner as it provides a clean separation of continuity solutions for emergency call and normal call.

Proposal:
It is proposed to have a draft WID available at the SA2#71 meeting and therefore it is pertinent to agree now whether the standardized work will be documented in a new TS or the existing TS 23.237.

The authors believe that documentation in the existing TS 23.237 is the best way to proceed, but would like to have a discussion in SA2 and agree on a way forward prior to SA2#71. 
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