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Abstract of the contribution:

It is proposed to capture the agreements from other WGs for R-8 Home NodeB architecture baseline and assumption.
Introduction
It is proposed to update the architectural baseline and assumptions from R-8 clause of 3GPP TR 23.830 based on the agreements from RAN3.

The proposed principles cover aspects which have impact to CN.

Proposal

Start of Change #1

4
Architectural baseline and assumptions from Rel-8

Editor’s Note: This section will provide an overview of the architectural work and architectural assumptions already made for Home NodeBs and Home eNodeBs by other working groups for Rel-8.

4.1
Home NodeB architectural baseline and assumptions

4.1.1
Architectural requirements 
Editor’s note: The relevant Home NodeB architecture requirements will be based on the service requirements in latest release 8 version of 22.011. Other architectural requirements may be derived from Rel 8 work in other groups.

Editor’s note: Architectural requirements are expected to cover:

· distribution of functions on network nodes for Home NodeB support

· architecture support for CSGs and allowed CSG list handling

· architecture support for discovery, security, authentication, and management processes related to Home NodeB

· architecture support for mobility and access control 

· HNB installation, identification and location requirements

· HNB backhaul efficiency

· Emergency service support
4.1.X Architectural assumptions
Architectural assumption: 
· For pre-R8 UE, there is no new functions added to the Core Network

· For R8 UE, the essential function shall be supported in Core Network, e.g. Access control.

· NAS Node Selection Function shall be allocated only in HNB-GW.

Access control mechanism assumption:

· For pre-R8 UE, HNB-GW shall perform access control

· For R8 UE, MME/SGSN shall perform access control based on the allowed CSG list
End of Change #1
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