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Summary

· Statistics

· Agreed four P-CR’s
· Nine contributions open (return)
· Four contributions noted

· 8 documents not handled

· Issues

· When should Release 9 CR’s start?

Agreed
	S2-090064

	S2-090543

	S2-090544

	S2-090752


Open

	S2-090253

	S2-090555

	S2-090556

	S2-090557

	S2-090558

	S2-090559

	S2-090751

	S2-090753

	S2-090754


	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	7.1.1
	
	------
	Generic EPS/GPRS Emergency functionlaity
	------
	-
	-
	-
	-

	7.1.1
	S2-090025
	P-CR
	GPRS Emergency PDP Context Activation
	Ericsson
	23.869
	-
	Rel-9
	 

	7.1.1
	S2-090064
	TR
	Latest TR 23.869
	Rapporteur (Alcatel-Lucent)
	-
	-
	Rel-9
	Agreed

	7.1.1
	S2-090065
	P-CR
	Clarification of non-3GPP handover in limited service mode
	Alcatel-Lucent, Cisco
	23.869
	-
	Rel-9
	Noted

	7.1.1
	S2-090066
	P-CR
	Limited service mode - when to detach
	Alcatel-Lucent, ZTE, Cisco
	23.869
	-
	Rel-9
	Revised in 0540.

	7.1.1
	S2-090540
	P-CR
	Limited service mode - when to detach
	Alcatel-Lucent, ZTE, Cisco, Verizon Communications, Rogers Wireless, Huawei
	23.869
	-
	Rel-9
	Revised in 0555.

	7.1.1
	S2-090555
	P-CR
	Limited service mode - when to detach
	Alcatel-Lucent, ZTE, Cisco, Verizon Communications, Rogers Wireless, Huawei
	23.869
	-
	Rel-9
	Return

	7.1.1
	S2-090067
	P-CR
	MME setting default QoS values for emergency APN
	Alcatel-Lucent, Cisco
	23.869
	-
	Rel-9
	Revised in 0541

	7.1.1
	S2-090541
	P-CR
	MME setting default QoS values for emergency APN
	Alcatel-Lucent, Cisco, Verizon Communications, Rogers Wireless
	23.869
	-
	Rel-9
	Merged with 0556.

	7.1.1
	S2-090068
	P-CR
	Bearer QoS for exemption from HO restriction list
	Alcatel-Lucent
	23.869
	-
	Rel-9
	Revised in 0542

	7.1.1
	S2-090542
	P-CR
	Bearer QoS for exemption from HO restriction list
	Alcatel-Lucent, Cisco
	23.869
	-
	Rel-9
	Noted

	7.1.1
	S2-090069
	P-CR
	Cleanup of Annex D (23.401)
	Alcatel-Lucent
	23.869
	-
	Rel-9
	Revised in 0543

	7.1.1
	S2-090543
	P-CR
	Cleanup of Annex D (23.401)
	Alcatel-Lucent, Verizon Communications, Rogers Wireless, Huawei
	23.869
	-
	Rel-9
	Agreed

	7.1.1
	S2-090070
	CR
	23.203 CR0251: Emergency AF PCEF verification
	Alcatel-Lucent
	23.203
	0251
	Rel-9
	 

	7.1.1
	S2-090087
	P-CR
	MAX APN restriction handling with respect to emergency calls in EPS
	Samsung
	23.869
	-
	Rel-9
	Revised in 0558, showing changes to 23.060

	7.1.1
	S2-090558
	P-CR
	MAX APN restriction handling with respect to emergency calls in EPS
	Samsung
	23.869
	-
	Rel-9
	Return

	7.1.1
	S2-090088
	P-CR
	Max APN restriction handling for IMS emergency calls over GPRS
	Samsung
	23.869
	-
	Rel-9
	Noted

	7.1.1
	S2-090089
	P-CR
	Emergency attach clarifications for limited mode UICCless/ invalid UICC UE
	Samsung
	23.869
	-
	Rel-9
	Revised in 0559

	7.1.1
	S2-090559
	P-CR
	Emergency attach clarifications for limited mode UICCless/ invalid UICC UE
	Samsung
	23.869
	-
	Rel-9
	Return

	7.1.1
	S2-090090
	P-CR
	Emergency attach clarifications for limited mode UE with valid IMSI
	Samsung
	23.869
	-
	Rel-9
	companies don't believe the changes are needed
Unclear how unauthenticated IMSI is used

revised to 0751


	
	S2-090751
	P-CR
	Emergency attach clarifications for limited mode UE with valid IMSI
	Samsung
	23.869
	-
	Rel-9
	RETURN

	7.1.1
	S2-090091
	P-CR
	Removes Editors note on whether default QoS values should be supplied by MME or an indication should be provided to PGW
	Samsung
	23.869
	-
	Rel-9
	Revised 0556, removing step 13.

	7.1.1
	S2-090556
	P-CR
	Removes Editors note on whether default QoS values should be supplied by MME or an indication should be provided to PGW
	Samsung
	23.869
	-
	Rel-9
	Return after handling 0222 to see if additional changes required

	7.1.1
	S2-090092
	P-CR
	 
	Samsung
	23.869
	-
	Rel-9
	Not available

	7.1.1
	S2-090093
	CR
	23.167 CR0116: IP-CAN IMS emergency services support corrections
	Samsung
	23.167
	0116
	Rel-9
	revised to 0752
(remove Annex A changes, use EPS instead of E-UTRAN and include all 3 specs, for GPRS and EPS, clarify that UTRAN only support)

	
	S2-090752
	CR
	23.167 CR0116: IP-CAN IMS emergency services support corrections
	Samsung
	23.167
	0116
	Rel-9
	Agreed



	7.1.1
	S2-090094
	P-CR
	Abbreviations addition
	Samsung
	23.869
	-
	Rel-9
	 

	7.1.1
	S2-090151
	P-CR
	Clarification of PDN GW selection for Emergency APN
	Alcatel-Lucent
	23.869
	-
	Rel-9
	Revised to 0753 (remove UE providing APN and off like discussion on the wording for the rest of the changes, might not be needed?)

	
	S2-090753
	P-CR
	Clarification of PDN GW selection for Emergency APN
	Alcatel-Lucent
	23.869
	-
	Rel-9
	RETURN

	7.1.1
	S2-090202
	DISCUSSION
	Support of Emergency call Handover over HRPD without validated IMSI
	Huawei
	-
	-
	-
	 

	7.1.1
	S2-090221
	DISCUSSION
	Emergency bearer use cases
	Nokia Siemens Networks
	-
	-
	Rel-9
	Some more discussions on IMS aspects (e.g. ECSCF)

Conclusion: Continue with the working assumption from last plenary

Noted

	7.1.1
	S2-090222
	P-CR
	Identification of Emergency NAS Requests in EPS
	Nokia Siemens Networks
	23.869
	-
	Rel-9
	 Conclusion 1.3 agreed, Changes in 5.7.2-x (remove the word Subscription), emAPN needs to be in the profile regardless of whether it is signalled from the UE or not.
Conclusions 1.1/1.2, agree to add the indicators in addition to Emergency APN (for UE req PDN Conn) together

Em APN also benefits for other accesses. Remove all changes not related to the 3 conclusions (e.g. QoS etc. which were not discussed at the meeting due to lack of time)
We may also evaluate Emergency Attach itself

0754 Revised

	
	S2-090754
	P-CR
	Identification of Emergency NAS Requests in EPS
	Nokia Siemens Networks
	23.869
	-
	Rel-9
	RETURN

	7.1.1
	S2-090239
	P-CR
	delete editor on whether to use QoS or ARP to identify emergency session
	Motorola, Vodafone
	23.869
	-
	-
	Revised in 557. Also resolving 2nd editor’s note(s)

	7.1.1
	S2-090557
	P-CR
	delete editor on whether to use QoS or ARP to identify emergency session
	Motorola, Vodafone
	23.869
	-
	-
	Return

	7.1.1
	S2-090240
	P-CR
	Emergency Call without an Emergency APN
	Motorola
	23.869
	-
	-
	 

	7.1.1
	S2-090241
	P-CR
	Support of dynamic and static policy
	Motorola
	23.869
	-
	-
	 

	7.1.1
	S2-090243
	P-CR
	HRPD awareness of PDN GW address in a UICC-less emergency call HO
	ZTE
	-
	-
	-
	Clarify that this applies in the optimised handover case. Add editor’s note regarding the non-optimized case. Revised in 554.

	7.1.1
	S2-090554
	P-CR
	HRPD awareness of PDN GW address in a UICC-less emergency call HO
	ZTE
	-
	-
	-
	Agreed

	7.1.1
	S2-090244
	DISCUSSION
	Discussion on Emergency Numbers downloading on Attach Rejection
	ZTE
	-
	-
	-
	 

	7.1.1
	S2-090253
	P-CR
	Availability of PDN GW Identity in Emergency Handover with HRPD
	Motorola
	23.869
	-
	-
	Return after offline discussion

	7.1.1
	S2-090254
	P-CR
	Text Proposals to TS 23.401 and TS 23.402 for Support of HRPD Access in IMS Emergency Calls
	Motorola
	23.869
	-
	-
	 

	7.1.1
	S2-090366
	P-CR
	Identification of Emergency NAS Requests in GPRS
	Nokia Siemens Networks
	23.869
	-
	Rel-9
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