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Start of Change 1

4.2
Naming and Addressing
When a UE performs an emergency registration, barring and roaming restrictions are ignored. The implicit registration set of the Public User Identifier used for emergency registrations shall contain an associated TEL‑URI.

NOTE:
Annex G provides recommendations for the provisioning of TEL‑URI(s) in the IMS subscription for the purposes of IMS emergency sessions.

When a call is initiated from a UE without credentials to a CS PSAP, a non-dialable callback number shall be derived where required by local regulation (e.g., see J-STD-036 Annex C [23]).
Start of Change 2

6.2.5
MGCF

The MGCF may:

-
Determine based on the local policy if an incoming call from the PSTN is for the purpose of PSAP call-back. The local policy decision may be based on that the call is from an emergency centre or from a PSAP and/or any other information made available to the MGCF.

-
Include an "PSAP call-back indication" in the SIP session establishment request if an incoming call is determined to be for the purpose of PSAP call-back.
-
If the UE does not have credentials, the MGCF shall derive a non-dialable callback number where required by local regulation (e.g., see J-STD-036 Annex C [23].
Start of Change 3

7.4
IMS Emergency Session Establishment without Registration

When the UE initiates an emergency session establishment without prior IMS registration, it shall include both the "anonymous user" and "emergency service" indications in the emergency session establishment request to the P‑CSCF.

Based on local policy, the P‑CSCF may reject "anonymous user" emergency session establishment with appropriate error code. UE shall not reattempt the "anonymous user" emergency session again via the same network.

When P‑CSCF accepts the "anonymous user" emergency session establishment, it forwards this request to an appropriate E‑CSCF although no security association between UE and P‑CSCF is established.

The E‑CSCF shall follow the same rules and procedure as defined for the Emergency Session Establishment in the Serving IMS network in clause 7.3 to route the anonymous emergency session.
Where required by local regulation, the MGCF shall derive a non-dialable callback number to include as the UE's identity in the session establishment request (e.g., see J-STD-036 Annex C [23])
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