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Discussion
We would like to bring to attention the existance of ongoing work in OMA that appears to have a relationship with the Inter-UE transfer work being documented by SA2 in TR 23.838.

OMA has a work item called Converged IP Messaging (CPM). The scope of this work includes messaging, but in fact is not limited to this, and below we summarize the requirements relevant to the Inter-UE work: -
The CPM Enabler shall allow the CPM User to:

· Switch a CPM Session from one device to another device with minimal interruption of the CPM Session. This calls for having the CPM Session History or part of it (based upon user's preferences and/or the service provider's policy) displayed on the new device when requesting to switch a CPM Session from one device to another.

· Choose which of his/her devices must be used for the added and/or modified continuous Media within the current CPM Session.
· Retrieve, from one of his/her devices, a list of his/her registered devices bound with all of his/her registered CPM Addresses, and for each of his registered CPM Addresses, to provide the following information per registered device bound to that CPM Address: 1.) the capabilities of the device and 2.) the list of current CPM Sessions together with associated Media.
The current OMA CPM group has been working on the CPM Enabler’s functional requirements and system description to fulfill some of the service requirements in the multi-device environment. However, it has deferred to the next phase the parts dealing with the transfer of live sessions between devices registered under the same user.

The table below shows all CPM multi-device related service requirements for the current CPM V1.0 Enabler Release as well as those deferred to CPM V1.1. For those designated to Rel V1.0, the Stage 2 work is close to completion and our understanding is that the Stage 3 work has just started.

	Label
	Description
	Enabler Release

	CPM-MLD-001
	The CPM Enabler SHALL be able to deliver either the entire CPM Message or a notification of an available CPM Message to all or a subset of the devices of the CPM User based on message characteristics, Communication Capabilities, user preferences and/or service provider's policy. 
	CPM V1.0

	CPM-MLD-002
	The CPM Enabler SHALL be able to deliver continuous Media to all or a subset of the devices with which the CPM User is registered based on Media characteristics, Communication Capabilities, user preferences and/or service provider’s policy.
	CPM V1.1

	CPM-MLD-003
	The CPM Enabler SHALL send delivery notification and/or read reports to all or a subset of the devices of the CPM User dependent upon the user preferences and/or service provider's policy.
	CPM V1.0

	CPM-MLD-004
	A CPM User that requested to be notified of the delivery of a CPM Message he/she sent to a recipient having multiple devices SHALL receive exactly one delivery notification after the CPM Message has been delivered to at least one of the devices of the recipient.
	CPM V1.0

	CPM-MLD-005
	A CPM User that requested a read report for a CPM Message he/she sent to a recipient having multiple devices SHALL receive exactly one read report after the CPM Message has been read on at least one of the devices of the recipient.
	CPM V1.0

	CPM-MLD-006
	The CPM Enabler SHALL be able to deliver a CPM Session Invitation to all or a subset of the devices of the CPM User dependent upon the user's preferences, device capabilities and/or service provider's policy.
	CPM V1.0

	CPM-MLD-007a
	When the CPM User has accepted the CPM Session Invitation on one of his/her devices, the outstanding CPM Session Invitations on the other devices SHALL be cancelled.
	CPM V1.0

	CPM-MLD-007b
	The CPM Enabler SHALL be able to, when the CPM User has accepted the CPM Session Invitation on one of his/her devices, based on CPM User settings and service provider's policy, keep the outstanding CPM Session Invitations pending on the other devices left pending until acceptance, rejection, or expiration (instead of cancelling these outstanding CPM Session Invitations immediately).
	CPM V1.1

	CPM-MLD-008a
	When the CPM User has rejected the CPM Session Invitation on one of his/her devices, the outstanding CPM Session Invitations on the other devices SHALL be cancelled.
	CPM V1.0

	CPM-MLD-008b
	The CPM Enabler SHALL be able to, when the CPM User has rejected the CPM Session Invitation on one of his/her devices, based on CPM User settings and service provider's policy, keep the outstanding CPM Session Invitations pending on the other devices until acceptance, rejection, or expiration (instead of cancelling these outstanding CPM Session Invitations immediately).
	CPM V1.1

	CPM-MLD-009
	The CPM Enabler SHALL allow the CPM User to switch a CPM Session from one device to another device with minimal interruption of the CPM Session.
	CPM V1.1

	CPM-MLD-010
	When a CPM User requests to switch a CPM Session from one device to another one, the CPM Enabler SHALL allow CPM User to have the CPM Session History or part of it (based upon user's preferences and/or the service provider's policy) displayed on the new device.
	CPM V1.1

	CPM-MLD-011
	The CPM Enabler SHALL allow the CPM User to use multiple devices for a single CPM Conversation.
	CPM V1.0

	CPM-MLD-012
	The CPM Enabler SHALL allow a CPM User to choose which of his/her devices SHALL be used for the added/modified continuous Media within the current CPM Session.
	CPM V1.1

	CPM-MLD-013
	The CPM Enabler SHALL provide CPM User with a mechanism to retrieve, from one of his/her devices, a list of his/her registered devices bound with all of his/her registered CPM Addresses.
	CPM V1.1

	CPM-MLD-014
	For each of his registered CPM Addresses, the CPM Enabler SHALL provide the CPM User with the following information per registered device bound to that CPM Address:

· the capabilities of the device

· the list of current CPM Sessions together with associated Media
	CPM V1.1

	CPM-MLD-015
	The CPM Enabler SHALL provide the CPM User with a mechanism to define an identifier (i.e. a human readable name) for each of his/her devices.
	CPM V1.0


Note: Requirements CPM-MLD-009 to CPM-MLD-015 look to have the most relationship with the Service Continuity work.

We have no detail for the CPM V1.1 schedule yet. We understand that it should start as soon as V1.0 is complete, and the V1.0 work is scheduled for completion by August 2009.
Conclusion

There is certainly some overlap with the OMA CPM work, but our current understanding is that work on the requirements most relevant to Inter-UE transfer is targetted at CPM V1.1. This release of the CPM work seems to be scheduled to start some time after August 2009 and so seems very likely to complete after the 3GPP Inter-UE transfer work.

We recommend that an LS is sent to OMA describing the 3GPP Inter-UE transfer scope and timescales, and also asking for confirmation of the timescales and status of the CPM V1.0 and V1.1 releases.
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