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Abstract of the contribution: This paper clarifies that the SCC AS provides session state information on transferring-in leg only when transferring from PS to CS.
1. Discussion
According to the text in subclause 5.3.1.2, the SCC AS will provide session state information on active and inactive sessions with speech media on the transferring-in leg when Access Transfer between PS and PS access happens.
In the Access Transfer from PS to CS, the MSC Server enhanced for ICS or the MSC Server enhanced for SRVCC need these session state information for initiating session transfer for additional active and inactive session because there is no such information on them.
In the Access Transfer from CS to PS, the UE knows the complete session state information. There is no need for SCC AS to provide session state information to UE on the transferring-in leg. The UE is able to initiate the access transfer based on the information on itself.
2. Proposal
This paper proposes to clarify that the SCC AS only provides session state information on active and inactive sessions with speech media to the MSC Server on the transferring-in leg only when Access Transfer from PS to CS access happens.
The begin of the 1st change
5.3.1.2
Access Transfer (PS – CS) concepts
When using a UE that does not have, or that is unable to use, ICS capabilities as specified in TS 23.292 [6], Access Transfer of one active and zero or more inactive speech-only sessions shall be provided when transferring voice media bearer between CS and PS access. The SCC AS provides session state information on active and inactive sessions with speech media to the MSC Server enhanced for ICS as specified in TS 23.292 [6] or the MSC Server enhanced for SRVCC as specified in TS 23.216 [3] on the transferring-in leg when transfer from PS to CS access happens. Then the MSC Server initiates session transfer towards SCC AS for additional active and for in-active sessions. If there is more than one active speech session, the MSC Server puts all but the first transferred active speech session on hold.

NOTE: 
The transferring-in leg is established either by the UE or by the MSC Server enhanced for SRVCC.

Editor’s Note: Interaction with UE procedures for session transfer are FFS.

The end of the 1st change
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