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Abstract of the contribution: An alternative based on 24.008 CC TI for support of mid-call services during session transfer when using enhanced MSC Server.
1. Proposal 

Add the following to the TR 23. 838.
Begin Change
5.4.2 
Alternative 2: Use of 24.008 CC TI to support mid-call services during session transfer

5.4.2.1 Overview
For networks not supporting the Gm or the I1 reference points of ICS, Service Continuity for multi-session scenarios is provided with a coordinated use of 24.008 CC TI between the SCC AS, the MSC Server and the UE. 

An STI is allocated and communicated between the UE and the SCC AS at IMS session setup; additionally, a 24.008 CC TI is allocated and communicated between the UE and the SCC AS either at IMS session setup or upon transfer to CS; the UE uses the STI for PS-PS Session Transfer and TI for PS to CS Session Transfer. The STI is allocated as specified in 23.237 and 24.008 CC TI is allocated as specified in 24.008. 
Editor’s note: It is to be decided whether the 24.008 CC TI is allocated at IMS session setup, or upon transfer to CS. Further details for allocation and communication of 24.008 CC TI and communication of session state between the UE, SCC AS and the MSC Server are to be provided.
This alternative is limited in that only one active and one held session can be transferred to CS access due to limitations of 24.008 CC. If two or more sessions are present when PS to CS Session Transfer is initiated, the recently added active session is transferred first, followed by the transfer of the held session, .
Editor’s note: When there are more than one held sessions in PS, which held session to transfer is FFS.
The SCC AS may provide session state information on active and inactive sessions with speech media on the transferring-in leg for enablement of PS-CS service continuity of IMS multimedia-sessions if necessary.
Editor’s note: Details of IMS Registration by the MSC Server for SR-VCC procedure are FFS.
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