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Introduction

One of the requirements that guided the Release 8 Session Continuity work (and Release 7 VCC before it) is that a session is already established/active before it is considered for session continuity.
Extracting from the Information Flows clause of 23.237: -

· 6.3.2.1.1 PS – CS Access Transfer: PS to CS
· The flow requires that the user is active in an IMS originating or terminating session using PS media at the time of initiation of Access Transfer to CS.

· 6.3.2.1.2
PS – CS Access Transfer: CS to PS
· The flow requires that the user is active in an IMS originating or terminating session that uses CS media at the time of initiation of Access Transfer to PS.

· 6.3.2.2.1
PS-PS Access Transfer with full media transfer
· [As preample to the procedures taking place] UE‑1 is attached to one IP-CAN and it registers to the S-CSCF. UE-1 and UE-2 establishes an active multimedia session via this IP‑CAN.
We believe that the assumption/requirement should also hold for the inter-UE service continuity work.
We have updated the structure of clause 4 also, since a heading seemed to be missing. (Resulting in hanging paragraphs …)

In addition we note that the format for a number of what should be Heading 1 headings are incorrect, and recommend that the editor updates these during the next update of the document.
Proposed changes

**** Start of Changes ****

4
Inter-Device Transfer

4.1
Architectural Requirements and Assumptions
4.1.1
Assumptions
-
Inter UE transfer shall apply only for sessions that are already established
-
Inter UE transfer shall be able to coexist with access transfer  as  specified in TS 23.237 [5] and TS 23.292[6]

-
Access transfers of multimedia sessions as specified in TS 23.237 [5] can operate independent of Inter UE transfer.

-
If the controller session or UE is lost for an active service instance, SCC AS releases the all the multimedia sessions participating in that service instance.

4.1.2
Architectural requirements

The solution shall fulfil the following architectural requirements:

· It shall be possible for the UE to determine the other UEs under the same subscription that are currently available for Inter-UE Transfer procedures.

· For Inter-UE Transfer, it shall be possible for the UE to determine the media and service capabilities of each available UE.
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