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Introduction

This paper provides the following changes to clause 6.1 of TR 23.838 for alignment with the updates to Definitions provided in a companion paper []:
Reference Architecture: As agreed during Rel-08 specification of 3GPP TS 23.237, Reference Architecture in 3GPP TS 23.292 shall be used for Service Continuity as well as ICS, updates are provided to reflect this.

Other changes: Align the terminology with the new terminology recommended in Definitions.

Proposed Changes

The following changes are proposed to be made against TR 23.838.
*** PCR starts***

6
Architecture 
6.1
General Principles and Description
IUT allows a multi media session to be split across two or more UEs where the media flows and service control is subsequently transferred across multiple UEs in a Collaborative Session. The UEs are under the control of the same IMS subscription and connect to IMS CN from a diverse set of access networks. Figure 6.1-1 provides an example illustration of this behavior. 
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Figure 6.1-1: Inter UE transfer and service control





The Controller UE provides the service control for a Collaborative Session using IMS signaling on the Service Control Signaling Path. 

The Controllee UE(s) terminate atleast one media flow that is created/modified/released by the Controllee UE and/or the Controller UE using IMS signaling on the respective Media Control Signaling Path and/or the Service Control Signaling Path. 

It shall be possible to transfer media flow(s) from one Collaborative Session to another.

*** PCR End ***
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