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Abstract of the contribution: One clause of the TR23.830 shall cover already performed rel-8 work done in other 3GPP working groups. This P-CR lists the rel-8 CRs handling HeNB and HNB.  
Introduction
In clause 4 “Architectural baseline and assumption from rel-8” of TR23.830 and overview shall be given to already performed rel-8 work, done by other 3GPP working Groups. This P-CR lists all rel-8 TRs and TSs handling HeNB and HNB.
Discussion

-
Proposal

Add below proposed text to TR23.830.
********************** START OF CHANGE *****************************

4
Architectural baseline and assumptions from Rel-8

Editor’s Note: This section will provide an overview of the architectural work and architectural assumptions already made for Home NodeBs and Home eNodeBs by other working groups for Rel-8.
4.x
Impacting specifications/reports from other 3GPP WGs

Rel-8 work related to HeNB, HNB and CSG have been performed in a number of 3GPP working groups. The following list shows rel-8 specifications and reports including HeNB, HNB and CSG:

SA1:

TS22.011
Service accessibility
TS22.115
Service aspects; Charging and billing
SA3:

TR33.820
Security of H(e)NB
RAN:

TS36.300
Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2
TS36.413
Evolved Universal Terrestrial Radio Access (E-UTRA) ; S1 Application Protocol (S1AP)
TS25.367
Mobility Procedures for Home Node B; Overall description; Stage 2
TS36.304
Technical Specification Group Radio Access Network; Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode
TS25.467
Technical Specification Group Radio Access Network (UTRAN); UTRAN Architecture for 3G HNB
TS25.468
Technical Specification Group Radio Access Network: UTRAN Iuh Interface RANAP User Adaption (RUA) signalling
TS25.469
Technical Specification Group Radio Access Network : UTRAN Iuh interface Home Node B Application Part (HNBAP)
TR R3.020
Home (e)NodeB; Network aspects

CT1:

TS23.122
Non-Access-Stratum (NAS) functions related to Mobile Station (MS) in idle mode
TS24.008
Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
TS24.285
Allowed Closed Subscriber Group (CSG) List; Management Object (MO)
TS24.301
Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3
TR24.801
3GPP System Architecture Evolution (SAE); CT WG1 aspects
CT4:

TS23.008
Organization of subscriber data
TS23.003
Numbering, addressing and identification
TS29.002
Mobile Application Part (MAP) specification
TS29.272
MME Related Interfaces Based on Diameter Protocol
3GPP
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