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Start of Change 1
5.9.x.y1 Emergency Attach 

An Emergency Attach procedure, based on the Attach Procedure in section 5.3.2.1, is used when a UE is in a limited service mode and the UE needs a PDN connection for emergency services  The enhancements needed to support Emergency Attach are:

a) The Attach Request indicates request type "emergency".

b) If the UE has a valid  IMSI it includes it otherwise the UE includes its IMEI in the emergency attach request.
c) Where local regulation requires support for unauthenticated or unauthorized UEs, subscription and authorization procedures may be skipped or performed and failing is accepted.

The Attach Procedure Steps are modified as follows:

Step 1 (Attach Request): UE includes the emergency attach indication and IMSI or IMEI. If the UE has a valid IMSI then it includes the IMSI when initiating Attach with request type "emergency". Otherwise the IMEI is included. 

Step 5a (Authentication): If the MME is configured to accept unauthenticated emergency services the MME skips the authentication procedure or accepts that authentication fails when the request type is “emergency”. 
Step 5b (Identity Request-ME Identity): The IMEI may have been included in Step 1.  If not, it may be requested.  If the MME is configured to accept unauthenticated emergency services the MME skips the IMEI check or accepts that it fails when the request type is “emergency”.
Step 8 (Update Location Request): The location update is not performed for an unauthenticated UE and may not be performed for unauthorized UE. 

Step 11 For UEs with valid IMSI MME does not reject emergency attach due to access restrictions, regional restrictions or subscription check failure and does not notify any reject to HSS.
Step 12 (Create Default Bearer): For request type “emergency” the MME applies the parameters from MME Emergency Configuration Data.    

Step 14 (PCC): Where dynamic PCC is deployed, the PCRF, recognizing the emergency APN, instructs the PCEF that the bearer is used for emergency services by setting the ARP of the PCC rules so that bearers can be prioritized when performing admission control. If dynamic PCC is not deployed, static rules are configured in the PDN GW.

Step 17 (Initial Context Setup Request/Attach Accept):  The MME determines the UE AMBR to be used by the eNB based on MME configured values. The MME includes an ARP value reserved for emergency service for the emergency bearers in the Session Management Request.  

Step 25 (Notify Request): The Notify Request is not performed for an unauthenticated UE and may not be performed for unauthorized UE.  

Editor's Note: It is FFS if handover to non-3PPP accesses is supported during an emergency call for UEs without a valid IMSI (i.e., no HSS entry).
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