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* * * 1st Change * * * *

6.2.1.5
Handling of Multiple BBERFs associated with the same IP‑CAN session

In case the PCRF determines that there is more than one BBERF associated with the same IP‑CAN session, which only occurs during handovers, the PCRF handles the multiple BBERFs as follows:

-
The PCRF classifies the BBERF which reports the same IP‑CAN type as that reported by the PCEF as the primary BBERF and the other BBERF(s) as non-primary BBERF(s).  In case there are more than one BBERFs that report the same IP‑CAN type as that reported by the PCEF, the BBERF that last created the GW Control Session with the PCRF is classified as the primary BBERF and other BBERF(s) are classified as non-primary BBERF(s).

 -
When a new (primary/non-primary) BBERF supporting NW/UE bearer establishment mode creates a GW Control session, the PCRF provides to the new BBERF QoS rules corresponding to  the existing SDFs. The QoS characteristics of some of the QoS rules may be changed or some QoS rules may not be provided to the new BBERF, e.g. depending of the capability of the target RAT . When a new (primary/non-primary) BBERF supporting only UE bearer establishment mode creates a GW Control session, the PCRF authorizes the setup of the default bearer and only pushes down QoS rules in response to specific requests from the BBERF.

NOTE:
To facilitate the UE's determination of which pre-existing IP flows have QoS resources setup in the target access, the use of  mechanisms such global filter IDs (that remain unchanged between the source and target access or require the target access to not change filters provided to the UE), is recommended.

 -
The PCRF keeps track of QoS rules activation by all the BBERFs. The PCRF updates PCC rules to the PCEF based on activation status of QoS rules in the primary BBERF.

-
If the primary-BBERF reports failure to activate a QoS rule, the PCRF also removes the same QoS rule from the non-primary BBERFs and the corresponding PCC rule from the PCEF. If a non-primary BBERF reports failure to install a QoS rule, the PCRF updates the status for that particular BBERF in its record but does not perform any further action.

 -
When path-switch occurs and the PCEF informs the PCRF of a new IP‑CAN type, the PCRF keeps (and, if necessary, updates) only those PCC rules in the PCEF which have been activated by the new primary BBERF with an acknowledgement provided to the PCRF.

 -
For the case of UE initiated resource reservation through the non-primary BBERF: If a non-primary BBERF request results in a change of the QoS rules active in the primary-BBERF, e.g. creation of a new QoS rule or results in modification of an existing QoS rule, then the PCRF shall reject the request.
* * * Next Change * * * *

7.7.1.2
Gateway Control Session Establishment during BBERF Relocation
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Figure 7.7.1.2-1: Gateway Control Session Establishment during BBERF Relocation

This procedure concerns both roaming and non-roaming scenarios. In the roaming case when a Gateway Control Session is used, the V-PCRF should proxy the Gateway Control Session Establishment between the BBERF in the VPLMN and the H-PCRF over S9 based on PDN-Id and roaming agreements.

In the non-roaming case (Figure 5.1.1) the V-PCRF is not involved.

1.
The target GW(BBERF) receives an indication that it must establish a Gateway Control Session.

2.
The target GW(BBERF) sends the PCRF a Gateway Control Session Establishment. The BBERF includes the following information: IP‑CAN Type, UE Identity, PDN Identifier (if known), IP address(es) (if known). The IP‑CAN Type identifies the type of access used by the UE. The UE's identity and PDN Identifier requested are used to identify the subscriber and in PCRF selection to locate the PCRF function with the corresponding IP‑CAN session established by the PDN GW. The BBERF may also include the Default Bearer QoS and APN-AMBR (applicable for case 2b, as defined in clause 7.1). Further information is supplied on an access specific basis, as described in the IP‑CAN specific Annexes.

3.
If case 2b of clause 7.1 applies and the PCRF correlates the Gateway Control Session with an existing IP‑CAN session, it sends an Acknowledge Gateway Control Session Establishment to the target GW(BBERF). The PCRF may include the following information: QoS Rules and Event Triggers. The QoS policy rules are employed by the GW(BBERF) to perform Bearer Binding. The Event Triggers indicate events that require the GW(BBERF) to report to the PCRF. If the BBERF supports NW/UE bearer establishment mode, the PCRF provides to the new BBERF QoS rules corresponding to existing SDFs. The QoS characteristic of some of the QoS rules may be changed or some QoS rules may not be provided to the new BBERF, e.g. depending of the capability of the target RAT. 
4.
The QoS Rules and Event Triggers received by the target GW(BBERF) are deployed. This will result in bearer binding being performed, according to the rules. This step may trigger IP‑CAN bearer establishment procedures. The details of bearer establishment are IP‑CAN specific.

5.
An indication of Gateway Control Session Established is sent to the entity that triggered the initiation of the session.

6.
The target GW(BBERF) initiates the IP‑CAN Bearer signalling if required for the QoS Rules and Event Triggers deployed in step 4.

7.
The target GW(BBERF) receives the response for the IP‑CAN Bearer signalling.

8.
The target GW(BBERF) sends the result of the QoS rule activation to the PCRF, indicating whether the resources requested have been successfully allocated.

9.
If case 2b applies the source GW(BBERF) initiates the Gateway Control Session Termination procedure as defined in clause 7.7.2.1, if appropriate.

10.
If case 2a applies the PCRF initiates a Gateway Control and QoS Rules Provision procedure towards the source GW(BBERF) as defined in clause 7.7.4, if appropriate, in order to remove any QoS Rules affected by the GW(BBERF) re-location. If there is no other IP‑CAN session established at the source GW(BBERF), the PCRF instead initiates the Gateway Control Session Termination procedure as defined in clause 7.7.2.2.

11.
If the PCC rules previously provided to the GW(PCEF) need to be removed due to the result of the QoS rule activation as received in step 8, the PCRF updates the GW(PCEF). The PCRF first waits for the PCEF initiated IP‑CAN session modification procedure to provide the updates. If the IP‑CAN session modification procedure already occurred, the PCRF performs an IP‑CAN session modification procedure with the GW(PCEF).
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11. IP-CAN Session
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3. Acknowledge Gateway Control Establishment
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9. BBERF initiated Gateway Control Session Termination (case 2b)







5. Establish Gateway Control Session Reply
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10. Gateway Control and QoS Rules provision (case 2a) 
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7. IP-CAN Bearer Signaling 
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