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Abstract of the contribution: To remove the unnecessary limitation on the Allowed CSG List update for HNB Architecture in TR23.830.
Discussion: 
In TR23.830v0.2.1, the Allowed CSG List handling texts for the HNB and HeNB are slightly different:

------------

In clause 4.2.1.1, the text for HNB is:
-
When a CSG subscriber group is updated, the affected UEs’ CSG subscription data shall be updated in the HSS. And then the HSS pushes updated subscription data to SGSN/MSC/VLR. And when a CSG ID is removed from a UE’s Allowed CSG List while the UE is connected to the CSG, the SGSN/MSC/VLR may notify the affected UE to update its locally stored Allowed CSG List.

Editor’s note: Specific mechanism used by the SGSN/MSC/VLR to notify the UE of a change in the Allowed CSG List is FFS.
Whereas, in clause 4.3.1.1, the text for HeNB is:

-
When a CSG subscriber group is updated, the affected UEs’ CSG subscription data shall be updated in the HSS. And then the HSS pushes updated subscription data to the MME. And when a CSG ID is removed from a UE’s Allowed CSG List, the MME may notify the affected UE to update its locally stored Allowed CSG List.

Editor’s note: Specific mechanism used by the MME to notify the UE of a change in the Allowed CSG List is FFS.

Comparing the above, it is clear that for HNB (clause 4.2.1.1), there updating of the UE’s Allowed CSG List is limited to the case of “while the UE is connected to the CSG” that has been removed. 
The prompt updating of the UE’s Allowed CSG List is crucial to prevent the UE camping on incorrect cells after move to IDLE mode. Therefore, there limitation about the Allowed CSG List update for HNB case should be removed, i.e. to align with that of the HeNB case because they are derived from the same Rel-8 service requirements. 
Proposed Changes:
===================== Start of Change 1 ===========================
4.2.2.1
Support for CSGs and Allowed CSG List handling

-
The Allowed CSG List shall be provided as part of the CSG subscriber’s subscription data to the SGSN/MSC/VLR.
Note: The assumption for release 8 is the Allowed CSG List is stored in the HSS.

-
When a CSG subscriber group is updated, the affected UEs’ CSG subscription data shall be updated in the HSS. And then the HSS pushes updated subscription data to SGSN/MSC/VLR. And when a CSG ID is removed from a UE’s Allowed CSG List while the UE is connected to the CSG, the SGSN/MSC/VLR may notify the affected UE to update its locally stored Allowed CSG List.
====================== End of Change 1 ========================
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