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Abstract of the contribution: Proposal for architectural alternatives, which provide means to re-select S-CSCF during UE re-registration.
1. Introduction
In TR 23.812 section 4.2.1.3 discusses cases where a sub-optimal S-CSCF (with regard to capabilities) has been selected by an I-CSCF due to the fact that the most preferred S-CSCF was not available during registration. Even when the most preferred S-CSCF becomes available again, the UE will be served by the less preferred S-CSCF potentially for long time. 
This contribution outlines several alternatives to re-select the S-CSCF at UE re-registration.
2. Proposal

5.4
Architectural Alternatives to re-select the S-CSCF

5.4.1
Architectural Details for the Re-Selection Mechanism 1
This architectural alternative adds additional functionality (compared to Rel-8) to the I-CSCF. Message contents of SIP or Cx messages are not modified.

When the decision to try S-CSCF re-selection is taken by the I-CSCF the I-CSCF forwards the SIP REGISTER message to the preferred S-CSCF rather than to the currently selected S-CSCF. Existing Rel-8 procedures then result in changing the S-CSCF. Active sessions, however, will be terminated.
5.4.2
Information Flow for Re-Selection Mechanism 1

[image: image1.emf]UE I-CSCF HSS S-CSCF 1 S-CSCF 2

12. SAR

13. SAA

3. RTR

4. RTA

14. OK

15. OK

1. Register

2. MAR

5. MAA 

6. 401 Unauthorized

7. 401

8.. Register

11. Register

9. UAR

10. UAA (S-CSCF 1)


1. The I-CSCF sends SIP REGISTER to the preferred and available, but currently not assigned S-CSCF (S-CSCF 1)

2. – 15. Existing Rel-8 procedures are followed.
5.4.3
Architectural Details for the Re-Selection Mechanism 2
This architectural alternative adds additional functionality (compared to Rel-8) to the I-CSCF, the HSS, and the S-CSCF. In addition it extends the SIP REGISTER message sent from I-CSCF to S-CSCF and the SIP 480 message sent from S-CSCF to I-CSCF.

Message contents of messages via Cx are not modified.

When the decision to try S-CSCF re-selection is taken by the I-CSCF the I-CSCF forwards the SIP REGISTER message to the currently selected S-CSCF. An new (compared with Rel-8) indication within the REGISTER message asks the S-CSCF to reject the REGISTER message, if there are no active services (e.g. sessions or subscriptions) for the UE (or any other UE within the user’s subscription). If there are no active services, the S-CSCF returns a 480 message to the I-CSCF. I-CSCF then sends a REGISTER message to the preferred S-CSCF. Existing Rel-8 procedures then results in re-assignment of the S-CSCF. Active sessions will not be terminated, because there are no active sessions.

5.4.4
Information Flow for Re-Selection Mechanism 2
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1. The I-CSCF sends SIP REGISTER with a new indication "reject if idle" to the assigned but less preferred S-CSCF (S-CSCF 2)

2. The S-CSCF 2 checks whether there are active services for any UE of the subscription. If there are active services (not shown in the figure) S-CSCF 2 continues according to existing Rel-8 procedures; S-CSCF re-assignment is not performed (delayed to next re-registration).

3. If there are no active services, S-CSCF 2 returns a 480 message to the I-CSCF indicating that S-CSCF re-assignment may be performed.
4. I-CSCF sends SIP REGISTER to the preferred S-CSCF (S-CSCF 1).

5. – 18. Existing Rel-8 procedures are followed and S-CSCF is changed.
5.4.5
Architectural Details for the Re-Selection Mechanism 3
This architectural alternative adds additional functionality (compared to Rel-8) to the I-CSCF, the HSS, and the S-CSCF. In addition it extends the SIP REGISTER message sent from I-CSCF to S-CSCF and the SIP 480 message sent from S-CSCF to I-CSCF.

Message contents of messages via Cx are not modified.

When the decision to try S-CSCF re-selection is taken by the I-CSCF the I-CSCF forwards the SIP REGISTER message to the currently selected S-CSCF. An new (compared with Rel-8) indication within the REGISTER message asks the S-CSCF to reject the REGISTER message, if there are no active services (e.g. sessions or subscriptions) for the UE (or any other UE within the user’s subscription). If there are no active services, the S-CSCF returns a 480 message to the I-CSCF and de-registers the user by sending SAR to the HSS. I-CSCF then sends a REGISTER message to the preferred S-CSCF. Existing Rel-8 procedures then results in re-assignment of the S-CSCF. Active sessions will not be terminated, because there are no active sessions.

5.4.6
Information Flow for Re-Selection Mechanism 3
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1. The I-CSCF sends SIP REGISTER with a new indication "reject if idle" to the assigned but less preferred S-CSCF (S-CSCF 2)

2. The S-CSCF 2 checks whether there are active services for any UE of the subscription. If there are active services (not shown in the figure) S-CSCF 2 continues according to existing Rel-8 procedures; S-CSCF re-assignment is not performed (delayed to next re-registration).

3. – 4. If there are no active services, S-CSCF 2 de-registers the user.

5. S-CSCF 2 returns a 480 message to the I-CSCF indicating that S-CSCF re-assignment shall be performed.

6. I-CSCF sends SIP REGISTER to the preferred S-CSCF (S-CSCF 1).

7. – 18 Existing Rel-8 procedures are followed and S-CSCF is changed.
3. Conclusion

The above alternatives to perform S-CSCF re-selection during the UE re-registration procedure is added to TR 23.812.
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