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Introduction
Time period control should also be performed at UE for temporary CSG membership.
Discussions

It is possible to limit the period of time during which a user is considered a member of a CSG. When the time period expires, the involved CSG shall no longer be considered by the UE as allowed for access, except for emergency calls. Hence, UE also needs to perform check on the time period of its subscription to a CSG. When the time period expires, UE shall remove the involved CSG from its Allowed CSG List. If UE camps on that CSG in idle mode, a cell reselection shall be performed.  
Text Proposal

This P-CR proposes to include the following content in TR 23.830.
Start of the first Change 
6.3.1.2.1
Solution 1
CT4 has agreed that time period is a CSG-Subscription-Data stored in HSS, which is described in TS 29.272. When the MME/SGSN/MSC receives CSG-Subscription-Data from the HSS, the time period information is also sent to the MME/SGSN/MSC. 

Either the HSS or the MME/SGSN/MSC can perform a check on the expiry of the time period during which a subscriber is granted access. However, considering the critical role in the mobile network of the HSS, it is not advisable to use the HSS to perform such check. Furthermore, in Release 8 it has been agreed that the MME/SGSN/MSC is the entity where the access control function is implemented. It is therefore natural to assume that the check on the time period during which the subscriber is granted access is performed by the MME/SGSN/MSC.
UE shall check the time period of CSG subscription. When the time period expires, UE shall remove the involved CSG from its Allowed CSG List. If UE camps on that CSG in idle mode, a cell reselection shall be performed.
End of the Change 
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