Page 1



3GPP TSG-SA WG2 Meeting #71 
(
S2-091331
Budapest, Hungary, 16 – 20 February 2009

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	23.237
	CR
	0101
	(

rev
	1
	(

Current version:
	8.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Terminology alignment with TS 23.003

	
	

	Source to WG:
(

	Vodafone

	Source to TSG:
(

	S2

	
	

	Work item code:
(

	IMS-Cont
	
	Date: (

	10/2/09

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	3GPP TS 23.003 contains the definitions for all numbering, naming and addressing related to SC. However, there is currently some overlap and also some missing references in TS 23.237.

	
	

	Summary of change:
(

	Update of the relevant definitions and abbreviations to refer out to TS 23.003 where appropriate. Plus a minor editorial.

	
	

	Consequences if 
(

not approved:
	Unclear definition of SC related identifiers.

	
	

	Clauses affected:
(

	2, 3.1, 6.3.2.1.1

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	CR 23.003-0177

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


<<< First Modification >>>
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 22.258: "Service requirements for the AIPN".
[3]
3GPP TS 23.206: "Voice Call Continuity between CS and IMS".
[4]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[5]
3GPP TS 23.292: "IP Multimedia Subsystem (IMS) centralized services; Stage 2".
[6]
ITU-T Recommendation E.164: "The international public telecommunication numbering plan".

[7]
OMA-ERELD-DM-V1_2-20060602-C: "Enabler Release Definition for OMA Device Management, Candidate Version 1.2".
[8]
RFC 3261 (June 2002): "SIP: Session Initiation Protocol".
[9]
3GPP TS 22.101: "Service aspects; Service principles".
[10]
3GPP TS 23.216: " Single Radio Voice Call Continuity (SRVCC); Stage 2".
[11]
3GPP TS 33.102: "3G security; Security architecture".
[12]
3GPP TS 33.203: "Access security for IP-based services".
[13]
3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2".
[xx]
3GPP TS 23.003: "Numbering, addressing and identification"
<<< Next Modification >>>
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions in TR 21.905 [1] and the following apply.

Access Leg: This is the call control leg between the UE and the SCC AS; also see TS 23.292 [5] for the definition of Access Leg for IMS sessions which use the CS media.

Access Transfer: Transfer at the IMS-level of one or more media paths of an ongoing IMS session on one UE between PS to CS access; or transfer at the IMS-level of both the signalling and the media path of an ongoing IMS session on a UE between different IP-CANs.

Correlation MSISDN: An MSISDN used for correlation of sessions. See TS 23.003 [xx] for more information.
IMS Service Continuity: A service of the IMS which supports the use of Session Transfer mechanisms to maintain service continuity in the event of terminal mobility and/or mobility between terminals for the case when such events are not hidden from the IMS session layer and thus service continuity could not otherwise be maintained.

Inter-UE Transfer: Transfer at the IMS-level of all or some of the media flows and associated signalling between UEs under the control of the same user.

NOTE 1:
The transfer of all media flows and the control signalling from one device to another is also known as Session Mobility as defined in TS 22.258 [2].

NOTE 2:
Inter-UE Transfer is not specified as part of the present release.

IP Multimedia Routing Number (IMRN): An IP Multimedia Routeing Number (IMRN) is a routable number that points to an SCC AS in the IM CN subsystem. See TS 23.003 [xx] for more information.
Local Operating Environment Information: This is a set of parameters, which can include access network(s) conditions and other parameters implementation specific, which describe the local environment in which the UE is operating.
Remote Leg: This is the call control leg between the SCC AS and the remote party from the subscriber's perspective; also see TS 23.292 [5] for the definition of Remote Leg for IMS sessions which use the CS media.

Session Transfer: Transfer at the IMS-level of one or more of the session signalling paths and/or associated media flow paths of an ongoing IMS session while maintaining service continuity. Session Transfer incorporates Access Transfer and / or Inter-UE Transfer.

Session Transfer Identifier (STI): An identifier used by the UE to request the SCC AS to perform Session Transfer. The STI is either statically configured on the UE or dynamically assigned. See TS 23.003 [xx] for more information.
Session Transfer Number (STN): A number used by the UE to request the SCC AS to perform Session Transfer from PS to CS access. The STN is statically configured on the UE. See TS 23.003 [xx] for more information.
Session Transfer Number for SRVCC (STN-SR): A STN used for  SRVCC procedures as specified in TS 23.216 [10]. STN-SR is configured for the subscriber at the time of SRVCC service provisioning. See TS 23.003 [xx] for more information.
Source Access Leg: The Access Leg that exists in the transferred-out access before executing Access Transfer procedures.

Target Access Leg: The Access Leg that is established in the transferred-in access during Access Transfer procedures.

<<< Final Modification >>>
6.3.2
Session Transfer Information flows

6.3.2.1
PS – CS Access Transfer
6.3.2.1.1
PS – CS Access Transfer: PS to CS
Figure 6.3.2.1.1-1 PS – CS Access Transfer: PS to CS, provides an information flow for Access Transfer of an IMS session in PS to CS direction. The flow requires that the user is active in an IMS originating or terminating session using PS media flow(s) at the time of initiation of Access Transfer to CS.
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Figure 6.3.2.1.1-1: PS – CS Access Transfer: PS to CS

1.
If the user is not attached to the CS domain at the time when the UE determines a need for Access Transfer to CS, the UE performs a CS Attach as specified in TS 23.292 [5], clause 7.2.1. It subsequently originates a session that uses CS media using the STN to establish an Access Leg via the CS access and requests Access Transfer of the IMS session to CS access using the procedures described in TS 23.292 [5], clause 7.3.2 Originating Sessions that use CS media.

2.
Standard procedures as specified in TS 23.292 [5], clause 7.3.2 Originating Sessions that use CS media are used in CS and IMS intermediate nodes which results in routing of the INVITE with the STN or an IMRN to the I/S‑CSCF. The MSC Server enhanced for ICS includes the Instance ID into the session transfer request if the user is registered in the IMS by the MSC Server enhanced for ICS as specified in TS 23.292 [5]. If the user is not registered in IMS then CS/IMS Interworking Nodes includes the C‑MSISDN as calling party number into the session transfer request.

3.
Standard procedures are used at I/S-CSCF for routing of the INVITE to the SCC AS.

4.
The SCC AS completes the establishment of the Access Leg via the CS access. The SCC AS may retrieve the C‑MSISDN from the HSS. The SCC AS is able to identify the correct anchored session using either the C‑MSISDN or the Instance ID for session identification. The SCC AS performs the Access Transfer by updating the Remote Leg with the connection information of the newly established Access Leg using the Remote Leg Update procedure as specified in clause 6.3.1.5. The SCC AS completes the session setup towards UE according to procedures defined in TS 23.228 [4].

5.
The Source Access Leg (which is the Access Leg previously established over PS access) is released as specified in clause 6.3.1.6
NOTE:
Steps 4 and 5 consist of a sequence of messages, some of which may occur in parallel.
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