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Abstract of the contribution:

Mechanisms should be put in place to ensure that the user remains the longer attached to its Home NB/eNB to benefit from a preferential billing and other advantages related to its Femto subscription (e.g. Femto for corporate environment).
Therefore inter-Home NodeB and inter-home eNodeB mobility for the UE in Idle mode or in connected mode are also needed to ensure continuity of the service.
This contribution provides operator requirements for Rel-9 Home Node B and Home eNodeB for supporting services continuity for a UE connected to a Home NodeB/eNodeB.

---------------------------------------------Next Changes --------------------------------------
5.1
General requirements
NOTE: the requirements below are in addition to the requirements already supported in Rel-8
5.1.1
CSG Membership Management
· In closed or hybrid mode, it should be possible for the CSG manager to add, remove and list the CSG members. It should be possible to add subscribers from another operator with which the HNB/HeNB operator has a roaming agreement.
· It shall be possible for the CSG manager and/or the operator operating the CSG cell to add/remove a roaming subscriber to a CSG without exchanging any CSG specific information with the HPLMN. In this case such CSG membership is acquired by the UE as a result of successful manual CSG selection.

· For temporary CSG members it shall be possible for the CSG manager and/or the operator operating the CSG cell to limit the period of time during which the subscriber is considered a member of a CSG (granted access rights).

5.1.2
Mobility management

-
The following requirements apply to a UE for mobility in connected mode:

-
Handover to or from an open H(e)NB shall be supported.

The requirements below apply to CSG cell in closed and hybrid mode

-
Handover from GERAN or UTRAN or E-UTRAN non-CSG cell to a UTRAN or E-UTRAN CSG cell shall be supported.
-
Handover from UTRAN or E-UTRAN CSG cell to a UTRAN or E-UTRAN CSG cell shall be supported.
-
Handover from UTRAN or E-UTRAN CSG cell to GERAN/UTRAN/E-UTRAN non-CSG cell shall be supported.
-
The following requirements apply to a UE for mobility in idle mode:

-
CSG Cell re-selection from UTRAN or E-UTRAN CSG cell to another UTRAN or E-UTRAN CSG cell shall be supported

---------------------------------------------Next Changes --------------------------------------
5.3.3
Mobility management

Editor’s note: It is FFS whether there is any specific requirement in addition to 5.1.2 
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