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Abstract of the contribution: This contribution discusses on identification of emergency call handover from HRPD access to E-UTRAN and proposes to add the related text into TR 23.869 in Rel-9
1. Discussion and proposal
This contribution introduces impact on EPC when an emergency call handover is performed from HRPD access to E-UTRAN. To support the emergency call handover in EPC, the Attach procedure specified in TS 23.401 should be enhanced and this procedure would be different from the emergency attach procedure which is already discussed. Therefore, identification of the emergency call handover is needed in Attach procedure. Following change shows this in more detail and we propose that the related text to be added to TR 23.869.
***** First Change *****

5.5.x
Key Issue x: Emergency call handover from HRPD access to E-UTRAN in limited service mode 
5.5.x.1
Description

When a UE performs handover from HRPD access to E-UTRAN, Attach procedure specified in TS 23.401 is used. The Attach procedure is shared with several procedures including the initial attach, handover (especially from non-3GPP) and emergency attach. And it is expected that the emergency call handover procedure is different from emergency attach and the Attach procedure should be modified to support the emergency call handover. Therefore, it is needed to distinguish emergency handover from the existing procedures including the emergency attach for adding an appropriate emergency call handover flow into the Attach procedure. And also other relevant procedures should be considered in same way.
5.5.x.2
Solution


***** End of First Change *****
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