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Start of Change 1
5.9.x.y2 Emergency Tracking Area Update 

This procedure is executed when the UE has an on-going emergency call when a tracking area update is triggered.  If the MME changes, the emergency connection information must be conveyed to the MME so that the appropriate service level can be maintained.   

Tracking area update during an emergency call is based on the procedures in section 5.3.3. The enhancements needed to support IMS Emergency Calls are:

a) If emergency calls are supported for UEs in a limited service mode, the tracking area update must succeed if the UE moves to a restricted area during the emergency call.  This includes continuing the procedure if security procedures fail or the location update fails or indicates the UE is now in a restricted area.

The Tracking Area Update procedure with Serving GW change Steps in section 5.3.3.1 are enhanced or used as follows:

Step 4, Step 6, Step 7 (Context Request/Authentication/Context Acknowledge): For emergency calls in limited service mode and where the network supports emergency calls in limited service mode, the validation procedures may be skipped. If performed and fails, the TAU may proceed where required by local regulation.

Step 5 (Context Response): Per section 5.3.3.1, the APN is included in the MME context information, thereby conveying the emergency call context when the APN is the Emergency APN.   

Step 12 (Update Location): For emergency calls in limited service mode and where the network supports emergency calls in limited service mode, the location update procedures may be skipped. If performed and fails, the TAU may proceed where required by local regulation.

Step 15 (Update Location Ack): The regional subscription restrictions and access restrictions are ignored where emergency access is required per local regulation.

The Tracking Area Update procedure without Serving GW change Steps in section 5.3.3.2 are enhanced or used as follows:

Step 4, Step 6, Step 8, Step 9 (Context Request(oMME)/Context Request(oSGSN), Authentication/Context Acknowledge): For emergency calls in limited service mode and where the network supports emergency calls in limited service mode, the validation procedures may be skipped. If performed and fails, the TAU may proceed where required by local regulation.

Step 5 (Context Response): Per section 5.3.3.1, the APN is included in the MME context information, thereby conveying the emergency call context when the APN is the Emergency APN.

Step 16 (Update Location): For emergency calls in limited service mode and where the network supports emergency calls in limited service mode, the location update procedures may be skipped. If performed and fails, the TAU may proceed where required by local regulation.

Step 21 (Update Location Ack): The regional subscription restrictions and access restrictions are ignored where emergency access is required per local regulation.
End Changes
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