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* * * 1st Change * * * *
6.2.1.5
Handling of Multiple BBERFs associated with the same IP‑CAN session
In case the PCRF determines that there is more than one BBERF associated with the same IP‑CAN session, which only occurs during handovers, the PCRF handles the multiple BBERFs as follows:

-
The PCRF classifies the BBERF which reports the same IP‑CAN type as that reported by the PCEF as the primary BBERF and the other BBERF(s) as non-primary BBERF(s).  In case there are more than one BBERFs that report the same IP‑CAN type as that reported by the PCEF, the BBERF that last created the GW Control Session with the PCRF is classified as the primary BBERF and other BBERF(s) are classified as non-primary BBERF(s). In this case, the PCRF provides to the primary BBERF the QoS rules which were active at the Source BBERF before the handover. Any change of the QoS rules is performed via an additional QoS Rule Provision Procedure after the handover.
 -
When a new (primary/non-primary) BBERF supporting NW/UE bearer establishment mode creates a GW Control session, the PCRF provides all the existing active QoS rules to the new BBERF. When a new (primary/non-primary) BBERF supporting only UE bearer establishment mode creates a GW Control session, the PCRF authorizes the setup of the default bearer and only pushes down QoS rules in response to specific requests from the BBERF.

NOTE:
To facilitate the UE's determination of which pre-existing IP flows have QoS resources setup in the target access, the use of  mechanisms such global filter IDs (that remain unchanged between the source and target access or require the target access to not change filters provided to the UE), is recommended.

 -
The PCRF keeps track of QoS rules activation by all the BBERFs. The PCRF updates PCC rules to the PCEF based on activation status of QoS rules in the primary BBERF.

-
If the primary-BBERF reports failure to activate a QoS rule, the PCRF also removes the same QoS rule from the non-primary BBERFs and the corresponding PCC rule from the PCEF. If a non-primary BBERF reports failure to install a QoS rule, the PCRF updates the status for that particular BBERF in its record but does not perform any further action.

 -
When path-switch occurs and the PCEF informs the PCRF of a new IP‑CAN type, the PCRF keeps (and, if necessary, updates) only those PCC rules in the PCEF which have been activated by the new primary BBERF with an acknowledgement provided to the PCRF.

 -
For the case of UE initiated resource reservation through the non-primary BBERF: If a non-primary BBERF request results in a change of the QoS rules active in the primary-BBERF, e.g. creation of a new QoS rule or results in modification of an existing QoS rule, then the PCRF shall reject the request. 

