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1. Overall Description:

RAN2 thanks CT1 for their liaison statement regarding Indication of mobile access network type/capabilities to IMS.

Below please find RAN2 responses to the specific questions:

1) CT1 kindly asks RAN2 whether it is possible for the UTRAN system to indicate VoIP-enhancement support of the current cell to the UE.

Technically there is no problem for RAN2 to introduce this indicator. This introduction can be done in all DL RRC signalling in a backward compatible way even for Release 8, provided that this is done before Release 9 ASN.1 freeze.  

Nevertheless, RAN2 feels that the need for such a bit should come from CT1 (or other groups) and the UE behaviour needs to be specified by CT1 with regard to which action should be triggered by Call Control layer upon reception or absence of this indication in the upper layers. Therefore for the time being RAN2 is not planning to introduce such an indicator in TS25.331.

2) CT1 kindly asks RAN2 and SA2 if the above proposed scheme is acceptable with regard to signalling load on the network and to UE battery consumption, keeping in mind that VoIP would typically be activated on a comprehensive service area, typically a dense city or large business area.

CT1 kindly asks SA2 and RAN2 whether a network-based solution may be feasible and preferable. For instance, the UE indicates the mobile access network type/capabilities at normal IMS registration, and the access network systems keep the IMS network informed of the changes of this information
RAN2 understand that SA2 have addressed this question in [1]. RAN2 agrees with SA2 conclusions with regards to the negative side effect foreseen on the UE battery life and increase of the RRC signalling traffic.

2. Actions:

To CT1 group

ACTION: 
RAN2 kindly asks CT1 to provide a feedback on the usage of such a VoIP-enhancement indicator by Call Control layer. 
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