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1. Overall Description:

This LS is requesting action from SA4 and RAN3 for Release 9. SA2 is scheduled to complete Release 9 work by June, 2009.  SA2 is specifying handling of E-UTRAN and UTRAN emergency bearer handling for IMS emergency calls, including support for UEs in limited service mode and seeks your expertise in addressing MME detection of the end of an IMS emergency call at the bearer level.

The issue to be addressed is identifying a detection mechanism in the MME to initiate a detach timer for UEs in limited service mode.  It is desired to start this timing after the detection of the end of an IMS emergency call.  If dynamic PCC is used, MME will be aware of deactivation of the GBR bearer when the IMS session terminates.  If dynamic PCC is not used, the GBR bearer deactivation would not be initiated by IMS and another detection mechanism is needed.  
SA2 would like to know if an S1 release request with an inactivity cause value would or could be sent at the end of the IMS emergency call (i.e., the S1 release request is sent only when the caller hangs up and not during long periods of silence). This seems possible if Silence Descriptor (SID) frames are sent regularly and then the SR release request is sent after no more SIDs are received.  

If generating SIDs is optional and special handling is needed to guarantee SIDs are generated is it possible based on the following:

- the UE is aware it is in limited service mode and performing special emergency attach procedures for IMS emergency session. 
- the eNodeB/NodeB is aware of the emergency bearers by the reserved ARP that is used for emergency bearers. 
2. Actions:

To SA4 group.

ACTION: 
SA2 asks SA4 to provide input to SA2 on confirmation that SIDs can be sent regularly. If generating SIDs is an optional capability, can it be made mandatory during IMS emergency calls, especially for the limited service mode UEs based on the UE knowing it is attached for emergency bearer services?
To RAN3 group.

ACTION: 
SA2 asks RAN3 to comment on the ability to only send S1 release request with inactivity cause value at the end of an IMS emergency call, assuming SA4 confirms SIDs can be sent regularly during silent periods of an IMS emergency call and E-UTRAN/UTRAN is aware of emergency bearers based on the reserved emergency ARP. 

3. Date of Next TSG-SA WG2 Meetings:

SA2 #73, 11 - 15 May 2009     Tallinn, EE   

SA2 #74,   6 - 10 Jul 2009     Sophia Antipolis, FR
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