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Abstract of the contribution: This paper proposes to remove the second Editor’s Note in 4.3.1 from TR 23.838.
1. Discussion
There is the following Editor’s Note about step 2 in section 4.3.1 of TR 23.838:
	Renegotiate Media characteristics

(local end initiating side)
	Update of media characteristics on the same UE 
	Yes
	Standard IMS procedures.
	Yes
	The Controller UE will be informed with the new media characteristics renegotiated by the Controllee UE.
Editor’s Note: Does the Controller UE need to know the new media characteristics is FFS.

	
	Update of media characteristics on a different UE.
	Yes
	New capability of Inter UE.
	No
	The Controllee UE can accept/reject media flow renegotiation.


As the Controller UE may initiate subsequent IUT actions on the media flow(s) in the Controllee UE, e.g. IUT media transfer or IUT media deleting, the Controller UE needs to be informed with the latest media characteristics in the Controllee UE.
2. Proposal 
This paper proposes to remove the second Editor’s Note in 4.3.1 from TR 23.838.
Start of the 1st modified section

4.3.1
Overview

Table 4.3.1-1 provides an overview of Controller UE and Controllee UE operations.
	Operations 
	Controller UE
	Controller UE Comment
	Controllee UE
	Controllee UE Comment

	Add

Media flow (local end initiating case)
	Add media flow by creating a new Access Leg on the same UE
	Yes
	Standard SC procedures.
	No
	

	
	Add media flow by creating a new Access Leg on a different UE
	Yes
	New capability of Inter UE.
	No
	The Controllee UE can accept/reject media flow addition using Standard IMS procedures.

	
	Add media flow to an existing Access Leg on the same UE
	Yes
	Standard IMS procedures.
	No
	

	
	Add media flow to an existing Access Leg on a different UE
	Yes
	New capability of Inter UE.
	No
	The Controllee UE can accept/reject media flow addition using Standard IMS procedures.

	Remove

Media flow

(local end initiating case)
	Remove media flow from an Access Leg on the same UE.
	Yes
	Standard IMS procedures.
	Yes
	If all the media flows are removed from the Access Leg, the Access Leg is released.

The Controller UE will be informed of this drop.

	
	Remove media flow from an Access Leg on a different UE
	Yes
	New capability of Inter UE.
	No
	 

	Invoke

Supp

Services
	MMTEL Collaborative Session control with media on same UE (22.173)
	Yes
	Standard IMS procedures.
	No
	

	
	MMTEL Service Control with media on different UE (TS 22.173)
	Yes
	New capability of Inter UE. 
	No
	Editors’ note: It is FFS whether MMTel service control can be applied with media on different UE.

	
	Collaborative Session Release
	Yes
	New capability of Inter UE.
	No
	

	Collaborative Session
	
	
	
	
	

	
	
	
	
	
	

	Renegotiate Media characteristics

(local end initiating side)
	Update of media characteristics on the same UE 
	Yes
	Standard IMS procedures.
	Yes
	The Controller UE will be informed with the new media characteristics renegotiated by the Controllee UE.


	
	Update of media characteristics on a different UE.
	Yes
	New capability of Inter UE.
	No
	The Controllee UE can accept/reject media flow renegotiation.

	Transfer  Media flow/Collaborative Session Control
	Transfer (in/out) of the media flow
	Yes
	 
	No
	Only Controller UE can initiate the transfer.

	
	Transfer (in/out) of Collaborative Session control
	Yes
	 
	No
	Only Controller UE can initiate the transfer.


Table 4.3.1-1 Controller UE and Controllee UE operations 

End of the modified section
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