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Abstract of the contribution: This paper proposes to remove the second Editor’s Note in 4.5.1.5.2.1.1 from TR 23.838.
1. Discussion
There is the following Editor’s Note about step 2 in section 4.5.1.5.2.1.1 of TR 23.838:
2.
The SCC AS initiates the media session setup procedure with UE-2 for the Media-A, executes the remove Media-A procedure from UE-1, and updates Remote Leg with Remote Party. 
Editor’s Note: Whether details for this step are required is FFS.

Editor’s Note: In case the Controllee UE-2 was involved prior to the media transfer, and therefore there exists an access leg between the SCC AS and Controllee UE-2, it is FFS how the SCC AS decides if a new access leg needs to be established or if an existing one can be reused.
This contribution proposes the solution to remove the second Editor’s Note.

2. Solution

If there is an Access Leg with the target Controllee UE-2, then there are following two cases:

Case #1: the Controllee UE-2 sets up the existing Access Leg for a separate session which is from or to the Controllee UE-2 only.
In this case, the SCC AS has no Collaborative Session information for the existing access leg in the target Controllee UE-2. When the SCC AS receives the IUT request from the Controller UE-1, the SCC AS will set up a new Access Leg to the target Controllee UE-2 for the transferred-in media flow.
Case #2: the Controllee UE-2 sets up the existing Access Leg for a transferred-in media flow in the Collaborative Session.
In this case, the SCC AS has Collaborative Session information for the existing Access Leg in the target Controllee UE-2. When the SCC AS receives the IUT request from the Controller UE-1, the SCC AS will check the stored corresponding Collaborative Session information to determine whether can reuse the existing access leg in the target Controllee UE:

- if the transferred-in media flow belongs to the same Collaborative Session with an existing Access Leg in the target Controllee UE, the SCC AS will reuse the Access Leg;- 
- if the transferred-in media flow does not belong to the same Collaborative Session with an existing Access Leg in the target Controllee UE, the SCC AS will set up a new Access Leg to the target Controllee UE-2 for the transferred-in media flow. Otherwise, IUT may end up with singular sessions or Collaborative Sessions “joined” with unrelated Collaborative Session resulting in ambiguous service behaviour.
3. Proposal 
This paper proposes to remove the second Editor’s Note in 4.5.1.5.2.1.1 from TR 23.838.
Start of the 1st modified section

4.5.1.5.2.1.1
Controller Initiated Transfer Media: Controller to Controllee
UE-1 and UE-2 are under the same user subscription. Following is an example information flow for UE-1 performing media transfer to UE-2; after the transfer, the UE-1 maintains the role of the Controller UE, and UE-2 maintains the role of the Controllee UE.
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Figure 4.5.1.5.2.1.1-1: Controller Initiated Transfer Media - Controller to Controllee
1.
UE-1 sends IUT media transfer request to the S-CSCF to transfer the Media-A from UE-1 to UE-2. The IUT media transfer request shall include the enough information for the network to:

-
identify the transferred media flow is Media-A;

-
identify the source of the transferred media flow is UE-1;

-
identify the target of the transferred media flow is UE-2;

-
keep the service control of the transferred media flow in the Controller UE.

2.
The SCC AS initiates the media session setup procedure with UE-2 for the Media-A, executes the remove Media-A procedure from UE-1, and updates Remote Leg with Remote Party. 
If there is an Access Leg with the Controllee UE, then:
-
If the Access Leg belongs to the same Collaborative Session, then reuse the existing Access Leg.
-
If the Access Leg belongs to another Collaborative Session or is not a part of any Collaborative Session then set up a new Access Leg.
Editor’s Note: Whether details for this step are required is FFS.


3. The SCC AS sends media transfer response to UE-1.
When the above transfer is completed the SCC AS retains the service state (e.g. media flows status) of UE-1 and UE-2, and the UE-1 retains the control of the Collaborative Session.
NOTE 1:
UE-1 can transfer other media flows from UE-1 by repeating the above step 1-3..
NOTE 2:
If, besides the Media-A, there are other media flows in the session between UE-1 and Remote Party, the other media flows shall not be impacted by the above session transfer operation.

End of the modified section
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