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Abstract of the contribution: This contribution propose to add a requirement for prioritizing CSG cell in IDLE mode based on SA1 requirement. 
Discussion:
SA1 TS22.220v1.2.0 clause 5.5.2 states:

-
A UE in idle mode shall prefer to select a CSG cell whose CSG Identity is in the UE’s Allowed CSG List or in the User CSG list when the cell reselection criteria has been met. 

NOTE: 
All CSG identities on the Allowed CSG list and the User CSG list have the same priority. 

This needs to be reflected in the TR23.830 as new requirements for Mobility Management in clause 5.1.3.2

Proposed Changes:
================================Start of 1st Change ===========================
5.1.3
Mobility management
5.1.3.1
Connected Mode
-
Handover to or from an open H(e)NB shall be supported.

The requirements below apply to CSG cell in closed and hybrid mode:

-
Handover from GERAN or UTRAN or E-UTRAN non-CSG cell to a UTRAN or E-UTRAN CSG cell shall be supported.
-
Handover from UTRAN or E-UTRAN CSG cell to a UTRAN or E-UTRAN CSG cell shall be supported.
-
Handover from UTRAN or E-UTRAN CSG cell to GERAN/UTRAN/E-UTRAN non-CSG cell shall be supported.
5.1.3.2
Idle Mode

-
CSG Cell re-selection from UTRAN or E-UTRAN CSG cell to another UTRAN or E-UTRAN CSG cell shall be supported
- 
CSG Cell selection/re-selection shall allow a UE to prioritize a CSG cell in UE’s Allowed CSG List or in the User CSG list when the cell selection/reselection criteria have been met.

NOTE: 
All CSG identities on the Allowed CSG list and the User CSG list have the same priority.
================================End of 1st Change ===========================
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