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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

1xCS: The 3GPP2 legacy circuit switched signalling system as defined in 3GPP2 X.S0042-0 [4].

3GPP SRVCC UE: A 3GPP SRVCC UE is a UE enhanced for IMS Service Continuity with the additional UE capabilities described in this specification for SRVCC between E-UTRAN and 3GPP UTRAN and / or between E-UTRAN and 3GPP GERAN and / or between UTRAN (HSPA) and 3GPP UTRAN and 3GPP GERAN.

Single Radio Voice Call Continuity: Voice call continuity between IMS over PS access and CS access for calls that are anchored in IMS when the UE is capable of transmitting/receiving on only one of those access networks at a given time.

Session Transfer Number for SR-VCC (STN-SR): see TS 23.237 [14].

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

SRVCC
Single Radio Voice Call Continuity

1xCS IWS
Single Radio Voice Call Continuity Interworking solution Function for 3GPP2 1xCS
SAI
Serving Area Identity as defined in TS 25.413 [11]
ECGI
E-UTRAN Cell Global Identifier according to TS 23.401 [2]
#### Next change ####
6.2.2.1
SRVCC from E-UTRAN to GERAN without DTM support

Depicted in figure 6.2.2.1-1 is a call flow for SRVCC from E-UTRAN to GERAN without DTM support.
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Figure 6.2.2.1-1: SRVCC from E-UTRAN to GERAN without DTM support

1.
UE sends measurement reports to E-UTRAN.

2.
Based on UE measurement reports the source E‑UTRAN decides to trigger an SRVCC handover to GERAN.

3.
Source E‑UTRAN sends Handover Required (Target ID, generic Source to Target Transparent Container) message to the source MME. The E‑UTRAN places the "old BSS to new BSS transparent container" for the CS domain in the generic Source to Target Transparent Container. The container type also indicates to the MME that this is a SRVCC handover operation only towards the CS domain.

4.
Based on the QCI associated with the voice bearer (QCI 1) and the SRVCC handover indication, the source MME splits the voice bearer from the non voice bearers and initiates the PS-CS handover procedure for the voice bearer only towards MSC Server;

5.
The MME sends a SRVCC PS to CS Request (STN-SR, MSISDN, generic Source to Target Transparent Container, ECGI, MM Context) message to the MSC Server. The MSC server is selected based on the Target ID received in the Handover Required message. The MME received STN-SR and MSISDN from the HSS as part of the subscription profile downloaded during the E‑UTRAN attach procedure. The MM Context contains security related information. CS security key is derived by the MME from the E‑UTRAN/EPS domain key as defined in TS 33.401 [22]. The CS Security key is sent in the MM Context.

6.
The MSC Server interworks the PS-CS handover request with a CS inter‑MSC handover request by sending a Prepare Handover Request message to the target MSC. The MSC Server maps the ECGI ID to a SAI as Source ID on the interface to the target BSS. The MSC Server also provides the ECGI to the target BSS. The ECGI shall be coded as a new optional IE and is hence ignored by pre-Rel8 BSS but can be used by R8 and later BSSs to know that the source is E-UTRAN (e.g. for correct statistics, for correlation with a parallel PS handover].
Note: The target BSS might not be updated to understand ECGI which is only used in E-UTRAN, hence it is necessary to map the ECGI to a Source ID known in the BSS.
Note: To ensure correct statistics in the target BSS the mapped SAI should be different from the SAIs used in UTRAN. Statistics are performed e.g. for overload preventive actions. 
7.
Target MSC performs resource allocation with the target BSS by exchanging Handover Request/ Acknowledge messages. 
8.
Target MSC sends a Prepare Handover Response message to the MSC Server. 
9.
Establishment of circuit connection between the target MSC and the MGW associated with the MSC Server e.g. using ISUP IAM and ACM messages.

10.
The MSC Server initiates the Session Transfer by using the STN-SR e.g. by sending an ISUP IAM (STN-SR) message towards the IMS. Standard IMS Service Continuity procedures are applied for execution of the Session Transfer, see TS 23.237 [14].

NOTE 1:
This step can be started after step 8.

NOTE 2:
If the MSC Server is using an ISUP interface, then the initiation of the session transfer may fail if the subscriber profile including CAMEL triggers is not available prior handover (see clause 7.3.2.1.3 in TS 23.292 [13]).

11.
During the execution of the Session Transfer procedure the remote end is updated with the SDP of the CS access leg. The downlink flow of VoIP packets is switched towards the CS access leg at this point.

12.
Source IMS access leg is released as per TS 23.237 [14].

NOTE 3:
Steps 11 and 12 are independent of step 13.

13.
MSC Server sends a SRVCC PS to CS Response (Target to Source Transparent Container) message to the source MME. Source MME knows that at the end of the PS-CS handover the non-GBR bearers should be preserved.

14.
Source MME sends a Handover Command (Target to Source Transparent Container) message to the source E-UTRAN. The message includes information about the voice component only.

15.
Source E-UTRAN sends a Handover from E-UTRAN Command message to the UE.

16.
UE tunes to GERAN.

17.
Handover Detection at the target BSS occurs. The UE sends a Handover Complete message via the target BSS to the target MSC. If the target MSC is not the MSC Server, then the Target MSC sends an SES (Handover Complete) message to the MSC Server.
18.
The UE starts the Suspend procedure specified in TS 23.060 [10], clause 16.2.1.1.2 and if ISR is activated the TLLI and RAI pair are derived from the GUTI as described in TS 23.401 [2]. This triggers the Target SGSN to send a Suspend Request message to the Source MME. The MME returns a Suspend Response to the Target SGSN, which contains the MM and PDP contexts of the UE. The MME also starts the preservation of non-GBR bearers and the deactivation of the voice bearer.

19.
Target BSS sends a Handover Complete message to the target MSC.

20.
Target MSC sends an SES (Handover Complete) message to the MSC Server. The speech circuit is through connected in the MSC Server/MGW according to TS 23.009 [18].

21.
Completion of the establishment procedure with ISUP Answer message to the MSC Server according to TS 23.009 [18].

22.
MSC Server sends a SRVCC PS to CS Complete Notification message to the source MME, informing it that the UE has arrived on the target side. Source MME acknowledges the information by sending a SRVCC PS to CS Complete Acknowledge message to the MSC Server.

23.
MSC Server may perform a MAP Update Location to the HSS/HLR if needed. This may be needed for MSC Server to receive GSM Supplementary Service information and routing of mobile terminating calls properly in certain configuration.

NOTE 4:
this Update Location is not initiated by the UE.

After the CS voice call is terminated and if the UE is still in GERAN, then (as specified in TS 23.060 [10]) the UE shall resume PS services by sending a Routeing Area Update Request message to the SGSN. The Update Type depends on the mode of operation of the GERAN network, e.g. in mode I a Combined RA/LA Update is used and in mode II or III Routeing Area Update is used.

6.2.2.2
SRVCC from E-UTRAN to UTRAN or GERAN with DTM support

Depicted in figure 6.2.1.2-1 is a call flow for SRVCC from E‑UTRAN to UTRAN or GERAN with DTM support, including the handling of the non‑voice component.
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Figure 6.2.2.2-1: SRVCC from E-UTRAN to UTRAN or GERAN with DTM support

1.
UE sends measurement reports to E-UTRAN.

2.
Based on UE measurement reports the source E‑UTRAN decides to trigger an SRVCC handover to UTRAN/GERAN.

3.
If target is UTRAN, the source E‑UTRAN sends a Handover Required (Target ID, generic Source to Target Transparent Container) message to the source MME. E‑UTRAN also indicates to MME that this is for CS+PS HO.


If target is GERAN, the source E UTRAN sends a Handover Required (Target ID, generic Source to Target Transparent Container, additional Source to Target Transparent Container) message to the source MME. The E‑UTRAN places the "old BSS to new BSS transparent container" for the CS domain in the additional Source to Target Transparent Container.

4.
Based on the QCI associated with the voice bearer (QCI 1) and the handover indication (e.g. number of containers and HO indication), the source MME splits the voice bearer from all other PS bearers and initiates their relocation towards MSC Server and SGSN, respectively.

5a)
Source MME initiates the PS-CS handover procedure for the voice bearer by sending a SRVCC PS to CS Request (Target ID, STN-SR, MSISDN, Source to Target Transparent Container, ECGI,  MM Context) message to the MSC Server. The MSC server is selected based on the Target ID received in the Handover Required message. The Target ID is also used by the MSC Server to identify the target RNS/BSS. The message includes information relevant to the CS domain only. MME received STN-SR and MSISDN from the HSS as part of the subscription profile downloaded during the E‑UTRAN attach procedure. MM Context contains security related information. CS security key is derived by the MME from the E‑UTRAN/EPS domain key as defined in TS 33.401 [22]. The CS Security key is sent in the MM Context.

5b)
MSC Server interworks the PS-CS handover request with a CS inter‑MSC handover request by sending a Prepare Handover Request message to the target MSC. The MSC Server maps the ECGI ID to a SAI as Source ID on the interface to the target BSS. The MSC Server also provides the ECGI to the target BSS. The ECGI shall be coded as a new optional IE and is hence ignored by pre-Rel8 BSS but can be used by R8 and later BSSs to know that the source is E-UTRAN (e.g. for correct statistics, for correlation with a parallel PS handover).
Note: The target BSS might not be updated to understand ECGI which is only used in E-UTRAN, hence it is necessary to map the ECGI to a Source ID known in the BSS.
Note: To ensure correct statistics in the target BSS the mapped SAI should be different from the SAIs used in UTRAN. Statistics are performed e.g. for overload preventive actions. 
5c)
Target MSC requests resource allocation for the CS relocation by sending the Relocation Request/Handover Request (additional Source to Target Transparent Container) message to the target RNS/BSS.
6.
In parallel to the previous step the source MME initiates relocation of the remaining non‑voice PS bearers. The following steps are performed (for details see TS 23.401 [2] clauses 5.5.2.1 and 5.5.2.3):

a)
Source MME sends a Forward Relocation Request (Source to Target Transparent Container, MM Context, PDP Context) message to the target SGSN. The PDP Context includes information for the non‑voice component only. The handling of security keys for PS handover of the remaining non-voice PS bearers is specified in TS 33.401 [22].

b)
Target SGSN requests resource allocation for the PS relocation by sending the Relocation Request/Handover Request (Source to Target Transparent Container) message to the target RNS/BSS.

7.
After the target RNS/BSS receives both the CS relocation/handover request with the PS relocation/handover request, it assigns the appropriate CS and PS resources. The following steps are performed:

a)
Target RNS/BSS acknowledges the prepared PS relocation/handover by sending the Relocation Request Acknowledge/Handover Request Acknowledge (Target to Source Transparent Container) message to the target SGSN.

b)
Target SGSN sends a Forward Relocation Response (Target to Source Transparent Container) message to the source MME.

8.
In parallel to the previous step the following steps are performed:

a)
Target RNS/BSS acknowledges the prepared CS relocation/handover by sending the Relocation Request Acknowledge/Handover Request Acknowledge (Target to Source Transparent Container) message to the target MSC.

b)
Target MSC sends a Prepare Handover Response (Target to Source Transparent Container) message to the MSC Server.

c)
Establishment of circuit connection between the target MSC and the MGW associated with the MSC Server e.g. using ISUP IAM and ACM messages.

NOTE 1:
The Target to Source Transparent Container sent to the target SGSN is step 7a and the Target to Source Transparent Container sent to the target MSC in step 8a, include the same allocation of CS and PS resources (e.g. the target BSS includes the same DTM Handover Command in both containers).

9.
The MSC Server initiates the Session Transfer by using the STN-SR e.g. by sending an ISUP IAM (STN-SR) message towards the IMS. Standard IMS Service Continuity procedures are applied for execution of the Session Transfer, TS 23.237 [14].

NOTE 2:
This step can be started after step 8b.

NOTE 3:
If the MSC Server is using an ISUP interface, then the initiation of the session transfer may fail if the subscriber profile including CAMEL triggers is not available prior handover (see clause 7.3.2.1.3 of TS 23.292 [13]).

10.
During the execution of the Session Transfer procedure the remote end is updated with the SDP of the CS access leg according to TS 23.237 [14]. The downlink flow of VoIP packets is switched towards the CS access leg at this point.

11.
The source IMS access leg is released according to TS 23.237 [14].

NOTE 4:
Steps 10 and 11 are independent of step 12.

12.
The MSC Server sends a SRVCC PS to CS Response (Target to Source Transparent Container) message to the source MME.

13.
Source MME synchronises the two prepared relocations and sends a Handover Command (Target to Source Transparent Container) message to the source E‑UTRAN.

NOTE 5:
When the target cell is GERAN, the MME may receive different Target to Source Transparent Containers from the MSC Server and from the SGSN, i.e. a "New BSS to Old BSS Information" (see TS 48.008 [23]) may be received from the MSC Server and a "Target BSS to Source BSS Transparent Container" (see TS 48.018 [24]) may be received from the SGSN.

14.
E‑UTRAN sends a Handover from E‑UTRAN Command message to the UE.

15.
UE tunes to the target UTRAN/GERAN cell.

16.
Handover Detection at the target RNS/BSS occurs. The UE sends a Handover Complete message via the target BSS to the target MSC. If the target MSC is not the MSC Server, then the Target MSC sends an SES (Handover Complete) message to the MSC Server.

17.
The CS relocation/handover is complete. The following steps are performed:

a)
Target RNS/BSS sends Relocation Complete/Handover Complete message to the target MSC.

b)
Target MSC sends an SES (Handover Complete) message to the MSC Server. The speech circuit is through connected in the MSC Server/MGW according to TS 23.009 [18].

c)
Completion of the establishment procedure with ISUP Answer message to the MSC Server according to TS 23.009 [18].

d)
MSC Server sends a SRVCC PS to CS Complete Notification message to the source MME. Source MME acknowledges the information by sending a SRVCC PS to CS Complete Acknowledge message to the MSC Server.

e)
MSC Server may perform an MAP Update Location to the HSS/HLR if needed. This may be needed for the MSC Server to receive GSM Supplementary Service information and routing of mobile terminating calls properly in certain configuration.

NOTE 7:
This Update Location is not initiated by the UE.

18.
In parallel to the previous step, the PS relocation/handover is completed. The following steps are performed:

a)
Target RNS/BSS sends Relocation Complete/Handover Complete message to target SGSN.

b)
Target SGSN sends a Forward Relocation Complete message to the source MME. Source MME acknowledges the information by sending a Forward Relocation Complete Acknowledge message to the target SGSN.

c)
Target SGSN updates the bearer with Serving GW as specified in TS 23.401 [2].
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