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Abstract of the contribution:

This document discusses and proposes to replace “H(e)NB.” to “CSG-(e)NB”.
1. Introduction and Discussions
Deployment location is used to differentiate the category of (e)NBs. The (e)NBs deployed outside to provide macro cell services are simply called (e)NBs. In contrast, (e)NBs deployed in home to provide Femto cell services are called H(e)NBs. In view of the CSG concept, location is not suitable to be used for categorizing functionally different (e)NBs as analyzed below. 
An open mode H(e)NB is technically identical as a (e)NB. This may happen in the places in which people are gathered without specifying a predefined group, e.g., in a gymnasium. In such scenarios, H(e)NBs provide only non-CSG cells (work in open mode) and the functionalities are the same as macro (e)NB.
The areas covered by (e)NBs and H(e)NBs may have no significant difference. On one hand, the signals of H(e)NBs deployed by enterprise may be strong enough to cover a large area. On the other hand, a macro cell may only cover a small area.

H(e)NB that serves multiple cells may serves both CSG cells and non-CSG cells. 
The CSG feature is useful for macro (e)NBs. CSG feature may also be used for macro (e)NBs because of the following reasons.

· A macro cell may work as a CSG cell for security considerations. For example, some macro cells within an enterprise may be dedicated to serve the employees of the company.

· A macro cell may also work in a hybrid mode. In some places, e.g., in a mall, a macro cell provides guaranteed services to a specific group of users and also provides services to those users.
In most R8 specifications and ongoing R9 specifications, CSG cell is used instead of H(e)NB.

2. Proposals

Based on the above discussions, we propose to replace the term “H(e)NB” by “CSG-(e)NB” or “CSG cell”.
Propose 1: Replace the term “H(e)NB” by “CSG-(e)NB” or “CSG cell”.
We are aware of the problem that the term “H(e)NB” has been widely used by other groups.
Proposal 2: Send an LS to SA1, SA3, SA5, RAN3, CT1, RAN and SA. Ask SA to make decision on the terminology change.
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