Page 1



3GPP TSG-SA2 Meeting #73 
(
S2-093369
Tallinn, Estonia, 11-15 May 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.237
	CR
	0170
	(

rev
	-
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Contents of User Preferences for T-ADS

	
	

	Source to WG:
(

	Nokia Siemens Networks, Nokia

	Source to TSG:
(

	SA2

	
	

	Work item code:
(

	IMSSCC-ICS
	
	Date: (

	05/05/2009

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The contents of User Preferences for T-ADS are still undefined and needs clarification. 

	
	

	Summary of change:
(

	Text is added proposing content for the user preferences based on Rel-8 agreements on O-ADS (see 24.216 section 5.2).

	
	

	Consequences if 
(

not approved:
	The user preferences need to be specified, otherwise they can’t be applied.

	
	

	Clauses affected:
(

	6.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.4
Operator Policy and User Preferences

Operator Policy is provisioned in the network by the operator, and should be communicated to the UE during initial provisioning or via OMA Device Management [7]. Operator policy should be communicated to the UE, via OMA Device Management, whenever the policy is updated by the operator.

Operator policy shall indicate, for each supported type of media or group of media:

-
a list of access networks that are restricted for originating sessions and session transfer;

-
a list of preferred access networks (in order of priority) to be used by the UE with SC capabilities for originating sessions and session transfer, when those access networks become available and session transfer is possible;

-
whether the UE with SC capabilities "shall"/"should"/"may" start transferring media flow(s) to target access networks with higher priorities than the current access network, when the target access networks become available and session transfer is possible;

-
by indicating "shall" the operator mandates the UE to start session transfer according to the home operator's list of preferred access networks as soon as possible;

-
by indicating "should" the operator recommends the UE to start session transfer according to the home operator's list of preferred access networks, if session transfer is possible and desirable after having taken into account the Local Operating Environment Information;

-
by indicating "may" the operator leaves the UE free to decide whether or not to start session transfer in accordance with user preferences (when configured), if session transfer is possible and desirable after having taken into account the Local Operating Environment Information. Whenever user preferences are not configured, the UE shall to take into account the home operator's list of preferred access networks;

-
whether to keep or drop non transferable media flow(s) in the case of partial session transfer.

NOTE 1:
Operator policy for session transfer needs to be consistent with operator policy for T-ADS.

User preferences may indicate for example:

· preferred access, i.e. CS domain prefered, IMS domain prefered, CS domain only, IMS domain only.
The Local Operating Environment Information is implementation specific and may comprise of such items as, radio environment information, quality of IP connection (jitter, delay and packet loss), application specific requirements, memory considerations, power considerations, etc.

The UE shall take in account operator policy, user preferences and the Local Operating Environment Information when deciding which access to use for outgoing sessions or before considering initiating Session Transfer.

NOTE 2:
User preferences are not transferred to the network.
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