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Start of Change 1

6x.2
SR VCC session transfer of IMS emergency session
Figure 6x.2-1 provides flow for SR VCC for IMS emergency session.
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Figure 6x.2-1: IMS level Call flow for SR VCC for IMS emergency session with E-STN-SR
1.
MSC server initiates the session transfer with the E-STN-SR.
2.
The I-CSCF routes the INVITE directly to the E-SCC AS by using similar procedures to that defined in TS 23.228[4] for PSI based Application Server termination. 

NOTE:
The use of indirect routing for PSI based Application Server Termination as described in TS 23.228[4] section 5.7.6 cannot be used for routing the INVITE to the E-SCC AS.
3-4.
The E-SCC AS uses the E-STN-SR to determine that Access Transfer is requested. The E-SCC AS proceeds with the Access Transfer of the active session with bi-directional speech for the UE by updating the Remote Leg with the media description and other information using the Remote Leg Update procedure as specified in clause 6.3.1.5.
5.
The E-CSCF forwards the Re-INVITE to the MGCF associated with the PSAP if the PSAP is located in the PSTN or CS Domain (the u-plane path is switched between the UE and the MGW) or the Re-INVITE is sent directly to an IP-capable PSAP (the u-plane path between the UE and the PSAP is switched end-to-end).

6.
When session modification procedures complete, the source access leg (i.e. the access leg previously established over IMS) is released as specified in clause 6.3.1.6.
End of Change 1
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