Page 1



3GPP TSG-SA WG2 Meeting #73 
(
S2-093927
Tallin, Estonia, 11-15 May, 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.401
	CR
	1024
	(

rev
	1
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Clarification of the handling of emergency PDN connection

	
	

	Source to WG:
(

	Alcatel-Lucent, Rogers Wireless

	Source to TSG:
(

	SA2

	
	

	Work item code:
(

	IMS_EMER_GPRS_EPS
	
	Date: (

	04/05/2009

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Clarify that the emergency PDN connection can only be used for IMS emergency calls. The emergency PDN connection can not be converted to a non-emergency PDN connection or vice versa.

	
	

	Summary of change:
(

	Clarifing text added.

	
	

	Consequences if 
(

not approved:
	Wrong handling of emergency PDN Connection.

	
	

	Clauses affected:
(

	4.3.12.x

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


Start Change 1

4.3.12.x
Handling of PDN Connections for Emergency Bearer Services
The default and dedicated EPS bearers of a PDN Connection associated with the emergency APN shall be dedicated for IMS emergency sessions and shall not allow any other type of traffic. The emergency bearer contexts shall not be changed to non-emergency bearer contexts and vice versa. The PDN-GW shall block any traffic that is not from or to addresses of network entities (e.g., P-CSCF) providing IMS emergency service.  The list of allowed addresses may be configured by the operator. In case there is already an emergency PDN-GW connection, the UE shall not request another emergency PDN Connection. The MME shall reject any additional emergency PDN Connection requests.  The PDN-GW shall reject any UE requested bearer resource modification that is for the emergency PDN Connection. The ARP reserved for emergency bearer service shall only be assigned to EPS bearers associated with an emergency PDN Connection. When PCC is not used the PDN-GW provides static policy.
End of Change 1
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