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	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	1
	0
	------
	Opening of the SA WG2#73 meeting
	------
	-
	-
	-
	-

	2
	-
	------
	Approval of the SA WG2 #73 agenda
	------
	-
	-
	-
	-

	2
	S2-093046
	AGENDA
	Proposed meeting agenda for SA WG2#73
	SA WG2 Chairman and IMS SWG Chairman
	-
	-
	-
	Revised to: 3819

	2
	S2-093819
	AGENDA
	Revision of: S2-093046
	
	
	
	
	Approved, Timeplan_v1 added to the server with slight changes.

	2.1
	-
	------
	IPR Call Reminder
	------
	-
	-
	-
	I draw your attention to your obligations under the 3GPP Partner

Organizations' IPR policies. Every Individual Member organization

is obliged to declare to the Partner Organization or Organizations of

which it is a member any IPR owned by the Individual Member or any

other organization which is or is likely to become essential to the work

of 3GPP.

	3
	-
	------
	Meeting reports
	------
	-
	-
	-
	-

	3
	S2-093047
	REPORT
	Draft report of SA WG2 meeting #72
	SA WG2 Secretary
	-
	-
	-
	 Approved.

	4
	-
	------
	Common (IMS and non-IMS) 
	------
	-
	-
	-
	-

	
	
	
	---- Voice domain selection -----
	
	
	
	
	

	4
	S2-093071
	LS In
	LS from RAN WG2: Response LS on CS domain and IM CN subsystem selection principles
	RAN WG2 (R2-092704)
	-
	-
	-
	Postponed S2-092983 from SA WG2#72). Response prepared over e-mail after SA WG2#72 (S2-093006)

Open

Also need R2-093598!

	4
	S2-093591
	INFO
	Summary of e-mail discussion on [voice_domain]
	Ericsson
	-
	-
	Rel-8
	 Noted.

	4
	S2-093086
	LS In
	LS from CT WG1: Response LS on CS domain and IM CN subsystem selection principles
	CT WG1 (C1-091943)
	-
	-
	Rel-8
	 Noted.

	4
	S2-093092
	LS In
	LS from CT WG1: Response LS on CS domain and IM CN subsystem selection principles
	CT WG1 (C1-092263)
	-
	-
	Rel-8
	 Noted.

	4
	S2-093093
	LS In
	LS from CT WG1: Reply LS on CSFB configuration
	CT WG1 (C1-092264)
	-
	-
	Rel-8
	 Response in 3447

	4
	S2-093447
	LS OUT
	[Draft] Reply LS on CSFB configuration
	Samsung
	-
	-
	-
	 Noted.

	4
	S2-093812
	LS In
	From RAN2 on voice domain selection principles
	R2-093598
	
	
	
	Noted.

	4
	S2-093814
	DISCUSSION
	On SA2 impacts
	TMO
	
	
	
	

	4
	S2-093446
	DISCUSSION
	UE configuration for CS Fallback and IMS
	Samsung
	-
	-
	-
	 

	4
	S2-093264
	DISCUSSION
	Approaches to stop CS/PS Mode 1 UE from HO to non-CSFB LTE
	Motorola
	-
	-
	-
	 Noted, Solution 1 OK.

	4
	S2-093533
	DISCUSSION
	Handling of IMS VoIP indicator and CS/IMS Mode Selection
	Nokia Siemens Networks
	-
	-
	Rel-8
	 Noted.

	4
	S2-093592
	DISCUSSION
	Discussion on open issues related to CSFB andIMS
	Ericsson
	-
	-
	-
	Withdrawn.

	4
	S2-093821
	Approval
	Principles and effected specs on voice domain selection issues
	Curt
	
	
	
	Noted, basic principles and actions endorsed.

	4
	S2-093593
	LS OUT
	DRAFT Response LS on CS domain and IM CN subsystem selection principles
	Curt/Peter
	-
	-
	Rel-8
	Open. 

	4
	S2-094004
	LS Out
	LS on DM issues of voice domain selection
	Harris
	
	
	
	Open.

	4
	S2-093594
	CR
	23.221 CR0065R5: CS domain and IM CN Subsystem selection principles
	Ericsson
	23.221
	0065
	Rel-8
	 Revised to: 3999

	4
	S2-093999
	CR
	Revision of: S2-093594
	
	
	
	
	Revised to: 4146

	4
	S2-094146
	CR
	Revision of: S2-093999
	
	
	
	
	Revised to: 4178

	4
	S2-094178
	CR
	Revision of: S2-094146
	
	
	
	
	Approved.

	4
	S2-093595
	CR
	23.221 CR0066: CS domain and IM CN Subsystem selection principles
	Ericsson
	23.221
	0066
	Rel-9
	Revised to: 4000  

	4
	S2-094000
	CR
	Revision of: S2-093595
	
	
	
	
	Approved.

	4
	S2-093534
	CR
	23.401 CR0996R2: IMS Voice Indication
	Nokia Siemens Networks, Nokia
	23.401
	0996
	Rel-8
	Revised to: 4001

	4
	S2-094001
	CR
	Revision of: S2-093534
	
	
	
	
	Revised to: 4179

	4
	S2-094179
	CR
	Revision of: S2-094001
	
	
	
	
	Approved.

	4
	S2-093535
	CR
	23.401 CR0997R2: IMS Voice Indication
	Nokia Siemens Networks, Nokia
	23.401
	0997
	Rel-9
	Revised to: 4002  

	4
	S2-094002
	CR
	Revision of: S2-093535
	
	
	
	
	Revised to: 4180

	4
	S2-094180
	CR
	Revision of: S2-094002
	
	
	
	
	Approved.

	4
	S2-093462
	CR
	23.060 CR0824R4: IMS Voice Session Supported Indication
	Motorola
	23.060
	0824
	Rel-8
	 Revised to: 4147

	4
	S2-094147
	CR
	Revision of: S2-093462
	
	
	
	
	Approved.

	4
	S2-093463
	CR
	23.060 CR0825R4: IMS Voice Session Supported Indication
	Motorola
	23.060
	0825
	Rel-9
	Revised to: 4148

	4
	S2-094148
	CR
	Revision of: S2-093463
	
	
	
	
	Approved.

	4
	S2-093448
	CR
	23.272 CR0088: CS Fallback and IMS coexistence section 4.5 clarifications
	Samsung
	23.272
	0088
	Rel-8
	 Revised to: 4003

	4
	S2-094003
	CR
	Revision of: S2-093448
	
	
	
	
	Revised to: 4149

	4
	S2-094149
	CR
	Revision of: S2-094003
	
	
	
	
	Approved.

	
	
	
	
	
	
	
	
	

	
	
	
	------------------
	
	
	
	
	

	4
	S2-093087
	LS In
	LS from CT WG1: LS on Service Specific Access Control Requirements for CT WG1
	CT WG1 (C1-092165)
	-
	-
	Rel-9
	 Noted.

	4
	S2-093089
	LS In
	LS from CT WG1: LS on preventing inter-RAT HO from UTRAN to E-UTRAN
	CT WG1 (C1-092235)
	-
	-
	Rel-8
	 Noted.

	4
	S2-093112
	DISCUSSION
	LBO and OMR
	AT&T
	-
	-
	-
	 Postpone, LBO and OMR not on the agenda.

	4
	S2-093517
	LS In
	LS from OMA MWG-CPM: Response LS for IP-SM-GW improvements
	OMA MWG-CPM (OMA-LS_802)
	-
	-
	-
	Response to S2-091780

	4
	S2-093605
	LS In
	LS from CT WG4: LS on Local Call Local Switch
	CT WG4 (C4-091588)
	-
	-
	Rel-9
	 Noted.

	4
	S2-093801
	LS In
	LS from SA WG3LI: LS on Local Call Local Switch
	SA WG3LI
	-
	-
	Rel-9
	 Noted.

	5
	-
	------
	Release 7 and earlier 
	------
	-
	-
	-
	-

	6
	-
	------
	Release 8: 3GPP System Architecture Evolution (SAE)
	------
	-
	-
	-
	-

	6
	S2-093054
	LS in
	LS from RAN WG2: Reply to LS [GP-090567] on handling of dynamic UE UTRAN capability during Handover
	RAN WG2 (R2-092699)
	-
	-
	Rel-8
	Postponed S2-092481 from meeting #72.

Noted.

	6
	S2-093056
	LS In
	LS from RAN WG2: LS on security aspects on Relay-node type 1
	RAN WG2 (R2-092711)
	-
	-
	Rel-9
	Postponed S2-092951 from meeting #72.

Noted.

	6
	S2-093602
	LS In
	LS from CT WG4: Reply LS on Sequence Number Handling
	CT WG4 (C4-091568)
	-
	-
	Rel-8
	 Noted.

	6
	S2-093603
	LS In
	LS from CT WG4: LS on PDN-GW Initiated Resource Allocation Deactivation Procedure
	CT WG4 (C4-091569)
	-
	-
	Rel-8
	 Postpone, related to 402 clean-up.

	
	
	
	
	
	
	
	
	

	6.1
	-
	-------
	SAE: Common overlapping issues
	
	
	
	
	

	6.1
	S2-093165
	DISCUSSION
	on informal feedback from SA WG1 on number of reserved intradomain ARP values
	Alcatel-Lucent
	-
	-
	-
	Noted

	6.1
	S2-093131
	CR
	23.060 CR0772R1: Removal of EPS Bearer QoS at inter system change
	Ericsson
	23.060
	0772
	Rel-8
	Revised to: 3861

	6.1
	S2-093861
	CR
	Revision of: S2-093131
	
	
	
	
	Approved.

	6.1
	S2-093132
	CR
	23.060 CR0827: Removal of EPS Bearer QoS at inter system change
	Ericsson
	23.060
	0827
	Rel-9
	Revised to: 3862 

	6.1
	S2-093862
	CR
	Revision of: S2-093132
	
	
	
	
	Approved.

	6.1
	S2-093057
	LS In
	LS from SA WG5: Response LS on PGW Charging for PMIP based S5/S8 - 'Charging Id'
	SA WG5 (S5-092142)
	-
	-
	Rel-8
	Noted

	6.1
	S2-093145
	CR
	23.401 CR0879R1: Charging identity and characteristics for EPS
	Ericsson
	23.401
	0879
	Rel-8
	Revised to S2-093891

	6.1
	S2-093891
	CR
	Revision of S2-093145
	
	
	
	
	Revised to: 4144

	6.1
	S2-094144
	CR
	Revision of: S2-093891
	
	
	
	
	Approved.

	6.1
	S2-093146
	CR
	23.401 CR1011: Charging identity and characteristics for EPS
	Ericsson
	23.401
	1011
	Rel-9
	Revised to S2-093892

	6.1
	S2-093892
	CR
	Revision of S2-093146
	
	
	
	
	Revised to: 4035

	6.1
	S2-094145
	CR
	Revision of: S2-093892
	
	
	
	
	Revised to: 4181

	6.1
	S2-094181
	CR
	Revision of: S2-094145
	
	
	
	
	Approved.

	6.1
	S2-093167
	CR
	23.401 CR1013: Charging Characteristics' receipt in PGW in PMIP based S5/S8 systems
	Alcatel-Lucent
	23.401
	1013
	Rel-8
	Approved.

	6.1
	S2-093895
	CR
	23.401 CR1013: Charging Characteristics' receipt in PGW in PMIP based S5/S8 systems
	Alcatel-Lucent
	23.401
	#?!!!
	Rel-9
	Approved.


	6.1
	S2-093168
	CR
	23.402 CR0630R1: Charging Characteristics’ receipt in PGW via PMIP
	Alcatel-Lucent
	23.402
	0630
	Rel-8
	Revised to S2-093893

	6.1
	S2-093893
	CR
	Revision of S2-093168
	Alcatel-Lucent
	
	
	
	Revised to: 4036

	6.1
	S2-094036
	CR
	Revision of: S2-093893
	
	
	
	
	Approved.

	6.1
	S2-093894
	CR
	23.402 CR0745: Charging Characteristics’ receipt in PGW via PMIP
	Alcatel-Lucent
	23.402
	0745
	Rel-9
	Revised to: 4037

	6.1
	S2-094037
	CR
	Revision of: S2-093894
	
	
	
	
	Approved.

	6.1
	S2-093616
	DISCUSSION
	Usage of UE requested bearer resource modification procedure in EPC
	Nokia Siemens Networks
	-
	-
	Rel-8
	Noted

	6.1
	S2-093617
	CR
	23.060 CR0861: Alignment of UE resource requests
	Nokia Siemens Networks
	23.060
	0861
	Rel-8
	

	6.1
	S2-093618
	CR
	23.060 CR0862: Alignment of UE resource requests
	Nokia Siemens Networks
	23.060
	0862
	Rel-9
	

	6.1
	S2-093619
	CR
	23.401 CR1072: Alignment of UE resource requests
	Nokia Siemens Networks
	23.401
	1072
	Rel-8
	

	6.1
	S2-093620
	CR
	23.401 CR1073: Alignment of UE resource requests
	Nokia Siemens Networks
	23.401
	1073
	Rel-9
	Revised to S2-093910

	6.1
	S2-093910
	CR
	Revision of S2-093620
	
	
	
	
	Approved.

	6.1
	S2-093194
	CR
	23.401 CR1018: Clarification on IP address notification during IP-CAN session establishment
	Qualcomm Europe
	23.401
	1018
	Rel-8
	Revised to S2-093900

	6.1
	S2-093900
	CR
	Revision of S2-093194
	
	
	
	
	Approved.

	6.1
	S2-093195
	CR
	23.401 CR1019: Clarification on IP address notification during IP-CAN session establishment
	Qualcomm Europe
	23.401
	1019
	Rel-9
	Revised to S2-093901

	6.1
	S2-093901
	CR
	Revision of S2-093195
	
	
	
	
	Approved.

	6.1
	S2-093282
	CR
	23.401 CR0898R1: Clarification to APN-AMBR definition
	Huawei
	23.401
	0898
	Rel-8
	Noted

	6.1
	S2-093902
	CR
	23.402 CR : Clarification to APN-AMBR definition
	Huawei
	23.402 
	0746
	Rel-8
	Revised to S2-093915



	6.1
	S2-093915
	CR
	Revision of S2-093902
	
	
	
	
	Approved.

	6.1
	S2-094083
	CR
	23.402 CR : Clarification to APN-AMBR definition
	
	23.402
	0747
	Rel-9
	Approved.

	6.1
	S2-093283
	CR
	23.401 CR0899R1: Clarification to APN-AMBR definition
	Huawei
	23.401
	0899
	Rel-9
	

	6.1
	S2-093600
	LS In
	LS from CT WG4: LS on Bearer Release after eNodeB change
	CT WG4 (C4-091508)
	-
	-
	Rel-8
	endorsed the withdrawal of S2-092943

Noted

	6.1
	S2-092943
	CR
	
	
	
	
	
	CR from last meeting unapproved. Status changed to Noted.

	6.1
	S2-092728
	CR
	
	
	
	
	
	CR from last meeting unapproved. Status changed to Noted.

	6.1
	S2-093882
	LS In
	LS from RAN3 on QCI concept interpretation
	RAN3 (R3-091494)
	
	
	
	Noted

	6.1
	S2-093906
	LS out
	Response LS to 3882 
	Alessio
	
	
	
	Open


	6.1
	S2-093190
	DISCUSSION
	Discussion on APN-AMBR Concerns
	Research In Motion
	
	
	
	Noted

	6.1
	S2-093191
	CR
	Alignement of Procedures  for APN-AMBR Storage in the UE
	Research In Motion
	23.401
	0721
	Rel-8
	Revised to S2-093908

	6.1
	S2-093908
	
	
	Research In Motion
	
	
	
	Approved.

	6.1
	S2-093528
	CR
	Alignement of Procedures  for APN-AMBR Storage in the UE
	Research In Motion
	23.401
	0737
	Rel-9
	Revised to S2-093909

	6.1
	S2-093909
	
	Revision of S2-093528
	Research In Motion
	
	
	
	Approved.

	6.2
	-
	------
	QoS and PCC aspects
	------
	-
	-
	-
	-

	6.2
	S2-093147
	CR
	23.203 CR0295R1: APR values for intradomain usage
	Ericsson
	23.203
	0295
	Rel-8
	Revised to S2-093886

	6.2
	S2-093886
	
	Revision of S2-093147
	
	
	
	
	Approved.

	6.2
	S2-093148
	CR
	23.203 CR0296R1: APR values for intradomain usage
	Ericsson
	23.203
	0296
	Rel-9
	Revised to S2-093887

	6.2
	S2-093887
	CR
	Revision of S2-093148
	
	
	
	
	Approved.

	6.2
	S2-093527
	CR
	23.203 CR0332: ARP Values for Intra-domain Usage
	Telcordia
	23.203
	0332
	Rel-8
	Noted

	6.2
	S2-093888
	LS out
	LS on ARP values to SA1
	Alessio
	
	
	
	Revised to: 4040

	6.2
	S2-094040
	LS out
	Revision of: S2-093888
	
	
	
	
	Agreed, LS out

	6.2
	S2-093599
	LS In
	LS from CT WG3: LS on Clarification about the TFT and PCC packet filters
	CT WG3 (C3-090725)
	-
	-
	Rel-7
	 Noted

	6.2
	S2-093889
	LS out
	Reply LS on Clarification about the TFT and PCC packet filters
	Tony
	
	
	
	Revised to: 4041

	6.2
	S2-094041
	LS out
	Revision of: S2-093889
	
	
	
	
	Revised to: 4163

	6.2
	S2-094163
	LS out
	Revision of: S2-094041
	
	
	
	
	Open

	6.2
	S2-093890
	CR
	Alignment of TFT and PCC packet filters?
	Jon
	23.203
	0339
	Rel-7
	Revised to: 4107


	6.2
	S2-094107
	CR
	Revision of: S2-093890
	
	
	
	
	Approved.

	6.2
	S2-093196
	CR
	23.203 CR0316: Charging ID support in PCC
	Qualcomm Europe
	23.203
	0316
	Rel-8
	Revised in S2-093896

	6.2
	S2-093896
	CR
	Revision of S2-093196
	
	
	
	
	Approved.

	6.2
	S2-093197
	CR
	23.203 CR0317: Charging ID support in PCC
	Qualcomm Europe
	23.203
	0317
	Rel-9
	Revised in S2-093897

	6.2
	S2-093897
	CR
	Revision of S2-093197
	
	
	
	
	Revised to: 4182

	6.2
	S2-094182
	CR
	Revision of: S2-093897
	
	
	
	
	Approved.

	6.2
	S2-093138
	CR
	23.060 CR0830: Clarifications to PCRF interactions for MS-initiated EPS bearer modification
	Ericsson
	23.060
	0830
	Rel-8
	Revised to S2-093905

	6.2
	S2-093905
	CR
	Revision of S2-093138
	
	
	
	
	Revised to: 4108

	6.2
	S2-094108
	CR
	Revision of: S2-093905
	
	
	
	
	Approved.

	6.2
	S2-093139
	CR
	23.060 CR0831: Clarifications to PCRF interactions for MS-initiated EPS bearer modification
	Ericsson
	23.060
	0831
	Rel-9
	Revised to: 4099

	6.2
	S2-094099
	CR
	Revision of: S2-093139
	
	
	
	
	Revised to: 4109

	6.2
	S2-094109
	CR
	Revision of: S2-094099
	
	
	
	
	Revised to: 4183

	6.2
	S2-094183
	CR
	Revision of: S2-094109
	
	
	
	
	Approved.

	6.2
	S2-093142
	CR
	23.203 CR0312: Deferred leg linking
	Ericsson
	23.203
	0312
	Rel-8
	Revised to S2-093898

	6.2
	S2-093898
	
	Revision of S2-093142
	
	
	
	
	Approved.

	6.2
	S2-093143
	CR
	23.203 CR0313: Deferred leg linking
	Ericsson
	23.203
	0313
	Rel-9
	Revised to: 4098

	6.2
	S2-094098
	CR
	Revision of: S2-093143
	
	
	
	
	Approved.

	6.2
	S2-093187
	CR
	23.203 CR0315: QCI Extension
	Research In Motion
	23.203
	0315
	Rel-8
	Noted

	6.2
	S2-093899
	LS Out
	To CT1 concerning QCI extension
	Claude
	
	
	
	Open

	6.2
	S2-093288
	CR
	23.203 CR0273R1: Usage notification and reporting to PCRF
	Nokia Siemens Networks, Camiant, Huawei, Ericsson
	23.203
	0273
	Rel-9
	Revised to S2-093911

	6.2
	S2-093911
	
	Revision of S2-093288
	
	
	
	
	revised to S2-093982

	6.2
	S2-093982
	
	Revision of S2-093911
	
	
	
	
	Revised to: 4184

	6.2
	S2-094184
	
	
	
	
	
	
	Approved.

	6.2
	S2-093291
	DISCUSSION
	Add indication of the recommended QoS in UE requested bearer resource modification procedure
	Huawei
	-
	-
	Rel-8
	Noted

	6.2
	S2-093292
	CR
	23.401 CR0901R1: Add indication of the recommended QoS in UE requested bearer resource modification procedure
	Huawei
	23.401
	0901
	Rel-8
	

	6.2
	S2-093116
	CR
	23.203 CR0302: Correction to function of Gx reference point
	ZTE
	23.203
	0302
	Rel-8
	Revised to S2-093903

	6.2
	S2-093903
	
	Revision of S2-0939116
	
	
	
	
	Approved.

	6.2
	S2-093117
	CR
	23.203 CR0303: Correction to function of Gx reference point
	ZTE
	23.203
	0303
	Rel-9
	Revised to S2-093904

	6.2
	S2-093904
	
	Revision of S2-093117
	
	
	
	
	Revised to: 4185

	6.2
	S2-094185
	
	
	
	
	
	
	Approved.

	6.2
	S2-093082
	DISCUSSION
	Discussion on the timing of IP-CAN session establishment
	NTT DOCOMO
	-
	-
	Rel-8
	Noted

	6.2
	S2-093083
	CR
	23.203 CR0299: Clarification on the timing of IP-CAN session establishment
	NTT DOCOMO
	23.203
	0299
	Rel-8
	Noted

	6.2
	S2-093084
	LS OUT
	[draft] LS on the timing of IP-CAN session establishment
	SA WG2 (NTT DOCOMO)
	-
	-
	Rel-8
	

	6.2
	S2-093133
	DISCUSSION
	APN-AMBR in UTRAN/GERAN
	Ericsson
	-
	-
	Rel-8
	Noted

	6.2
	S2-093134
	CR
	23.401 CR1009: Handling of APN-AMBR when UE support UTRAN/GERAN
	Ericsson
	23.401
	1009
	Rel-8
	Revised to S2-093907

	6.2
	S2-093907
	
	Revision of S2-093134
	
	
	
	
	Revised to: 4186

	6.2
	S2-094186
	
	
	
	
	
	
	Approved.

	6.2
	S2-092941
	
	
	
	
	
	
	Rejected (CR from Hangzhou)

	6.2
	S2-093135
	CR
	23.401 CR1010: Handling of APN-AMBR when UE supports UTRAN/GERAN
	Ericsson
	23.401
	1010
	Rel-9
	APN AMBR 2G/3G

Revised to: 4187

	6.2
	S2-094187
	CR
	Revision of: S2-093135
	
	
	
	
	Approved.

	6.2
	S2-092942
	CR
	
	
	
	
	
	Rejected (CR from Hangzhou).

	6.2
	S2-093188
	CR
	23.401 CR1016: Network Triggered Service Request for UE in ECM-CONNECTED State
	Research In Motion
	23.401
	1016
	Rel-9
	

	6.2
	S2-093265
	CR
	23.203 CR0320: Handling of multiple AF sessions by PCRF when bearer binding is in BBF
	Motorola
	23.203
	0320
	Rel-8
	Noted

	6.2
	S2-093509
	CR
	23.203 CR0331: PCRF Override of Default Charging Method & Charging Information in the PCEF
	Motorola
	23.203
	0331
	Rel-8
	Revised to S2-093912



	6.2
	S2-093912
	
	Revision of S2-093509
	
	
	
	
	Approved.

	6.2
	S2-093653
	CR
	23.203 CR0338: PCRF Override of Default Charging Method & Charging Information in the PCEF
	Motorola
	23.203
	0338
	Rel-9
	Revised to S2-093913


	6.2
	S2-093913
	
	Revision of S2-093653
	
	
	
	
	Approved.

	6.2
	S2-093621
	CR
	23.203 CR0334: Limitations for usage of pre-defined PCC rules for QoS control
	Nokia Siemens Networks
	23.203
	0334
	Rel-8
	Noted

	6.2
	S2-093622
	
	23.203 CR0334: Limitations for usage of pre-defined PCC rules for QoS control
	Nokia Siemens Networks
	
	
	
	revised to S2-093914

	6.2
	S2-093914
	
	Revision of S2-093622
	
	
	
	
	Approved.

	6.2
	S2-093113
	DISCUSSION
	Discussion on the limited PCC deployment detection
	ZTE
	-
	-
	-
	Noted

	6.2, 7.10
	S2-093130
	CR
	23.203 CR0311: Detecting and Reporting Limited PCC
	Ericsson
	23.203
	0311
	Rel-9
	limited PCC

	6.2, 7.10
	S2-093149
	DISCUSSION
	Detecting and Reporting Limited PCC
	Ericsson
	-
	-
	Rel-9
	Noted

	6.2
	S2-093977
	LS OUT 
	To CT3 concerning leg linking and limited deployment, reducing configuration
	John
	
	
	
	Open

	6.2
	S2-093114
	CR
	23.203 CR0300: The limited PCC deployment detection
	ZTE
	23.203
	0300
	Rel-8
	limited PCC

	6.2
	S2-093115
	CR
	23.203 CR0301: The limited PCC deployment detection
	ZTE
	23.203
	0301
	Rel-9
	limited PCC

	6.2
	S2-093118
	CR
	23.203 CR0304: H-PCRF informs the AF limited PCC deployment
	ZTE
	23.203
	0304
	Rel-8
	revised to 3975

	6.2
	S2-093975
	
	Revision of S2-093118
	
	
	
	
	Revised to: 4165

	6.2
	S2-094165
	
	
	
	
	
	
	Revised to 4188

	6.2
	S2-094188
	
	
	
	
	
	
	Approved.

	6.2
	S2-093119
	CR
	23.203 CR0305: H-PCRF informs the AF limited PCC deployment
	ZTE
	23.203
	0305
	Rel-9
	revised to 3976

	6.2
	S2-093976
	
	Revision of S2-093119
	
	
	
	
	Revised to: 4164

	6.2
	S2-094164
	
	
	
	
	
	
	Revised to: 4189

	6.2
	S2-094189
	
	
	
	
	
	
	Approved.

	6.2
	S2-093120
	CR
	23.203 CR0306: Delete the Editor's not in Gateway control session termination procedure
	ZTE
	23.203
	0306
	Rel-8
	Revised to S2-093978



	6.2
	S2-093978
	
	Revision of S2-093978
	
	
	
	
	Approved.

	6.2
	S2-093121
	CR
	23.203 CR0307: Delete the Editor's not in Gateway control session termination procedure
	ZTE
	23.203
	0307
	Rel-9
	Revised to S2-093979



	6.2
	S2-093979
	
	Revision of S2-093979
	
	
	
	
	Approved.

	6.2
	S2-093122
	CR
	23.203 CR0308: Delete the related Editor's not for DRA roles
	ZTE
	23.203
	0308
	Rel-8
	Revised to S2-093980



	6.2
	S2-093980
	
	Revision of S2-093122
	
	
	
	
	Approved.

	6.2
	S2-093123
	CR
	23.203 CR0309: Delete the related Editor's not for DRA roles
	ZTE
	23.203
	0309
	Rel-8
	clean up 203

Revised to S2-093981



	6.2
	S2-093981
	
	Revision of S2-093123
	
	
	
	
	Approved.

	6.2
	S2-093198
	CR
	23.203 CR0318: Subscription data usage during GCS establishment
	Qualcomm Europe
	23.203
	0318
	Rel-8
	Approved.

	6.2
	S2-093199
	CR
	23.203 CR0319: Subscription data usage during GCS establishment
	Qualcomm Europe
	23.203
	0319
	Rel-9
	Approved.

	6.2
	S2-093266
	CR
	23.203 CR0321: Handling of multiple AF sessions by PCRF when bearer binding is in BBF
	Motorola
	23.203
	0321
	Rel-9
	

	6.2
	S2-093284
	CR
	23.203 CR0322: UE IP address provision during the BBERF relocation in the PCC
	Huawei
	23.203
	0322
	Rel-8
	

	6.2
	S2-093285
	CR
	23.203 CR0323: UE IP address provision during the BBERF relocation in the PCC
	Huawei
	23.203
	0323
	Rel-9
	

	6.2
	S2-093286
	CR
	23.203 CR0324: Clarification to provisioning of Event Triggers
	Huawei, Camiant
	23.203
	0324
	Rel-8
	

	6.2
	S2-093287
	CR
	23.203 CR0325: Clarification to provisioning of Event Triggers
	Huawei, Camiant
	23.203
	0325
	Rel-9
	 

	6.2
	S2-093289
	CR
	23.203 CR0326: Clarification to the SDF ID
	Huawei, Camiant
	23.203
	0326
	Rel-8
	

	6.2
	S2-093290
	CR
	23.203 CR0327: Clarification to the SDF ID
	Huawei, Camiant
	23.203
	0327
	Rel-9
	

	6.2
	S2-093293
	CR
	23.203 CR0292R1: Clarification of Handling of Multiple BBFs associated with the same IP CAN session
	Huawei
	23.203
	0292
	Rel-8
	

	6.2
	S2-093294
	CR
	23.203 CR0297R1: Clarification of Handling of Multiple BBFs associated with the same IP CAN session
	Huawei
	23.203
	0297
	Rel-9
	

	6.2
	S2-093530
	CR
	23.203 CR0333: QCI Extensions
	Research In Motion
	23.203
	0333
	Rel-9
	

	6.2
	S2-093261
	CR
	23.203 CR0334: Limitations for usage of pre-defined PCC rules for QoS control
	Nokia Siemens Networks
	23.203
	0334
	Rel-8
	

	6.2
	S2-093622
	CR
	23.203 CR0335: Limitations for usage of pre-defined PCC rules for QoS control
	Nokia Siemens Networks
	23.203
	0335
	Rel-9
	LATE DOC: Rx 06/05, 16:00

	6.2
	S2-093623
	DISCUSSION
	Principles of packet filter handling
	Nokia Siemens Networks
	-
	-
	Rel-8
	LATE DOC:  

	6.2
	S2-093624
	CR
	23.203 CR0336: Packet filter handling
	Nokia Siemens Networks
	23.203
	0336
	Rel-8
	LATE DOC:  

	6.2
	S2-093625
	CR
	23.203 CR0337: Packet filter handling
	Nokia Siemens Networks
	23.203
	0337
	Rel-9
	LATE DOC:  

	6.3
	-
	------
	General clean-up of 23.401
	------
	-
	-
	-
	-

	6.3
	S2-093048
	LS In
	LS from RAN WG3: LS on Transfer of SON Configuration Information inter-MME
	RAN WG3 (R3-090542)
	-
	-
	Rel-8
	Proposed response 3376

	6.3
	S2-093100
	LS in
	LS from SA WG3: LS on additional context fetching
	SA WG3 (S3-090599)
	-
	-
	Rel-8
	Revised to: 3822

	6.3
	S2-093822
	LS in
	Revision of: S2-093100
	
	
	
	
	Already handled in plenary 



	 6.3
	S2-093128
	CR
	23.401 CR1007: Some corrections to the references
	NEC
	23.401
	1007
	Rel-8
	Merge with 3679 and placed in: 3823

	6.3
	S2-093823
	CR
	Revision of: S2-093128
	
	
	
	
	Revised to: 3989

	6.3
	S2-093989
	CR
	Revision of: S2-093823
	
	
	
	
	Revised to: 4132

	6.3
	S2-094132
	CR
	Revision of: S2-093989
	
	
	
	
	Approved.

	6.3
	S2-093129
	CR
	23.401 CR1008: Some corrections to the references
	NEC
	23.401
	1008
	Rel-9
	Merge with 3680 and placed in: 3824

	6.3
	S2-093824
	CR
	Revision of: S2-093129
	
	
	
	
	Revised to: 4035

	6.3
	S2-094035
	CR
	Revision of: S2-093824
	
	
	
	
	Revised to: 4133

	6.3
	S2-094133
	CR
	Revision of: S2-094035
	
	
	
	
	Approved.

	6.3
	S2-093152
	CR
	23.401 CR0791R2: Use and assignment of PTI.
	Ericsson
	23.401
	0791
	Rel-8
	 Revised to: 3825

	6.3
	S2-093825
	CR
	Revision of: S2-093152
	
	
	
	
	Revised to: 3863

	6.3
	S2-093863
	CR
	Revision of: S2-093825
	
	
	
	
	Approved.

	6.3
	S2-093153
	CR
	23.401 CR0792R2: Correction of timer handling in TAU procedure
	Ericsson
	23.401
	0792
	Rel-8
	 Revised to: 3841

	6.3
	S2-093841
	CR
	Revision of: S2-093153
	
	
	
	
	Withdrawn.

	6.3
	S2-093154
	CR
	23.401 CR0846R1: Correction of timer handling in TAU procedure
	Ericsson
	23.401
	0846
	Rel-9
	 Revised to: 3842

	6.3
	S2-093842
	CR
	Revision of: S2-093154
	
	
	
	
	Withdrawn.

	6.3
	S2-093155
	CR
	23.401 CR0845R1: Use and assignment of PTI.
	Ericsson
	23.401
	0845
	Rel-9
	 Revised to: 3826

	6.3
	S2-093826
	CR
	Revision of: S2-093155
	
	
	
	
	Revised to: 3864

	6.3
	S2-093864
	CR
	Revision of: S2-093826
	
	
	
	
	Approved.

	6.3
	S2-093188
	CR
	23.401 CR1015: Network Triggered Service Request for UE in ECM-CONNECTED State
	Research In Motion
	23.401
	1015
	Rel-8
	 Revised to: 3827

	6.3
	S2-093827
	CR
	Revision of: S2-093188
	
	
	
	
	Approved.

	6.3
	S2-093190
	DISCUSSION
	Discussion on storage of APN-AMBR in the UE
	Research In Motion
	-
	-
	-
	 Moved to 6.2

	6.3
	S2-093191
	CR
	23.402 CR0721: Alignment of procedure to the storage of APN-AMBR in the UE
	Research In Motion
	23.402
	0721
	Rel-8
	 Moved to 6.2

	6.3
	S2-093192
	CR
	23.401 CR1017: Preserving the Non-GBR bearer(s) during IRAT HO from E-UTRAN to GERAN/UTRAN
	Research In Motion
	23.401
	1017
	Rel-8
	Noted

	6.3
	S2-093189
	CR
	23.401 CR1016: Network Triggered Service Request for UE in ECM-CONNECTED State
	Research In Motion
	23.401
	1016
	Rel-9
	 Revised to: 3828

	6.3
	S2-093828
	CR
	Revision of: S2-093189
	
	
	
	
	Approved.

	6.3
	S2-093207
	CR
	23.401 CR1020: Correction of the PDN connectivity procedure
	ZTE
	23.401
	1020
	Rel-8
	 Revised to: 3829

	6.3
	S2-093829
	CR
	Revision of: S2-093207
	
	
	
	
	Revised to: 4134

Related to alignments CRs

	6.3
	S2-094134
	CR
	Revision of: S2-093829
	
	
	
	
	Approved.

	6.3
	S2-093208
	CR
	23.401 CR1021: Correction of the PDN connectivity procedure
	ZTE
	23.401
	1021
	Rel-9
	 Revised to: 3830

	6.3
	S2-093830
	CR
	Revision of: S2-093208
	
	
	
	
	Revised to: 4135

 Related to alignments CRs

	6.3
	S2-094135
	CR
	Revision of: S2-093830
	
	
	
	
	Approved.

	6.3
	S2-093209
	[CR]
	23.401 CR1022: Clarification of the SMC procedure
	ZTE
	23.401
	1022
	Rel-8
	WITHDRAWN (same as S2-093213)

	6.3
	S2-093210
	[CR]
	23.401 CR1023: Clarification of the SMC procedure
	ZTE
	23.401
	1023
	Rel-9
	WITHDRAWN (same as S2-093214)

	6.3
	S2-093211
	CR
	23.401 CR0862R1: Clarification of the ISR capability
	ZTE
	23.401
	0862
	Rel-8
	Revised to: 3856  

	6.3
	S2-093856
	CR
	Revision of: S2-093211
	
	
	
	
	Approved.

	6.3
	S2-093212
	CR
	23.401 CR0861R1: Clarification of the ISR capability
	ZTE
	23.401
	0861
	Rel-9
	Revised to: 3857  

	6.3
	S2-093857
	CR
	Revision of: S2-093212
	
	
	
	
	Approved.

	6.3
	S2-093213
	CR
	23.401 CR0866R1: Clarification of the SMC procedure
	ZTE
	23.401
	0866
	Rel-8
	Revised to: 3849

	6.3
	S2-093849
	CR
	Revision of: S2-093213
	
	
	
	
	Approved.

	6.3
	S2-093214
	CR
	23.401 CR0865R1: Clarification of the SMC procedure
	ZTE
	23.401
	0865
	Rel-9
	 Revised to: 3850

	6.3
	S2-093850
	CR
	Revision of: S2-093214
	
	
	
	
	Approved.

	6.3
	S2-093215
	CR
	23.401 CR0874R1: Add missing parameters in the HO procedure
	ZTE
	23.401
	0874
	Rel-8
	Withdraw

	6.3
	S2-093216
	CR
	23.401 CR0873R1: Add missing parameters in the HO procedure
	ZTE
	23.401
	0873
	Rel-9
	Withdrawn  

	6.3
	S2-093217
	CR
	23.401 CR0878R1: Clarification on Update type usage
	ZTE
	23.401
	0878
	Rel-8
	 Revised to: 3950

	6.3
	S2-093950
	CR
	Revision of: S2-093217
	
	
	
	
	Noted

	6.3
	S2-093218
	CR
	23.401 CR0877R1: Clarification on Update type usage
	ZTE
	23.401
	0877
	Rel-9
	Revised to: 3951

	6.3
	S2-093951
	CR
	Revision of: S2-093218
	
	
	
	
	Noted

	6.3
	S2-093258
	CR
	23.401 CR1027: NAS message not optional in Delete Bearer Request Command to eNB
	Motorola
	23.401
	1027
	Rel-8
	Merged with 3402 in: 3831

	6.3
	S2-093831
	CR
	Revision of: S2-093258
	
	
	
	
	Approved.

	6.3
	S2-093259
	CR
	23.401 CR1028: NAS message not optional in Delete Bearer Request Command to eNB
	Motorola
	23.401
	1028
	Rel-9
	Merged with 3414 in: 3832

	6.3
	S2-093832
	CR
	Revision of: S2-093259
	
	
	
	
	Approved.

	6.3
	S2-093260
	CR
	23.401 CR1029: Handling of last PDN disconnection by PDN GW
	Motorola
	23.401
	1029
	Rel-8
	Revised to: 3843

	6.3
	S2-093843
	CR
	Revision of: S2-093260
	
	
	
	
	Revised to: 4136

	6.3
	S2-094136
	CR
	Revision of: S2-093843
	
	
	
	
	Revised to: 4192

	6.3
	S2-094192
	CR
	Revision of: S2-094136
	
	
	
	
	Approved.

	6.3
	S2-093261
	CR
	23.401 CR1030: Handling of last PDN disconnection by PDN GW
	Motorola
	23.401
	1030
	Rel-9
	Revised to: 3844 

	6.3
	S2-093844
	CR
	Revision of: S2-093261
	
	
	
	
	Revised to: 4193

	6.3
	S2-094193
	CR
	Revision of: S2-093844
	
	
	
	
	Approved.

	6.3
	S2-093295
	CR
	23.401 CR0907R1: Clarification for the TI(s) IE in the handover procedure
	Huawei
	23.401
	0907
	Rel-8
	 Noted

	6.3
	S2-093296
	CR
	23.401 CR0908R1: Clarification for the TI(s) IE in the handover procedure
	Huawei
	23.401
	0908
	Rel-9
	Revised to: 4137

	6.3
	S2-094137
	CR
	Revision of: S2-093296
	
	
	
	
	Approved.

	6.3
	S2-093297
	CR
	23.401 CR1032: UE Radio Capability handling correction
	Huawei
	23.401
	1032
	Rel-8
	Revised to: 3833

	6.3
	S2-093833
	CR
	Revision of: S2-093297
	
	
	
	
	Withdrawn

	6.3
	S2-093298
	CR
	23.401 CR1033: UE Radio Capability handling correction
	Huawei
	23.401
	1033
	Rel-9
	Revised to: 3834

	6.3
	S2-093834
	CR
	Revision of: S2-093298
	
	
	
	
	Withdrawn

	6.3
	S2-093299
	CR
	23.401 CR1034: Editorial correction in Detach and Deactivation procedure
	Huawei
	23.401
	1034
	Rel-8
	 Revised to: 3851

	6.3
	S2-093851
	CR
	Revision of: S2-093299
	
	
	
	
	Revised to: 3865

	6.3
	S2-093865
	CR
	Revision of: S2-093851
	
	
	
	
	Approved.

	6.3
	S2-093300
	CR
	23.401 CR1035: Editorial correction in Detach and Deactivation procedure
	Huawei
	23.401
	1035
	Rel-9
	 Revised to: 3852

	6.3
	S2-093852
	CR
	Revision of: S2-093300
	
	
	
	
	Revised to: 3866

	6.3
	S2-093866
	CR
	Revision of: S2-093852
	
	
	
	
	Revised to: 4138

	6.3
	S2-094138
	CR
	Revision of: S2-093866
	
	
	
	
	Approved.

	6.3
	S2-093374
	CR
	23.401 CR1043: Description of Configuration Transfer procedure
	Alcatel-Lucent
	23.401
	1043
	Rel-8
	Revised to: 3845

	6.3
	S2-093845
	CR
	Revision of: S2-093374
	
	
	
	
	Revised to: 3867

	6.3
	S2-093867
	CR
	Revision of: S2-093845
	
	
	
	
	Approved.

	6.3
	S2-093375
	CR
	23.401 CR1044: Description of Configuration Transfer procedure
	Alcatel-Lucent
	23.401
	1044
	Rel-9
	Revised to: 3846

	6.3
	S2-093846
	CR
	Revision of: S2-093375
	
	
	
	
	Revised to: 3868

	6.3
	S2-093868
	CR
	Revision of: S2-093846
	
	
	
	
	Approved.

	6.3
	S2-093376
	LS OUT
	Response LS to S2-093048 (R3-090542) on Transfer of SON Configuration Information inter-MME
	Alcatel-Lucent
	-
	-
	-
	Noted 

	6.3
	S2-093401
	CR
	23.401 CR1047: Correction the UE identity in the service request procedure
	CATT
	23.401
	1047
	Rel-8
	Revised to: 3835

	6.3
	S2-093835
	CR
	Revision of: S2-093401
	
	
	
	
	Approved.

	6.3
	S2-093402
	CR
	23.401 CR1048: The clarification of the NAS message transmission in the bearer deactivation procedure
	CATT
	23.401
	1048
	Rel-8
	Merged with 3258 and placed in 3831

	6.3
	S2-093403
	DISCUSSION
	Updated to the Protocol Aspect of PDN connectivity procedures
	CATT
	-
	-
	Rel-8
	Noted 

	6.3
	S2-093404
	CR
	23.401 CR1049: Updated to the Protocol Aspect of PDN connectivity procedures
	CATT
	23.401
	1049
	Rel-8
	Noted

	6.3
	S2-093528
	CR
	23.402 CR0737: Alignment of procedure to the storage of APN-AMBR in the UE
	Research In Motion
	23.402
	0737
	Rel-9
	 Moved to 6.2

	6.3
	S2-093529
	CR
	23.401 CR1068: Preserving the Non-GBR bearer(s) during IRAT HO from E-UTRAN to GERAN/UTRAN
	Research In Motion
	23.401
	1068
	Rel-9
	 Noted

	6.3
	S2-093560
	CR
	23.401 CR1069: Add the missing parameter to the information storage
	China Mobile, ZTE
	23.401
	1069
	Rel-8
	 Revised to: 3837

	6.3
	S2-093837
	CR
	Revision of: S2-093560
	
	
	
	
	Approved

	6.3
	S2-093561
	CR
	23.401 CR1070: Add the missing parameter to the information storage
	China Mobile, ZTE
	23.401
	1070
	Rel-9
	 Revised to: 3838

	6.3
	S2-093838
	CR
	Revision of: S2-093561
	
	
	
	
	Approved.

	6.3
	S2-093626
	CR
	23.401 CR1074: Change of subscribed ARP affecting whole PDN connection
	Nokia Siemens Networks
	23.401
	1074
	Rel-8
	 Revised to: 3858

	6.3
	S2-093858
	CR
	Revision of: S2-093626
	
	
	
	
	Revised to: 3869

	6.3
	S2-093869
	CR
	Revision of: S2-093858
	
	
	
	
	Approved.

	6.3
	S2-093627
	CR
	23.401 CR1075: Change of subscribed ARP affecting whole PDN connection
	Nokia Siemens Networks
	23.401
	1075
	Rel-9
	Revised to: 3859

	6.3
	S2-093859
	CR
	Revision of: S2-093627
	
	
	
	
	Revised to: 3870

	6.3
	S2-093870
	CR
	Revision of: S2-093859
	
	
	
	
	Approved.

	6.3
	S2-093628
	CR
	23.401 CR1076: BCM support of E-UTRAN capable UE
	Nokia Siemens Networks
	23.401
	1076
	Rel-8
	 Revised to: 3952

	6.3
	S2-093952
	CR
	Revision of: S2-093628
	
	
	
	
	Approved.

	6.3
	S2-093629
	CR
	23.401 CR1077: BCM support of E-UTRAN capable UE
	Nokia Siemens Networks
	23.401
	1077
	Rel-9
	LATE DOC: Rx 06/05, 16:00

Revised to: 3953

	6.3
	S2-093953
	CR
	Revision of: S2-093629
	
	
	
	
	Revised to: 4139

	6.3
	S2-094139
	CR
	Revision of: S2-093953
	
	
	
	
	Approved.

	6.3
	S2-093638
	CR
	23.401 CR0972R1: Clarification of data forwarding during RAU/TAU with Gn/Gp SGSNs
	Nokia Siemens Networks
	23.401
	0972
	Rel-8
	Revised to: 3839

	6.3
	S2-093839
	CR
	Revision of: S2-093638
	
	
	
	
	Approved.

	6.3
	S2-093639
	CR
	23.401 CR0973R1: Clarification of data forwarding during RAU/TAU with Gn/Gp SGSNs
	Nokia Siemens Networks
	23.401
	0973
	Rel-9
	Revised to: 3840 

	6.3
	S2-093840
	CR
	Revision of: S2-093639
	
	
	
	
	Approved.

	6.3
	S2-093640
	CR
	23.401 CR0974R1: Correction of ISR handling for CSFB
	Nokia Siemens Networks
	23.401
	0974
	Rel-8
	Revised to: 3853

	6.3
	S2-093853
	CR
	Revision of: S2-093640
	
	
	
	
	Withdrawn

	6.3
	S2-093641
	CR
	23.401 CR0975R1: Correction of ISR handling for CSFB
	Nokia Siemens Networks
	23.401
	0975
	Rel-9
	Revised to: 3854

	6.3
	S2-093854
	CR
	Revision of: S2-093641
	
	
	
	
	Withdrawn.

	6.3
	S2-093679
	CR
	23.401 CR0935R1: Incorrect references and note numbering
	Vodafone
	23.401
	0935
	Rel-8
	Merged with 3128 in 3823

	6.3
	S2-093680
	CR
	23.401 CR0936R1: Incorrect references and note numbering
	Vodafone
	23.401
	0936
	Rel-9
	Merged with 3129 in 3824

	6.3
	S2-093681
	CR
	23.401 CR0937R1: Removal of FFS from 'Packet Routeing and Transfer Function'
	Vodafone
	23.401
	0937
	Rel-8
	 Revised to: 3847

	6.3
	S2-093847
	CR
	Revision of: S2-093681
	
	
	
	
	Approved.

	6.3
	S2-093682
	CR
	23.401 CR0938R1: Removal of FFS from 'Packet Routeing and Transfer Function'
	Vodafone
	23.401
	0938
	Rel-9
	Revised to: 3848

	6.3
	S2-093848
	CR
	Revision of: S2-093682
	
	
	
	
	Revised to: 4143

	6.3
	S2-094143
	CR
	Revision of: S2-093848
	
	
	
	
	Approved.

	6.3
	S2-093683
	CR
	23.401 CR0939R1: Removal of duplicated clause 'security functions'
	Vodafone
	23.401
	0939
	Rel-8
	 Noted

	6.3
	S2-093684
	CR
	23.401 CR0940R1: Removal of duplicated clause 'security functions'
	Vodafone
	23.401
	0940
	Rel-9
	 Revised to: 3855

	6.3
	S2-093855
	CR
	Revision of: S2-093684
	
	
	
	
	Revised to: 4194

	6.3
	S2-094194
	CR
	Revision of: S2-093855
	
	
	
	
	Approved.

	6.3
	S2-093685
	CR
	23.401 CR0942R1: Resolution of editor's note in clause 5.3.3.2
	Vodafone
	23.401
	0942
	Rel-8
	Approved.

	6.3
	S2-093686
	CR
	23.401 CR0943R1: Resolution of editor's note in clause 5.3.3.2
	Vodafone
	23.401
	0943
	Rel-9
	Approved.

	6.3
	S2-093692
	CR
	23.401 CR1082: Cancel Location behaviour at initial attach
	Nokia Siemens Networks
	23.401
	1082
	Rel-8
	Noted

Related to CT WG4 LS S2-093601. LATE REQ: LATE DOC: Rx 07/05, 11:30

	6.3
	S2-093693
	CR
	23.401 CR1083: Cancel Location behaviour at initial attach
	Nokia Siemens Networks
	23.401
	1083
	Rel-9
	Noted

Related to CT WG4 LS S2-093601. LATE REQ: LATE DOC: Rx 07/05, 11:30

	6.3
	S2-093601
	LS In
	LS from CT WG4: Concerns with Cancel Location behaviour on initial attach
	CT WG4 (C4-091567)
	-
	-
	Rel-8
	Reply to: 3860

	6.3
	S2-093860
	LS Out
	Reply to: S2-093601
	Frank
	
	
	
	Revised to: 4233

	6.3
	S2-094233
	LS Out
	Revision of: S2-093860
	
	
	
	
	Approved.

	6.3
	S2-093050
	LS In
	LS from CT WG4: LS on the S-GW TEID-U for S1, S4-U and S12
	CT WG4 (C4-090981)
	-
	-
	Rel-8
	Postponed S2-091825 from meeting #72.

Noted

	6.3
	S2-094023
	LS Out
	Reply LS of: S2-093050
	Fenqin
	
	
	
	Revised to: 3984

	6.3
	S2-093984
	LS Out
	Revision of: S2-094023
	
	
	
	
	Approved.

	6.3
	S2-093954
	CR
	Same Serving GW IP Address and UP TEID for S1-u, S12 and S4-u
	Ericsson
	23.401
	0849
	Rel-8
	Revised to: 3871

	6.3
	S2-093871
	CR
	Revision of: S2-093954
	
	
	
	
	Approved.

	6.3
	S2-094022
	CR
	Same Serving GW IP Address and UP TEID for S1-u, S12 and S4-u
	Ericsson
	23.401
	0850
	Rel-9
	Revised to: 3983

	6.3
	S2-093983
	CR
	Revision of: S2-094022
	
	
	
	
	Approved.

	6.3
	S2-093413
	CR
	23.401 CR1054: Correction the UE identity in the service request procedure
	CATT
	23.401
	1054
	Rel-9
	 Revised to: 3836

	6.3
	S2-093836
	CR
	Revision of: S2-093413
	
	
	
	
	Approved.

	6.3
	S2-093414
	CR
	23.401 CR1055: The clarification of the NAS message transmission in the bearer deactivation procedure
	CATT
	23.401
	1055
	Rel-9
	  Merged with 3259 and placed in 3831

	6.4
	-
	------
	Updates to 23.060
	------
	-
	-
	-
	-

	6.4
	S2-093080
	CR
	23.060 CR0826: Correction on the MS- and SGSN initiated bearer deactivation procedure
	NTT DOCOMO, Huawei, NEC
	23.060
	0826
	Rel-8
	Approved.


	6.4
	S2-094024
	CR
	23.060 CRXXX: Correction on the MS- and SGSN initiated bearer deactivation procedure
	NTT DOCOMO, Huawei, NEC
	23.060
	xxxx
	Rel-9
	Withdrawn

	6.4
	S2-094096
	CR
	23.060 CRXXX: Correction on the MS- and SGSN initiated bearer deactivation procedure
	NTT DOCOMO, Huawei, NEC
	23.060
	xxxx
	Rel-9
	Approved.

	6.4
	S2-093881
	LS In
	LS from RAN WG3: LS on preventing inter-RAT HO from UTRAN to E-UTRAN
	RAN WG3 (R3-091489)
	
	
	
	Noted



	6.4
	S2-093920
	CR
	LTE Access Restriction based on RAN3 LS(R3-091490)
	NTT DoCoMo, NEC
	
	
	Rel-8
	Revised to: 3985

	6.4
	S2-093921
	CR
	LTE Access Restriction based on RAN3 LS(R3-091490)
	NTT DoCoMo, NEC
	
	
	Rel-9
	Revised to: 3986

	6.4
	S2-093986
	CR
	Revision of: S2-093921
	
	
	
	
	Approved.

	6.4
	S2-093985
	CR
	Revision of: S2-093920
	
	
	
	
	Approved.

	6.4
	S2-093136
	CR
	23.060 CR0828: Local address and address type in the TFT filter
	Ericsson
	23.060
	0828
	Rel-8
	 Revised to: 3942

	6.4
	S2-093942
	CR
	Revision of: S2-093136
	
	
	
	
	Withdrawn

	6.4
	S2-093137
	CR
	23.060 CR0829: Local address and address type in the TFT filter
	Ericsson
	23.060
	0829
	Rel-9
	 Revised to: 3943

	6.4
	S2-093943
	CR
	Revision of: S2-093137
	
	
	
	
	Withdrawn.

	6.4
	S2-093140
	CR
	23.060 CR0832: Clarification that S4-SGSN accepts QoS in default PDP-context
	Ericsson
	23.060
	0832
	Rel-8
	 Revised to: 4025

	6.4
	S2-094025
	CR
	Revision of: S2-093140
	
	
	
	
	Approved.

	6.4
	S2-093141
	CR
	23.060 CR0833: Clarification that S4-SGSN accepts QoS in default PDP-context
	Ericsson
	23.060
	0833
	Rel-9
	 Revised to: 4026

	6.4
	S2-094026
	CR
	Revision of: S2-093141
	
	
	
	
	Approved.

	6.4
	S2-093151
	DISCUSSION
	Elaborating TFT filter support for IPv6
	Ericsson
	-
	-
	Rel-8
	 Noted

	6.4
	S2-093205
	CR
	23.060 CR0837: Clarify when the HSS deletes the APN and PDN GW identity pairs
	ZTE
	23.060
	0837
	Rel-8
	 Revised to: 3944

	6.4
	S2-093944
	CR
	Revision of: S2-093205
	
	
	
	
	Revised to: 3987

	6.4
	S2-093987
	CR
	Revision of: S2-093944
	
	
	
	
	Revised to: 4195

	6.4
	S2-094195
	CR
	Revision of: S2-093987
	
	
	
	
	Approved.

	6.4
	S2-093206
	CR
	23.060 CR0838: Clarify when the HSS deletes the APN and PDN GW identity pairs
	ZTE
	23.060
	0838
	Rel-9
	 Revised to: 3945

	6.4
	S2-093945
	CR
	Revision of: S2-093206
	
	
	
	
	Revised to: 3988

	6.4
	S2-093988
	CR
	Revision of: S2-093945
	
	
	
	
	Revised to: 4196

	6.4
	S2-094196
	CR
	Revision of: S2-093988
	
	
	
	
	Approved.

	6.4
	S2-093301
	CR
	23.060 CR0839: Clarification about SGSN-Initiated PDP Context Modification
	Huawei
	23.060
	0839
	Rel-8
	 Approved.

	6.4
	S2-093302
	CR
	23.060 CR0840: Clarification about SGSN-Initiated PDP Context Modification
	Huawei
	23.060
	0840
	Rel-9
	 Approved.

	6.4
	S2-093303
	CR
	23.060 CR0841: Remove PGW stored on HSS
	Huawei
	23.060
	0841
	Rel-8
	 Noted, merged into 3944

	6.4
	S2-093304
	CR
	23.060 CR0842: Remove PGW stored on HSS
	Huawei
	23.060
	0842
	Rel-9
	 Noted, merged into 3945

	6.4
	S2-093462
	CR
	23.060 CR0824R4: IMS Voice Session Supported Indication
	Motorola
	23.060
	0824
	Rel-8
	 Moved to 4

	6.4
	S2-093463
	CR
	23.060 CR0825R4: IMS Voice Session Supported Indication
	Motorola
	23.060
	0825
	Rel-9
	LATE DOC: Rx 05/05, 16:40

Moved to 4

	6.4
	S2-093525
	CR
	23.060 CR0852: Removal of erroneous text on GUTI storage
	Ericsson
	23.060
	0852
	Rel-8
	 Approved.

	6.4
	S2-093558
	CR
	23.060 CR0853: Add the missing parameter to the information storage
	China Mobile, ZTE
	23.060
	0853
	Rel-8
	 Revised to: 4005

	6.4
	S2-094005
	CR
	Revision of: S2-093558
	
	
	
	
	Revised to: 3946

	6.4
	S2-093946
	CR
	Revision of: S2-094005
	
	
	
	
	Approved.

	6.4
	S2-093559
	CR
	23.060 CR0854: Add the missing parameter to the information storage
	China Mobile, ZTE
	23.060
	0854
	Rel-9
	 Revised to: 4006

	6.4
	S2-094006
	CR
	Revision of: S2-093559
	
	
	
	
	Revised to: 3947

	6.4
	S2-093947
	CR
	Revision of: S2-094006
	
	
	
	
	Approved.

	6.4
	S2-093630
	CR
	23.060 CR0863: Misalignment in default bearer QoS treatment
	Nokia Siemens Networks
	23.060
	0863
	Rel-8
	 Revised to: 3948

	6.4
	S2-093948
	CR
	Revision of: S2-093630
	
	
	
	
	Revised to: 4140

	6.4
	S2-094140
	CR
	Revision of: S2-093948
	
	
	
	
	Approved.

	6.4
	S2-093631
	CR
	23.060 CR0864: Misalignment in default bearer QoS treatment
	Nokia Siemens Networks
	23.060
	0864
	Rel-9
	LATE DOC: Rx 06/05, 16:00

Revised to: 3949

	6.4
	S2-093949
	CR
	Revision of: S2-093631
	
	
	
	
	Revised to: 4141

	6.4
	S2-094141
	CR
	Revision of: S2-093949
	
	
	
	
	Approved.

	6.4
	S2-093632
	CR
	23.060 CR0865: Missing details in secondary PDP context activation procedure using S4
	Nokia Siemens Networks
	23.060
	0865
	Rel-8
	 Revised to: 4031

	6.4
	S2-094031
	CR
	Revision of: S2-093632
	
	
	
	
	Approved.

	6.4
	S2-093633
	CR
	23.060 CR0866: Missing details in secondary PDP context activation procedure using S4
	Nokia Siemens Networks
	23.060
	0866
	Rel-9
	LATE DOC: Rx 06/05, 16:00

Revised to: 4032

	6.4
	S2-094032
	CR
	Revision of: S2-093633
	
	
	
	
	Revised to: 4142

	6.4
	S2-094142
	CR
	Revision of: S2-094032
	
	
	
	
	Approved.

	6.4
	S2-093634
	CR
	23.060 CR0867: Removal of NRSN and BCM from S4-SGSN
	Nokia Siemens Networks
	23.060
	0867
	Rel-8
	 Approved.

	6.4
	S2-093635
	CR
	23.060 CR0868: Removal of NRSN and BCM from S4-SGSN
	Nokia Siemens Networks
	23.060
	0868
	Rel-9
	LATE DOC: Rx 06/05, 16:00

Approved.

	6.4
	S2-093642
	CR
	23.060 CR0813R1: Correction of context removal during SGSN change
	Nokia Siemens Networks
	23.060
	0813
	Rel-8
	 Approved.

	6.4
	S2-093643
	CR
	23.060 CR0814R1: Correction of context removal during SGSN change
	Nokia Siemens Networks
	23.060
	0814
	Rel-9
	 Approved.

	6.4
	S2-093644
	CR
	23.060 CR0869: Correction of GGSN derivation for PDP type v4v6
	Nokia Siemens Networks
	23.060
	0869
	Rel-8
	 Revised to: 4027

	6.4
	S2-094027
	CR
	Revision of: S2-093644
	
	
	
	
	Approved.

	6.4
	S2-093645
	CR
	23.060 CR0870: Correction of GGSN derivation for PDP type v4v6
	Nokia Siemens Networks
	23.060
	0870
	Rel-9
	 Revised to: 4028

	6.4
	S2-094028
	CR
	Revision of: S2-093645
	
	
	
	
	Approved.

	6.4
	S2-093669
	CR
	23.060 CR0815R2: Correction for subscription data description
	Qualcomm Europe
	23.060
	0815
	Rel-8
	 Revised to: 4029

	6.4
	S2-094029
	CR
	Revision of: S2-093669
	
	
	
	
	Approved.

	6.4
	S2-093670
	CR
	23.060 CR0816R2: Correction for subscription data description
	Qualcomm Europe
	23.060
	0816
	Rel-9
	 Revised to: 4030

	6.4
	S2-094030
	CR
	Revision of: S2-093670
	
	
	
	
	Approved.

	6.5
	-
	------
	General clean-up of 23.402 
	------
	-
	-
	-
	

	6.6
	-
	------
	Other Rel-8 clean-up (SR-VCC, CSFB, WLAN mob, etc…)
	------
	-
	-
	-
	-

	6.6
	S2-093127
	CR
	23.272 CR0086: Correction to the UE behaviour in CSFB
	NEC
	23.272
	0086
	Rel-8
	 Revised to: 3936

	6.6
	S2-093936
	CR
	Revision of: S2-093127
	
	
	
	
	Approved.

	6.6
	S2-093051
	LS in
	LS from RAN WG2: Reply LS on ETWS information in TS 23.041
	RAN WG2 (R2-092694)
	-
	-
	Rel-8
	Postponed S2-092478 from meeting #72.

Noted

	6.6
	S2-093052
	LS in
	LS from RAN WG2: LS on potential ETWS security threat in UTRAN
	RAN WG2 (R2-092696)
	-
	-
	Rel-8
	Postponed S2-092479 from meeting #72.

Noted

	6.6
	S2-093698
	LS In
	LS from RAN WG2: LS on support for CSFB to UTRAN and GERAN
	RAN WG2 (R2-093426)
	-
	-
	Rel-8
	Noted

	6.6
	S2-093163
	CR
	23.401 CR0886R1: GTPv2 message name alignment - clauses 5.4 to 5.5.1
	Ericsson, ZTE
	23.401
	0886
	Rel-8
	 Move to 6.7

	6.6
	S2-093164
	CR
	23.401 CR0887R1: GTPv2 message name alignment - clauses 5.4 to 5.5.1
	Ericsson, ZTE
	23.401
	0887
	Rel-9
	 Move to 6.7

	6.6
	S2-093166
	CR
	23.216 CR0079: On SRVCC from E-UTRAN to 3GPP2 1xCS :Cut and paste error in section 6.1.3
	Alcatel-Lucent
	23.216
	0079
	Rel-8
	SAE-S -> SAES.  

Revised to: 3937

	6.6
	S2-093937
	CR
	Revision of: S2-093166
	
	
	
	
	Revised to: 4197

	6.6
	S2-094197
	CR
	Revision of: S2-093937
	
	
	
	
	Approved.

	6.6
	S2-093305
	CR
	23.002 CR0203: Update the misalignment in 23.002 related with SRVCC and CSFB
	Huawei
	23.002
	0203
	Rel-8
	TEI-8 -> TEI8. 

Revised to: 3938

	6.6
	S2-093938
	CR
	Revision of: S2-093305
	
	
	
	
	Approved.

	6.6
	S2-093306
	CR
	23.272 CR0087: Some rewording in B.2.1.2 and B.2.3
	Huawei
	23.272
	0087
	Rel-8
	Noted

	6.6
	S2-093940
	CR
	23.272 CRxxx: Correction in B.2.1.2 and B.2.3
	
	
	
	
	Approved.

	6.6
	S2-093448
	CR
	23.272 CR0088: CS Fallback and IMS coexistence section 4.5 clarifications
	Samsung
	23.272
	0088
	Rel-8
	 

	6.6
	S2-093449
	CR
	23.272 CR0089: CS Fallback and IMS coexistence section 4.5 clarifications
	Samsung
	23.272
	0089
	Rel-9
	 

	6.6
	S2-093450
	CR
	23.272 CR0090: CS Fallback and ICS coexistence
	Samsung
	23.272
	0090
	Rel-9
	 Noted

	6.6
	S2-093473
	CR
	23.216 CR0084: Clarification of IMSI and Gr interface in SRVCC
	ZTE
	23.216
	0084
	Rel-8
	Approved.

	6.6
	S2-093474
	CR
	23.216 CR0085: Editorial correction to the call flow for the E-UTRAN-to-1x SRVCC
	ZTE
	23.216
	0085
	Rel-8
	Noted, merged with 3937

	6.6
	S2-093489
	CR
	23.216 CR0087: Support for multiple simultaneous voice bearers
	Ericsson
	23.216
	0087
	Rel-8
	 Revised to: 3939

	6.6
	S2-093939
	CR
	Revision of: S2-093489
	
	
	
	
	Approved.

	6.6
	S2-093569
	[CR]
	23.216 CR0089: SRVCC indicator alignment
	Samsung
	23.216
	0089
	Rel-8
	Revised in S2-093697

	6.6
	S2-093697
	CR
	23.216 CR0089R1: SRVCC indicator alignment
	Samsung
	23.216
	0089
	Rel-8
	Revised to: 4198

	6.6
	S2-094198
	CR
	Revision of: S2-093697
	
	
	
	
	Approved.

	6.6
	S2-093570
	CR
	23.216 CR0073R2: Handling of non-voice GBR bearers for E-UTRAN/UTRAN to GERAN without DTM support
	Samsung
	23.216
	0073
	Rel-8
	 

	6.6
	S2-093571
	CR
	23.216 CR0090: Handling of non-voice GBR bearers for E-UTRAN/UTRAN to 1xRTT
	Samsung
	23.216
	0090
	Rel-8
	 

	6.6
	S2-093572
	[CR]
	 
	Samsung
	23.272
	0092
	Rel-8
	WITHDRAWN

	6.6
	S2-093598
	CR
	23.272 CR0093: Removal of emergency indication in S1_AP
	Ericsson
	23.272
	0093
	Rel-8
	 Noted.

	6.6
	S2-093612
	CR
	23.216 CR0059R3: Correction to voice bearer handling in PS HO / DTM scenarios
	Vodafone, Ericsson
	23.216
	0059
	Rel-8
	 Revised to: 4199

	6.6
	S2-094199
	CR
	Revision of: S2-093612
	
	
	
	
	Approved.

	6.6
	S2-093671
	CR
	23.272 CR0094: CSFB based on redirection by RRC connection release
	Qualcomm Europe
	23.272
	0094
	Rel-8
	 Revised to: 3935

	6.6
	S2-093935
	CR
	Revision of: S2-093671
	
	
	
	
	Revised to: 4200

	6.6
	S2-094200
	CR
	Revision of: S2-093935
	
	
	
	
	Approved.

	6.6
	S2-093672
	CR
	23.272 CR0095: Cleanup of some CSFB procedures
	Qualcomm Europe
	23.272
	0095
	Rel-8
	 Revised to: 4201

	6.6
	S2-094201
	CR
	Revision of: S2-093672
	
	
	
	
	Approved.

	6.6
	S2-093687
	CR
	23.216 CR0070R2: Classmark and Codec list handling in SRVCC
	Vodafone
	23.216
	0070
	Rel-8
	Revised to: 3941

	6.6
	S2-093941
	CR
	Revision of: S2-093687
	
	
	
	
	Revised to: 4202

	6.6
	S2-094202
	CR
	Revision of: S2-093941
	
	
	
	
	Approved.

	6.6
	S2-093385
	CR
	23.216 CR0081: Editorial corrections to the call flow for E-UTRAN-to-GERAN-without-DTM-support SRVCC in section 6.2.2.1
	Alcatel-Lucent Shanghai Bell
	23.216
	0081
	Rel-8
	Noted, merged into 3473

	6.6
	S2-094076
	CR
	
	Samsung
	
	
	
	Approved.

	6.7
	-
	------
	Alignment CRs

All approved.
	------
	-
	-
	-
	-

	6.7
	S2-093267
	CR
	23.401 CR0916R2: Align E-UTRAN Initial Attach with GTPv2 message names
	Motorola, Samsung, ZTE
	23.401
	0916
	Rel-8
	Approved.

	6.7
	S2-093268
	CR
	23.401 CR0921R2: Align E-UTRAN Initial Attach with GTPv2 message names
	Motorola, Samsung, ZTE
	23.401
	0921
	Rel-9
	Approved.

	6.7
	S2-093269
	CR
	23.401 CR0917R2: Align RAU procedures with GTPv2 message names
	Motorola, Samsung, ZTE
	23.401
	0917
	Rel-8
	Approved.

	6.7
	S2-093270
	CR
	23.401 CR0922R2: Align RAU procedures with GTPv2 message names
	Motorola, Samsung, ZTE
	23.401
	0922
	Rel-9
	Approved.

	6.7
	S2-093271
	CR
	23.401 CR0919R2: Align UE triggered Service Request procedure with GTPv2 message names
	Motorola, Samsung, ZTE
	23.401
	0919
	Rel-8
	Approved.

	6.7
	S2-093272
	CR
	23.401 CR0924R2: Align UE triggered Service Request procedure with GTPv2 message names
	Motorola, Samsung, ZTE
	23.401
	0924
	Rel-9
	Approved.

	6.7
	S2-093273
	CR
	23.401 CR0918R2: Align TAU procedures with GTPv2 message names
	Motorola, Samsung, ZTE
	23.401
	0918
	Rel-8
	Approved.

	6.7
	S2-093274
	CR
	23.401 CR0923R2: Align TAU procedures with GTPv2 message names
	Motorola, Samsung, ZTE
	23.401
	0923
	Rel-9
	Approved.

	6.7
	S2-093413
	CR
	23.401 CR1054: Correction the UE identity in the service request procedure
	CATT
	23.401
	1054
	Rel-9
	 Approved.

	6.7
	S2-093414
	CR
	23.401 CR1055: The clarification of the NAS message transmission in the bearer deactivation procedure
	CATT
	23.401
	1055
	Rel-9
	 Approved.

	6.7
	S2-093415
	CR
	23.402 CR0670R2: Alignment to CT WG4 GTPv2 Message Naming Conventions
	Samsung, Motorola, Ericsson
	23.402
	0670
	Rel-8
	 Revised to: 4080

	6.7
	S2-094080
	CR
	Revision of: S2-093415
	
	
	
	
	Approved.

	6.7
	S2-093416
	CR
	23.402 CR0671R2: Alignment to CT WG4 GTPv2 Message Naming Conventions
	Samsung, Motorola, Ericsson
	23.402
	0671
	Rel-9
	 Revised to: 4081

	6.7
	S2-094081
	CR
	Revision of: S2-093416
	
	
	
	
	Approved.

	6.7
	S2-093422
	CR
	23.402 CR0682R2: Modification of the error in Figure 9.3.2-1 E-UTRAN to HRPD handover
	CATT, Samsung, Motorola
	23.402
	0682
	Rel-8
	 Withdrawn.

	6.7
	S2-093423
	CR
	23.402 CR0716R1: Modification of the error in Figure 9.3.2-1 E-UTRAN to HRPD handover
	CATT, Samsung, Motorola
	23.402
	0716
	Rel-9
	 Withdrawn.

	6.7
	S2-093579
	CR
	GTPv2-C message alignment in Section 5.3.5
	ZTE, Ericsson
	23.401
	0864
	Rel-8
	 Approved.

	6.7
	S2-093580
	CR
	GTPv2-C message alignment in Section 5.3.5
	ZTE, Ericsson
	23.401
	0863
	Rel-9
	 Approved.

	6.7
	S2-093581
	CR
	GTPv2-C message alignment in Section 8
	ZTE, Ericsson
	23.060
	0791
	Rel-8
	 Approved.

	6.7
	S2-093582
	CR
	GTPv2-C message alignment in Section 8
	ZTE, Ericsson
	23.060
	0790
	Rel-9
	 Approved.

	6.7
	S2-093583
	CR
	GTPv2-C message alignment in Section 9.2.2
	ZTE, Ericsson
	23.060
	0793
	Rel-8
	 Revised to: 4166

	6.7
	S2-094166
	CR
	Revision of: S2-093583
	
	
	
	
	Approved.

	6.7
	S2-093584
	CR
	GTPv2-C message alignment in Section 9.2.2
	ZTE, Ericsson
	23.060
	0792
	Rel-9
	 Revised to: 4167

	6.7
	S2-094167
	CR
	Revision of: S2-093584
	
	
	
	
	Approved.

	6.7
	S2-093585
	CR
	GTPv2-C message alignment in Section 9.2.3
	ZTE, Ericsson
	23.060
	0795
	Rel-8
	 Approved.

	6.7
	S2-093586
	CR
	GTPv2-C message alignment in Section 9.2.3
	ZTE, Ericsson
	23.060
	0794
	Rel-9
	 Approved.

	6.7
	S2-093587
	CR
	GTPv2-C message alignment in Section 9.2.4
	ZTE, Ericsson
	23.060
	0797
	Rel-8
	 Revised to: 4168

	6.7
	S2-094168
	CR
	Revision of: S2-093587
	
	
	
	
	Approved.

	6.7
	S2-093588
	CR
	GTPv2-C message alignment in Section 9.2.4
	ZTE, Ericsson
	23.060
	0796
	Rel-9
	 Revised to: 4169

	6.7
	S2-094169
	CR
	Revision of: S2-093588
	
	
	
	
	Approved.

	6.7
	S2-093589
	CR
	GTPv2-C message alignment in Section 12
	ZTE, Ericsson
	23.060
	0799
	Rel-8
	 Approved.

	6.7
	S2-093590
	CR
	GTPv2-C message alignment in Section 12
	ZTE, Ericsson
	23.060
	0798
	Rel-9
	 Approved.

	6.7
	S2-093606
	CR
	23.401 CR0911R1: GTPv2 message name alignment in clauses 5.5.2 and 5.10
	Huawei
	23.401
	0911
	Rel-8
	 Approved.

	6.7
	S2-093607
	CR
	23.401 CR0912R1: GTPv2 message name alignment in clauses 5.5.2 and 5.10
	Huawei
	23.401
	0912
	Rel-9
	 Approved.

	6.7
	S2-093636
	CR
	23.060 CR0817R2: GTPv2-C message name alignment in Section 6
	Nokia Siemens Networks, ZTE, Orange
	23.060
	0817
	Rel-8
	 Approved.

	6.7
	S2-093637
	CR
	23.060 CR0818R1: GTPv2-C message name alignment in Section 6
	Nokia Siemens Networks, ZTE, Orange
	23.060
	0818
	Rel-9
	 Approved.

	6.7
	S2-093658
	CR
	23.401 CR0946R3: Annex-D3.3 Message Alignment to Stage 3
	Nortel
	23.401
	0946
	Rel-8
	Approved.

	6.7
	S2-093659
	CR
	23.401 CR0947R3: Annex-D3.4 Message Alignment to Stage 3
	Nortel
	23.401
	0947
	Rel-8
	Approved.

	6.7
	S2-093660
	CR
	23.401 CR0948R3: Annex-D3.5 Message Alignment to Stage 3
	Nortel
	23.401
	0948
	Rel-8
	Approved.

	6.7
	S2-093661
	CR
	23.401 CR0949R3: Annex-D3.6 Message Alignment to Stage 3
	Nortel
	23.401
	0949
	Rel-8
	Approved.

	6.7
	S2-093662
	CR
	23.401 CR0950R3: Annex-D3.3 Message Alignment to Stage 3
	Nortel
	23.401
	0950
	Rel-9
	Approved.

	6.7
	S2-093663
	CR
	23.401 CR0951R3: Annex D.3.4 Message Alignment to Stage 3
	Nortel
	23.401
	0951
	Rel-9
	Approved.

	6.7
	S2-093664
	CR
	23.401 CR0952R3: Annex-D3.5 Message Alignment to Stage 3
	Nortel
	23.401
	0952
	Rel-9
	Approved.

	6.7
	S2-093665
	CR
	23.401 CR0953R3: Annex-D3.6 Message Alignment to Stage 3
	Nortel
	23.401
	0953
	Rel-9
	Approved.

	6.7
	S2-093667
	CR
	23.401 CR0985R1: Annex F Correction of GTPv2 terminology
	Qualcomm Europe
	23.401
	0985
	Rel-8
	Approved.

	6.7
	S2-093668
	CR
	23.401 CR0986R2: Annex F Correction of GTPv2 terminology
	Qualcomm Europe
	23.401
	0986
	Rel-9
	 Approved.

	6.7
	S2-093673
	CR
	23.401 CR0888R4: EPS Bearer Release function in the attach Procedure
	CATT, Motorola
	23.401
	0888
	Rel-8
	Approved.

	6.7
	S2-093674
	CR
	23.401 CR0992R3: EPS Bearer Release function in the attach Procedure
	CATT, Motorola
	23.401
	0992
	Rel-9
	Approved.

	6.7
	S2-093675
	CR
	23.401 CR0970R2: Clarification of data forwarding during RAU/TAU
	Nokia Siemens Networks , Motorola
	23.401
	0970
	Rel-8
	Approved.

	6.7
	S2-093676
	CR
	23.401 CR0971R2: Clarification of data forwarding during RAU/TAU
	Nokia Siemens Networks , Motorola
	23.401
	0971
	Rel-9
	Approved.

	6.7
	S2-093386
	CR
	23.401 CR0931R2: Alignments between Stage 3 and Stage 2 - Section D 3.7
	Orange
	23.401
	0931
	Rel-8
	Approved.

	6.7
	S2-093387
	CR
	23.401 CR0932R2: Alignments between Stage 2 and Stage 3 for GTPv2-C for Section 5.3.8
	Orange
	23.401
	0932
	Rel-8
	Approved.

	6.7
	S2-093388
	CR
	23.401 CR0933R2: Alignments between Stage 2 and Stage 3 for GTPv2-C for Section D.3.8
	Orange
	23.401
	0933
	Rel-8
	Approved.

	6.7
	S2-093389
	CR
	23.401 CR0980R2: Alignments between Stage 3 and Stage 2 - Section D 3.7
	Orange
	23.401
	0980
	Rel-9
	Approved.

	6.7
	S2-093390
	CR
	23.401 CR0981R2: Alignments between Stage 2 and Stage 3 for GTPv2-C for Section 5.3.8
	Orange
	23.401
	0981
	Rel-9
	Approved.

	6.7
	S2-093391
	CR
	23.401 CR0982R2: Alignments between Stage 2 and Stage 3 for GTPv2-C for Section D.3.8
	Orange
	23.401
	0982
	Rel-9
	Approved.

	7
	-
	------
	Rel-9 general
	------
	-
	-
	-
	-

	7.1
	
	------
	IMS Emergency over GPRS and EPS
	------
	-
	-
	-
	-

	7.1.1
	
	------
	Generic EPS/GPRS Emergency functionlaity
	------
	-
	-
	-
	-

	7.1.1
	S2-093053
	LS in
	LS from RAN WG2: LS on Emergency Call Support Indication on BCCH
	RAN WG2 (R2-092698)
	-
	-
	Rel-9
	Postponed S2-092480 from meeting #72.

Response in 3916

	7.1.1
	S2-093094
	LS In
	LS from CT WG1: Response LS on Emergency Call Support Indication on BCCH
	CT WG1 (C1-092266)
	-
	-
	Rel-9
	 Response in: 3916

	7.1.1
	S2-093916
	LS In
	Revision of: S2-093094
	
	
	
	
	Revised to: 4152

	7.1.1
	S2-094152
	LS In
	Revision of: S2-093916
	
	
	
	
	Approved.

	7.1.1
	S2-093160
	DISCUSSION
	Network Emergency Support Indication
	Ericsson
	-
	-
	Rel-9
	 Noted.

	7.1.1
	S2-093161
	LS OUT
	Response LS on Emergency Call Support Indication on BCCH
	Ericsson
	-
	-
	Rel-9
	 Noted.

	7.1.1
	S2-093377
	LS OUT
	Response LS to S2-093053 (R2-092698) on Emergency Call Support Indication on BCCH
	Alcatel-Lucent
	-
	-
	-
	 Noted.

	7.1.1
	S2-093459
	CR
	23.401 CR1062: Network Emergency support indication
	Samsung
	23.401
	1062
	Rel-9
	 Revised to: 3917

	7.1.1
	S2-093917
	CR
	Revision of: S2-093459
	
	
	
	
	Revised to: 4150

	7.1.1
	S2-094150
	CR
	Revision of: S2-093917
	
	
	
	
	Approved.

	7.1.1
	S2-093650
	CR
	23.060 CR0872: Network Emergency support indication
	Samsung
	23.060
	0872
	Rel-9
	 Revised to: 3918

	7.1.1
	S2-093918
	CR
	Revision of: S2-093650
	
	
	
	
	Revised to: 4151

	7.1.1
	S2-094151
	CR
	Revision of: S2-093918
	
	
	
	
	Approved.

	7.1.1
	S2-093070
	LS in
	LS from SA WG4: Reply LS on MME Detection of End of IMS Emergency Call
	SA WG4
	-
	-
	Rel-9
	 Noted.

	7.1.1
	S2-093646
	DISCUSSION
	Evaluation of means to decide when to deactivate or detach after the emergency call
	Nokia Siemens Networks
	-
	-
	-
	 Noted.

	7.1.1
	S2-093647
	CR
	23.401 CR1078: Bearer deactivation and detach after emergency call
	Nokia Siemens Networks
	23.401
	1078
	Rel-9
	 Revised to: 3919

	7.1.1
	S2-093919
	CR
	Revision of: S2-093647
	
	
	
	
	Revised to: 4154

	7.1.1
	S2-094154
	CR
	Revision of: S2-093919
	
	
	
	
	Approved.

	7.1.1
	S2-093395
	CR
	23.401 CR1046: Clarification on emergency bearer deactivation
	ZTE
	23.401
	1046
	Rel-9
	 Noted.

	7.1.1
	S2-093090
	LS In
	LS from CT WG1: LS on Emergency indication from the UE
	CT WG1 (C1-092245)
	-
	-
	Rel-8
	 Revised to: 3923

	7.1.1
	S2-093923
	LS Out
	Revision of: S2-093090
	
	
	
	
	Revised to: 4155

	7.1.1
	S2-094155
	LS Out
	Revision of: S2-093923
	
	
	
	
	Approved.

	7.1.1
	S2-093156
	CR
	23.401 CR0851R1: Emergency PDN Connectivity Request
	Ericsson
	23.401
	0851
	Rel-9
	 Revised to: 3925

	7.1.1
	S2-093925
	CR
	Revision of: S2-093156
	
	
	
	
	Approved.

	7.1.1
	S2-093405
	CR
	23.401 CR0891R1: UE requested PDN connectivity for the Emergency Session
	CATT
	23.401
	0891
	Rel-9
	 Revised to: 3924

	7.1.1
	S2-093924
	CR
	Revision of: S2-093405
	
	
	
	
	Approved.

	7.1.1
	S2-093159
	DISCUSSION
	Discussion on mobility restriction exemption handling
	Ericsson
	-
	-
	Rel-9
	 Noted.

	7.1.1
	S2-093811
	LS IN
	LS on IMS Emergency Call
	RAN2
	
	
	
	Noted.

	7.1.1
	S2-093158
	CR
	23.401 CR1012: Update of Emergency functionality in Handover and TAU and RAU procedures
	Ericsson
	23.401
	1012
	Rel-9
	 Revised to: 3926

	7.1.1
	S2-093926
	CR
	Revision of: S2-093158
	
	
	
	
	Revised to: 4203

	7.1.1
	S2-094203
	CR
	Revision of: S2-093926
	
	
	
	
	Revised to: 4220

	7.1.1
	S2-094220
	CR
	Revision of: S2-094203
	
	
	
	
	Revised to: 4226

	7.1.1
	S2-094226
	CR
	Revision of: S2-094220
	
	
	
	
	Revised to: 4231

	7.1.1
	S2-094231
	CR
	Revision of: S2-094226
	
	
	
	
	Approved.

	7.1.1
	S2-093308
	CR
	23.401 CR1036: IMS emergency call support -IRAT Handover
	Huawei
	23.401
	1036
	Rel-9
	 Noted.

	7.1.1
	S2-093243
	CR
	23.401 CR1024: Clarification of the handling of emergency PDN connection
	Alcatel-Lucent
	23.401
	1024
	Rel-9
	 Revised to: 3927

	7.1.1
	S2-093927
	CR
	Revision of: S2-093243
	
	
	
	
	Revised to: 4156

	7.1.1
	S2-094156
	CR
	Revision of: S2-093927
	
	
	
	
	Approved.

	7.1.1
	S2-093262
	CR
	23.401 CR0636R2: Support for HO of IMS Emergency Sessions for Limited-mode UEs between LTE and HRPD
	Motorola, Verizon, ALU, Nortel
	23.401
	0636
	Rel-9
	 Revised to: 3929

	7.1.1
	S2-093929
	CR
	Revision of: S2-093262
	
	
	
	
	Revised to: 4157

	7.1.1
	S2-094157
	CR
	Revision of: S2-093929
	
	
	
	
	Approved.

	7.1.1
	S2-093281
	CR
	23.401 CR1031: UE Requested PDN Connectivity during emergency handover
	Motorola
	23.401
	1031
	Rel-9
	 Revised to: 4018

	7.1.1
	S2-094018
	CR
	Revision of: S2-093281
	
	
	
	
	Approved.

	7.1.1
	S2-093309
	CR
	23.401 CR1037: EMC handle in the HSS initial detach procedure
	Huawei
	23.401
	1037
	Rel-9
	 Revised to: 4019

	7.1.1
	S2-094019
	CR
	Revision of: S2-093309
	
	
	
	
	Revised to: 4158

	7.1.1
	S2-094158
	CR
	Revision of: S2-094019
	
	
	
	
	Approved.

	7.1.1
	S2-093394
	CR
	23.401 CR1045: Download restriction list to UE
	ZTE
	23.401
	1045
	Rel-9
	 Noted.

	7.1.1
	S2-093465
	CR
	23.401 CR1065: Network initiated emergency detach
	ZTE
	23.401
	1065
	Rel-9
	 Noted.

	7.1.1
	S2-093466
	CR
	23.401 CR1066: a normal attach request from a UE locating in a restricted area
	ZTE
	23.401
	1066
	Rel-9
	 Noted.

	7.1.1
	S2-093608
	CR
	23.401 CR1071: Information storage for Emergency Support of limited-mode UEs
	Motorola
	23.401
	1071
	Rel-9
	 Revised to: 4020

	7.1.1
	S2-094020
	CR
	Revision of: S2-093608
	
	
	
	
	Approved.

	7.1.1
	S2-093150
	CR
	23.203 CR0314: Emergency service and PCC interactions
	Ericsson
	23.203
	0314
	Rel-9
	 Revised to: 4017

	7.1.1
	S2-094017
	CR
	Revision of: S2-093150
	
	
	
	
	Approved.

	7.1.1
	S2-093307
	CR
	23.203 CR0328: PCC supports for Emergency Service without IMS Emergency Registration
	Huawei, Vodafone, China Telecom
	23.203
	0328
	Rel-9
	Noted. 

	7.1.1
	S2-093157
	CR
	23.060 CR0834: Update of Emergency functionality in Relocation and RAU procedures
	Ericsson
	23.060
	0834
	Rel-9
	 Revised to: 4021

	7.1.1
	S2-094021
	CR
	Revision of: S2-093157
	
	
	
	
	Revised to: 4204

	7.1.1
	S2-094204
	CR
	Revision of: S2-094021
	
	
	
	
	Approved.

	7.1.1
	S2-093162
	CR
	23.060 CR0835: Restricting emergency access
	Ericsson
	23.060
	0835
	Rel-9
	 Revised to: 3928

	7.1.1
	S2-093928
	CR
	Revision of: S2-093162
	
	
	
	
	Approved.

	7.1.1
	S2-093310
	CR
	23.060 CR0843: Enhanced EMC attach and Routeing area update with EMC indication in the RRC layer
	Huawei
	23.060
	0843
	Rel-9
	 Revised to: 4042

	7.1.1
	S2-094042
	CR
	Revision of: S2-093310
	
	
	
	
	Approved.

	7.1.1
	S2-093263
	CR
	23.402 CR0723: Emergency Attach Impacts for PMIP based S5/S8
	Motorola
	23.402
	0723
	Rel-9
	 Revised to: 4043

	7.1.1
	S2-094043
	CR
	Revision of: S2-093263
	
	
	
	
	Revised to: 4159

	7.1.1
	S2-094159
	CR
	Revision of: S2-094043
	
	
	
	
	Approved.

	7.1.1
	S2-093396
	CR
	23.402 CR0726: Clarification on E-UTRAN handover to HRPD
	ZTE
	23.402
	0726
	Rel-9
	 Noted.

	7.1.1
	S2-093397
	CR
	23.402 CR0727: Handling emergency session handover from LTE to HRPD
	ZTE
	23.402
	0727
	Rel-9
	 Noted. Merge acceptable parts into 3929.

	7.1.1
	S2-093458
	CR
	23.402 CR0733: IMEI based NAI support for emergency services
	Samsung, Motorola
	23.402
	0733
	Rel-9
	 Revised to: 4044

	7.1.1
	S2-094044
	CR
	Revision of: S2-093458
	
	
	
	
	Only to be taken if agreement is reached what to use for the unauthenticated case.

Approved.

	7.1.1
	S2-093398
	DISCUSSION
	Possible way for MME to be aware of emergency call
	ZTE
	-
	-
	Rel-9
	Noted.

	7.1.1
	S2-093399
	P-CR
	Change normal bearer for emergency service in non roaming case
	ZTE
	23.869
	-
	Rel-9
	Noted.

	7.1.1
	S2-093492
	CR
	23.167 CR0148: Usage of PCC for IMS emergency services using EPS and GPRS Network
	Ericsson
	23.167
	0148
	Rel-9
	Noted.

	7.1.1
	S2-093524
	DISCUSSION
	Mandating PCRF/Rx for IMS Emergency
	Ericsson, Vodafone, Verizon Wireless
	-
	-
	Rel-9
	Noted.

	7.1.1
	S2-093457
	CR
	23.003 CR0170: IMEI based NAI support for emergency services
	Samsung
	23.003
	0170
	Rel-9
	Withdrawn, this is a CT4 TS.

	7.1.1
	S2-093464
	CR
	23.401 CR1064: TAU Procedure for the UE entering a Restricted TA - Late
	ZTE
	23.401
	1064
	Rel-9
	LATE DOC:  

	7.1.1
	S2-093467
	DISCUSSION
	Discussion about the misalignment of the UE emergency state in EPS and IMS - Late
	ZTE
	-
	-
	-
	LATE DOC:  

	7.1.1
	S2-093468
	CR
	23.401 CR1067: The misalignment of the UE emergency state in EPS and IMS - Late
	ZTE
	23.401
	1067
	Rel-9
	LATE DOC:  

	7.1.2
	-
	------
	Single Radio service continuity functionality for IMS Emergency calls
	------
	-
	-
	-
	-

	7.1.2
	S2-093363
	DISCUSSION
	Provision of E-STN-SR Provision
	Huawei
	-
	-
	Rel-9
	 

	7.1.2
	S2-093364
	CR
	23.216 CR0080: Provision of E-STN-SR
	Huawei
	23.216
	0080
	Rel-9
	 

	7.1.2
	S2-093438
	CR
	23.216 CR0082: SRVCC functionality for emergency calls
	Nokia Siemens Networks, Samsung, China Mobile, Nok
	23.216
	0082
	Rel-9
	 

	7.1.2
	S2-093536
	DISCUSSION
	Handling of PS (non Voice bearer) during SRVCC Emergency
	Nokia Siemens Networks, Nokia
	-
	-
	Rel-9
	 

	7.1.2
	S2-093537
	DISCUSSION
	Handling of normal voice bearer during SRVCC Emergency
	Nokia Siemens Networks
	-
	-
	Rel-9
	 

	7.1.2
	S2-093538
	CR
	23.216 CR0088: SRVCC principle for handling normal and emergency bearer
	Nokia Siemens Networks
	23.216
	0088
	Rel-9
	 

	7.1.2
	S2-093539
	DISCUSSION
	E-STN-SR configuration
	Nokia Siemens Networks
	-
	-
	Rel-9
	 

	7.1.2
	S2-093573
	CR
	23.216 CR0071R3: SRVCC functionality for emergency calls
	Qualcomm Europe, TeleCommunication Systems
	23.216
	0071
	Rel-9
	 

	7.1.2
	S2-093574
	CR
	23.216 CR0072R3: SRVCC functionality for emergency calls
	Qualcomm Europe
	23.216
	0072
	Rel-9
	 

	7.1.3
	-
	------
	Location Continuity for IMS Emergency calls
	------
	-
	-
	-
	-

	7.1.3
	S2-093202
	CR
	23.271 CR0345: Location Continuity for Handover of IMS Emergency Calls
	Qualcomm Europe, AT&T, TeleCommunication Systems
	23.271
	0345
	Rel-9
	 Revised to: 4033

	7.1.3
	S2-094033
	CR
	Revision of: S2-093202
	
	
	
	
	Revised to: 4160

	7.1.3
	S2-094160
	CR
	Revision of: S2-094033
	
	
	
	
	Approved.

	7.1.3
	S2-093203
	CR
	23.271 CR0346: Location Continuity for Handover of IMS Emergency Calls with Multiple LRFs
	Qualcomm Europe
	23.271
	0346
	Rel-9
	 Noted

	7.1.3
	S2-093518
	DISCUSSION
	Proposals for LCS Continuity with multiple LRF
	TeleCommunication Systems
	-
	-
	-
	 Revised to: 3931

	7.1.3
	S2-093931
	DISCUSSION
	Revision of: S2-093518
	
	
	
	
	Noted

	7.1.3
	S2-093519
	CR
	23.271 CR0353: LCS Continuity with multiple LRF
	TeleCommunication Systems
	23.271
	0353
	Rel-9
	 Revised to: 3932

	7.1.3
	S2-093932
	CR
	Revision of: S2-093519
	
	
	
	
	Noted

	7.2
	-
	------
	LCS
	------
	-
	-
	-
	-

	7.2
	S2-093072
	CR
	23.271 CR0341: Definition of SLg and SLs interfaces
	Andrew Corp.
	23.271
	0341
	Rel-8
	 Revised to: 4084

	7.2
	S2-094084
	CR
	Revision of: S2-093072
	
	
	
	
	Revised to: 4161

	7.2
	S2-094161
	CR
	Revision of: S2-094084
	
	
	
	
	Revised to: 4227

	7.2
	S2-094227
	CR
	Revision of: S2-094161
	
	
	
	
	Approved.

	7.2
	S2-093073
	CR
	23.271 CR0342: LCS Control Plane Solution for EPS - Multiple E-SMLC support
	Andrew Corporation, Nokia Siemens Networks, AT&T
	23.271
	0342
	Rel-9
	 Noted.

	7.2
	S2-094085
	CR
	Revision of: S2-093073
	
	23.271
	0338
	
	Combine part of the changes from 3073 to  previously approved CR (#338)

Revised to: 4228

	7.2
	S2-094228
	CR
	Revision of: S2-094085
	
	
	
	
	Approved.

	7.2
	S2-094086
	CR
	Revision of CR#340
	
	23.271
	0340
	
	Combine part of the changes from 3073 to  previously approved CR (#340)

Approved.

	7.2
	S2-093074
	CR
	23.271 CR0343: LCS Control Plane Solution for EPS - Updates to Clause 8
	Andrew Corporation
	23.271
	0343
	Rel-9
	Noted.

	7.2
	S2-093813
	CR
	LCS Control Plane Solution for EPS - Common Impacts
	Qualcomm
	23.271
	0337
	
	The additions would be merged into 4089.

	7.2
	S2-093204
	CR
	23.271 CR0347: Miscellaneous Corrections to support LCS Control Plane for EPS
	Qualcomm Europe
	23.271
	0347
	Rel-9
	 Revised to: 4087

	7.2
	S2-094087
	CR
	Revision of: S2-093204
	
	
	
	
	Revised to: 4104

	7.2
	S2-094104
	CR
	Revision of: S2-094087
	
	
	
	
	Approved.

	7.2
	S2-094088
	LS Out
	To RAN2, cc: RAN3
	Robert
	
	
	
	Revised to: 4102

	7.2
	S2-094102
	LS Out
	Revision of: S2-094088
	
	
	
	
	Approved.

	7.2
	S2-093085
	CR
	23.271 CR0344: Provision of geographical co-ordinates for network assisted/based positioning
	NTT DOCOMO
	23.271
	0344
	Rel-9
	 Revised to: 4008

	7.2
	S2-094008
	CR
	Revision of: S2-093085
	
	
	
	
	Noted, small change to be done to CR#337.

	7.2
	S2-094089
	CR
	CR#337
	Robert
	23.271
	0337
	Rel-9
	Change ‘obtain’ to ‘determine’
Revised to: 4103

	7.2
	S2-094103
	CR
	Revision of: S2-094089
	
	
	
	
	Revised to: 4162

	7.2
	S2-094162
	CR
	Revision of: S2-094103
	
	
	
	
	Revised to: 4229

	7.2
	S2-094229
	CR
	Revision of: S2-094162
	
	
	
	
	Approved.

	7.2
	S2-093311
	CR
	23.271 CR0348: Correction of several references
	Huawei
	23.271
	0348
	Rel-9
	 Revised to: 4090

	7.2
	S2-094090
	CR
	Revision of: S2-093311
	
	
	
	
	Approved.

	7.2
	S2-093312
	CR
	23.271 CR0349: Selection of the location solution and access type for location queries
	Huawei
	23.271
	0349
	Rel-9
	 Noted.

	7.2
	S2-093313
	CR
	23.271 CR0350: State transitions for the MME
	Huawei
	23.271
	0350
	Rel-9
	 Revised to: 4091

	7.2
	S2-094091
	CR
	Revision of: S2-093313
	
	
	
	
	Approved.

	7.2
	S2-093314
	CR
	23.271 CR0351: Signalling connection for the S1 interface
	Huawei
	23.271
	0351
	Rel-9
	 Revised to: 4092

	7.2
	S2-094092
	CR
	Revision of: S2-093314
	
	
	
	
	Approved.

	7.2
	S2-093315
	CR
	23.271 CR0352: EPC-related LCS data in the GMLC
	Huawei
	23.271
	0352
	Rel-9
	 Revised to: 4093

	7.2
	S2-094093
	CR
	Revision of: S2-093315
	
	
	
	
	Approved.

	7.2
	S2-093520
	CR
	23.271 CR0354: LCS CP for EPS, IMS Interworking
	Ericsson
	23.271
	0354
	Rel-9
	 Revised to: 4094

	7.2
	S2-094094
	CR
	Revision of: S2-093520
	
	
	
	
	Approved.

	7.2
	S2-093521
	CR
	23.271 CR0355: LCS CP for EPS, MO-LR and CM procedures
	Ericsson
	23.271
	0355
	Rel-9
	 Revised to: 4095

	7.2
	S2-094095
	CR
	Revision of: S2-093521
	
	
	
	
	Approved.

	7.2
	S2-093522
	CR
	23.271 CR0356: LCS CP for EPS, Privacy
	Ericsson
	23.271
	0356
	Rel-9
	 Revised to: 4097

	7.2
	S2-094097
	CR
	Revision of: S2-093522
	
	
	
	
	Approved.

	7.3
	-
	------
	MBMS in EPS
	------
	-
	-
	-
	-

	7.3
	S2-093318
	DISCUSSION
	Discussion on MBMS session handling for Location dependent Service
	Huawei
	-
	-
	-
	 

	7.3
	S2-093320
	CR
	23.246 CR0228: Clarification on MBMS Session Start procedure for Location dependent content transfer
	Huawei
	23.246
	0228
	Rel-8
	TEI-9 -> TEI9.  

	7.3
	S2-093319
	CR
	23.246 CR0227: Clarification on MBMS Session Start procedure for Location dependent content transfer
	Huawei
	23.246
	0227
	Rel-9
	TEI-9 -> TEI9.  

	
	
	
	--------
	
	
	
	
	

	7.3
	S2-093604
	LS In
	LS from CT WG4: Reply LS on MBMS Improvement for HSPA Evolution
	CT WG4 (C4-091575)
	-
	-
	Rel-8
	 Noted.

	7.3
	S2-093875
	LS In
	From RAN3 on HSPA MBMS
	RAN3
	
	
	Rel-9
	Noted.

	7.3
	S2-093250
	DISCUSSION
	Usage of GTP-U for the IP multicast distribution on interface M1
	Ericsson
	-
	-
	-
	 Noted.

	7.3
	S2-093251
	CR
	23.246 CR0223: Usage of GTP-U for the IP multicast distribution on interface M1
	Ericsson
	23.246
	0223
	Rel-9
	 Approved.

	7.3
	S2-093555
	LS OUT
	LS on GTP-U usage for IP multicast
	China Mobile
	-
	-
	Rel-9
	 Revised to: 3922

	7.3
	S2-093922
	LS OUT
	Revision of: S2-093555
	
	
	
	
	Noted.

	7.3
	S2-093252
	CR
	23.246 CR0210R3: Updates for M1 reference point for eMBMS
	Ericsson, China Mobile?, CATT?, ZTE?
	23.246
	0210
	Rel-9
	 Revised to: 4009

	7.3
	S2-094009
	CR
	Revision of: S2-093252
	
	
	
	
	Revised to: 4105

	7.3
	S2-094105
	CR
	Revision of: S2-094009
	
	
	
	
	Approved.

	7.3
	S2-093410
	CR
	23.246 CR0230: Clarification on MBMS Bearer Context for EPS
	CATT
	23.246
	0230
	Rel-9
	 Noted.

	7.3
	S2-093392
	CR
	23.246 CR0229: eMBMS architecture clarification
	Orange
	23.246
	0229
	Rel-9
	 Revised to: 4010

	7.3
	S2-094010
	CR
	Revision of: S2-093392
	
	
	
	
	Approved.

	7.3
	S2-093554
	CR
	23.246 CR0208R3: Clarify IP multicast capability for E-UTRAN and UTRAN in eMBMS architecture
	China Mobile
	23.246
	0208
	Rel-9
	 Withdrawn.

	7.3
	S2-093393
	DISCUSSION
	Gn support in eMBMS architecture
	Orange
	-
	-
	Rel-9
	 Noted

	7.3
	S2-094011
	CR
	Gn support in eMBMS GW
	Orange
	23.246
	0237
	Rel-9
	Revised to: 4230

	7.3
	S2-094230
	CR
	Revision of: S2-094011
	
	
	
	
	Approved.

	7.3
	S2-094012
	CR
	MBMS improvements for HSPA evolution
	Antti
	23.246
	0202
	Rel-8
	Found to to be technically correct, formal decision to be made in TSG-SA#44. Interested companies to take this to SA#44 as company contribution. 

	7.3
	S2-093254
	CR
	23.246 CR0224: EPS QoS additions
	Ericsson
	23.246
	0224
	Rel-9
	 Revised to: 4013

	7.3
	S2-094013
	CR
	Revision of: S2-093254
	
	
	
	
	Revised to: 4106

	7.3
	S2-094106
	CR
	Revision of: S2-094013
	
	
	
	
	Approved.

	7.3
	S2-093316
	CR
	23.246 CR0225: Clarification of message filtering by MME/SGSN based on service area
	Huawei, China Mobile
	23.246
	0225
	Rel-9
	 Noted.

	7.3
	S2-093556
	CR
	23.246 CR0233: Add MBMS update procedure for Rel9 MBMS service in EPS.
	China Mobile, Huawei, Ericsson
	23.246
	0233
	Rel-9
	 Approved.

	7.3
	S2-093253
	CR
	23.246 CR0219R3: Expansion about MBMS session start procedure descriptions for E-UTRAN
	Ericsson, Hitachi?, KDDI?
	23.246
	0219
	Rel-9
	 Revised to: 4014

	7.3
	S2-094014
	CR
	Revision of: S2-093253
	
	
	
	
	Approved.

	7.3
	S2-093411
	CR
	23.246 CR0231: Clarification on MBMS Session Start procedure for EPS
	CATT
	23.246
	0231
	Rel-9
	 Noted.

	7.3
	S2-093317
	CR
	23.246 CR0226: Removal of GGSN IP Address from the MBMS Bearer context plus other minor corrections
	Huawei
	23.246
	0226
	Rel-9
	 Revised to: 4015

	7.3
	S2-094015
	CR
	Revision of: S2-093317
	
	
	
	
	Approved.

	7.3
	S2-093651
	CR
	23.246 CR0235: RAT type for eMBMS
	ZTE, China Mobile
	23.246
	0235
	Rel-9
	Noted.   

	7.3
	S2-093652
	CR
	23.246 CR0236: MBMS Session Stop correction
	ZTE
	23.246
	0236
	Rel-9
	Bad .doc file name.   

	7.3
	S2-093249
	CR
	23.246 CR0222: Cleanup for eMBMS
	Ericsson
	23.246
	0222
	Rel-9
	 

	7.3
	S2-093412
	CR
	23.246 CR0232: Clarification on MBMS Session Stop procedure for EPS
	CATT
	23.246
	0232
	Rel-9
	 

	7.3
	S2-093557
	CR
	23.246 CR0234: Update MBMS scenarios to be applicable for both GPRS and EPS
	China Mobile
	23.246
	0234
	Rel-9
	 

	7.4
	-
	------
	Home-(e)NodeB
	------
	-
	-
	-
	-

	
	
	
	
	
	
	
	
	

	7.4.1
	-
	------
	Basic CSG access control
	------
	-
	-
	-
	-

	7.4.1
	S2-093690
	TR
	Reference version of TR 23.830
	Rapporteur (T-Mobile)
	-
	-
	-
	 Noted as the input reference version to this meeting.

	7.4.1
	S2-093321
	CR
	23.002 CR0204: Introduction of the H(e)NB architecture into 3GPP TS 23.002
	Huawei, Qualcomm Europe, Motorola
	23.002
	0204
	Rel-9
	Revised to: 3957 

	7.4.1
	S2-093957
	CR
	Revision of: S2-093321
	
	
	
	
	Revised to: 4153

	7.4.1
	S2-094153
	CR
	Revision of: S2-093957
	
	
	
	
	Revised to: 4205

	7.4.1
	S2-094205
	CR
	Revision of: S2-094153
	
	
	
	
	Approved.

	7.4.1
	S2-093322
	CR
	23.060 CR0844: High-level function description of HNB subsystem
	Huawei, Qualcomm Europe, Motorola, China Mobile
	23.060
	0844
	Rel-9
	 Revised to: 3958

	7.4.1
	S2-093958
	CR
	Revision of: S2-093322
	
	
	
	
	Revised to: 4206

	7.4.1
	S2-094206
	CR
	Revision of: S2-093958
	
	
	
	
	Approved.

	7.4.1
	S2-093323
	CR
	23.401 CR1038: High-level function description of HeNB subsystem
	Huawei, Qualcomm Europe, Motorola, China Mobile
	23.401
	1038
	Rel-9
	 Revised to: 3959

	7.4.1
	S2-093959
	CR
	Revision of: S2-093323
	
	
	
	
	Revised to: 4207

	7.4.1
	S2-094207
	CR
	Revision of: S2-093959
	
	
	
	
	Approved.

	7.4.1
	S2-093428
	CR
	23.401 CR1058: CSG Ld
	Samsung, Qualcomm Europe, Motorola
	23.401
	1058
	Rel-9
	 Revised to: 3960

	7.4.1
	S2-093960
	CR
	Revision of: S2-093428
	
	
	
	
	Revised to: 4208

	7.4.1
	S2-094208
	CR
	Revision of: S2-093960
	
	
	
	
	Approved.

	7.4.1
	S2-093429
	CR
	23.060 CR0849: CSG Ld
	Samsung, Qualcomm Europe, Motorola
	23.060
	0849
	Rel-9
	 Revised to: 3961

	7.4.1
	S2-093961
	CR
	Revision of: S2-093429
	
	
	
	
	Revised to: 4209

	7.4.1
	S2-094209
	CR
	Revision of: S2-093961
	
	
	
	
	Approved.

	7.4.1
	S2-093426
	CR
	23.401 CR0727R2: Include Allowed CSG List in Subscription Data
	Samsung, T-Mobile, Qualcomm Europe, Motorola
	23.401
	0727
	Rel-9
	 Revised to: 3962

	7.4.1
	S2-093962
	CR
	Revision of: S2-093426
	
	
	
	
	Revised to: 4210

	7.4.1
	S2-094210
	CR
	Revision of: S2-093962
	
	
	
	
	Approved.

	7.4.1
	S2-093427
	CR
	23.060 CR0757R2: Include Allowed CSG List in Subscription Data
	Samsung, T-Mobile, Qualcomm Europe, Motorola
	23.060
	0757
	Rel-9
	 Revised to: 3963

	7.4.1
	S2-093963
	CR
	Revision of: S2-093427
	
	
	
	
	Revised to: 4211

	7.4.1
	S2-094211
	CR
	Revision of: S2-093963
	
	
	
	
	Approved.

	7.4.1
	S2-093648
	CR
	23.060 CR0871: Insert Subscriber data for CSG
	Nokia Siemens Networks
	23.060
	0871
	Rel-9
	 Revised to: 3964

	7.4.1
	S2-093964
	CR
	Revision of: S2-093648
	
	
	
	
	Revised to: 4212

	7.4.1
	S2-094212
	CR
	Revision of: S2-093964
	
	
	
	
	Approved.

	7.4.1
	S2-093649
	CR
	23.401 CR1079: Insert Subscriber data for CSG
	Nokia Siemens Networks
	23.401
	1079
	Rel-9
	 Revised to: 3965

	7.4.1
	S2-093965
	CR
	Revision of: S2-093649
	
	
	
	
	Revised to: 4213

	7.4.1
	S2-094213
	CR
	Revision of: S2-093965
	
	
	
	
	Approved.

	7.4.1
	S2-093075
	CR
	23.401 CR0998: Closed mode CSG Control (Attach)
	China Mobile, Nokia Siemens Networks, ZTE, T-Mobile, Motorola, Qualcomm Europe, Huawei, CATT, Samsung, LG Electronics?
	23.401
	0998
	Rel-9
	 Revised to: 3966

	7.4.1
	S2-093966
	CR
	Revision of: S2-093075
	
	
	
	
	Revised to: 4214

	7.4.1
	S2-094214
	CR
	Revision of: S2-093966
	
	
	
	
	Approved.

	7.4.1
	S2-093424
	CR
	23.401 CR1056: Basic CSG access control
	Samsung, Qualcomm Europe, Motorola
	23.401
	1056
	Rel-9
	 Revised to: 3967

	7.4.1
	S2-093967
	CR
	Revision of: S2-093424
	
	
	
	
	Approved.

	7.4.1
	S2-093425
	CR
	23.060 CR0847: Basic CSG access control
	Samsung, Qualcomm Europe, Motorola
	23.060
	0847
	Rel-9
	 Revised to: 3968

	7.4.1
	S2-093968
	CR
	Revision of: S2-093425
	
	
	
	
	Revised to: 3990

	7.4.1
	S2-093990
	CR
	Revision of: S2-093968
	
	
	
	
	Revised to: 4215

	7.4.1
	S2-094215
	CR
	Revision of: S2-093990
	
	
	
	
	Approved.

	7.4.1
	S2-093324
	CR
	23.401 CR1039: CSG access control on the Service Request procedure
	Huawei
	23.401
	1039
	Rel-9
	Revised to: 3991 

	7.4.1
	S2-093991
	CR
	Revision of: S2-093324
	
	
	
	
	Revised to: 4216

	7.4.1
	S2-094216
	CR
	Revision of: S2-093991
	
	
	
	
	Approved.

	7.4.1
	S2-093325
	CR
	23.060 CR0845: CSG access control on the Service Request procedure
	Huawei
	23.060
	0845
	Rel-9
	 Revised to: 3992

	7.4.1
	S2-093992
	CR
	Revision of: S2-093325
	
	
	
	
	Revised to: 4217

	7.4.1
	S2-094217
	CR
	Revision of: S2-093992
	
	
	
	
	Approved.

	7.4.2
	S2-093245
	CR
	23.401 CR1026: Tracking Area Update by Manual Selection
	LG Electronics
	23.401
	1026
	Rel-9
	 Noted.

	7.4.1
	S2-093178
	CR
	23.060 CR0836: Adding reference to the RAN protocol stacks for HNB interfaces
	Qualcomm Europe
	23.060
	0836
	Rel-9
	 Revised to: 3994

	7.4.1
	S2-093994
	CR
	Revision of: S2-093178
	
	
	
	
	Approved.

	7.4.1
	S2-093179
	CR
	23.401 CR1014: Adding reference to the RAN protocol stacks for HeNB interfaces
	Qualcomm Europe
	23.401
	1014
	Rel-9
	 Revised to: 3993

	7.4.1
	S2-093993
	CR
	Revision of: S2-093179
	
	
	
	
	Approved.

	7.4.1
	S2-093076
	CR
	23.401 CR0999: Paging Optimization for CSG-eNB
	China Mobile, Huawei, ZTE, CATT
	23.401
	0999
	Rel-9
	 Revised to: 3995

	7.4.1
	S2-093995
	CR
	Revision of: S2-093076
	
	
	
	
	Approved.

	7.4.1
	S2-093656
	CR
	23.401 CR1080: S1 Release for CSG ID Expiration
	CATT
	23.401
	1080
	Rel-9
	 Revised to: 3996

	7.4.1
	S2-093996
	CR
	Revision of: S2-093656
	
	
	
	
	Approved.

	7.4.1
	S2-093657
	CR
	23.060 CR0873: Iu Release for CSG ID Expiration
	CATT
	23.060
	0873
	Rel-9
	 Revised to: 3997

	7.4.1
	S2-093997
	CR
	Revision of: S2-093657
	
	
	
	
	Revised to: 4218

	7.4.1
	S2-094218
	CR
	Revision of: S2-093997
	
	
	
	
	Approved.

	7.4.1
	S2-093079
	CR
	23.401 CR1002: CSG ID to PCRF
	China Mobile, Huawei, ZTE, CATT
	23.401
	1002
	Rel-9
	 Noted.

	7.4.1
	S2-093077
	CR
	23.401 CR1000: Flex support for CSG-eNB
	China Mobile
	23.401
	1000
	Rel-9
	 Revised to: 3998

	7.4.1
	S2-093998
	CR
	Revision of: S2-093077
	
	
	
	
	Revised to: 4219

	7.4.1
	S2-094219
	CR
	Revision of: S2-093998
	
	
	
	
	Approved.

	7.4.1
	S2-093408
	CR
	23.401 CR1052: Information Storage for HeNB Access
	CATT
	23.401
	1052
	Rel-9
	 

	7.4.1
	S2-093576
	CR
	23.060 CR0856: Information Storage for HNB Access
	CATT
	23.060
	0856
	Rel-9
	 

	7.4.1
	S2-093400
	P-CR
	Access control for emergency service in handover procedure
	ZTE
	23.830
	-
	-
	 

	7.4.1
	S2-093511
	P-CR
	Access Control for legacy UEs at 3G HNBs
	NEC
	23.830
	-
	Rel-9
	 

	7.4.1
	S2-093104
	P-CR
	Discussion on the term of CSG-(e)NB
	China Mobile
	23.830
	-
	Rel-9
	 

	7.4.1
	S2-093193
	P-CR
	Alternative Solution for Indicating CSG membership changes (Solution 2, over BCCH)
	Research In Motion
	23.830
	-
	-
	 

	7.4.1
	S2-093406
	CR
	23.401 CR1050: Allowed CSG List Synchronization between the UE and Network
	CATT, China Mobile
	23.401
	1050
	Rel-9
	 

	7.4.1
	S2-093575
	CR
	23.060 CR0855: Allowed CSG List Synchronization between the UE and Network
	CATT
	23.060
	0855
	Rel-9
	 

	7.4.1
	S2-093220
	P-CR
	Modify the allowed CSG list in UE
	ZTE
	23.830
	-
	-
	 

	7.4.1
	S2-093105
	P-CR
	A two-step paging optimization solution
	China Mobile
	23.830
	-
	Rel-9
	 

	7.4.1
	S2-093407
	CR
	23.401 CR1051: Different Paging Repetition for HeNB and eNodeB
	CATT
	23.401
	1051
	Rel-9
	 

	7.4.1
	S2-093095
	P-CR
	Notifying UE with time expiration and subscription data changes
	China Mobile, ZTE
	23.830
	-
	Rel-9
	 

	7.4.1
	S2-093219
	P-CR
	Subscriber membership handling
	ZTE
	23.830
	-
	-
	 

	7.4.1
	S2-093278
	P-CR
	H(e)NB discovery with ANDSF
	Motorola
	23.830
	-
	Rel-9
	 

	7.4.1
	S2-093514
	P-CR
	Manual Selection across PLMN
	Motorola
	23.830
	-
	Rel-9
	 

	
	
	
	
	
	
	
	
	

	7.4.2
	-
	------
	Hybrid mode
	------
	-
	-
	-
	-

	7.4.2
	S2-093078
	CR
	23.401 CR1001: Hybrid mode CSG Control (Attach)
	China Mobile, CATT
	23.401
	1001
	Rel-9
	 Revised to: 4055

	7.4.2
	S2-094055
	CR
	Revision of: S2-093078
	
	
	
	
	Withdrawn.

	7.4.2
	S2-093885
	LS IN
	LS from RAN3 on hybrid mode
	RAN3
	
	
	
	Noted.

	7.4.2
	S2-093244
	CR
	23.401 CR1025: Hybrid mode aspects - Notification of attach via hybrid mode CSG cell from network
	LG Electronics
	23.401
	1025
	Rel-9
	 Noted.

	7.4.2
	S2-093515
	P-CR
	Management of Allowed CSG List in Hybrid HeNB
	Motorola
	23.830
	-
	Rel-9
	 Noted.

	7.4.2
	S2-093880
	LS In
	LS on QoS for Hybrid Cells
	RAN3
	
	
	
	Reply in: 4077

	7.4.2
	S2-094077
	LS In
	Revision of: S2-093880
	Haining
	
	
	
	Open.

	7.4.2
	S2-093327
	P-CR
	Evaluation for Open and hybrid access mode H(e)NB support
	Huawei
	23.830
	-
	Rel-9
	 Revised to: 4047

	7.4.2
	S2-094047
	P-CR
	Revision of: S2-093327
	
	
	
	
	Approved.

	7.4.2
	S2-093430
	P-CR
	CSG access control for hybrid mode
	Samsung
	23.830
	-
	Rel-9
	 

	7.4.2
	S2-093431
	CR
	23.401 CR1059: CSG access control for hybrid mode
	Samsung
	23.401
	1059
	Rel-9
	 Revised to: 3969

	7.4.2
	S2-093969
	CR
	Revision of: S2-093431
	
	
	
	
	Revised to: 4078

	7.4.2
	S2-094078
	CR
	Revision of: S2-093969
	
	
	
	
	Revised to: 4221

	7.4.2
	S2-094221
	CR
	Revision of: S2-094078
	
	
	
	
	Approved.

	7.4.2
	S2-093432
	CR
	23.060 CR0850: CSG access control for hybrid mode
	Samsung
	23.060
	0850
	Rel-9
	 Revised to: 3970

	7.4.2
	S2-093970
	CR
	Revision of: S2-093432
	
	
	
	
	Revised to: 4079

	7.4.2
	S2-094079
	CR
	Revision of: S2-093970
	
	
	
	
	Revised to: 4222

	7.4.2
	S2-094222
	CR
	Revision of: S2-094079
	
	
	
	
	Approved.

	7.4.2
	S2-093180
	P-CR
	Evaluation of diversion of established communications
	Qualcomm Europe
	23.830
	-
	-
	 Revised to: 4082

	7.4.2
	S2-094082
	P-CR
	Revision of: S2-093180
	
	
	
	
	Open.

	7.4.2
	S2-093328
	CR
	23.401 CR1040: CSG membership indication for hybrid access mode HeNB
	Huawei
	23.401
	1040
	Rel-9
	 

	7.4.2
	S2-093329
	CR
	23.060 CR0846: CSG membership indication for hybrid access mode HNB
	Huawei
	23.060
	0846
	Rel-9
	 

	7.4.2
	S2-093096
	P-CR
	Admission control in hybrid mode due to shortage of resource
	China Mobile
	23.830
	-
	Rel-9
	 

	7.4.2
	S2-093221
	P-CR
	Impact on established communications because of changes of the CSG membership status at Hybrid Mode H(e)NB
	ZTE
	23.830
	-
	-
	 

	7.4.2
	S2-093222
	P-CR
	Solution for established communications due to shortage of hybrid mode H(e)NB resource
	ZTE
	23.830
	-
	-
	 

	7.4.2
	S2-093433
	P-CR
	open issues and solution for hybrid mode of H(e)NB
	Samsung, China Mobile
	23.830
	-
	Rel-9
	 

	7.4.2
	S2-093434
	CR
	23.401 CR1060: Load status report
	Samsung
	23.401
	1060
	Rel-9
	 

	7.4.2
	S2-093435
	CR
	23.060 CR0851: Load status report
	Samsung
	23.060
	0851
	Rel-9
	 

	7.4.2
	S2-093460
	P-CR
	Access Control in hybrid access mode when CSG timer expires
	LG Electronics
	23.830
	-
	Rel-9
	 

	7.4.2
	S2-093326
	P-CR
	Evaluation for session diversion issue
	Huawei
	23.830
	-
	Rel-9
	 

	
	
	
	
	
	
	
	
	

	7.4.3
	
	------
	Inbound mobility for connected mode, core network aspects
	------
	-
	-
	-
	-

	7.4.4
	
	------
	Support for ETWS and PWS
	------
	-
	-
	-
	-

	7.4.5
	
	------
	Local IP Access
	------
	-
	-
	-
	-

	7.4.5
	S2-093802
	LS In
	LS from SA WG3LI: Reply LS on Lawful Interception for H(e)NB local IP access
	SA WG3LI
	-
	-
	Rel-9
	 Noted.

	7.4.5
	S2-093688
	Report
	Report from pre processing phone call
	Chris
	
	
	
	Noted.

	7.4.5
	S2-093807
	P-CR
	Merged P-CR on LIPA
	ALU
	
	
	
	

	7.4.5
	S2-093523
	DISCUSSION
	On Local IP Access
	Ericsson
	-
	-
	Rel-9
	 

	7.4.5
	S2-093808
	CR
	On LIPA for Gn/Gp
	Vodafone
	23.060
	
	
	Revised to: 4052

	7.4.5
	S2-094052
	CR
	Revision of: S2-093808
	
	
	
	
	Revised to: 4053

	7.4.5
	S2-094053
	CR
	Revision of: S2-094052
	
	
	
	
	Noted.

	7.4.5
	S2-094191
	LS Out
	LS on LIPA
	Balazs
	
	
	
	Revised to: 4223

	7.4.5
	S2-094223
	LS Out
	Revision of: S2-094191
	
	
	
	
	Approved.

	7.4.5
	S2-093098
	P-CR
	Addressing the open issues of single PDN connection solution for LIPA
	China Mobile
	23.830
	-
	Rel-9
	 

	7.4.5
	S2-093097
	CR
	Local IP access principles for single PDN connection solutions
	China Mobile
	23.401
	1003
	Rel-9
	 Revised to: 3803

	7.4.5
	S2-093803
	CR
	Revision of: S2-093097
	
	
	
	
	Noted.

	7.4.5
	S2-093809
	CR
	LIPA based on NAT solution
	Vodafone
	23.060
	
	
	Noted.

	
	
	
	-------------
	
	
	
	
	

	7.4.5
	S2-093099
	DISCUSSION
	Discussion of Two LIPA Approaches
	China Mobile
	-
	-
	Rel-9
	 

	7.4.5
	S2-093169
	DISCUSSION
	On architecture for LIPA for HNB and HeNB
	Alcatel-Lucent
	-
	-
	-
	 

	7.4.5
	S2-093181
	P-CR
	LIPA: Common and UMTS specific open issues for the LIPA solution using a local PDN connection
	Qualcomm Europe
	23.830
	-
	-
	 

	7.4.5
	S2-093182
	P-CR
	LIPA: LTE specific open issues for the LIPA solution using a local PDN connection
	Qualcomm Europe
	23.830
	-
	-
	 

	7.4.5
	S2-093223
	P-CR
	Access control for LIPA services
	China Mobile, ZTE
	23.830
	-
	-
	 

	7.4.5
	S2-093224
	P-CR
	PDN Connection Identification Handling for LIPA
	ZTE
	23.830
	-
	-
	 

	7.4.5
	S2-093225
	P-CR
	Discussion on one or two S-GW(s) for LIPA
	ZTE
	23.830
	-
	-
	LATE DOC: Rx 07/05, 12:10

	7.4.5
	S2-093246
	P-CR
	Architecture requirement for Local IP Access
	Panasonic
	23.830
	-
	-
	 

	7.4.5
	S2-093247
	P-CR
	Impact of the S-GW location for Local IP Access
	Panasonic
	23.830
	-
	-
	 

	7.4.5
	S2-093378
	DISCUSSION
	On HNB and HeNB interfaces for LIPA
	Alcatel-Lucent
	-
	-
	-
	 

	7.4.5
	S2-093409
	CR
	23.401 CR1053: Multiple LIPA PDN connections to home-based network or Internet
	CATT
	23.401
	1053
	Rel-9
	 

	7.4.5
	S2-093418
	P-CR
	 
	Samsung
	23.830
	-
	Rel-9
	WITHDRAWN

	7.4.5
	S2-093419
	P-CR
	 
	Samsung
	23.830
	-
	-
	WITHDRAWN

	7.4.5
	S2-093420
	P-CR
	Open issues and solution for LIPA service
	Samsung
	23.830
	-
	-
	 

	7.4.5
	S2-093421
	[CR]
	 
	Samsung
	23.203
	0330
	Rel-9
	WITHDRAWN

	7.4.5
	S2-093436
	P-CR
	open issues and solution for LIPA
	Samsung
	23.830
	-
	Rel-9
	 

	7.4.5
	S2-093461
	CR
	23.401 CR1063: Updated Procedures for Local IP Access to the home based network
	LG Electronics
	23.401
	1063
	Rel-9
	LATE DOC:  

	7.4.5
	S2-093507
	P-CR
	Local GW functionality for LIPA and related control functionality
	Nokia Siemens Networks, Nokia
	23.830
	-
	Rel-9
	 

	7.4.5
	S2-093508
	P-CR
	IP connectivity issues in Local IP access
	Nokia Siemens Networks, Nokia
	23.830
	-
	Rel-9
	 

	7.4.5
	S2-093516
	P-CR
	Architecture for Local IP Access
	Motorola
	23.830
	-
	Rel-9
	LATE DOC: Rx 05/05, 20:10

	7.4.5
	S2-093577
	CR
	23.060 CR0857: Multiple LIPA PDN connections to home-based network or Internet
	CATT
	23.060
	0857
	Rel-9
	 

	7.4.5
	S2-093615
	CR
	23.060 CR0860: Introduction of local breakout from HNB for Gn/Gp SGSN
	Vodafone
	23.060
	0860
	Rel-9
	 

	7.4.5
	S2-093666
	DISCUSSION
	Proposed way forward for the LTE specific open issues for LIPA with local PDN connection
	Nortel
	-
	-
	Rel-9
	 

	7.4.6
	
	------
	IMS HNB
	------
	-
	-
	-
	-

	7.4.6
	S2-093379
	TR
	IMS Aspects of Architecture for Home NodeB - TR23.832 v0.3.1
	Alcatel-Lucent
	-
	-
	-
	 Noted as the input reference version of the TR.

	7.4.6
	S2-093365
	P-CR
	Consolidated Architecture for IMS-capable HNB subsystem with the SIP UA in the HNB
	Motorola, NEC, Huawei, Softbank, AT&T
	23.832
	-
	Rel-9
	 Revised to: 3973

	7.4.6
	S2-093973
	P-CR
	Revision of: S2-093365
	
	
	
	
	Revised to: 4046

	7.4.6
	S2-094046
	P-CR
	Revision of: S2-093973
	
	
	
	
	Open

	7.4.6
	S2-093106
	P-CR
	Update to IMS HNB alternative 4 reference architecture
	Alcatel-Lucent
	23.832
	-
	-
	 Revised to: 3877

	7.4.6
	S2-093877
	P-CR
	Revision of: S2-093106
	
	
	
	
	Revised to: 4048

	7.4.6
	S2-094048
	P-CR
	Revision of: S2-093877
	
	
	
	
	Open.

	7.4.6
	S2-093235
	P-CR
	Alt-1 architecture update
	Starent Networks
	23.832
	-
	-
	 Revised to: 4050

	7.4.6
	S2-094050
	P-CR
	Revision of: S2-093235
	
	
	
	
	Open.

	7.4.6
	S2-093456
	P-CR
	Assumption for separate Las for IMS HNB
	Samsung, NEC
	23.832
	-
	Rel-9
	 Noted.

	7.4.6
	S2-093275
	P-CR
	Alternative Handover flow for IMS-capable HNB
	Motorola
	23.832
	-
	Rel-9
	 

	7.4.6
	S2-093276
	P-CR
	Alternative Terminating voice call flow for IMS-capable HNB
	Motorola
	23.832
	-
	Rel-9
	 

	7.4.6
	S2-093277
	P-CR
	Multiple IMS Registrations
	Motorola
	23.832
	-
	Rel-9
	 

	7.4.6
	S2-093359
	P-CR
	Handover of single IMS session from HNB to macro CS
	Huawei
	23.832
	-
	Rel-9
	 

	7.4.6
	S2-093360
	P-CR
	SMS origination and termination when in HNB coverage
	Huawei
	23.832
	-
	Rel-9
	 

	7.4.6
	S2-093361
	P-CR
	CS-Data origination when in the HNB coverage
	Huawei
	23.832
	-
	Rel-9
	 

	7.4.6
	S2-093362
	P-CR
	Signalling and Bearer Paths for Home User Agent-Based Architecture: IMS Capable HNB Subsystem
	Huawei
	23.832
	-
	Rel-9
	 

	7.4.6
	S2-093512
	P-CR
	Handover from IMS HNB to Macro CS Network
	NEC
	23.832
	-
	Rel-9
	 

	7.4.6
	S2-093513
	P-CR
	Mobile Terminating Procedures
	NEC
	23.832
	-
	Rel-9
	 

	
	
	
	
	
	
	
	
	

	7.5
	
	------
	FS on Local Breakout and Optimal Routeing (common and IP-CAN aspects)
	------
	-
	-
	-
	-

	7.6
	
	------
	FS on Flex architecture
	------
	-
	-
	-
	-

	7.7
	
	------
	Study on Multi Access PDN connectivity and IP flow mobility
	------
	-
	-
	-
	-

	7.8
	
	------
	ANDSF enhancements
	------
	-
	-
	-
	-

	7.8
	S2-093091
	LS In
	LS from CT WG1: LS related to EPC and access network selection in ANDSF specifications
	CT WG1 (C1-092246)
	-
	-
	Rel-8
	Response drafted in S2-093695

Noted

	7.8
	S2-094016
	LS In
	LS from SA WG1: Reply to LS on PLMN selection and access network selection
	SA WG1 (S1-091167)
	
	
	Rel-8
	Noted

	7.8
	S2-093330
	DISCUSSION
	ANDSF: User profile information
	Huawei
	-
	-
	Rel-9
	 Noted

	7.8
	S2-093331
	CR
	23.402 CR0724: ANDSF Reference architecture revision
	Huawei
	23.402
	0724
	Rel-9
	 Noted

	7.8
	S2-093332
	CR
	23.402 CR0725: Message flow between HSS and ANDSF
	Huawei
	23.402
	0725
	Rel-9
	 Noted

	7.8
	S2-093469
	CR
	23.402 CR0734: ANDSF requesting the UE's location information from the UE
	ZTE
	23.402
	0734
	Rel-9
	Wrong WI Code on CR !  

Noted

	7.8
	S2-093470
	CR
	23.402 CR0735: UE obtaining HANDSF policy when roaming
	ZTE
	23.402
	0735
	Rel-9
	Wrong WI Code on CR !  

	7.8
	S2-093471
	DISCUSSION
	Discussion about resolving the potential conflicts between the policies from H-ANDSF and V-ANDSF
	ZTE
	-
	-
	-
	 

	7.8
	S2-093472
	CR
	23.402 CR0736: Resolving the potential conflicts between the policies from H-ANDSF and V-ANDSF
	ZTE
	23.402
	0736
	Rel-9
	Wrong WI Code on CR !  

	7.8
	S2-093564
	DISCUSSION
	Interface between ANDSF and HSS
	Telcordia, Toshiba Europe Research
	-
	-
	Rel-9
	 

	7.8
	S2-093565
	CR
	23.402 CR0738: Interface between ANDSF and HSS
	Telcordia, Toshiba Europe Research
	23.402
	0738
	Rel-9
	 

	7.8
	S2-093566
	DISCUSSION
	UE reporting access network information discrepancies to ANDSF
	Telcordia, Toshiba Europe Research
	-
	-
	Rel-9
	 Noted

	7.8
	S2-093567
	CR
	23.402 CR0739: UE reporting access network information discrepancies to ANDSF
	Telcordia, Toshiba Europe Research
	23.402
	0739
	Rel-9
	 Noted

	7.8
	S2-093609
	CR
	23.402 CR0741: Annex D on Network Discovery and Selection
	Motorola
	23.402
	0741
	Rel-9
	 

	7.8
	S2-093610
	CR
	23.402 CR0742: Clarifications on UE scanning and ANDSF
	Motorola
	23.402
	0742
	Rel-9
	 Revised to: 4145

	7.8
	S2-094145
	CR
	Revision of: S2-093610
	
	
	
	
	Revised to: 4224

	7.8
	S2-094224
	CR
	Revision of: S2-094145
	
	
	
	
	Approved.

	7.8
	S2-093611
	CR
	23.402 CR0743: ANDSF core network interfaces
	Motorola
	23.402
	0743
	Rel-9
	 

	7.8
	S2-093695
	LS OUT
	[DRAFT] Response LS related to EPC and access network selection in ANDSF specifications
	SA WG2 (Motorola)
	-
	-
	Rel-8
	Response to S2-093091

Revised to: 4034

	7.8
	S2-094034
	LS OUT
	Revision of: S2-093695
	
	
	
	
	Open

	7.9
	
	------
	Multiple PDN Connection to the Same APN for PMIP-based Interfaces
	------
	-
	-
	-
	-

	7.9
	S2-093124
	DISCUSSION
	Discussion on PCC procedure in MAPSUP scenario
	ZTE
	-
	-
	-
	LATE DOC:  

	7.9
	S2-093125
	CR
	23.203 CR0310: PCC procedure in MAPSUP scenario
	ZTE
	23.203
	0310
	Rel-9
	LATE DOC:  

	7.9
	S2-093440
	CR
	23.402 CR0728: Multiple PDN connection to the same APN
	Nokia Siemens Networks, Nokia
	23.402
	0728
	Rel-9
	 Revised to: 3874

	7.9
	S2-093874
	CR
	Revision of: S2-093440
	
	
	
	
	Approved.

	7.9
	S2-093441
	CR
	23.402 CR0729: Multiple PDN connection to the same APN over PMIP based S5/S8
	Nokia Siemens Networks, Nokia
	23.402
	0729
	Rel-9
	 Revised to: 3876

	7.9
	S2-093876
	CR
	Revision of: S2-093441
	
	
	
	
	Revised to: 4127

	7.9
	S2-094127
	CR
	Revision of: S2-093876
	
	
	
	
	Approved.

	7.9
	S2-093442
	CR
	23.402 CR0730: Multiple PDN connection to the same APN over S2a and S2b
	Nokia Siemens Networks, Nokia
	23.402
	0730
	Rel-9
	 Revised to: 3878

	7.9
	S2-093878
	CR
	Revision of: S2-093442
	
	
	
	
	Revised to: 4128

	7.9
	S2-094128
	CR
	Revision of: S2-093878
	
	
	
	
	Approved.

	7.9
	S2-093443
	CR
	23.402 CR0731: Intersystem handover with multiple PDN connections to the same APN
	Nokia Siemens Networks, Nokia
	23.402
	0731
	Rel-9
	 Revised to: 3879

	7.9
	S2-093879
	CR
	Revision of: S2-093443
	
	
	
	
	Revised to: 4129

	7.9
	S2-094129
	CR
	Revision of: S2-093879
	
	
	
	
	Approved.

	7.9
	S2-093444
	CR
	23.401 CR1061: Context information changes due to multiple PDN connections to the same APN over PMIP based S5/S8
	Nokia Siemens Networks, Nokia
	23.401
	1061
	Rel-9
	 Approved.

	7.9
	S2-093144
	DISCUSSION
	PCC impacts on MUPSAP
	Ericsson
	-
	-
	Rel-9
	 Noted.

	7.9
	S2-093248
	DISCUSSION
	Selective Management of PDN connections for PMIPv6
	Panasonic
	-
	-
	-
	 Revised to: 3820

	7.9
	S2-093820
	DISCUSSION
	Revision of: S2-093248
	
	
	
	
	

	7.9
	S2-093333
	CR
	23.401 CR1041: Static IP Address Allocation Clarification for MUPSAP
	Huawei
	23.401
	1041
	Rel-9
	 

	7.9
	S2-093417
	CR
	23.203 CR0329: Supporting multiple PDN connectivity to same APN in PCC
	Samsung
	23.203
	0329
	Rel-9
	 Revised to: 3883

	7.9
	S2-093883
	CR
	Revision of: S2-093417
	
	
	
	
	Revised to: 4225

	7.9
	S2-094225
	CR
	Revision of: S2-093883
	
	
	
	
	Approved.

	7.9
	S2-093596
	DISCUSSION
	Discussion on MAPSUP solution
	ZTE
	-
	-
	Rel-9
	LATE DOC: Rx 05/05, 18:00

	7.9
	S2-093597
	CR
	23.402 CR0740: Delete the restriction on Multiple PDN support in 23.402
	ZTE
	23.402
	0740
	Rel-9
	LATE DOC: Rx 05/05, 18:00

	7.10
	-
	------
	Small Technical enhancements and improvements (TEI-9)
	------
	-
	-
	-
	-

	
	
	
	---- 402 related -------
	
	
	
	
	

	7.10
	S2-093531
	DISCUSSION
	1xRTT CSFB with PS handover
	Nokia Siemens Networks, KDDI, Motorola, Huawei, NE
	-
	-
	Rel-9
	 Noted.

	7.10
	S2-093532
	CR
	23.272 CR0091: 1xRTT CSFB with PS handover
	Nokia Siemens Networks, KDDI, Huawei, Motorola, NE
	23.272
	0091
	Rel-9
	Revised to: 4007

	7.10
	S2-094007
	CR
	Revision of: S2-093532
	
	
	
	
	Approved.

	7.10
	S2-093101
	LS in
	LS from SA WG3: Reply LS on Enhanced Security for S2c
	SA WG3 (S3-090617)
	-
	-
	Rel-9
	Noted.

	7.10
	S2-093200
	CR
	23.402 CR0722: Security Enhancements for S2c
	Orange, Telecom Italia, Teliasonera, Panasonic, Qualcomm Europe
	23.402
	0722
	Rel-9
	Noted. 

	7.10
	S2-093445
	CR
	23.402 CR0732: Enhancement in Trusted/Untrusted detection
	Nokia Siemens Networks
	23.402
	0732
	Rel-9
	 Noted.

	7.10
	S2-093689
	CR
	23.402 CR0744: Standard Conformance for optimized Handover Flows from E-UTRAN to HRPD
	NEC
	23.402
	0744
	Rel-9
	 Noted.

	7.10
	S2-093510
	CR
	23.402 CR0712R1: Harmonization of PMIP- and GTP-based Handover Behaviour for S5/S8
	NEC, NTT DOCOMO, Panasonic
	23.402
	0712
	Rel-9
	 Noted.

	
	
	
	----- 401/060 related  -------
	
	
	
	
	

	7.10
	S2-093613
	CR
	23.060 CR0858: Enabling dual stack PDP contexts for Gn/Gp SGSNs and GGSNs
	Vodafone
	23.060
	0858
	Rel-9
	Revised to: 3934

	7.10
	S2-093934
	CR
	Revision of: S2-093613
	
	
	
	
	Approved.

	7.10
	S2-093614
	CR
	23.060 CR0859: Addition of UE-AMBR to Gn/Gp SGSNs
	Vodafone
	23.060
	0859
	Rel-9
	Revised to: 3955

	7.10
	S2-093955
	CR
	Revision of: S2-093614
	
	
	
	
	Approved.

	7.10
	S2-093334
	DISCUSSION
	Combo Node optimization for ISR
	Huawei, Telecom Italia, China Mobile, TeliaSonera
	-
	-
	Rel-9
	 Noted.

	7.10
	S2-093126
	CR
	23.401 CR1006: ISR local reactivation when UE handovers back to a previously registered area.
	NEC
	23.401
	1006
	Rel-9
	Revised to: 3956

	7.10
	S2-093956
	CR
	Revision of: S2-093126
	
	
	
	
	Withdrawn.

	7.10
	S2-093335
	CR
	23.401 CR1042: Provide context synchronization indication to UE after ISR activation for combo MME/SGSN deployment
	Huawei, Telecom Italia, China Mobile, TeliaSonera
	23.401
	1042
	Rel-9
	Noted. 

	7.11
	-
	------
	RED
	------
	-
	-
	-
	-

	
	
	
	
	
	
	
	
	

	7.12
	-
	------
	MAPCON
	------
	-
	-
	-
	-

	
	
	
	
	
	
	
	
	

	7.13
	-
	------
	GTP-based S8 chaining
	------
	-
	-
	-
	-

	
	
	
	
	
	
	
	
	

	8
	-
	------
	IMS SWG
	------
	-
	-
	-
	-

	8
	S2-093700
	Report
	IMS SWG report
	Tom
	
	
	
	Approved.

	9
	-
	------
	Project Planning and Management
	------
	-
	-
	-
	-

	9.1
	-
	------
	New and revised Work Items
	------
	-
	-
	-
	-

	9.1
	S2-093201
	LS OUT
	LS to SA WG1 about study item on policy solutions and enhancements
	AT&T
	-
	-
	-
	 

	9.1
	S2-093506
	DISCUSSION
	Work Proposal on IPv6 Migration
	China Mobile
	-
	-
	-
	 

	9.1
	S2-093816
	WID
	IPv6 migration
	China Mobile
	
	
	
	Revised to: 4232

	9.1
	S2-094232
	WID
	Revision of: S2-093816
	
	
	
	
	Approved.

	9.1
	S2-093562
	WID
	Study on SR-VCC Enhancements
	China Mobile
	-
	-
	-
	 Revised to: 4130

	9.1
	S2-094130
	WID
	Revision of: S2-093562
	
	
	
	
	Revised to: 4234

	9.1
	S2-094234
	WID
	Revision of: S2-094130
	
	
	
	
	Approved.

	9.1
	S2-093563
	DISCUSSION
	Discussion on Enhancement to SRVCC
	China Mobile, ZTE
	-
	-
	-
	 

	9.1, 6.1
	S2-093102
	[CR]
	23.401 CR1004: NAT64 deployment for IPv6 users visiting IPv4 resources
	China Mobile, Verizon
	23.401
	1004
	Rel-9
	Revised in S2-093699

	9.1, 6.1
	S2-093103
	CR
	23.401 CR1005: Dual Stack Lite support
	China Mobile
	23.401
	1005
	Rel-9
	 

	9.1, 6.1
	S2-093699
	CR
	23.401 CR1004R1: NAT64 deployment for IPv6 users visiting IPv4 resources
	China Mobile, Verizon
	23.401
	1004
	Rel-9
	Revision of S2-093102. LATE DOC: Rx 07/05, 04:00. The revision only deleted the changes on changes of the S2-093102.  The content is the same

	9.1
	S2-093088
	LS In
	LS from CT WG1: Enhancements for Communication Waiting Supplementary Service
	CT WG1 (C1-092231)
	-
	-
	Rel-9
	 Open

	9.2
	-
	------
	Review of the Work Plan
	------
	-
	-
	-
	-

	10
	-
	------
	AOB
	------
	-
	-
	-
	-

	10.1
	-
	------
	Review of Future Meetings
	------
	-
	-
	-
	-

	10
	S2-093578
	DISCUSSION
	Proposed e-mail approval process
	SA WG2 Chairman and Vice Chairmen
	-
	-
	-
	  

	11
	-
	------
	Close of the Meeting
	------
	-
	-
	-
	-
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