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Abstract of the contribution: This document proposes that the UE shall be informed beforehand when its CSG membership is changed caused by time expiration. In this way, the user may choose to resume the subscription or change to another cell to guarantee the service continuity.
1. Introduction

To improve the user experiences using CSG services, some information shall be sent to users. Such information is summarized as below. 

A temporary user shall be informed of the expiration date when the user gets attached. 

Before expiration, the UE should be notified ahead of a time period defined by the user or operator. Based on this, the user can determine whether to resume the subscription or switch to another cell in order to guarantee the continuity of the application. 
If a CSG member becomes a non-CSG member, the user shall know the changes. The user may still be served as a non-CSG member and the service continuity is achieved. However, this may reduce the QoS compared with the situation that the user is served as a CSG member. Therefore, informing the user when the CSG Mode changes can help the user. The last option for the network is to perform S1/Iu release procedure. 

2. Proposal

Based on the above analysis, we propose the following changes for TR 23.830 v0.4.1.

* * * First Change * * * *
6.1.4.3
Evaluation

The following functionality is agreed for handling CSG membership changes for permanent and temporary CSG members.
Awareness of membership changes for the UE: 
· The expiration time is sent to UE when the UE attaches to the CSG cell. 
· The UE shall be informed on the changes of CSG subscription or the expiration time.
· The UE shall be notified when the remaining time reaches a specific value which is configured by the operator or the subscriber.
NOTE:
The information is sent to UEs through OMA DM/OTA.  If the OMA DM/OTA is not deployed, the information may be sent by other means such as SMS or NAS messages. 

Current functionality defined for HSS:

-
The HSS sends the CSG subscription data including any potential expiration time to the MME/SGSN/MSC. 
-
If a CSG Id is added or removed in the CSG subscription data in the HSS, or an expiration time is changed, then the HSS shall send the update to the MME/SGSN/MSC. 
Proposed additional functionality in HSS to handle changes in CSG membership:

-
If a CSG Id is to be removed from the CSG subscription data, or the CSG ID is expired, then the HSS should remove the CSG ID from the HSS subscription data after the CSG ID was removed from the UE list, e.g. by OMA DM or OTA update, FFS how to accomplish when OMA DM or OTA are not deployed. 

NOTE:
It is FFS whether the other mechanisms besides OMA DM or OTA are needed to reduce the amount of time a UE will be out of service at a CSG cell when the subscriber has been removed from the CSG or the timer has expired.

-
The HSS shall not update the CSG subscription data in MME/SGSN/MSC because of expiry of a CSG Id.

NOTE:
This is just to reduce the amount of communication between the HSS and the MME/SGSN/MSC and it is functionally not needed.

-
When the HSS stores CSG IDs with an expired time, these shall also be included in the CSG subscription data sent to the MME/SGSN/MSC.

-
If a network uses paging optimisation Permanent CSG subscriptions should get an appropriate expiration time in HSS when the CSG subscription is cancelled. Subscription data in MME/SGSN/MSC are updated by the HSS because of this change of the HSS CSG subscription data.

NOTE:
Using the expiry time information in the CSG subscriber data makes it possible to ensure that the MME that uses paging optimisation can page UEs that still may camp on that CSG when the subscriber has been removed from the CSG or the timer has expired. The CSG expiry time set to an expired value will indicate that the UE has not updated its Allowed CSG list when the UE was removed from a CSG or the CSG has expired for a temporary membership.

Current functionality defined for MME/SGSN/MSC:

-
The MME, SGSN and MSC shall supervise the expiration time of any CSG Id in the subscription data, i.e., even if the UE knows the expiration time, the MME, SGSN and MSC shall not rely on the UE’s enforcement of the expiration time for the CSG.
-
When a UE accesses a CSG cell, the MME/SGSN/MSC shall check that the CSG Id of the CSG cell corresponds to a CSG Id in the CSG subscription data, and that the expiration time (if present) is still valid. 
-
In the event the UE accesses a closed CSG cell either due to being paged at the CSG, initiating uplink data transfer, initiating a mobile originating call or initiating a LAU/RAU/TAU procedure (e.g. triggered by an automatic or manual reselection), if the CSG Id is not present in the CSG subscription data or the timer has expired, then the MME/SGSN/MSC shall send a reject message with the appropriate error code. The UE shall remove the entry for this CSG from the Allowed CSG list. 

NOTE:
It is FFS whether the reject message with the appropriate error code needs to be integrity protected

Proposed functionality in MME/SGSN/MSC to handle changes in CSG membership:

-
When a CSG subscription has expired, the entry for this CSG in the Allowed CSG list of the UE may not yet have been removed, and the UE may be camped on a CSG cell for that CSG in idle mode. In order to ensure a page reaches the UE when paging optimisation is performed, the MME/SGSN/MSC shall page the UE at all CSGs which are in the UE’s CSG subscription data and that advertise a TA/LA/RA where the UE may be camped on. This paging shall be performed regardless whether CSG subscription(s) that are stored by MME/SGSN/MSC are expired or not.

-
If an operator does not deploy OTA/OMA DM, paging optimization shall be disabled (and the HSS should delete expired CSG Ids directly when they expire, or are removed). FFS how to handle cases when home PLMN does not deploy OTA/OMA DM but the visited PLMN does (e.g., potentially the visited PLMN could disable paging optimisation for roamers).
-
In addition, if the UE is in Connected mode at a CSG cell and the CSG timer expires or the CSG is removed from the subscription data, then the MME/SGSN/MSC shall initiate a handover of the UE to a suitable CSG/non-CSG cell. If such a cell is not available, then MME/SGSN/MSC performs S1/Iu release procedure with appropriate cause.

NOTE:
The S1/Iu release procedure will not cause the UE to update the Allowed CSG list.

Functionality in other entities:

-
It is also possible for a potential CSG list server to inform the UE over OMA DM or OTA of a changed list of allowed CSG Ids, caused by the adding/removing/changing the expiration time for a CSG Id or by adding/removing CSG IDs.

-
An OTA/OMA DM update shall overwrite the entire Allowed CSG list
-
In this case, the CSG list server shall indicate to the HSS (via an unspecified interface) whenever the Allowed CSG list on the UE has been updated via OMA DM or OTA, i.e., the HSS is aware which CSG Ids have been updated in the Allowed CSG list. When the CSG list server indicates to the HSS that a CSG ID is removed from UE list then the HSS removes that CSG ID from the subscription data. 
-
Only a successful OMA DM/OTA update shall remove the CSG Id from the HSS.
NOTE:
The use of the NAS procedure at the MME/SGSN/MSC to remove a CSG ID from UE list will not result in the CSG Id being removed from the CSG subscription data at the HSS.
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