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*** First Change ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 22.258: "Service requirements for the AIPN".
[3]
3GPP TS 23.206: "Voice Call Continuity between CS and IMS".
[4]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[5]
3GPP TS 23.292: "IP Multimedia Subsystem (IMS) centralized services; Stage 2".
[6]
ITU-T Recommendation E.164: "The international public telecommunication numbering plan".

[7]
OMA-ERELD-DM-V1_2-20060602-C: "Enabler Release Definition for OMA Device Management, Candidate Version 1.2".
[8]
RFC 3261 (June 2002): "SIP: Session Initiation Protocol".
[9]
3GPP TS 22.101: "Service aspects; Service principles".
[10]
3GPP TS 23.216: " Single Radio Voice Call Continuity (SRVCC); Stage 2".
[11]
3GPP TS 33.102: "3G security; Security architecture".
[12]
3GPP TS 33.203: "Access security for IP-based services".
[13]
3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2".
[14]
3GPP TS 23.003: "Numbering, addressing and identification".
[a]
3GPP TS 29.292: "Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and MSC Server for IMS Centralized Services (ICS)".
[b]
3GPP TS 24.147: "Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem".
*** Second Change ***

x.y
Support of mid-call services during session transfer

x.y.z
Conference services during PS-CS transfer
When the UE is using a conference service and Access Transfer between PS and CS access networks happens, the conference information should be provided by the SCC AS.
When the UE in an on-going conference performs Access Transfer from PS to CS, the SCC AS shall provide the conference information (i.e. conference URI, identifier of all participants, etc.)  to the MSC Server enhanced for ICS as specified in TS 23.292 [5] or the MSC Server enhanced for SRVCC as specified in TS 23.216 [10] on the Target Access Leg. When the MSC Server receives the conference information, it shall create a conference state in CS access netwok (i.e. call in MPTY). When multiple multi-media sessions including a conference exist, if the active session being transferred or the selected additional session to be transferred is a conference call, the conference information shall also be included in the session state information to be sent by the SCC AS to the MSC Server. The MSC Server using the conference information then performs conference control on behalf of the UE as specified in TS 29.292 [a].

When the UE in an on-going conference performs Access Transfer from CS to PS, the SCC AS shall provide the conference information (i.e. conference URI, etc.)  to the UE on the Target Access Leg. When multiple sessions including a conference exist, if the active session being transferred or the additional held session is a conference call, the conference information shall also be included in the session state information to be sent by the SCC AS to the UE. The UE then uses the conference information to control the conference in PS domain as specified in TS 24.147 [b].
*** End of changes ***
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