3GPP TSG-SA WG2 Meeting #73


S2-093377
11-15 May, 2009, Tallinn, Estonia

Title:
[DRAFT]
 LS on Emergency Call Support Indication on BCCH
Response to:
LS S2-093053 (R2-092698) on Emergency Call Support Indication on BCCH
Release:
Rel-9
Work Item:
Support for IMS Emergency Calls over GPRS and EPS
Source:
SA2
To:
RAN2 
Cc:
CT1
Contact Person:


Name:
Deb Barclay
E-mail Address:
DLBarclay at alcatel-lucent dot com
Attachments:
None
1. Overall Description:

SA2 thanks RAN2 on their LS on broadcasting the Emergency Support Indication for IMS emergency call support in a cell.
Regarding the action to SA2 "RAN2 kindly asks SA2 and CT1 to take the above into consideration and provide feedback on whether RAN2 should introduce such bits in broadcast", SA2 agrees on the need for such a broadcast Emergency Support Indication (1 bit) per PLMN.

Additionally SA2 supports the need for a NAS emergency support indication per the CT1 LS response in C1-092266.  A single bit per PLMN broadcasted on the BCCH and a single bit in MM successful response messages would allow efficient access for UEs in limited service mode and normal UEs while idle or connected.  It is proposed that the IMS Emergency Call support NAS indication is in the same NAS messages as the IMS Voice support indication. This would allow the UE to determine support in the same manner in UTRAN as E-UTRAN and for normal mode UE's it would allow the UE to determine along with IMS Voice support, if IMS emergency calls are also supported. With a single bit indicator in BCCH, a limited service mode UE will be able to identify if IMS emergency calls are supported by that PLMN.  

2. Actions:

To RAN2, groups
ACTION: 
None.
3. Date of Next TSG-SA WG2 Meetings:
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Sophia Antipolis, France
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