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Begin Change
6.13.1.1.2
Iu mode to A/Gb mode Intra SGSN Change using S4

In this case, clause 6.13.1.1.1 applies except for steps 6a and 7, as well as section specific general statements stated below.
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Figure 52-2: step 6a for Iu mode to A/Gb mode Intra SGSN Change using S4

NOTE: Steps a) and d) are common for architecture variants with GTP-based S5/S8 and PMIP-based S5/S8. For a PMIP-based S5/S8, procedure step (A1) is defined in TS 23.402 [90]. Steps b) and c) in Figure 52-2 concern GTP-based S5/S8.

a)
In this procedure flow the Serving GW is not relocated. If Direct Tunnel was established in Iu mode or if there were changes of for example the RAT type that e.g. can be used for charging, the SGSN sends Update Bearer Request (SGSN Address and TEID, serving network identity, RAT type) message to the Serving GW.

b)
The Serving GW informs the P‑GW(s) about the change of for example the RAT type that e.g. can be used for charging, by sending the message Update Bearer Request (Serving GW Address and TEID, RAT type) to the concerned P‑GW(s). If dynamic PCC is deployed, and RAT type information needs to be conveyed from the P‑GW to the PCRF, then the P‑GW sends RAT type information to the PCRF as defined in TS 23.203 [88].

c)
Each P‑GW updates its context field and returns an Update Bearer Response (MSISDN, P‑GW address and TEID) message to the Serving GW. MSISDN is included if available in the stored UE context.

d)
The Serving GW updates the address for User Plane and downlink TEID for data and return an Update Bearer Response (Serving GW address and TEID, P‑GW address and TEIDs (for GTP‑based S5/S8) or GRE keys (for PMIP‑based S5/S8) at the PDN GW(s) for uplink traffic) message.

e)
In case Direct Tunnel in Iu mode was not established, for each RAB indicated by the SRNS Data Forward Command the SRNS starts duplicating and tunnelling the buffered GTP-PDUs back to the 2G+3G SGSN. For each radio bearer which uses lossless PDCP the GTP-PDUs related to transmitted but not yet acknowledged PDCP PDUs are duplicated and tunnelled back to the 2G+3G SGSN together with their related downlink PDCP sequence numbers. The 2G+3G SGSN converts the PDCP sequence numbers to SNDCP sequence number (by stripping off the eight most significant bits of the PDCP sequence numbers).


In case Direct Tunnel in Iu mode was established, the packets are forwarded via the S‑GW.
Next Change
6.13.1.2.2
A/Gb mode to Iu mode Intra-SGSN Change using S4

In this case, clause 6.13.1.2.1 applies except for step 11, as well as clause-specific general statements stated below.
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Figure 53-2: step 11 for A/Gb mode to Iu mode Intra-SGSN Change using S4

NOTE:
Steps a) and d) are common for architecture variants with GTP-based S5/S8 and PMIP-based S5/S8. For a PMIP-based S5/S8, procedure step (A1) is defined in TS 23.402 [90]. Steps b) and c) in Figure 53-2 concern GTP-based S5/S8.

a)
If the SGSN established Direct Tunnel it shall send Update Bearer Request (RNC Address and TEID, serving network identity, RAT type) message to the Serving GW and include the RNC's Address for User Plane, downlink TEID for data and DTI to instruct the Serving GW to apply Direct Tunnel specific error handling as described in clause 13.8. Otherwise, if there were changes of for example the RAT type that e.g. can be used for charging, the SGSN shall send Update Bearer Request (SGSN Address and TEID, serving network identity, RAT type) message to the Serving GW and include the SGSN's Address for User Plane, downlink TEID for data.

b)
The Serving GW informs the P‑GW(s) about the change of for example the RAT type that e.g. can be used for charging, by sending the message Update Bearer Request (Serving GW Address and TEID, RAT type) to the concerned P‑GW(s). If dynamic PCC is deployed, and RAT type information needs to be conveyed from the P‑GW to the PCRF, then the P‑GW sends RAT type information to the PCRF as defined in TS 23.203 [88].

c)
Each P‑GW updates its context field and returns an Update Bearer Response (MSISDN, P‑GW address and TEID) message to the Serving GW. MSISDN is included if available in the stored UE context.

d)
The Serving GW updates the Address for User Plane and TEID for downlink data and return an Update Bearer Response (Serving GW address and TEID, P‑GW address and TEIDs (for GTP-based S5/S8) or GRE keys (for PMIP-based S5/S8) at the PDN GW(s) for uplink traffic) message.
Next Change
6.13.2.1.2
Iu mode to A/Gb mode Inter-SGSN Change using S4

In this case, clause 6.13.2.1.1 applies except for steps 3, 5, 7, 9 and 10, as well as clause-specific general statements stated below.
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Figure 54-2: steps 3, 5, 7, 9 for Iu mode to A/Gb mode Inter-SGSN Change using S4

Steps 3, 5 and 7 are identical to the Gn/Gp case in clause 6.13.2.2.1, except that:

-
Message SGSN Context Request is replaced by message Context Request;

-
Parameter PDP Contexts is replaced by parameter EPS Bearer Contexts.


MM Context and EPS Bearer Context when used at the S16 interface are defined by clause 13.2.2.

9)
In case Direct Tunnel in Iu mode was not established, the old 3G SGSN tunnels the GTP PDUs to the new 2G‑SGSN. In the case of GTPv2 or GTPv1 user plane, the conversion of PDCP sequence numbers to SNDCP sequence numbers (the eight most significant bits shall be stripped off) shall be done in the new SGSN. No N‑PDU sequence numbers shall be indicated for these N‑PDUs. If GTPv0 is used between the SGSNs, the conversion of PDCP sequence numbers to SNDCP numbers shall be done in the old 3G‑SGSN (by stripping off the eight most significant bits).


In case Direct Tunnel in Iu mode was established, the packets are forwarded via the S‑GW.

10)
Box (B)
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Figure 54-3: step 10 for Iu mode to A/Gb mode Inter-SGSN Change using S4

NOTE:
Steps a) and d) are common for architecture variants with GTP-based S5/S8 and PMIP-based S5/S8. For a PMIP-based S5/S8, procedure step (A1) is defined in TS 23.402 [90]. Steps b) and c) in Figure 54-3 concern GTP-based S5/S8.

a)
The new 2G‑SGSN sends an Update Bearer Request (new SGSN Address, TEID, serving network identity, CGI/SAI, RAT type, CGI/SAI/RAI change support indication, NRSN) message to the Serving GW. The SGSN shall send the serving network identity to the Serving GW. NRSN indicates SGSN support of the network requested bearer control.

b)
The Serving GW informs the P‑GW(s) about the change of Serving GW Address and TEID, as well as about RAT type that e.g. can be used for charging, by sending the message Update Bearer Request (Serving GW Address and TEID, RAT type) to the concerned P‑GW(s). If dynamic PCC is deployed, and RAT type information needs to be conveyed from the P‑GW to the PCRF, then the P‑GW shall send RAT type information to the PCRF as defined in TS 23.203 [88].

c)
Each P‑GW updates its context fields and returns an Update Bearer Response (MSISDN, P‑GW address and TEID, Prohibit Payload Compression, APN Restriction, CGI/SAI/RAI change report required, BCM) message. The Prohibit Payload Compression indicates that the SGSN should negotiate no data compression for this EPS Bearer context. MSISDN is included if available in the stored UE context.

d)
The Serving GW updates the Address for User Plane and TEID for downlink data and return an Update Bearer Response (Serving GW address and TEID, P‑GW address and TEIDs (for GTP‑based S5/S8) or GRE keys (for PMIP‑based S5/S8) at the PDN GW(s) for uplink traffic) message.

If the new SGSN is unable to update the Bearer context in the S‑GW or in one or more P‑GW(s), the new SGSN shall deactivate the corresponding Bearer contexts as described in clause "SGSN‑initiated PDP Context Deactivation Procedure". This shall not cause the SGSN to reject the routeing area update.

The Bearer Contexts shall be sent from old to new SGSN in a prioritized order, i.e. the most important Bearer Context first in the Context Response message. (The prioritization method is implementation dependent, but should be based on the current activity).

The new SGSN shall determine the Maximum APN restriction based on the received APN Restriction of each Bearer context from the P‑GW(s) and then store the new Maximum APN restriction value.

If the new SGSN is unable to support the same number of active Bearer contexts as received from old SGSN, the new SGSN should use the prioritisation sent by old SGSN as input when deciding which Bearer contexts to maintain active and which ones to delete. In any case, the new SGSN shall first update all contexts in the S‑GW and in one or more P‑GW(s) and then deactivate the context(s) that it cannot maintain as described in clause "SGSN‑initiated PDP Context Deactivation Procedure". This shall not cause the SGSN to reject the routeing area update.

Next Change
6.13.2.2.2
A/Gb mode to Iu mode Inter-SGSN Change using S4

In this case, clause 6.13.2.2.1 applies except for steps 3, 4, 6, 7, 8 and 20, as well as clause-specific general statements stated below.
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Figure 55-2: steps 3, 4, 6, 7 for A/Gb mode to Iu mode Inter-SGSN Change using S4

Steps 3, 4, 6 and 7 are identical to the Gn/Gp case in clause 6.13.2.2.1, except that:

-
Message SGSN Context Request is replaced by message Context Request;

-
Parameter PDP Contexts is replaced by parameter EPS Bearer Contexts.


MM Context and EPS Bearer Context when used at the S16 interface are defined by clause 13.2.2.

8.
Box (B).
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Figure 55-3: step 8 for A/Gb mode to Iu mode Inter-SGSN Change using S4

NOTE:
Steps a) and d) are common for architecture variants with GTP-based S5/S8 and PMIP-based S5/S8. For a PMIP-based S5/S8, procedure step (A1) is defined in TS 23.402 [90]. Steps b) and c) in Figure 55-3 concern GTP-based S5/S8.

a)
The new 3G SGSN sends an Update Bearer Request (new SGSN Address, TEID, serving network identity, CGI/SAI, RAT type, CGI/SAI/RAI change support indication, NRSN) message to the Serving GW. The SGSN shall send the serving network identity to the Serving GW. NRSN indicates SGSN support of the network requested bearer control.

b)
The Serving GW informs the P‑GW(s) about the change of Serving GW Address and TEID, as well as about the RAT type that e.g. can be used for charging, by sending the message Update Bearer Request (Serving GW Address and TEID, RAT type) to the concerned P‑GW(s). If dynamic PCC is deployed, and RAT type information needs to be conveyed from the P‑GW to the PCRF, then the P‑GW shall send RAT type information to the PCRF as defined in TS 23.203 [88].

c)
Each P‑GW updates its context fields and returns an Update Bearer Response (MSISDN, P‑GW address and TEID, Prohibit Payload Compression, APN Restriction, CGI/SAI/RAI change report required, BCM) message. The Prohibit Payload Compression indicates that the SGSN should negotiate no data compression for this EPS Bearer context. MSISDN is included if available in the stored UE context.

d)
The Serving GW updates the Address for User Plane and TEID for downlink data and return an Update Bearer Response (Serving GW address and TEID, P‑GW address and TEIDs (for GTP‑based S5/S8) or GRE keys (for PMIP‑based S5/S8) at the PDN GW(s) for uplink traffic) message.

20.
Box (C).
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Figure 55-4: step 10 for A/Gb mode to Iu mode Inter-SGSN Change using S4

Step 10 is identical to the Gn/Gp case in clause 6.13.2.2.1, except that:

-
Message SGSN Context Request is replaced by message Context Request;

-
Parameter PDP Contexts is replaced by parameter EPS Bearer Contexts.


MM Context and EPS Bearer Context when used at the S16 interface are defined by clause 13.2.2.

End of Changes
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1274874075.doc


e) Forward packets







SRNS







(A)







b) Update Bearer Request











c) Update Bearer Response







P-GW







SGSN







a) Update Bearer Request







d) Update Bearer Response







S-GW







(A1)












_1274875309.doc


(B)







b) Update Bearer Request











c) Update Bearer Response







P-GW







SGSN







a) Update Bearer Request







d) Update Bearer Response







S-GW







(B1)












_1274875827.doc


(B)







b) Update Bearer Request











c) Update Bearer Response







P-GW







SGSN







a) Update Bearer Request







d) Update Bearer Response







S-GW







(B1)












_1274874338.doc


(A)







b) Update Bearer Request











c) Update Bearer Response







P-GW







SGSN







a) Update Bearer Request







d) Update Bearer Response







S-GW







(A1)












_1272982330.doc


(C)







P-GW







SGSN







a) Update Bearer Request







b) Update Bearer Response







S-GW












_1274503706.doc


7) Forward Packets







6) Context Acknowledge







(A)







New 3G-SGSN







3) Context Request







4) Context Response







Old 2G-SGSN












_1272973924.doc


9) Forward Packets







7) Context Acknowledge







(A)







New 2G-SGSN







3) Context Request







5) Context Response







Old 3G-SGSN












