Page 1



3GPP TSG SA WG2 Meeting #73
(
S2-093939
11 – 15 May, 2009, Tallinn, Estonia
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.216
	CR
	0087
	(

rev
	1
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Support for multiple simultaneous voice bearers

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	S2

	
	

	Work item code:
(

	SAES
	
	Date: (

	05/05/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The scope states that “The handling of multiple simultaneous voice bearers with SRVCC is not supported in this release.” but in clause 4.1.2 it is clarfied that in case of multiple voice media streams that are carried over multiple voice (e.g. QCI=1) bearers or that are multiplexed over a single voice bearer the SCC AS in TS 23.237 selects the voice stream for SRVCC. Moreover, at SA2 #72 the CR 0141 was agreed which clarified “Mid-call service support for Single Radio VCC where the Gm reference point is retained upon PS-level handover”. Hence the specification supports the handling of multiple simultaneous voice bearers in this this release. 
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	Remove the sentence “The handling of multiple simultaneous voice bearers with SRVCC is not supported in this release.” from the scope.
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Begin Change
1
Scope

The present document specifies the architecture enhancements for Single Radio Voice Call Continuity (SRVCC) between E‑UTRAN access and 3GPP2's 1xCS, and between E‑UTRAN access and 3GPP's UTRAN/GERAN accesses and between UTRAN (HSPA) access and 3GPP's UTRAN/GERAN accesses, for Circuit Switched (CS) calls that are anchored in the IMS.

This document will not describe 3GPP2 functional entities. However, interfaces between both 3GPP and 3GPP2 functional entities are described in this specification.

SRVCC from E‑UTRAN access to 3GPP2 1xCS is covered in this specification. Handling of non‑voice component and SRVCC from 3GPP2 1xCS to E‑UTRAN direction is not specified in this release.

SRVCC from E‑UTRAN/UTRAN (HSPA) access to 3GPP UTRAN/GERAN CS accesses for voice calls that are anchored in the IMS, as well as the coordination between the SRVCC for voice call and the handover of non‑voice PS bearers, are covered in this specification. The handover of non‑voice PS bearer from E-UTRAN is specified by the procedures defined in TS 23.401 [2], TS 23.060 [10], TS 25.413 [11] and TS 43.129 [12]. The handover of non voice PS bearer from UTRAN (HSPA) is specified by the procedures defined in TS 23.060 [10], TS 25.413 [11] and TS 43.129 [12]. Handling of SRVCC from 3GPP UTRAN/GERAN CS accesses to E‑UTRAN/UTRAN (HSPA) direction is not specified in this release. 
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