Page 1



3GPP TSG-SA WG2 Meeting #74 
(
S2-094416
Sophia Antipolis, France, 06-10 July, 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.401
	CR
	1140
	(

rev
	-
	(

Current version:
	9.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Hybrid mode handling in Service Request procedure and Insert Subscriber Data procedure

	
	

	Source to WG:
(

	Huawei, LG Electronics, Motorola

	Source to TSG:
(

	S2

	
	

	Work item code:
(

	EHNB
	
	Date: (

	30/06/2009

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	If the Service Request is performed via a hybrid cell, the MME shall indicate to the RAN whether the UE is a CSG member, to allow the RAN to perform differentiated treatment for CSG and non-CSG members.
If the UE is in ECM-CONNECTED mode, the MME shall check the UE's CSG membership when the subscriber data is updated. And if the CSG membership is changed, the MME shall inform the RAN.

	
	

	Summary of change:
(

	Add hybrid handling in Service Request procedure and Insert Subscriber Data procedure.

	
	

	Consequences if 
(

not approved:
	Hybrid mode handling is incomplete in Service Request procedure and Insert Subscriber Data procedure.

	
	

	Clauses affected:
(

	5.3.4.1, 5.3.9.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


Start of the change

5.3.4.1
UE triggered Service Request
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Figure 5.3.4.1-1: UE triggered Service Request procedure

NOTE:
For a PMIP-based S5/S8, procedure steps (A) are defined in TS 23.402 [2]. Steps 9 and 11 concern GTP-based S5/S8.

1.
The UE sends NAS message Service Request towards the MME encapsulated in an RRC message to the eNodeB. The RRC message(s) that can be used to carry the S-TMSI and this NAS message are described in TS 36.300 [5].

2.
The eNodeB forwards NAS message to MME. NAS message is encapsulated in an S1-AP: Initial UE Message (NAS message, TAI+ECGI of the serving cell, S-TMSI, CSG ID, CSG access Mode). Details of this step are described in TS 36.300 [5]. If the MME can't handle the Service Request it will reject it. CSG ID is provided if the UE attaches via a closed or hybrid mode CSG cell. CSG access mode is provided if the UE sends the Service Request message via a hybrid mode CSG cell. If the CSG access mode is not provided but the CSG ID is provided, the MME shall consider the CSG cell as a closed mode CSG cell.


If a CSG ID is indicated and CSG access mode is "closed" or CSG access mode is not provided, and there is no subscription data for this CSG ID or the CSG subscription is expired, the MME rejects the Service Request with an appropriate cause. The UE shall remove the CSG ID of the cell where the UE has initiated the service request procedure from the Allowed CSG list.

3.
NAS authentication procedures may be performed.

4.
The MME sends S1-AP Initial Context Setup Request (Serving GW address, S1-TEID(s) (UL), EPS Bearer QoS(s), Security Context, MME Signalling Connection Id, Handover Restriction List , CSG Membership Indication) message to the eNodeB. This step activates the radio and S1 bearers for all the active EPS Bearers. The eNodeB stores the Security Context, MME Signalling Connection Id, EPS Bearer QoS(s) and S1-TEID(s) in the UE RAN context. The step is described in detail in TS 36.300 [5]. Handover Restriction List is described in clause 4.3.5.7 "Mobility Restrictions".
If the Service Request is performed via a hybrid cell, CSG Membership Indication indicating whether the UE is a CSG member shall be included in the S1-AP message from the MME to the RAN. Based on this information the RAN can perform differentiated treatment for CSG and non-CSG members.
5.
The eNodeB performs the radio bearer establishment procedure. The user plane security is established at this step, which is described in detail in TS 36.300 [5]. When the user plane radio bearers are setup the Service Request is completed and EPS bearer state is synchronized between the UE and the network, i.e. the UE should remove the EPS bearer for which no radio bearers are setup.
6.
The uplink data from the UE can now be forwarded by eNodeB to the Serving GW. The eNodeB sends the uplink data to the Serving GW address and TEID provided in the step 4.

7.
The eNodeB sends an S1-AP message Initial Context Setup Complete (eNodeB address, List of accepted EPS bearers, List of rejected EPS bearers, S1 TEID(s) (DL)) to the MME. This step is described in detail in TS 36.300 [5].

8.
The MME sends a Modify Bearer Request message (eNodeB address, S1 TEID(s) (DL) for the accepted EPS bearers, Delay Downlink Packet Notification Request, RAT Type) to the Serving GW. The Serving GW is now able to transmit downlink data towards the UE. The usage of the Delay Downlink Packet Notification Request Information Element is specified in clause 5.3.4.2 below. If the PDN GW requested UE's location info and the UE's location info has changed, the MME also includes the User Location Information IE in this message.


The MME releases the non-accepted bearers by triggering the bearer release procedure as specified in clause 5.4.4.2. If the Serving GW receives a DL packet for a non-accepted bearer, the Serving GW drops the DL packet and does not send a Downlink Data Notification to the MME.

9.
If the RAT Type has changed compared to the last reported RAT Type or if the UE's Location Info IE is present in step 8, the Serving GW shall send the Modify Bearer Request message (RAT Type) to the PDN GW. User Location Information IE is also included if it is present in step 8.

10.
If dynamic PCC is deployed, the PDN GW interacts with the PCRF to get the PCC rule(s) according to the RAT Type by means of a PCEF initiated IP‑CAN Session Modification procedure as defined in TS 23.203 [6]. If dynamic PCC is not deployed, the PDN GW may apply local QoS policy.

11.
The PDN GW sends the Modify Bearer Response to the Serving GW.

12.
The Serving GW sends a Modify Bearer Response to the MME.
Start of the second change

5.3.9.2
Insert Subscriber Data procedure
The Insert Subscriber Data procedure is illustrated in Figure 5.3.9.2-1.
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Figure 5.3.9.2-1: Insert Subscriber Data procedure

1.
The HSS sends an Insert Subscriber Data (IMSI, Subscription Data) message to the MME.

2.
The MME updates the stored Subscription Data and acknowledges the Insert Subscriber Data message by returning an Insert Subscriber Data Ack (IMSI) message to the HSS. The update result should be contained in the Ack message.


The MME initiates appropriate action according to the changed subscriber data (e.g. MME initiates detach if the UE is not allowed to roam in this network). For received PDN subscription contexts that have no related active PDN connection in the MME, no further action is required except storage in the MME. Otherwise if the subscribed QoS Profile has been modified and the UE is in ECM‑CONNECTED state or in ECM-IDLE state when ISR is not activated, the HSS Initiated Subscribed QoS Modification procedure, as described in Figure 5.4.2.2-1, is invoked from step 2a. If the UE is in ECM‑IDLE state and the ISR is activated, this procedure is invoked at the next ECM‑IDLE to ECM‑CONNECTED transition. If the UE is in ECM‑IDLE state and the ISR is not activated and if the subscription change no longer allows the PDN connection, the MME initiated PDN disconnection procedure in clause 5.10.3 is used to delete the concerned PDN connection.


If the UE is in ECM CONNECTED state and connected via a closed access mode CSG cell the MME shall check the received CSG subscription data. If the CSG ID of the currently used cell is not part of the received CSG subscription data or if this CSG subscription is expired the MME shall initiate the S1 release procedure with an appropriate cause. The eNodeB receiving this cause may initiate a handover to an another cell. If the UE is not handed over the eNodeB shall release the RRC connection to move the UE to ECM-IDLE state. In all other cases of changed CSG subscription data no further action is required except storage of the CSG subscription data in the MME.
If the UE is in ECM-CONNECTED state and connected via a hybrid cell the MME shall check the received CSG subscription data. When the CSG membership is changed (from CSG member to non-CSG member or from non-CSG member to CSG member), the MME shall send an indication of whether the UE is a CSG member to the RAN in the S1AP UE CONTEXT MODIFICATION REQUEST message. Based on this information the RAN can perform differentiated treatment for CSG and non-CSG members.
End of the change
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