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Abstract of the contribution: SA1 requirements call for the EPC to support fixed access systems and recent activities in other SDOs indicate that there is need for SA2 to consider a converged policy architecture  for wireless and wireline access. In addition, use cases in SA1 and other SDOs require interworking between the PCRF and other policy management systems defined by other SDOs in order to provide seamless services and enhance the user’s quality of experience. Perhaps SA2 should consider to include converged policy architecture in the REL 10 work plan.

Discussion
Events within and outside 3GPP indicate a need for a converged policy architecture

3GPP SA1

Per TS 22.278, section 7.1.3 Fixed Access Systems: “The Evolved Packet System shall be able to support fixed access systems with very limited or no mobility functionality. The Evolved Packet System shall be able to support mobility within and across 3GPP and non-3GPP access systems including fixed access systems.”
Use cases for Fixed Mobile Convergence are described in TS 22.278, Annex A, Section A.2.
ATIS

ATIS recently formed a “Study Group on Converged Policy Management”.
BBF

Work has started on use cases for Fixed Mobile Convergence and inter-working between PCC/PCRF and BBF/Policy Control Function.
NGMN

NGMN’s project on System Architecture Harmonization calls for “converged mobility management for the TISPAN and NGMN environment“.
Converged Policy Management – technical areas to be explored

We propose that 3GPP should undertake a study into converged policy management. The following technical areas could be included in such a study.

1. Architecture options for EPC support of wireline access

a. Architecture options for support of trusted & non-trusted fixed broadband access 

2. PCRF based converged policy architecture for wireline & wireless

a. North bound interfaces – enhancements to support wireline access

b. South bound  interfaces to wireline policy and charging enforcement point/s

3. H(e)NB QoS

4. Converged policy support for nomadicity 

5. Converged policy support for multi-casting 

6. Interworking to support nomadicity, HeNB QoS in the fixed access backhaul and inter technology session transfer

7. OFCS/OCS support for wireline charging (e.g. pre-paid for wireline)

Proposal
We would greatly appreciate feedback on the proposal above and invite support for a study item to be submitted to SA2 at a future meeting.
3GPP
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