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1. Overall Description:

During CT3#55 meeting, ARP handling in the UE-init Bearer Modification procedures has been discussed specifically for the GPRS access Gn/Gp SGSN and S4-SGSN (refer to C3-091203). CT3 has identified that there are cases where the PCRF could be unaware of the ARP assigned to a bearer. If the PCRF provides a different ARP to the PDN GW, then the PDN-GW may bind the PCC rule to a different bearer other than the one the UE want to modify.
3GPP TS 23.203 indicates that QCI and bandwidth is provided to the PCRF during the UE-initiated bearer resource modification procedures. Whether the ARP information is also provided is not specified. In the same specification, it is said that the PCRF always provides the ARP as part of the PCC rule information.
On the other hand, 3GPP TS 23.060 states that in MS-initiated EPS bearer procedures using S4, the PDN GW provides the SDF packet filter identifier(s), previously assigned on Gx by the PCRF. This information should sufficient for the PCRF to find the ARP that assigned to the PCC rules bound to the same bearer. However, if the bearer was already established using only Network initiated procedures, the PCRF would not be informed of the filters bound to that bearer according to stage 3 specifications, as the PCRF does not currently set the packet filter identifiers in the network initiated procedures.
During the discussion, question is also raised that if the PCEF can send the PCC rule applied to the current bearer to the PCRF to imply the ARP of the current bearer, this information should also sufficient for the PCRF to find the ARP that assigned to the PCC rules bound to the same bearer.  

2. Actions:

To SA2 group.

ACTION: 
CT3 kindly asks SA2 to indicate what information is required for the PCRF to provide the right ARP information within the PCC rules.
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