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***************** Start of changes *************************************
7.2.1
Introduction

It is an operator’s decision whether mobile terminated calls from the PSTN/CS domain are routed first to the CS domain, or to the IM subsystem. Both options may co-exist within one operator’s network.

The ability to select whether the CS domain or the IMS will provide the services is termed the Service Domain Selection (SDS) (see clause 7.2.2) and whether the CS domain or the IMS/IP‑CAN is used to communicate call termination from the network and the UE is termed access domain selection (ADS) (see clauses 7.2a and 7.2b).

IMS voice calls (with the voice bearer in the PS domain) should not be originated or terminated using a 3GPP RAT where the "IMS voice over PS session supported indication" does not apply or does not indicate support. 
******************* Next change **************************************
7.2b
Access Domain Selection for terminating sessions

Terminating Access Domain Selection (T-ADS) selects CS access and/or one or more PS access network(s) to be used to deliver a terminating session to the UE.

T-ADS is a functionality located in the IMS and, optionally, in the UE.

For session requests and responses with voice media components originated or terminated by IMS Service Centralization and Continuity UEs, T ADS is performed as specified in TS 23.292 [31] and TS 23.237 [32].

For terminating sessions:

-
T-ADS is always performed after the terminating services.

The T-ADS may take following factors (but not limited to) into account for the selection decision:

-
The state of the UE in the circuit switched domain. This state information shall be included: Detached, Attached.

-
The state of the UE in the IMS. The state information shall include: Registered, Unregistered.

-
The UE capabilities.

-
The access network capabilities.

-
The domains / access types used by an existing session.

-
The media components included in the incoming session.

-
User preferences and operator policy.

-
The UE indication of ICS support.

If the T-ADS functionality is located on the UE, the T-ADS may additionally take the following factor (but not limited to) into account for the selection decision:

-
The "IMS voice over PS session supported indication" as defined in TS 23.060 [2] and TS 23.401 [27].
-
HPLMN operator preferences:"CS Voice only", "CS Voice preferred, IMS PS Voice", "IMS PS Voice preferred, CS Voice as secondary" or "IMS PS Voice only".
******************* End of changes ************************************
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