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	In CS domain, transaction identifier (TI) is used for multiple transactions. So, for PS to CS transfer, UE and MSC need synch TI values. Considering PS CONF service transfer to CS, multiple TI values (not only two) are needed.

One way to synch TI is exchanging TIs during session setup, but that will create additional functionality in UE and SCC AS for session setup.

Another way is synch TI for sessions by predefined way, which only change the mid-call functionality in UE/MSC/SCC AS.

We propose to use predefined way for TI sharing.
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**********First Change************
4.3.1.2.2
Access Transfer (PS – CS) concepts

IMS sessions established in CS or PS Access Networks are anchored at the SCC AS. IMS sessions using CS bearer are established at session setup or upon Access Transfer using procedures specified in TS 23.292 [5].

PS-CS Access Transfer shall be provided according to the requirements specified in clause 22.3, Service Continuity, of TS 22.101 [9].

When using a UE that does not have, or that is unable to use, ICS UE capabilities as specified in TS 23.292 [5], Access Transfer of one active bi-directional speech session and zero or one inactive bi-directional speech session shall be provided when transferring voice media flow between CS and PS access. For PS to CS (not CS to PS) access transfer, if the UE has more than one anchored active bi-directional speech session, the session that was most recently made active shall be transferred.

When using a UE that is able to use ICS capabilities as specified in TS 23.292 [5], Access Transfer of one active bi-directional speech session and zero or more inactive bi-directional speech sessions shall be provided using the Gm or the I1 reference point of ICS to transport required information, as specified in TS 23.292 [5], when transferring speech media flow between CS and PS access.

The SCC AS maintains, for all active and inactive sessions, Session State Information as defined in clause 4.3.3.

For PS to CS Access Transfer, if the Access Transfer request has been sent by MSC Server or by the UE through the MSC Server and if the MSC Server has indicated its capability and ICS UE capability cannot be used upon transfer, then the SCC AS shall provide Session State Information to the MSC Server enhanced for ICS or SRVCC as specified in TS 23.292 [5] and TS 23.216 [10], respectively. The SCC AS shall not provide Session State Information if either the UE or operator policy on the SCC AS indicates that network capabilities shall not be used to support mid-call services during Access Transfer. When receiving information about an additional session, the MSC Server enhanced for ICS or SRVCC shall initiate Access Transfer towards the SCC AS for the additional session. When receiving information for a session, the MSC Server shall create a service context for this session using this information and perform service control on behalf of the UE as specified in TS 23.292 [5]. The UE and the MSC Server enhanced for ICS or SRVCC shall use predefined way to generate same transaction identifiers for CC message as described in 3GPP TS 24.008 [24] with the help of the SCC AS.
For CS to PS Access Transfer initiated by a UE not able to use ICS capability, the SCC AS shall provide Session State Information to the UE on the transferring-in leg.
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