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Abstract of the contribution: This contribution proposes to add several key issues in the TR°23.8xy and makes a modification.
1
Discussion

In the TR°23.8xy, some key issues (e.g. LI, QoS ) have been mentioned. However, there are still a lot of other issues need to be considered and discussed. For example, whether the mobility shall be supported, whether the Home (e)NodeB Subsystem provides charging functionality for LIPA_SIPTO, etc. These key issues shall also be listed in the TR°23.8xy for the future consideration and discussion.
2
Proposal

Agree to include the modification for the Key issues in TR°23.8xy as in the text proposal below.
**************************************start of change*********************************

4.2
Key issues

4.2.1
Legal interception

Editor's note: this needs to be checked with SA3.
-
Whether the Home (e)NodeB Subsystem provides Legal Intercept (LI) functionality for Local IP Access to the Home;
-
Location of Legal Intercept (LI) functionality for Local IP Access to the Internet for the Home (e)NodeB Subsystem;

-
Whether the Mobile Operator is in charge of legal interception or whether and how to assist the Backhaul Operator to perform legal intercept (e.g., by making the Mobile Operator's Core Network aware of the IP address assigned to the LIPA PDN connection).
4.2.2
QoS

-
Whether QoS for LIPA traffic is based on static policies (no Gx to Home (e)NodeB).

4.2.3
Single/multiple PDN support

Multiple PDN support is not available in all UEs. The solutions have to consider the following cases:
-
Single PDN support: Only one PDN connection is used;
-
Multiple PDN support: Multiple PDN connections are used simultaneously.
4.2.4
Mobility

-
Mobility between H(e)NodeBs shall be supported for LIPA to residential/corporate local network.

-  Mobility for other scenarios is not needed in this Release.
4.2.5
Charging
-
The volume/time based charging for bulk of the offloaded traffic for SIPTO for both Home (e)NodeB Subsystem and the macro network shall be supported.
4.2.6
LIPA/SIPTO Authorization
-
Whether the LIPA/SIPTO Authorization is needed or not;

-
Entity used for LIPA/SIPTO Authorization ;

-
Which information shall be depended on for access control, e.g. subscription data or capability of network entity.
**************************************end of change*********************************
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