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Abstract of the contribution: This paper proposes the text of the Architectural Requirements and Performance Requirement of SRVCC Enhancement. 
Propose

Propose to add the following text to the Architectural Requirements and Performance Requirement.

The begin of the 1st change
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]
3GPP TR 22.278: "Service requirements for the Evolved Packet System (EPS)".
The begin of the 2nd change
4 Requirements

4.1 Architectural Requirements

Editor’s Note:
This subclause will contain the requirements for the enhanced SRVCC architecture.
· The impact to the existing SRVCC architecture should be minimized.

· The impact to the UE should be minimized.

· The impact to the EPS should be minimized.

· The impact to the existing SRVCC procedure should be minimized.

· The solution shall keep backward compatibility to the UE of previous releases.
4.2 SRVCC Performance Requirements

Editor’s Note:
This subclause will contain the requirements for the enhanced SRVCC handover performance.

· The interruption time of SRVCC is not higher than 300ms as required in 3GPP TS 22.278[x] 
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