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Abstract of the contribution: In order to illustrate consolidated architecture for IMS-capable HNB subsystem with the SIP UA in the HNB GW, this paper provides an information flow for handover of CS UE from IMS HNB to macro.
Proposal
The supporting companies propose the following figure and text for handover procedure of CS UE to the TR 23.832.

Beginning of change

6.x.8
Handover to macro
6.x.6.5
handover to macro

When the UE session is handovered from the HNB to Macro CS converage, service continuity is provided. The MSC Server enhaced for HNB establish the session toward to SCC AS upon receiving a handover request from the HNB.

The MSC Server initiates the Session Transfer by using the STN
.


[image: image3.emf]UE-A 3G HNB GW

MSC Server enhanced 

for HNB/MGW

SCC AS CSCF UE-B Target RNC/BSS

CS bearer

IMS bearer

1. UE reports the Radio Report 

measurements to HNB and HNB decide to   

transfer the session to Macro CS 

2. Relocation Required

 UE A in a active session with UE-B ; sessions anchored in SCC AS as part of session setup

IMS bearer

CS bearer

T arget MSC Server 

3. Prep HO Req

5. Prep HO Req

10. Relocation 

commond

6. Establish circuit

7. Initiation of Session Transfer(STN)

8.Session transfer and 

Update Remote end

9.Release fo IMS access 

leg

Completion of handover procedure as in 23.009

CS bearer

4. HO Request/Ack


1.  There’s one active session between the UE A within the HNB coverage and UE-B, which is anchored in the SCC AS as part of session set up. After the measurement report from UE, the HNB decides to transfer the session to macro CS.

2.  HNB GW sends a handover request to the MSC server enhanced for HNB. 
Note: Iu-cs has to be enhanced to trigger the specific handover procedures from HNB to macro cell. The details are FFS.  
3~6. The call flow is similar with the SRVCC as TS23.216 [x].
7.  The MSC Server enhanced for HNB sends a transfer request to SCC AS to initiate a session transfer with the STN.
Note: The STN would be downloaded to Enhanced MSC Server from HSS during E-UTRAN attach procedure or from HNB, but not from the UE as procedures specified in TS 23.237[xx].

8.
During the execution of the Session Transfer procedure the remote end is updated with the SDP of the CS access leg according to TS 23.237 [xx]. 

9.
The source IMS access leg is released according to TS 23.237 [xx].

10.  MSC Server enhanced for HNB completes the relocation procedure using the 3GPP TS 23.009 procedures.

End of change
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