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31 August - 04 September, Kyoto, Japan
Parallel Drafting Session Report

General clean-up of 23.401 (6.3)
Session Chair: Erik Guttman, Samsung

· APN Restriction

APN Restriction signaling between CN Nodes 
We received an LS indicating that stage 2 specifications lacked sufficient signaling to forward APN restrictions during CN relocation. This was resolved in LS Out (5851), changes in 23.401 (5852, 5853) and 23.060 (5824, 5825). We strove for the same style in 23.060 and 23.401 contributions.

APN Restriction updates during the life of the PDN connection
S2-095806 and S2-095807 provide a way to support the modification of APN restriction for existing PDN connections for 23.401. These would align 23.401 with 23.060. Several delegates indicated that we should consider removing this support from both 23.060 and 23.401 from release 8 onwards rather than accepting the proposed alignment between the specifications. We expect contributions on this topic in the next meeting.  
Agreed

	S2-095851

	S2-095097

	S2-095098

	S2-095918

	S2-095917

	S2-095854

	S2-095855

	S2-095809

	S2-095810

	S2-095352

	S2-095921

	S2-095816

	S2-095817

	S2-095559

	S2-095560


Open

	S2-095852

	S2-095853

	S2-095820

	S2-095821

	S2-095814

	S2-095815

	S2-095811

	S2-095919

	S2-095920

	S2-095818

	S2-095819


General clean up of 23.060 (6.4)
Session Chair: Erik Guttman (Samsung)
Agreed

	S2-095822

	S2-095823

	S2-095827

	S2-095826

	S2-095237

	S2-095238

	S2-095830

	S2-095831


Open

	S2-095829

	S2-095824

	S2-095825

	S2-095828


SMS over SGs (6.6)
Session Chair: Erik Guttman (Samsung)
· Complicating discussion of this topic is the apparent decision by CT plenary to require backward intrarelease compatibility. These concerns arose in discussion when we considered incoming LS from CT1 on SMS support over SGs (S2-095726): “Shall the MMEs supporting CSFB procedures before the introduction of the "SMS support over SGs" feature as defined in the LS in C1-093205/S2-094953, always understand the "SMS-only" request sent from the UE?”

It would be very useful to get clear instructions from CT or SA plenary on constraints on further work in SA2 on release 8.


· Summary of discussion: 

After extensive discussion, it became clear that there were different operator scenarios to support. Using the existing mechanisms (sending the “SMS-only” indicator, rejecting combined attach, etc.) it was not possible to satisfy all intentions. Three proposals were made to address the resulting requirements arising from the combination of scenarios. RIM proposed sending an additional identifier to the UE from the MME to indicate “CSFB supported but not preferred.” NSN proposed a mechanism whereby the UE would send its voice mode selection preference to the MME. Qualcomm and Samsung proposed a mechanism separating SMS mode selection from Voice mode selection, and employing an indication similar to RIM’s approach to encourage UEs to move to 2G/3G coverage in certain circumstances. RIM’s approach was favored as the solution with the most support (23.272 and 23.221 CRs remain open in S2-095925 and S2-095923). An outgoing LS responds to CT1’s questions (S2-095924)

Agreed

	S2-095833

	S2-095836


Open

	S2-095834

	S2-095835

	S2-095924

	S2-095925

	S2-095847

	S2-095923

	S2-095849


Other Topics (6.6)
Session Chair: Erik Guttman (Samsung)

· Measurment information for efficient optimized handover will be signalled as requested by 3GPP2. An LS will be sent from SA2 to RAN3, CT4 and 3GPP2.
Agreed

	S2-095830

	S2-095840

	S2-095033

	S2-095239

	S2-095927

	S2-095123

	S2-095124

	S2-095266

	S2-095839

	S2-095268

	S2-095269

	S2-095844


Open

	S2-095837

	S2-095838

	S2-095845

	S2-095843


IMS Emergency over GPRS and EPS (7.1.1)
Session Chair: Lan Liu (Huawei)

· It is discussed whether UE in Emergency Call shall be required to not perform cell re-selection to a GERAN cell, or, whether the RAN should prevent the UE entering a state where it can perform cell reselection. It is also needed to ask RAN whether the UE behaviour or Network behaviour should adopt this principle. The LS to RAN2 and RAN3 in S2-095757 is still open.
AGREED DOCUMENTS TO BE APPROVED:

	S2-095971

	S2-095743

	S2-095972

	S2-095745

	S2-095746

	S2-095973

	S2-095974

	S2-095752

	S2-095753

	S2-095756


Revised documents to be reviewed

	S2-095748

	S2-095749

	S2-095975

	S2-095755

	S2-095757

	S2-095758

	S2-095759

	S2-095760

	S2-095718


Other Rel-8 Cleanup – Voice Domain Selection (6.6)

Session Chair: Lan Liu (Huawei)
· Basically, two main issues were discussed during the drafting session:

1. Do we support Network Based solution?

The conclusion in the drafting session: we should specify both the network based solution and the UE based solution in Rel-9, and the later one has already been standardized in Stage 2.

2. Which network based solution will be selected, PCC based solution or HSS based solution?

It is agreed in the drafting session that the further evaluation between Ericsson’s solution (HSS based) and NSN’s solution (PCC based) is needed. The comparison will be done offline after Kyoto meeting and we will come back in November to make the final decision.

It is proposed to note these two conclusions into SA2 meeting report.

· In the evening drafting session, Curt/NSN helped to progress the actual setting definition for Iu mode. The revised CR in S2-095976 is trying to capture the agreed part. Also, it is proposed to generate a LS reply (S2-095959) to CT1 based on the progress of this CR.
· Also, several CRs to refine UE based solution were also handled.

Revised documents to be reviewed

	S2-095760

	S2-095761

	S2-095395

	S2-095396

	S2-095967

	S2-095968

	S2-095976

	S2-095959


LCS (7.2)
Session Chair: Lan Liu (Huawei)
· The proposed reply LS to RAN2 on Architecture and work split for positioning in LTE was discussed; there is some concern on the answer to Q1 and Q2, and the reply LS is revised to S2-095765, which is still open.
AGREED DOCUMENTS TO BE APPROVED:

	S2-095764

	S2-095766

	S2-095203

	S2-095768

	S2-095769

	S2-095770


Revised documents to be reviewed

	S2-095765

	S2-095767

	S2-095771


	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	6.3
	-
	------
	General clean-up of 23.401
	------
	-
	-
	-
	-

	6.3
	S2-095713 
	LS In
	LS on APN Restriction Handling
	CT4
	-
	-
	-
	noted

	6.3
	S2-095016
	CR
	23.401 CR1196: Function Correction of APN Restriction
	CATT
	23.401
	1196
	Rel-8
	Revised to S2-095806

	6.3
	S2-095806
	
	Revision of S2-095016
	
	
	
	
	Noted – this discussion should be taken in the next plenary cycle. Do we remove, align, etc with 23.060…

	6.3
	S2-095017
	CR
	23.401 CR1197: Function Correction of APN Restriction
	CATT
	23.401
	1197
	Rel-9
	Revised to S2-095807

	6.3
	S2-095807
	
	Revision of S2-095017
	
	
	
	
	noted

	6.3
	S2-095093
	DISCUSSION
	APN Restriction
	Huawei
	-
	-
	Rel-8
	 

	6.3
	S2-095094
	LS OUT
	[DRAFT] Reply LS on APN Restriction
	Huawei
	-
	-
	Rel-8
	Revised to S2-095808

	6.3
	S2-095808
	
	Revision of S2-095094
	
	
	
	
	Revised to S2-095851

	6.3
	S2-095851
	
	Revision of S2-095808
	
	
	
	
	agreed

	6.3
	S2-095276
	CR
	23.401 CR1167R2: APN restriction
	Ericsson, ST-Ericsson
	23.401
	1167
	Rel-8
	e-mail failure: NOT LATE: 

	6.3
	S2-095277
	CR
	23.401 CR1168R2: APN restriction
	Ericsson, ST-Ericsson
	23.401
	1168
	Rel-9
	e-mail failure: NOT LATE: 

	6.3
	S2-095386
	CR
	23.401 CR1261: APN Restriction Transfer
	Starent, Alcatel-Lucent, Camiant, Nokia Siemens Networks, Verizon Wireless
	23.401
	1261
	Rel-8
	Revised to S2-095804

	6.3
	S2-095804
	
	Revision of S2-095386
	
	
	
	
	Revised to S2-095852

	6.3
	S2-095852
	
	Revision of S2-095804
	
	
	
	
	Open

	6.3
	S2-095387
	CR
	23.401 CR1262: APN Restriction Transfer
	Starent, Alcatel-Lucent, Camiant, Nokia Siemens Networks, Verizon Wireless
	23.401
	1262
	Rel-9
	Revised to S2-095805

	6.3
	S2-095805
	
	Revision of S2-095387
	
	
	
	
	Revised to S2-095853

	6.3
	S2-095853
	
	Revision of S2-095805
	
	
	
	
	open

	6.3
	S2-095594
	DISCUSSION
	APN Restriction Transfer
	ZTE
	-
	-
	-
	E-MAIL DELAYED: Rx 25/08, 16:25

	6.3
	S2-095121
	[CR]
	23.402 CR0803: APN Restriction for non-3GPP
	Huawei
	23.402
	0803
	Rel-8
	Revised in S2-095603

	6.3
	S2-095122
	[CR]
	23.402 CR0804: APN Restriction for non-3GPP
	Huawei
	23.402
	0804
	Rel-9
	Revised in S2-095604

	6.3
	S2-095603
	CR
	23.402 CR0803R1: APN Restriction for non-3GPP
	Huawei, China Mobile
	23.402
	0803
	Rel-8
	Revision of S2-095121. LATE DOC: Rx 26/08, 14:00

	6.3
	S2-095604
	CR
	23.402 CR0804R1: APN Restriction for non-3GPP
	Huawei, China Mobile
	23.402
	0804
	Rel-9
	Revision of S2-095122. LATE DOC: Rx 26/08, 14:00

	6.3
	S2-095018
	CR
	23.401 CR1198: MM context after TAU Reject
	CATT
	23.401
	1198
	Rel-8
	 

	6.3
	S2-095019
	CR
	23.401 CR1199: MM context after TAU Reject
	CATT
	23.401
	1199
	Rel-9
	 

	6.3
	S2-095020
	CR
	23.401 CR1200: Clarification on DRX parameter handling
	CATT
	23.401
	1200
	Rel-8
	 

	6.3
	S2-095021
	CR
	23.401 CR1201: Clarification on DRX parameter handling
	CATT
	23.401
	1201
	Rel-9
	 

	6.3
	S2-095022
	CR
	23.401 CR1202: Clarification on the condition for resource release of other CN node during handover procedure
	CATT
	23.401
	1202
	Rel-8
	Revised to S2-095820

	6.3
	S2-095820
	
	Revision of S2-095022
	
	
	
	
	open

	6.3
	S2-095023
	CR
	23.401 CR1203: Clarification on the condition for resource release of other CN node during handover procedure
	CATT
	23.401
	1203
	Rel-9
	Revised to S2-095821

	6.3
	S2-095821
	
	Revision of S2-095023
	
	
	
	
	open

	6.3
	S2-095076
	DISCUSSION
	S-GW selection after an S1 based Handover
	NTT DOCOMO, KDDI, NEC, Motorola, Alcatel-Lucent
	-
	-
	-
	Revised in S2-095602

	6.3
	S2-095602
	
	Revision of S2-095076
	
	
	
	
	noted

	6.3
	S2-095077
	CR
	23.401 CR1162R1: 23.401 CR1162: TAI to be conveyed between MMEs in handover
	NEC
	23.401
	1162
	Rel-8
	Revised to S2-095814

	6.3
	S2-095814
	
	Revision of S2-095077
	
	
	
	
	open

	6.3
	S2-095078
	CR
	23.401 CR1163R1: 23.401 CR1163: TAI to be conveyed between MMEs in handover
	NEC
	23.401
	1163
	Rel-9
	Revised to S2-095815

	6.3
	S2-095815
	
	Revision of S2-095078
	
	
	
	
	open

	6.3
	S2-095095
	CR
	23.401 CR1208: Clarify the transfer of APN restriction between MME/SGSNs
	Huawei
	23.401
	1208
	Rel-8
	 

	6.3
	S2-095096
	CR
	23.401 CR1209: Clarify the transfer of APN restriction between MME/SGSNs.
	Huawei
	23.401
	1209
	Rel-9
	 

	6.3
	S2-095097
	CR
	23.401 CR1210: ISR not locally deactivated during bearer establishment and modification
	Huawei
	23.401
	1210
	Rel-8
	 Agreed

	6.3
	S2-095098
	CR
	23.401 CR1211: ISR not locally deactivated during bearer establishment and modification
	Huawei
	23.401
	1211
	Rel-9
	 Agreed

	6.3
	S2-095099
	CR
	23.401 CR1212: Attach type correction
	Huawei
	23.401
	1212
	Rel-8
	 

	6.3
	S2-095100
	CR
	23.401 CR1213: Attach type correction
	Huawei
	23.401
	1213
	Rel-9
	Should this be CAT 'A' ? 

	6.3
	S2-095101
	CR
	23.401 CR1214: Send Serving Network IE over S4/S11 and S5/S8 interfaces.
	Huawei
	23.401
	1214
	Rel-8
	 

	6.3
	S2-095102
	CR
	23.401 CR1215: Send Serving Network IE over S4/S11 and S5/S8 interfaces.
	Huawei
	23.401
	1215
	Rel-9
	 

	6.3
	S2-095103
	CR
	23.401 CR1216: corrections about iRAT handover procedures
	Huawei
	23.401
	1216
	Rel-8
	Revised to S2-095822

	6.3
	S2-095916
	
	Revision of S2-095103
	
	
	
	
	Revised to S2-095918

	6.3
	S2-095918
	
	Revision of S2-095916
	
	
	
	
	agreed

	6.3
	S2-095104
	CR
	23.401 CR1217: corrections about iRAT handover procedures
	Huawei
	23.401
	1217
	Rel-9
	Revised to S2-095823

	6.3
	S2-095917
	
	Revision of S2-095104
	
	
	
	
	agreed

	6.3
	S2-095105
	CR
	23.401 CR1218: Clarification for X2-based handover
	Huawei
	23.401
	1218
	Rel-8
	 

	6.3
	S2-095106
	CR
	23.401 CR1219: Clarification for X2-based handover
	Huawei
	23.401
	1219
	Rel-9
	 

	6.3
	S2-095107
	CR
	23.401 CR1220: correction about Annex D.3.8 GERAN A/Gb mode to E-UTRAN Inter RAT handover(R8)
	Huawei
	23.401
	1220
	Rel-8
	 

	6.3
	S2-095108
	CR
	23.401 CR1221: correction about Annex D.3.8 GERAN A/Gb mode to E-UTRAN Inter RAT handover(R9)
	Huawei
	23.401
	1221
	Rel-9
	 

	6.3
	S2-095109
	CR
	23.401 CR1222: Remove Serving GW address and TEID in S5/S8 interface
	Huawei
	23.401
	1222
	Rel-8
	 

	6.3
	S2-095110
	CR
	23.401 CR1223: Remove Serving GW address and TEID in S5/S8 interface
	Huawei
	23.401
	1223
	Rel-9
	 

	6.3
	S2-095111
	CR
	23.401 CR1224: Correction of figure descriptions about User Plane and Procedures
	Huawei
	23.401
	1224
	Rel-8
	 

	6.3
	S2-095112
	CR
	23.401 CR1225: Correction of figure descriptions about User Plane and Procedures
	Huawei
	23.401
	1225
	Rel-9
	 

	6.3
	S2-095113
	CR
	23.401 CR1226: clarification about the update of the UE AMBR for bearer modification
	Huawei
	23.401
	1226
	Rel-8
	 

	6.3
	S2-095114
	CR
	23.401 CR1227: clarification about the update of the UE AMBR for bearer modification
	Huawei
	23.401
	1227
	Rel-9
	 

	6.3
	S2-095234
	CR
	23.401 CR1234: Correct Information Storage for MME
	China Mobile, ZTE
	23.401
	1234
	Rel-8
	Revised to S2-095854

	6.3
	S2-095854
	
	Revision of S2-095234
	
	
	
	
	agreed

	6.3
	S2-095235
	CR
	23.401 CR1235: Correct Information Storage for MME
	China Mobile, ZTE
	23.401
	1235
	Rel-9
	Revised to S2-095855

	6.3
	S2-095855
	
	Revision of S2-095235
	
	
	
	
	agreed

	6.3
	S2-095321
	CR
	23.401 CR1247: EPS bearer preservation at S1 Release
	Alcatel-Lucent
	23.401
	1247
	Rel-8
	Revised to S2-095809

	6.3
	S2-095809
	
	Revision of S2-095321
	
	
	
	
	agreed

	6.3
	S2-095322
	CR
	23.401 CR1248: EPS bearer preservation at S1 Release
	Alcatel-Lucent
	23.401
	1248
	Rel-9
	Revised to S2-095810

	6.3
	S2-095810
	
	Revision of S2-095322
	
	
	
	
	agreed

	6.3
	S2-095323
	LS OUT
	[DRAFT] Reply LS on EPS bearer deactivation
	Alcatel-Lucent
	-
	-
	-
	Revised to S2-095811

	6.3
	S2-095811
	
	Revision of S2-095323
	
	
	
	
	open

	6.3
	S2-095335
	DISCUSSION
	The problem in X2 HO with SGW relocation procedure
	Samsung
	-
	-
	Rel-8
	 

	6.3
	S2-095336
	CR
	23.401 CR1249: Bearer release for X2 handover
	Samsung
	23.401
	1249
	Rel-8
	 

	6.3
	S2-095337
	CR
	23.401 CR1250: Bearer release for X2 handover
	Samsung
	23.401
	1250
	Rel-9
	 

	6.3
	S2-095351
	DISCUSSION
	UE Resource Release upon CN Relocation Failure
	Samsung, Qualcomm
	-
	-
	Rel-8
	 noted

	6.3
	S2-095352
	CR
	23.401 CR1252: UE Resource Release upon CN Relocation Failure
	Samsung
	23.401
	1252
	Rel-8
	 agreed

	6.3
	S2-095353
	CR
	23.401 CR1253: UE Resource Release upon CN Relocation Failure
	Samsung
	23.401
	1253
	Rel-9
	WRONG CR NUMBER ON COVER PAGE !

Revised to S2-095921

	6.3
	S2-095921
	
	Revision of S2-095353
	
	
	
	
	agreed

	6.3
	S2-095354
	CR
	23.401 CR1254: Refactoring Security Parameters for Maintainability
	Samsung, Qualcomm Europe
	23.401
	1254
	Rel-8
	 

	6.3
	S2-095355
	CR
	23.401 CR1255: Refactoring Security Parameters for Maintainability
	Samsung, Qualcomm Europe
	23.401
	1255
	Rel-9
	 

	6.3
	S2-095378
	CR
	23.401 CR1258: Missing requirements for Change Reporting
	Ericsson, ST-Ericsson
	23.401
	1258
	Rel-8
	Revised to S2-095812

	6.3
	S2-095812
	
	Revision of S2-095378
	
	
	
	
	Revised to S2-095919

	6.3
	S2-095919
	
	Revision of S2-095812
	
	
	
	
	open

	6.3
	S2-095379
	CR
	23.401 CR1259: Missing requirements for Change Reporting
	Ericsson, ST-Ericsson
	23.401
	1259
	Rel-9
	Revised to S2-095813

	6.3
	S2-095813
	
	Revision of S2-095379
	
	
	
	
	Revised to S2-095920

	6.3
	S2-095920
	
	Revision of S2-095813
	
	
	
	
	Open

	6.3
	S2-095429
	CR
	23.401 CR1264: Clarification of TEIDs for data forwarding
	ZTE
	23.401
	1264
	Rel-8
	Revised to S2-095816

	6.3
	S2-095816
	
	Revision of S2-095429
	
	
	
	
	agreed

	6.3
	S2-095430
	CR
	23.401 CR1265: Clarification of TEIDs for data forwarding
	ZTE
	23.401
	1265
	Rel-9
	 Revised to S2-095817

	6.3
	S2-095817
	
	Revision of S2-095430
	
	
	
	
	agreed

	6.3
	S2-095431
	CR
	23.401 CR1266: Add missing parameters in some procedures
	ZTE
	23.401
	1266
	Rel-8
	 

	6.3
	S2-095432
	CR
	23.401 CR1267: Add missing parameters in some procedures
	ZTE
	23.401
	1267
	Rel-9
	 

	6.3
	S2-095433
	CR
	23.401 CR1268: Add context identifier in EPS
	ZTE
	23.401
	1268
	Rel-8
	 

	6.3
	S2-095434
	CR
	23.401 CR1269: Add context identifier in EP
	ZTE
	23.401
	1269
	Rel-9
	 

	6.3
	S2-095435
	CR
	23.401 CR1270: Alignment in Detach procedure
	ZTE
	23.401
	1270
	Rel-8
	 

	6.3
	S2-095436
	CR
	23.401 CR1271: Alignment in Detach procedure
	ZTE
	23.401
	1271
	Rel-9
	 

	6.3
	S2-095439
	CR
	23.401 CR1272: Correction on the UE requested PDN connectivity procdure
	ZTE
	23.401
	1272
	Rel-8
	 

	6.3
	S2-095440
	CR
	23.401 CR1273: Correction on the UE requested PDN connectivity procdure
	ZTE
	23.401
	1273
	Rel-9
	 

	6.3
	S2-095460
	CR
	23.401 CR1275: Provide an 'IMS voice over PS supported' indication to IMS
	Motorola
	23.401
	1275
	Rel-8
	 Moved to voice domain selection (6.6)

	6.3
	S2-095461
	CR
	23.401 CR1276: Provide an 'IMS voice over PS supported' indication to IMS
	Motorola
	23.401
	1276
	Rel-9
	 Moved to voice domain selection (6.6)

	6.3
	S2-095486
	CR
	23.401 CR1278: Corrections to the IMS voice over PS Session Supported Indication
	CATT
	23.401
	1278
	Rel-8
	 

	6.3
	S2-095487
	CR
	23.401 CR1279: Corrections to the IMS voice over PS Session Supported Indication
	CATT
	23.401
	1279
	Rel-9
	 

	6.3
	S2-095488
	CR
	23.401 CR1280: Bearer status sychronization in service request procedure
	CATT
	23.401
	1280
	Rel-8
	 

	6.3
	S2-095489
	CR
	23.401 CR1281: Bearer status sychronization in service request procedure
	CATT
	23.401
	1281
	Rel-9
	 

	6.3
	S2-095490
	CR
	23.401 CR1282: Clean up some obsoleted GTPv2 IEs
	CATT
	23.401
	1282
	Rel-8
	 

	6.3
	S2-095491
	CR
	23.401 CR1283: Clean up some obsoleted GTPv2 IEs
	CATT
	23.401
	1283
	Rel-9
	 

	6.3
	S2-095492
	CR
	23.401 CR1284: Clarification on Indirect Forwarding via different S-GW in S1 procedure
	CATT
	23.401
	1284
	Rel-8
	 

	6.3
	S2-095493
	CR
	23.401 CR1285: Clarification on Indirect Forwarding via different S-GW in S1 procedure
	CATT
	23.401
	1285
	Rel-9
	 

	6.3
	S2-095557
	CR
	23.401 CR1177R2: Mapping of APN-AMBR to MBR by UE
	Nokia Siemens Networks, Nokia, Deutsche Telekom
	23.401
	1177
	Rel-8
	 

	6.3
	S2-095558
	CR
	23.401 CR1178R2: Mapping of APN-AMBR to MBR by UE
	Nokia Siemens Networks, Nokia, Deutsche Telekom
	23.401
	1178
	Rel-9
	 

	6.3
	S2-095559
	CR
	23.401 CR1290: Missing PGW actions during UE requested bearer resource modification procedure
	Nokia Siemens Networks
	23.401
	1290
	Rel-8
	agreed

	6.3
	S2-095560
	CR
	23.401 CR1291: Missing PGW actions during UE requested bearer resource modification procedure
	Nokia Siemens Networks
	23.401
	1291
	Rel-9
	agreed

	6.3
	S2-095565
	CR
	23.401 CR1171R4: Remove Un-necessary LAU from ISR
	Qualcomm Europe, ZTE
	23.401
	1171
	Rel-8
	 Revised to S2-095818

	6.3
	S2-095818
	
	Revision of S2-095565
	
	
	
	
	open

	6.3
	S2-095566
	CR
	23.401 CR1172R3: Remove Un-necessary LAU from ISR
	Qualcomm Europe, ZTE
	23.401
	1172
	Rel-9
	WRONG CAT ON CR COVER !

Revised to S2-095819

	6.3
	S2-095819
	
	Revision of S2-095566
	
	
	
	
	open

	
	
	
	
	
	
	
	
	

	6.4
	-
	------
	Updates to 23.060
	------
	-
	-
	-
	-

	6.4
	S2-095714
	LS IN
	LS on Change Reporting IE Corrections
	CT4
	
	
	
	noted

	6.4
	S2-095829
	LS Out
	Reply to CT4 LS on Change Reporting IE Corrections
	Tamura-san
	
	
	
	open

	6.4
	S2-095718
	LS IN
	
	
	
	
	
	Moved to Emergency Report (7.1.1), to be handled in the main session on Friday

	6.4
	S2-095725
	LS IN
	
	
	
	
	
	For 6.6 voice mode selection

	6.4
	S2-095014
	CR
	23.060 CR0919: Delete APN Restriction in Secondary PDP Context Activation
	CATT
	23.060
	0919
	Rel-8
	Revised to S2-095822

	6.4
	S2-095822
	
	Revision of S2-095014
	
	
	
	
	agreed

	6.4
	S2-095015
	CR
	23.060 CR0920: Delete APN Restriction in Secondary PDP Context Activation
	CATT
	23.060
	0920
	Rel-9
	Revised to S2-095823

	6.4
	S2-095823
	
	Revision of S2-095015
	
	
	
	
	agreed

	6.4
	S2-095071
	CR
	23.060 CR0926: Correction for the handling of dual addressing PDP contexts
	Research In Motion
	23.060
	0926
	Rel-8
	Noted

	6.4
	S2-095072
	CR
	23.060 CR0927: Correction for the handling of dual addressing PDP contexts
	Research In Motion
	23.060
	0927
	Rel-9
	 

	6.4
	S2-095115
	CR
	23.060 CR0928: Clarify the transfer of APN restriction between SGSNs
	Huawei
	23.060
	0928
	Rel-8
	Revised to S2-095824

	6.4
	S2-095824
	
	Revision of S2-095115
	
	
	
	
	open

	6.4
	S2-095116
	CR
	23. 060 CR0001: Clarify the transfer of APN restriction between SGSNs
	Huawei
	23.060
	0967
	Rel-9
	Revised to S2-095825

	6.4
	S2-095825
	
	Revision of S2-095116
	
	
	
	
	open

	6.4
	S2-095117
	CR
	23.060 CR0929: ISR Corrections during PDP context activation and modification
	Huawei
	23.060
	0929
	Rel-8
	 

	6.4
	S2-095118
	CR
	23.060 CR0930: ISR Corrections during PDP context activation and modification
	Huawei
	23.060
	0930
	Rel-9
	 

	6.4
	S2-095119
	CR
	23.060 CR0931: Remove unnecessary SGW/ PGW address and TEID
	Huawei
	23.060
	0931
	Rel-8
	 

	6.4
	S2-095120
	CR
	23.060 CR0932: Remove unnecessary SGW/ PGW address and TEID
	Huawei
	23.060
	0932
	Rel-9
	 

	6.4
	S2-095164
	P-CR
	PDP address for IPv6 discussion
	Orange
	23.060
	-
	Rel-9
	noted

	6.4
	S2-095165
	CR
	23.060 CR0935: PDP address for IPv6 clarification
	Orange
	23.060
	0935
	Rel-9
	SHOULD BE CAT 'A' CR !

Revised to S2-095827

	6.4
	S2-095827
	
	Revision of S2-095165
	
	
	
	
	agreed

	6.4
	S2-095166
	CR
	23.060 CR0936: PDP address for IPv6 clarification
	Orange
	23.060
	0936
	Rel-8
	Revised to S2-095826

	6.4
	S2-095826
	
	Revision of S2-095166
	
	
	
	
	Agreed

	6.4
	S2-095237
	CR
	23.060 CR0938: Adding RFSP Index description
	NTT DOCOMO, Telecom Italia
	23.060
	0938
	Rel-8
	Agreed

	6.4
	S2-095238
	CR
	23.060 CR0939: Adding RFSP Index description
	NTT DOCOMO, Telecom Italia
	23.060
	0939
	Rel-9
	Agreed

	6.4
	S2-095324
	CR
	23.060 CR0947: Alignment of UE reachability for SMS over IMS with EPS
	Alcatel-Lucent
	23.060
	0947
	Rel-8
	Noted

	6.4
	S2-095325
	CR
	23.060 CR0948: Alignment of UE reachability for SMS over IMS with EPS
	Alcatel-Lucent
	23.060
	0948
	Rel-9
	Revised to S2-095828

	6.4
	S2-095828
	
	Revision of S2-095325
	
	
	
	
	open

	6.4
	S2-095326
	LS OUT
	[DRAFT] LS on UE reachability
	Alcatel-Lucent
	-
	-
	-
	 

	6.4
	S2-095376
	CR
	23.060 CR0879R2: No charging information from an S4-SGSN
	Ericsson, ST-Ericsson
	23.060
	0879
	Rel-8
	Revised to S2-095830

	6.4
	S2-095830
	
	Revision of S2-095376
	
	
	
	
	agreed

	6.4
	S2-095377
	CR
	23.060 CR0880R2: No charging information from an S4-SGSN
	Ericsson, ST-Ericsson
	23.060
	0880
	Rel-9
	Revised to S2-095831

	6.4
	S2-095831
	
	Revision of S2-095377
	
	
	
	
	agreed

	6.4
	S2-095388
	CR
	23.060 CR0952: Clarifying the Restriction on Transfer of Context Information Between S4 SGSNs
	Starent, Alcatel-Lucent, Camiant
	23.060
	0952
	Rel-8
	 Merged into S2‑095824

	6.4
	S2-095389
	CR
	23.060 CR0953: Clarifying the Restriction on Transfer of Context Information Between S4 SGSNs
	Starent, Alcatel-Lucent, Camiant
	23.060
	0953
	Rel-9
	 Merged into S2‑095825

	6.4
	S2-095437
	CR
	23.060 CR0955: Correct the SGSN behaviour in the RAB or Iu release procedure
	ZTE
	23.060
	0955
	Rel-8
	 

	6.4
	S2-095438
	CR
	23.060 CR0956: Correct the SGSN behaviour in the RAB or Iu release procedure
	ZTE
	23.060
	0956
	Rel-9
	 

	6.4
	S2-095514
	DISCUSSION
	Allocate different IPv6 prefix length
	China Mobile
	-
	-
	-
	 

	6.4
	S2-095515
	[CR]
	 
	China Mobile
	23.060
	0959
	Rel-8
	LATE DOC: WITHDRAWN

	6.4
	S2-095516
	[CR]
	 
	China Mobile
	23.060
	0960
	Rel-9
	LATE DOC: WITHDRAWN

	6.4
	S2-095540
	CR
	23.060 CR0961: Aligning the parameters in Create Bearer Request and Update Bearer Request messages for S4 SGSN with 3GPP TS 23.401
	Starent Networks
	23.060
	0961
	Rel-8
	 this discussion should be taken in the next plenary cycle. Do we remove, align, etc with 23.060…

	6.4
	S2-095541
	CR
	23.060 CR0962: Aligning the parameters in Create Bearer Request and Update Bearer Request messages for S4 SGSN with 3GPP TS 23.401
	Starent Networks
	23.060
	0962
	Rel-9
	 

	6.4
	S2-095542
	CR
	23.060 CR0963: PDP address for IPv6 discussion
	Orange
	23.060
	0963
	Rel-4
	 

	6.4
	S2-095543
	CR
	23.060 CR0964: PDP address for IPv6 clarification
	Orange
	23.060
	0964
	Rel-5
	SHOULD BE CAT 'A' CR !

	6.4
	S2-095544
	CR
	23.060 CR0965: PDP address for IPv6 clarification
	Orange
	23.060
	0965
	Rel-6
	SHOULD BE CAT 'A' CR !

	6.4
	S2-095545
	CR
	23.060 CR0966: PDP address for IPv6 clarification
	Orange
	23.060
	0966
	Rel-7
	SHOULD BE CAT 'A' CR !

	6.4
	S2-095561
	CR
	23.060 CR0968: QCI change during an MS-Initiated EPS Bearer Modification Procedure
	Nokia Siemens Networks
	23.060
	0968
	Rel-8
	 

	6.4
	S2-095562
	CR
	23.060 CR0969: QCI change during an MS-Initiated EPS Bearer Modification Procedure
	Nokia Siemens Networks
	23.060
	0969
	Rel-9
	 

	6.4
	S2-095563
	CR
	23.060 CR0970: Missing PGW actions during Secondary PDP context activation procedure
	Nokia Siemens Networks
	23.060
	0970
	Rel-8
	 

	6.4
	S2-095564
	CR
	23.060 CR0971: Missing PGW actions during Secondary PDP context activation procedure
	Nokia Siemens Networks
	23.060
	0971
	Rel-9
	 

	6.4
	S2-095592
	CR
	23.060 CR0974: Additional combined RAU/LAU trigger
	ZTE
	23.060
	0974
	Rel-8
	E-MAIL DELAYED: Rx 25/08, 16:25

	6.4
	S2-095593
	CR
	23.060 CR0975: Additional combined RAU/LAU trigger
	ZTE
	23.060
	0975
	Rel-9
	E-MAIL DELAYED: Rx 25/08, 16:25

	6.5
	-
	------
	General clean-up of 23.402 
	------
	-
	-
	-
	

	6.6
	-
	------
	Other Rel-8 clean-up (SR-VCC, CSFB, WLAN mob, etc…)
	------
	-
	-
	-
	-

	
	
	
	---- MISC ----
	
	
	
	
	

	6.6
	S2-095380
	CR
	23.060 CR0950: Removing support for GTPv0
	Nokia Siemens Networks, Alcatel-Lucent, Ericsson
	23.060
	0950
	Rel-8
	e-mail failure: NOT LATE: 

agreed

	6.6
	S2-095381
	CR
	23.060 CR0951: Removing support for GTPv0
	Nokia Siemens Networks, Alcatel-Lucent, Ericsson
	23.060
	0951
	Rel-9
	e-mail failure: NOT LATE: 

Revised to S2-095840

	6.6
	S2-095840
	
	Revision of S2-095381
	
	
	
	
	agreed

	
	
	
	---- I-WLAN ----
	
	
	
	
	

	6.6
	S2-095033
	CR
	23.327 CR0015R1: Reference correction for dual-stack MIPv6 in 23.327
	Qualcomm Europe
	23.327
	0015
	Rel-8
	 agreed

	6.6
	S2-095081
	DISCUSSION
	On the scope of the term WLAN in TS 23.234
	Research In Motion
	-
	-
	-
	 noted

	6.6
	S2-095082
	LS OUT
	[DRAFT] LS on the scope of the term WLAN in TS 23.234
	Research In Motion
	-
	-
	-
	 Revised to S2-095842

	6.6
	S2-095842
	
	Revision of S2-095082
	
	
	
	
	Open

	
	
	
	---- Voice domain selection ----


	
	
	
	
	

	1. Network Based Solution VS Terminal Based Solution? 

Conclusion: it is agreed that both network based and terminal based solutions are specified in Rel-9;

2. PCC based solution or HSS based solution?

Further evaluation between Ericsson’s and NSN’s solutions is needed to make the decision.



	6.6
	S2-095725
	LS In
	On the applicability of UE voice settings in UTRAN
	CT1 WG
	
	
	
	

	6.6
	S2-095423
	DISCUSSION
	Information in the SCC AS for T-ADS
	Ericsson, ST-Ericsson
	-
	-
	Rel-9
	 Noted.

	6.6
	S2-095222
	DISCUSSION
	Voice Domain Selection for Iu mode
	Nokia Siemens Networks, Qualcomm Europe
	-
	-
	-
	 Noted.

	6.6
	S2-095531
	DISCUSSION
	RAT type with IMS PS voice support
	Nokia Siemens Networks, Nokia
	-
	-
	Rel-8
	 Noted.

	6.6
	S2-095218
	DISCUSSION
	RAT Type for Access Domain Selection of IMS MT services
	NTT DOCOMO
	-
	-
	-
	 Noted

	6.6
	S2-095252
	DISCUSSION
	Optimization of voice domain selection for 'voice centric' UE
	ZTE
	-
	-
	Rel-8
	e-mail failure: NOT LATE: 

Noted

	6.6
	S2-095052
	DISCUSSION
	Applicability of UE voice setting to UTRAN in Release 8 and Release 9
	Research In Motion
	-
	-
	-
	 

	6.6
	S2-095053
	CR
	23.221 CR0074: Applicability of UE voice setting to UTRAN
	Research In Motion
	23.221
	0074
	Rel-8
	 

	6.6
	S2-095532
	CR
	23.401 CR1173R1: IMS Voice over PS supported RAT TYPE
	Nokia Siemens Networks, Nokia
	23.401
	1173
	Rel-8
	 

	6.6
	S2-095533
	CR
	23.401 CR1174R1: IMS Voice over PS supported RAT TYPE
	Nokia Siemens Networks, Nokia
	23.401
	1174
	Rel-9
	 

	6.6
	S2-095534
	CR
	23.060 CR0912R1: IMS Voice over PS supported RAT TYPE
	Nokia Siemens Networks, Nokia
	23.060
	0912
	Rel-8
	 

	6.6
	S2-095535
	CR
	23.060 CR0913R1: IMS Voice over PS supported RAT TYPE
	Nokia Siemens Networks, Nokia
	23.060
	0913
	Rel-9
	 

	6.6
	S2-095424
	CR
	23.401 CR1263: PS voice indicator in the HSS
	Ericsson, ST-Ericsson
	23.401
	1263
	Rel-9
	 

	6.6
	S2-095425
	CR
	23.060 CR0954: PS voice indicator in the HSS
	Ericsson, ST-Ericsson
	23.060
	0954
	Rel-9
	 

	6.6
	S2-095223
	CR
	23.221 CR0086: Voice Domain Selection for Iu mode
	Nokia Siemens Networks, Qualcomm Europe
	23.221
	0086
	Rel-8
	 

	6.6
	S2-095224
	CR
	23.221 CR0087: Voice Domain Selection for Iu mode
	Nokia Siemens Networks, Qualcomm Europe
	23.221
	0087
	Rel-9
	 Revised to: 5772

	6.6
	S2-095772
	CR
	Revision of: S2-095224
	
	
	
	
	Revised to: 5976

	6.6
	S2-095976
	CR
	Revision of: S2-095772
	
	
	
	
	Open

	6.6
	S2-095054
	CR
	23.221 CR0075: Applicability of UE voice setting to UTRAN
	Research In Motion
	23.221
	0075
	Rel-9
	 

	6.6
	S2-095055
	LS OUT
	[DRAFT] LS on Applicability of UE voice setting to UTRAN in Release 8 and Release 9
	Research In Motion
	-
	-
	-
	 Revised to: 5959

	6.6
	S2-095959
	LS OUT
	Revision of: S2-095055
	
	
	
	
	Open

	6.6
	S2-095056
	CR
	23.221 CR0076: Mobile terminated domain selection
	Research In Motion
	23.221
	0076
	Rel-8
	 

	6.6
	S2-095057
	CR
	23.221 CR0077: Mobile terminated domain selection
	Research In Motion
	23.221
	0077
	Rel-9
	 

	6.6
	S2-095058
	CR
	23.221 CR0078: Corrections to definitions related to voice domain selection
	Research In Motion
	23.221
	0078
	Rel-8
	 

	6.6
	S2-095059
	CR
	23.221 CR0079: Corrections to definitions related to voice domain selection
	Research In Motion
	23.221
	0079
	Rel-9
	 

	6.6
	S2-095365
	CR
	23.216 CR0108: SRVCC capability indication correction
	Samsung
	23.216
	0108
	Rel-8
	 

	6.6
	S2-095366
	CR
	23.216 CR0109: SRVCC capability indication correction
	Samsung
	23.216
	0109
	Rel-9
	 

	6.6
	S2-095466
	CR
	23.221 CR0092: Applicability of voice domain selection to 1x-RTT
	Research In Motion
	23.221
	0092
	Rel-8
	 

	6.6
	S2-095467
	CR
	23.221 CR0093: Applicability of voice domain selection to 1x-RTT
	Research In Motion
	23.221
	0093
	Rel-9
	

	6.3
	S2-095460
	CR
	23.401 CR1275: Provide an 'IMS voice over PS supported' indication to IMS
	Motorola
	23.401
	1275
	Rel-8
	 Moved from 6.3

	6.3
	S2-095461
	CR
	23.401 CR1276: Provide an 'IMS voice over PS supported' indication to IMS
	Motorola
	23.401
	1276
	Rel-9
	  Moved from 6.3

	4
	S2-095073
	CR
	23.292 CR0116: Handling of mobile terminated sessions based on the introduction of indication of 'IMS voice over PS session supported'
	Research In Motion
	23.292
	0116
	Rel-8
	 Moved from 4

Revised to: 5760

	4
	S2-095760
	CR
	Revision of: S2-095073
	
	
	
	
	Open

	4
	S2-095074
	CR
	23.292 CR0117: Handling of mobile terminated sessions based on the introduction of indication of 'IMS voice over PS session supported'
	Research In Motion
	23.292
	0117
	Rel-9
	 Moved from 4

Revised to: 5761

	4
	S2-095761
	CR
	Revision of: S2-095074
	
	
	
	
	Open

	6.6
	S2-095395
	CR
	Fallback to terminating session via CS access using UE T-ADS
	Telecom Italia
	23.292
	0120
	Rel-8
	Open

	6.6
	S2-095396
	CR
	Fallback to terminating session via CS access using UE T-ADS
	Telecom Italia
	23.292
	0121
	Rel-9
	Open

	6.6
	S2-095397
	CR
	UE T-ADS and SRVCC UEs
	Telecom Italia
	23.216
	0110
	Rel-8
	Revised to: 5762

	6.6
	S2-095762
	CR
	Revision of: S2-095397
	
	
	
	
	Revised to: 5951

	6.6
	S2-095951
	CR
	Revision of: S2-095762
	
	
	
	
	Revised to: 5967

	6.6
	S2-095967
	CR
	Revision of: S2-095951
	
	
	
	
	Open

	6.6
	S2-095396
	CR
	UE T-ADS and SRVCC UEs
	Telecom Italia
	23.216
	0111
	Rel-9
	Revised to: 5763

	6.6
	S2-095763
	CR
	Revision of: S2-095396
	
	
	
	
	Revised to: 5952

	6.6
	S2-095952
	CR
	Revision of: S2-095763
	
	
	
	
	Revised to: 5968

	6.6
	S2-095968
	CR
	Revision of: S2-095952
	
	
	
	
	Open

	
	
	
	------ SMS over SGs ----
	
	
	
	
	

	6.6
	S2-095178
	CR
	23.272 CR0115: SMS over SGs: Online and offline charging aspects
	Vodafone
	23.272
	0115
	Rel-8
	Revised to S2-095833

	6.6
	S2-095833
	
	Revision of S2-095178
	
	
	
	
	agreed

	6.6
	S2-095836
	
	23.272 CR0115: SMS over SGs: Online and offline charging aspects
	Vodafone
	23.272
	==?==
	Rel-9
	agreed

	6.6
	S2-095728
	LS In
	Charging parameters for SMS over SGs
	CT1
	-
	-
	-
	Noted

	6.6
	S2-095179
	CR
	23.272 CR0116: SMS over SGs: Correction of message flows; message waiting flag handling; and handling of CM layer interactions
	Vodafone
	23.272
	0116
	Rel-8
	CLARIFY SUMMARY OF CHANGE !

Revised to S2-095834

	6.6
	S2-095834
	CR
	Revision of S2-095179
	
	
	
	
	Open

	6.6
	S2-095835
	CR
	23.272 CR0116: SMS over SGs: Correction of message flows; message waiting flag handling; and handling of CM layer interactions
	Vodafone
	23.272
	==?==
	Rel-9
	Open

	6.6
	S2-095180
	CR
	23.272 CR0117: Combined Attach/TAU correction for ISR such that Gs is not mandatory
	Vodafone
	23.272
	0117
	Rel-8
	 

	6.6
	S2-095181
	CR
	23.401 CR1232: Combined Attach/TAU correction for ISR such that Gs is not mandatory
	Vodafone
	23.401
	1232
	Rel-8
	 

	6.6
	S2-095726
	LS In
	LS on SMS support over SGs
	CT1
	-
	-
	-
	noted

	6.6
	S2-095832
	LS Out
	[DRAFT]
 Response to LS on SMS support over SGs
	Delphin
	-
	-
	-
	Revised to S2‑095924

	6.6
	S2-095924
	
	Revision of S2-095832
	
	
	
	
	Open

	6.6
	S2-095168
	CR
	23.272 CR0114: SMS over LTE
	Orange, Telecom Italia
	23.272
	0114
	Rel-9
	 

	6.6
	S2-095569
	DISCUSSION
	SMS domain selection
	Qualcomm Europe
	-
	-
	-
	 

	6.6
	S2-095570
	CR
	23.272 CR0126: SMS domain selection clarification
	Qualcomm Europe
	23.272
	0126
	Rel-8
	 

	6.6
	S2-095571
	CR
	23.272 CR0127: SMS domain selection clarification
	Qualcomm Europe
	23.272
	0127
	Rel-9
	 

	6.6
	S2-095572
	CR
	23.221 CR0094: SMS domain selection clarification
	Qualcomm Europe
	23.221
	0094
	Rel-8
	 

	6.6
	S2-095573
	CR
	23.221 CR0095: SMS domain selection clarification
	Qualcomm Europe
	23.221
	0095
	Rel-9
	 

	
	
	
	
	
	
	
	
	

	6.6
	S2-095574
	CR
	23.272 CR0112R1: SMS over SGs
	Ericsson, ST-Ericsson, Qualcomm Europe
	23.272
	0112
	Rel-8
	 

	6.6
	S2-095575
	CR
	23.272 CR0097R2: SMS over SGs
	Ericsson, ST-Ericsson, Qualcomm Europe
	23.272
	0097
	Rel-9
	 

	6.6
	S2-095458
	CR
	23.272 CR0120: SMS-only location update over SGs
	Motorola
	23.272
	0120
	Rel-8
	 

	6.6
	S2-095459
	CR
	23.272 CR0121: SMS-only location update over SGs
	Motorola
	23.272
	0121
	Rel-9
	 

	6.6
	S2-095320
	DISCUSSION
	SMS over LTE SGs interface optimisations – SMS IWF
	Vodafone, Verizon Wireless
	-
	-
	-
	 

	6.6
	S2-095345
	CR
	23.272 CR0118: Filtering CS paging without SMS indicator for SMS only UE
	Samsung
	23.272
	0118
	Rel-8
	CR NUMBER MISSING ON COVER PAGE !

	6.6
	S2-095346
	CR
	23.272 CR0119: Filtering CS paging without SMS indicator for SMS only UE
	Samsung
	23.272
	0119
	Rel-9
	CR NUMBER MISSING ON COVER PAGE !

	6.6
	S2-095359
	DISCUSSION
	SMS via SGs for LTE data-only devices and co-existence issues
	Samsung
	-
	-
	Rel-8
	 

	6.6
	S2-095060
	CR
	23.221 CR0080: Interaction of SMS over SGs with voice domain selection
	Research In Motion
	23.221
	0080
	Rel-8
	USES  .docx  FORMAT!

	6.6
	S2-095061
	CR
	23.221 CR0081: Interaction of SMS over SGs with voice domain selection
	Research In Motion
	23.221
	0081
	Rel-9
	USES  .docx  FORMAT!

	6.6
	S2-095062
	CR
	23.272 CR0110R4: UE handling of CS paging when IMSI attached for ‘SMS-only’
	Research In Motion
	23.272
	0110
	Rel-8
	 

	6.6
	S2-095063
	CR
	23.272 CR0111R4: UE handling of CS paging when IMSI attached for ‘SMS-only’
	Research In Motion
	23.272
	0111
	Rel-9
	 

	6.6
	S2-095066
	DISCUSSION
	Support of CSFB services for data centric Ues
	Research In Motion
	-
	-
	-
	 

	6.6
	S2-095067
	CR
	23.221 CR0084: Support of SMS over SGS and CSFB services for data centric Ues
	Research In Motion
	23.221
	0084
	Rel-8
	USES  .docx  FORMAT!

Revised to S2-095846



	6.6
	S2-095846
	
	Revision of S2-095067
	
	
	
	
	S2-095925

	6.6
	S2-095925
	
	Revision of S2-095946
	
	
	
	
	open

	6.6
	S2-095068
	CR
	23.221 CR0085: Support of SMS over SGS and CSFB services for data centric Ues
	Research In Motion
	23.221
	0085
	Rel-9
	USES  .docx  FORMAT!

Revised to S2-095847

	6.6
	S2-095847
	
	Revision of S2-095068
	
	
	
	
	Open

	6.6
	S2-095069
	CR
	23.272 CR0110R5: Support of CSFB services for data centric Ues
	Research In Motion
	23.272
	0110
	Rel-8
	Revised to S2-095848

	6.6
	S2-095848
	
	Revision of S2-095069
	
	
	
	
	Revised to S2-095922

	
	S2-095922
	
	Revision of S2-095848
	
	
	
	
	Revised to S2-095923

	
	S2-095923
	
	Revision of S2-095922
	
	
	
	
	open

	6.6
	S2-095070
	CR
	23.272 CR0111R5: Support of CSFB services for data centric Ues
	Research In Motion
	23.272
	0111
	Rel-9
	Revised to S2-095849

	6.6
	S2-095849
	
	Revision of S2-095070
	
	
	
	
	Open

	6.6
	S2-095085
	CR
	23.272 CR0110R6: SMS over SGs for data only Ues
	Research In Motion
	23.272
	0110
	Rel-8
	Wrong CR Rev No. on CR! 

	6.6
	S2-095086
	CR
	23.272 CR0111R6: SMS over SGs for data only Ues
	Research In Motion
	23.272
	0111
	Rel-9
	Wrong CR Rev No. on CR! 

	6.6
	S2-095225
	CR
	23.272 CR0110R7: SMS over SGs for data only Ues
	Nokia Siemens Networks
	23.272
	0110
	Rel-8
	 

	6.6
	S2-095226
	CR
	23.272 CR0111R7: SMS over SGs for data only Ues
	Nokia Siemens Networks
	23.272
	0111
	Rel-9
	 

	6.6
	S2-095231
	CR
	23.221 CR0088: Combined attach clarification due to SMS over SGs interworking
	Nokia Siemens Networks
	23.221
	0088
	Rel-8
	 

	6.6
	S2-095232
	CR
	23.221 CR0089: Combined attach clarification due to SMS over SGs interworking
	Nokia Siemens Networks
	23.221
	0089
	Rel-9
	 

	6.6
	S2-095374
	CR
	23.221 CR0090: Update domain selection to account for IMSI attach for SMS-only
	Motorola
	23.221
	0090
	Rel-8
	 

	6.6
	S2-095375
	CR
	23.221 CR0091: Update domain selection to account for IMSI attach for SMS-only
	Motorola
	23.221
	0091
	Rel-9
	 

	6.6
	S2-095512
	CR
	23.204 CR0083: IM CN Subsystem SMS over IP capability
	Telecom Italia
	23.204
	0083
	Rel-7
	 withdrawn

	6.6
	S2-095513
	CR
	23.204 CR0084: IM CN Subsystem SMS over IP capability
	Telecom Italia
	23.204
	0084
	Rel-8
	 withdrawn

	6.6
	S2-095167
	P-CR
	SMS over LTE
	Orange
	23.272
	-
	Rel-8
	LATE DOC: Rx 25/08, 18:30

	6.6
	S2-095399
	DISCUSSION
	UE and IM CN Subsystem capabilities exchange
	Telecom Italia
	-
	-
	-
	Withdrawn

	6.6
	S2-095400
	CR
	UE and IM CN Subsystem capabilities exchange
	Telecom Italia
	23.228
	0875
	Rel-8
	withdrawn

	6.6
	S2-095401
	CR
	UE and IM CN Subsystem capabilities exchange
	Telecom Italia
	23.228
	0876
	Rel-9
	Withdrawn

	
	
	
	---- CSFB -----
	
	
	
	
	

	6.6
	S2-095567
	CR
	23.272 CR0124: LAU Clarification for ISR and CSFB interworking
	Qualcomm Europe, ZTE
	23.272
	0124
	Rel-8
	Revised to S2-095837

	6.6
	S2-095837
	
	Revision of S2-095567
	
	
	
	
	open

	6.6
	S2-095568
	CR
	23.272 CR0125: LAU Clarificaton for ISR and CSFB interworking
	Qualcomm Europe, ZTE
	23.272
	0125
	Rel-9
	Revised to S2-095927

	6.6
	S2-095927
	
	Revision of S2-095568
	
	
	
	
	open

	6.6
	S2-095180
	CR
	Combined Attach/TAU correction for ISR such that Gs is not mandatory
	Vodafone
	23.272
	0117
	Rel-8
	

	
	
	
	----- ETWS -----
	
	
	
	
	

	6.6
	S2-095239
	CR
	23.401 CR1095R3: Clarification about Message ID, Serial Number and Message Content settings
	NTT DOCOMO, NEC
	23.401
	1095
	Rel-8
	 agreed

	6.6
	S2-095240
	CR
	23.401 CR1194R2: Clarification about Message ID, Serial Number and Message Content settings
	NTT DOCOMO, NEC
	23.401
	1194
	Rel-9
	Revised to S2-095838

	6.6
	S2-095838
	
	Revision of S2-095240
	
	
	
	
	agreed

	
	
	
	----- SRVCC ------
	
	
	
	
	

	6.6
	S2-095123
	CR
	23.216 CR0097: Correction for CDMA2000 1xRTT verision
	China Telecom, Huawei, Qualcomm Europe,NSN, ZTE
	23.216
	0097
	Rel-8
	agreed

	6.6
	S2-095124
	CR
	23.216 CR0098: Correction for CDMA2000 1xRTT verision
	China Telecom, Huawei, Qualcomm Europe,NSN, ZTE
	23.216
	0098
	Rel-9
	 agreed

	6.6
	S2-095266
	CR
	23.216 CR0102: R8_Adding the definition of Correlation MSISDN
	ZTE
	23.216
	0102
	Rel-8
	 Agreed

	6.6
	S2-095267
	
	23.216 CR0103: Adding the definition of the Correlation MSISDN
	ZTE
	23.216
	0103
	Rel-9
	Revised to S2-095839

	6.6
	S2-095839
	
	Revision of S2-095267
	
	
	
	
	agreed

	6.6
	S2-095268
	CR
	23.216 CR0104: R8_Clarify the use of the term 'C-MSISDN' in TS 23.216
	ZTE
	23.216
	0104
	Rel-8
	agreed

	6.6
	S2-095269
	
	23.216 CR0104: R9_Clarify the use of the term 'C-MSISDN' in TS 23.216
	
	
	
	
	agreed

	6.6
	S2-095421
	CR
	23.216 CR0114: Clarification on configuration on E-STN-SR and relation of notes
	Ericsson, ST-Ericsson
	23.216
	0114
	Rel-9
	Revised to S2-095844

	6.6
	S2-095844
	
	Revision of S2-095421
	
	
	
	
	agreed

	6.6
	S2-095422
	CR
	23.216 CR0115: MSC Server performs LU
	Ericsson, ST-Ericsson
	23.216
	0115
	Rel-9
	Revised to S2-095845

	6.6
	S2-095845
	
	Revision of S2-095422
	
	
	
	
	open

	6.6
	S2-095427
	CR
	23.216 CR0116: SRVCC capability indication and UE configuration
	Samsung
	23.216
	0116
	Rel-8
	Handled in IMS

	6.6
	S2-095428
	CR
	23.216 CR0117: SRVCC capability indication and UE configuration
	Samsung
	23.216
	0117
	Rel-9
	 Handled in IMS, revised there to 5636 and approved… however we have exposed the issue

	6.6
	S2-095552
	CR
	23.002 CR0213: Correction for Sv and S102 interface
	Huawei
	23.002
	0213
	Rel-8
	 

	6.6
	S2-095553
	CR
	23.002 CR0214: Correction for Sv and S102 interface
	Huawei
	23.002
	0214
	Rel-9
	 

	
	
	
	----- Optimized HO -----
	
	
	
	
	

	6.6
	S2-094982
	LS In
	LS from 3GPP2 TSG-C: Re: Round-Trip-Delay information between eNB and the UE
	3GPP2 TSG-C (C05__TSG-C_corr_3GPP_ RTD Deliver)
	-
	-
	-
	noted

	6.6
	S2-095344
	CR
	23.402 CR0813: Addition of RTD in the handover procedure to HRPD
	KDDI, Samsung
	23.402
	0813
	Rel-9
	CR NUMBER MISSING ON COVER PAGE !
Noted, proposal to encourage CT4 and RAN3 to do what is needed

	6.6
	S2-095843
	LS Out RAN3, CT4, CC: 3GPP2
	Reply LS on Round Trip Delay information between the eNB and the UE
	Songyean
	
	
	
	Open 

	
	
	
	
	
	
	
	
	

	6.6
	S2-095341
	CR
	23.402 CR0810: Update the procedure of optimized idle mode mobility to CDMA 2000 HRPD Access
	Samsung
	23.402
	0810
	Rel-8
	CR NUMBER MISSING ON COVER PAGE !

	6.6
	S2-095342
	CR
	23.402 CR0811: Update the procedure of optimized idle mode mobility to CDMA 2000 HRPD Access
	Samsung
	23.402
	0811
	Rel-9
	CR NUMBER MISSING ON COVER PAGE !

	6.6
	S2-095125
	CR
	23.402 CR0768R4: Clarification for the AAA Server Behaviour During PDN-Disconnection Procedure
	Huawei, Qualcomm Europe, Samsung
	23.402
	0768
	Rel-8
	 

	6.6
	S2-095126
	CR
	23.402 CR0769R4: Clarification for the AAA Server Behaviour During PDN-Disconnection Procedure
	Huawei Qualcomm Europe, Samsung
	23.402
	0769
	Rel-9
	 

	7
	-
	------
	Rel-9 general
	------
	-
	-
	-
	-

	7.1
	
	------
	IMS Emergency over GPRS and EPS
	------
	-
	-
	-
	-

	7.1.1
	
	------
	Generic EPS/GPRS Emergency functionlaity
	------
	-
	-
	-
	-

	7.1.1
	S2-095027
	CR
	23.401 CR1206: No need to check IMEI to the EIR for the emergency-attached UE
	CATT
	23.401
	1206
	Rel-9
	 Noted

	7.1.1
	S2-095750
	CR
	23.060 CRxxx: misalignment on IMEI checking
	Chunshan
	23.060
	
	
	Revised to: 5971

	7.1.1
	S2-095971
	CR
	Revision of: S2-095750
	
	
	
	
	Agreed

	7.1.1
	S2-095028
	CR
	23.401 CR1207: Remove all the non-Emergency Service Bearers during the TAU/RAU procedure
	CATT
	23.401
	1207
	Rel-9
	 Revised to: 5743

	7.1.1
	S2-095743
	CR
	Revision of: S2-095028
	
	
	
	
	Agreed

	7.1.1
	S2-095031
	CR
	23.060 CR0924: Remove all the non-Emergency Service Bearers during the RAU procedure
	CATT
	23.060
	0924
	Rel-9
	 Revised to: 5744

	7.1.1
	S2-095744
	CR
	Revision of: S2-095031
	
	
	
	
	Revised to: 5972

	7.1.1
	S2-095972
	CR
	Revision of: S2-095744
	
	
	
	
	Agreed

	7.1.1
	S2-095029
	CR
	23.060 CR0922: Additional Activate PDP Context Request is rejected by the MS for emergency services
	CATT
	23.060
	0922
	Rel-9
	 Withdraw

	7.1.1
	S2-095272
	CR
	23.060 CR0940: Clarification on emergency secondary PDP context activation
	Ericsson, ST-Ericsson
	23.060
	0940
	Rel-9
	 Revised to: 5745

	7.1.1
	S2-095745
	CR
	Revision of: S2-095272
	
	
	
	
	Agreed

	7.1.1
	S2-095030
	CR
	23.060 CR0923: No integrity protection for the emergency attached MS
	CATT
	23.060
	0923
	Rel-9
	 Revised to: 5746

	7.1.1
	S2-095746
	CR
	Revision of: S2-095030
	
	
	
	
	Agreed

	7.1.1
	S2-095032
	CR
	23.060 CR0925: Rejection of Activate PDP Context Request for normal service
	CATT
	23.060
	0925
	Rel-9
	 Revised to: 5747

	7.1.1
	S2-095747
	CR
	Revision of: S2-095032
	
	
	
	
	Revised to: 5973

	7.1.1
	S2-095973
	CR
	Revision of: S2-095747
	
	
	
	
	Agreed

	7.1.1
	S2-095127
	DISCUSSION
	Registration of the PGW and APN pair for EMC PDN connection disc
	Huawei
	-
	-
	-
	 Noted

	7.1.1
	S2-095128
	CR
	23.401 CR1228: Registration of the PGW and APN pair for EMC PDN connection
	Huawei
	23.401
	1228
	Rel-9
	 Revised to: 5748

	7.1.1
	S2-095748
	CR
	Revision of: S2-095128
	
	
	
	
	Open

	7.1.1
	S2-095357
	CR
	23.401 CR1257: Corrections to inactivity timer based bearer deactivation by PGW
	Samsung
	23.401
	1257
	Rel-9
	 Noted

	7.1.1
	S2-095129
	CR
	23.060 CR0933: Registration of the PGW and APN pair for EMC PDN connection
	Huawei
	23.060
	0933
	Rel-9
	 Revised to: 5749

	7.1.1
	S2-095749
	CR
	Revision of: S2-095129
	
	
	
	
	Open

	7.1.1
	S2-095130
	CR
	23.401 CR1229: Clarification for MME emergency support in one PLMN
	Huawei
	23.401
	1229
	Rel-9
	 Revised to: 5751

	7.1.1
	S2-095751
	CR
	Revision of: S2-095130
	
	
	
	
	Revised to: 5974

	7.1.1
	S2-095974
	CR
	Revision of: S2-095751
	
	
	
	
	Agreed

	7.1.1
	S2-095131
	CR
	23.060 CR0934: Clarification about the handling of the timers for the EMC attached UE
	Huawei
	23.060
	0934
	Rel-9
	 Revised to: 5752

	7.1.1
	S2-095752
	CR
	Revision of: S2-095131
	
	
	
	
	Agreed

	7.1.1
	S2-095132
	CR
	23.060 CR0893R3: EMC handling in the HLR-Initiated Detach Procedure
	Huawei
	23.060
	0893
	Rel-9
	Revised to: 5753

	7.1.1
	S2-095753
	CR
	Revision of: S2-095132
	
	
	
	
	Agreed

	7.1.1
	S2-095133
	CR
	23.401 CR1144R2: The mobility restriction for the emergency service
	Huawei
	23.401
	1144
	Rel-9
	 Merged with 5200 into 5754;

Noted

	7.1.1
	S2-095200
	CR
	23.401 CR1144R3: Mobility restriction for emergency service
	Alcatel-Lucent
	23.401
	1144
	Rel-9
	 Revised to: 5754

	7.1.1
	S2-095754
	CR
	Revision of: S2-095200
	
	
	
	
	Revised to: 5975

	7.1.1
	S2-095975
	CR
	Revision of: S2-095754
	
	
	
	
	Open

	7.1.1
	S2-095199
	CR
	23.203 CR0345R4: PSAP Callback indicator from IMS to PCRF
	Alcatel-Lucent
	23.203
	0345
	Rel-9
	 Revised to: 5755

	7.1.1
	S2-095755
	CR
	Revision of: S2-095199
	
	
	
	
	Open

	7.1.1
	S2-095201
	CR
	23.060 CR0937: No Relocation while emergency bearers are active
	Alcatel-Lucent
	23.060
	0937
	Rel-9
	 Revised to: 5756

	7.1.1
	S2-095756
	CR
	Revision of: S2-095201
	
	
	
	
	Agreed

	7.1.1
	S2-095757
	LS Out
	LS to RAN2 & Ran3 on Cell Re-selection
	Chris
	
	
	
	Open

	7.1.1
	S2-095356
	CR
	23.401 CR1256: IMEI for session co-relation for dynamic PCC
	Samsung
	23.401
	1256
	Rel-9
	 Revised to: 5758

	7.1.1
	S2-095758
	CR
	Revision of: S2-095356
	
	
	
	
	Open

	7.1.1
	S2-095494
	CR
	23.401 CR1286: The TAI list allocation for the UE with emergency EPS bearers
	CATT
	23.401
	1286
	Rel-9
	 Noted

	7.1.1
	S2-095495
	CR
	23.401 CR1287: Bearer resource modification procedure for emergency PDN connection
	CATT
	23.401
	1287
	Rel-9
	 Revised to: 5759

	7.1.1
	S2-095759
	CR
	Revision of: S2-095495
	
	
	
	
	Open

	7.1.1
	S2-095517
	CR
	23.401 CR1289: Clarifications about the network entities providing IMS emergency service
	ZTE
	23.401
	1289
	Rel-9
	 Revised to: 5760

	7.1.1
	S2-095760
	CR
	Revision of: S2-095517
	
	
	
	
	Open

	7.1.1
	S2-095518
	CR
	23.167 CR0160: Clarifications about the network entities providing IMS emergency service
	ZTE
	23.167
	0160
	Rel-8
	 

	7.1.1
	S2-095519
	CR
	23.167 CR0161: Clarifications about the network entities providing IMS emergency service
	ZTE
	23.167
	0161
	Rel-9
	 

	7.1.1
	S2-095601
	DISCUSSION
	Emergency Terminating Call Functionality
	NEC
	-
	-
	Rel-9
	LATE REQ (25/08, 16:20): 

	7.1.1
	S2-095249
	CR
	23.401 CR1237: Clarification on emergency attach rejection
	ZTE
	23.401
	1237
	Rel-9
	

	7.1.1
	S2-095250
	CR
	23.401 CR1238: Clarification on emergency HO
	ZTE
	23.401
	1238
	Rel-9
	

	7.1.1
	S2-095253
	DISCUSSION
	Discussion on PDN GW selection for supporting HO to HRPD
	ZTE
	-
	-
	Rel-9
	

	7.1.1
	S2-095254
	CR
	23.402 CR0808: PDN GW selection for supporting HO to HRPD
	ZTE
	23.402
	0808
	Rel-9
	

	7.1.1
	S2-095255
	DISCUSSION
	Discussion on EMC HO procedure: HRPD selects different PDN GW in HO procedure
	ZTE
	-
	-
	Rel-9
	

	7.1.1
	S2-095256
	CR
	23.402 CR0809: PDN GW selection in HRPD in HO procedure in emergency case
	ZTE
	23.402
	0809
	Rel-9
	

	7.1.1
	S2-095718
	LS In
	LS on IMEI based NAI
	CT4
	
	
	
	Open

	7.1.2
	-
	------
	Single Radio service continuity functionality for IMS Emergency calls
	------
	-
	-
	-
	-

	7.1.3
	-
	------
	Location Continuity for IMS Emergency calls
	------
	-
	-
	-
	-

	7.2
	-
	------
	LCS
	------
	-
	-
	-
	-

	7.2
	S2-094976
	LS In
	LS from RAN WG2: Reply LS to S2-094102 = R2-093647 on support of multiple location session
	RAN WG2 (R2-094101)
	-
	-
	Rel-9
	Postponed S2-094630 from meeting #74. 

Noted

	7.2
	S2-095134
	CR
	23.271 CR0357: Support for multiple parallel positioning attempts on the same UE
	Huawei
	23.271
	0357
	Rel-9
	 Revised to: 5764

	7.2
	S2-095764
	CR
	Revision of: S2-095134
	
	
	
	
	Agreed

	6
	S2-094985
	LS In
	LS from RAN WG2: LS on Architecture and work split for positioning in LTE
	RAN WG2 (R2-094099)
	-
	-
	-
	 Noted

	7.2
	S2-095135
	CR
	23.271 CR0358: EUTRAN induced Location procedure alignment between SA WG2 and RAN WG2 specification.
	Huawei
	23.271
	0358
	Rel-9
	 Withdrawn

	7.2
	S2-095136
	CR
	23.401 CR1230: Adding a reference to LCS TS 23.271
	Huawei
	23.401
	1230
	Rel-9
	 Revised to: 5766

	7.2
	S2-095766
	CR
	Revision of: S2-095136
	
	
	
	
	Agreed

	7.2
	S2-095202
	CR
	23.401 CR1233: Update to include CP LCS support
	Alcatel-Lucent
	23.401
	1233
	Rel-9
	 Withdrawn

	7.2
	S2-095203
	CR
	23.271 CR0359: Clean-up of a few editor's notes
	Alcatel-Lucent
	23.271
	0359
	Rel-9
	 Agreed

	7.2
	S2-095204
	LS OUT
	[DRAFT] Response LS on Architecture and work split for positioning in LTE
	Alcatel-Lucent
	-
	-
	-
	 Revised to: 5765

	7.2
	S2-095765
	LS OUT
	Revision of: S2-095204
	
	
	
	
	Open

	7.2
	S2-095213
	CR
	23.271 CR0360: Miscellaneous Corrections for EPC LCS Control Plane Solution
	Qualcomm Europe
	23.271
	0360
	Rel-9
	 Revised to: 5767

	7.2
	S2-095767
	CR
	Revision of: S2-095213
	
	
	
	
	Open

	7.2
	S2-095241
	CR
	23.271 CR0361: EPS session related location request
	NTT DOCOMO, Qualcomm Europe
	23.271
	0361
	Rel-9
	 Revised to: 5768

	7.2
	S2-095768
	CR
	Revision of: S2-095241
	
	
	
	
	Agreed

	7.2
	S2-095251
	CR
	23.271 CR0362: Clarification on EPC-NI-LR procedure
	ZTE
	23.271
	0362
	Rel-9
	Revised to: 5769

	7.2
	S2-095769
	CR
	Revision of: S2-095251
	
	
	
	
	Agreed

	7.2
	S2-095530
	CR
	23.271 CR0363: Li IF for location retrieval at IMS emergency call
	NTT DOCOMO
	23.271
	0363
	Rel-9
	 Revised to: 5791

	7.2
	S2-095791
	CR
	Revision of: S2-095530
	
	
	
	
	Revised to: 5770

	7.2
	S2-095770
	CR
	Revision of: S2-095791
	
	
	
	
	Agreed

	7.2
	S2-095771
	LS Out
	LCS Control Plane Solution for EPS
	Nishida
	
	
	
	Open

	7.2
	S2-095717
	LS In
	LS on Diameter-based Lh interface
	CT4
	
	
	
	Noted

The proposal from CT4 is agreed in the drafting session. And the according modification to 23.271 will be provided by Antti/NSN next meeting.
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