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Abstract of the contribution:

At last meeting, it appeared that there seem to be some misunderstandings in respect to the HSS solution for S-CSCF re-selection and detection for need of re-selection. It is proposed to add some more clarifications for these alternatives. 
Proposed changes to TR 23.812:
Begin Change
5.3.9
Architectural Details for the Detection Mechanism 4

The detection for need of S-CSCF re-selection is done by either 

-
the interaction between the management system and the HSS. There is no need for interaction with other network functions. Whenever the management system detects that a subscriber needs to be moved, and based on other policies of whether it is appropriate to move the subscriber at that point in time, the management system can initiate the re-selection procedures as proposed in Clause 5.4.3.
-
local configurations and policies in HSS may also result in triggering of re-selection. This could e.g., in the case a UAR command is sent, the HSS checks whether a more "optimal" S-CSCF is available based on local configuration. This is then similar to previous alternatives, but with the decision in the HSS rather than the I-CSCF.
Next Change
5.4.3
Re-Selection Mechanism 3

This alternative proposes to re-use the existing mechanism that allows S-CSCF re-selection. By using the Administrative de-registration procedure, the operator can force a subscriber to de-register and perform a new registration (at which time the subscriber will be allocated to the new S-CSCF). 

This procedure can also be done automatically if either the management system has implemented such function or local policies exist in the HSS that can take such decision. The Administrative de-registration procedure can be done at the time chosen by the operator if needed. 

If it is required to do the S-CSCF re-selection when no active dialogs exist, the current procedures could easily be extended with including such additional criteria in the administrative de-registration command. In essence, this implies that the administrative de-registration command over Cx is extended with an indication that de-registration should only be done if no ongoing sessions exist.  To solve the requirement to optionally allow S-CSCF re-selection also for un-registered user state in S-CSCF, a user de-assigning message could similar be sent also during the unregistered state from the HSS to the S-CSCF currently allocated. 
End of Change
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