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Parallel Session Report
Topics 6.2, 6.3, 6.4, 6.5, 7.5.1 and 7.5.2 are covered in the first half of the report.

Summaries for 7.1 and 7.1.1 GPRS and EPS Emergency, 7.2 LCS and 9.1.1 on Flex are in the second half of the report
Please note that in 6.2, 6.4 and 6.5 there were number assignments clashes (a total of 5 documents were affected). These are highlighted in the text and have been resolved off-line. If you track numbers in your records you may want to update this information.

6.2 PCC and QoS
Session Chair: Erik Guttman (Samsung)

	S2-097292

	S2-097408

	S2-097295

	S2-096918

	S2-097286

	S2-097036

	S2-987037

	S2-097038


	S2-097409


6.3 SAE: Essential corrections to 23.401
Session Chair: Erik Guttman (Samsung)

· In the drafting group we agreed that the topic of Inter-PLMN HO should be handled with Emergency Attach including the situation when the eNodeB selects a different PLMN than the UE has currently selected. We did not get a sufficient set of replies from concerned working groups (including SA1 and SA3) to conclude on this issue. Discussion of incoming LS from RAN WG2 on Inter-PLMN HO (S2-096558 / R2-096277) did not yet conclude.  Resolution of the issues should occur as soon as possible, potentially before SA2 77. This should be discussed in SA2 76 Plenary session to determine an acceptable way forward.

	S2-096565

	S2-096566

	S2-097269

	S2-097270

	S2-096699

	S2-096700

	S2-097258

	S2-097259


	S2-097260

	S2-097254

	S2-097255

	S2-097256

	S2-097257
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	S2-097278

	S2-097279

	S2-097276

	S2-097277

	S2-097272

	S2-097273

	S2-097263

	S2-092764

	S2-097265

	S2-097266

	S2-097281

	S2-097397

	S2-097267

	S2-097268


6.4 SAE: Essential corrections to 23.060
Session Chair: Erik Guttman (Samsung)

	S2-097401

	S2-097274

	S2-097275

	S2-097402

	S2-097023

	S2-097024


6.5 SAE: Essential corrections to 23.402
Session Chair: Erik Guttman (Samsung)

· A response to incoming LS S2-096557 (C4-093402) could not be concluded due to lack of time and preparation by delegates. This must remain open and will need to be handled in SA2 77, in advance of CT4’s next meeting. Interested companies are encouraged to work to prepare for this discussion in advance.
	S2-097293

	S2-097289

	S2-097290

	S2-097294

	S2-096935

	S2-096936

	S2-096979

	S2-096980


	S2-097296

	S2-097450


7.5.1 Clean-up of 23.401 (TEI9)
Session Chair: Erik Guttman (Samsung)
	S2-097253


7.5.2 Clean-up of 23.060 (TEI9)

Session Chair: Erik Guttman (Samsung)

	S2-097398

	S2-097399


	S2-097280
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	Tdoc#
	Type
	Title
	Source
	Spec
	CR#
	Rel
	Proposed Handling

	6.2
	-
	-----
	SAE: Essential corrections on QoS and PCC
	----
	-
	-
	-
	-

	6.2
	S2-096466
	LS In
	LS from CT WG3: LS on ARP Handling When UE-init Bearer Modification
	CT WG3 (C3-091574)
	-
	-
	Rel-8
	NOTED



	6.2
	S2-096651
	LS OUT
	Reply LS on ARP Handling When UE-init Bearer Modification
	Huawei
	-
	-
	Rel-8
	Revised to S2-097282

	6.2
	S2-097282
	
	Revision of S2-096651
	
	
	
	
	Revised to S2-097409

	6.2
	S2-097409
	
	Revision of S2-097282
	
	
	
	
	RETURN

	6.2
	S2-096472
	LS In
	LS from SA WG5: LS on OCS acting as a PCC Application Function
	SA WG5 (S5-093050)
	-
	-
	-
	Postponed from meeting #75 (S2-094977)



	6.2
	S2-097283
	LS Out
	Reply LS on OCS acting as a PCC Application Function
	Mirko
	
	
	
	Revised to S2-097292

	6.2
	S2-097292
	
	Revision of S2-097283
	
	
	
	
	Agreed



	6.2
	S2-096823
	CR
	23.203 CR0382: Correction to BCM sent over Gxx on GCS Establishment during attach
	Huawei
	23.203
	0382
	Rel-9
	NOTED



	6.2
	S2-096914
	CR
	23.203 CR0384: Bidirectional filters
	Ericsson, ST-Ericsson
	23.203
	0384
	Rel-8
	NOTED



	6.2
	S2-096915
	CR
	23.203 CR0373R1: Bidirectional filters
	Ericsson, ST-Ericsson
	23.203
	0373
	Rel-9
	Revised to S2-097285

	
	S2-097285
	
	Revision of S2-096915
	
	
	
	
	Revised to S2-097291

	
	S2-097291
	
	Revision of S2-097285
	
	
	
	
	Revised to S2-097408

	
	S2-097408
	
	Revision of S2-097291
	
	
	
	
	Agreed 
(NOTE: NOT 7294)


	
	S2-097284
	LS Out
	Are bidirectional Filters for rel-8 desirable or possible
	Jon
	
	
	
	Revised to S2-097295

	
	S2-097295
	
	Revision of S2-097284
	
	
	
	
	Agreed



	6.2
	S2-096918
	CR
	23.203 CR0385: Corrections to annex A.4
	Ericsson, ST-Ericsson
	23.203
	0385
	Rel-8
	Agreed



	6.2
	S2-096919
	CR
	23.203 CR0386: Corrections to annex A.4
	Ericsson, ST-Ericsson
	23.203
	0386
	Rel-9
	Revised to S2-097286

	
	S2-097286
	
	Revision of S2-096919
	
	
	
	
	Agreed



	6.2
	S2-097014
	DISCUSSION
	Alignment of EPC and PCC filter handling
	Nokia Siemens Networks
	-
	-
	Rel-9
	NOTED



	6.2
	S2-097015
	CR
	23.203 CR0388: Gx filter handling clarifications
	Nokia Siemens Networks
	23.203
	0388
	Rel-9
	NOTED



	6.2
	S2-097082
	CR
	23.203 CR0390: Clarification for the description of the usage monitoring report
	ZTE
	23.203
	0390
	Rel-9
	 LATE REQUEST: LATE DOC: Rx 10/11, 10:20

	6.2
	S2-097083
	CR
	23.203 CR0391: Delete the editor's note in clause 5.2.7
	ZTE
	23.203
	0391
	Rel-8
	 LATE REQUEST: LATE DOC: Rx 10/11, 10:20

	6.2
	S2-097084
	CR
	23.203 CR0392: Delete the editor's note in clause 5.2.7
	ZTE
	23.203
	0392
	Rel-9
	 LATE REQUEST: LATE DOC: Rx 10/11, 10:20

	6.2
	S2-097036
	CR
	23.203 CR0370R2: Notification about RAT-type change
	Nokia Siemens Network, T-Mobile
	23.203
	0370
	Rel-7
	Agreed 
(moved from 6.6)



	6.2
	S2-097037
	CR
	23.203 CR0371R2: Notification about RAT-type change
	Nokia Siemens Network, T-Mobile
	23.203
	0371
	Rel-8
	Agreed 
(moved from 6.6)



	6.2
	S2-097038
	CR
	23.203 CR0372R2: Notification about RAT-type change
	Nokia Siemens Network, T-Mobile
	23.203
	0372
	Rel-9
	Agreed 
(moved from 6.6)



	6.3
	-
	-----
	SAE: Essential corrections to 23.401
	----
	-
	-
	-
	-

	6.3
	S2-096558
	LS In
	LS from RAN WG2: Reply LS on Inter-PLMN Handover
	RAN WG2 (R2-096277)
	-
	-
	Rel-8
	NOTED



	6.3
	S2-096517
	LS In
	LS from TSG RAN: Reply LS on most recent SA WG2 Reply LS on data forwarding for inter RAT HO
	TSG RAN (RP-090994)
	-
	-
	Rel-8
	NOTED



	
	S2-097250
	CR
	Data forwarding handling to align with RAN3
	
	
	
	
	Revised to S2-097260

	
	S2-097260
	CR
	Revision of S2-097250
	
	
	
	
	RETURN

	6.3
	S2-097228
	LS In
	Reply LS on most recent RAN Reply LS on data forwarding for inter RAT HO
	TSG RAN3 (R3-093384)
	
	
	
	NOTED



	6.3
	S2-096911
	DISCUSSION
	APN-OI Issues
	Ericsson, ST-Ericsson
	-
	-
	Rel-8
	 

	6.3
	S2-096912
	CR
	23.401 CR1426: APN-OI Replacement handling to support interworking with pre Rel-8 SGSN
	Ericsson, ST-Ericsson
	23.401
	1426
	Rel-8
	Revised to S2-097254

	
	S2-097254
	CR
	Revision of S2-096912
	
	
	
	
	RETURN

	6.3
	S2-096913
	CR
	23.401 CR1427: APN-OI Replacement handling to support interworking with pre Rel-8 SGSN
	Ericsson, ST-Ericsson
	23.401
	1427
	Rel-9
	Revised to S2-097255

	
	S2-097255
	CR
	Revision of S2-096913
	
	
	
	
	RETURN

	6.3
	S2-096927
	CR
	23.060 CR1030: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.060
	1030
	Rel-8
	 

	6.3
	S2-096928
	CR
	23.060 CR1031: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.060
	1031
	Rel-9
	 

	6.3
	S2-096929
	CR
	23.401 CR1430: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.401
	1430
	Rel-8
	Revised to S2-097256

	
	S2-097256
	CR
	Revision of S2-096929
	
	
	
	
	RETURN

	6.3
	S2-096930
	CR
	23.401 CR1431: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.401
	1431
	Rel-9
	Revised to S2-097257

	
	S2-097257
	CR
	Revision of S2-096930
	
	
	
	
	RETURN

	6.3
	S2-096931
	CR
	23.402 CR0840: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.402
	0840
	Rel-8
	 

	6.3
	S2-096565
	CR
	23.401 CR1379: SCTP reference correction
	Alcatel-Lucent
	23.401
	1379
	Rel-8
	Agreed



	6.3
	S2-096566
	CR
	23.401 CR1380: SCTP reference correction
	Alcatel-Lucent
	23.401
	1380
	Rel-9
	Agreed



	6.3
	S2-096610
	CR
	23.401 CR1383: Add missing steps to recaculate Maximum APN Restriction
	CATT
	23.401
	1383
	Rel-8
	NOTED



	6.3
	S2-096611
	CR
	23.401 CR1384: Add missing steps to recaculate Maximum APN Restriction
	CATT
	23.401
	1384
	Rel-9
	 

	6.3
	S2-096612
	CR
	23.401 CR1385: Clarification of APN Restriction change
	CATT
	23.401
	1385
	Rel-8
	NOTED



	6.3
	S2-096613
	CR
	23.401 CR1386: Clarification of APN Restriction change
	CATT
	23.401
	1386
	Rel-9
	NOTED



	6.3
	S2-096614
	CR
	23.401 CR1387: Update flow charts and misused terms in Detach procedure
	CATT
	23.401
	1387
	Rel-8
	 

	6.3
	S2-096615
	CR
	23.401 CR1388: Update flow charts and misused terms in Detach procedure
	CATT
	23.401
	1388
	Rel-9
	 

	6.3
	S2-096616
	CR
	23.401 CR1389: Update Information Storage for UE Reachability
	CATT
	23.401
	1389
	Rel-8
	NOTED



	6.3
	S2-096617
	CR
	23.401 CR1390: Update Information Storage for UE Reachability
	CATT
	23.401
	1390
	Rel-9
	 

	6.3
	S2-096618
	CR
	23.401 CR1391: Handling of EPS bearers not been switched successfully in the EPC
	CATT
	23.401
	1391
	Rel-8
	 

	6.3
	S2-096619
	CR
	23.401 CR1392: Handling of EPS bearers not been switched successfully in the EPC
	CATT
	23.401
	1392
	Rel-9
	 

	6.3
	S2-096620
	CR
	23.401 CR1393: Correct the step of sending Modify Bearer Request on S5/S8 interface in S1-based handover procedure
	CATT
	23.401
	1393
	Rel-8
	 

	6.3
	S2-096628
	CR
	23.401 CR1399: Add a parameter to the storage of the UE
	ZTE
	23.401
	1399
	Rel-8
	NOTED



	6.3
	S2-096629
	CR
	23.401 CR1400: Add a parameter to the storage of the UE
	ZTE
	23.401
	1400
	Rel-9
	 

	6.3
	S2-096630
	CR
	23.401 CR1358R1: Clarification of X2 handover procedure failure
	ZTE
	23.401
	1358
	Rel-8
	NOTED



	
	S2-096703
	DISCUSSION
	Handling of Path-switch Failure (X2 HO) in eNB and MME
	Motorola
	-
	-
	Rel-8
	NOTED



	
	S2-096704
	CR
	23.401 CR1358R2: Clarification of X2 handover procedure failure
	Motorola
	23.401
	1358
	Rel-8
	Revised to S2-097261

	
	S2-097261
	
	Revision of S2-096704
	
	
	
	
	RETURN

	
	S2-096705
	CR
	23.401 CR1359R2: Clarification of X2 handover procedure failure
	Motorola
	23.401
	1359
	Rel-8
	Revised to S2-097262

	
	S2-097262
	
	Revision of S2-096705
	
	
	
	
	RETURN

	6.3
	S2-096631
	CR
	23.401 CR1359R1: Clarification of X2 handover procedure failure
	ZTE
	23.401
	1359
	Rel-9
	See S2-096705

	6.3
	S2-096652
	CR
	23.401 CR1405: Determine the Maximum APN restriction in PDN disconnection
	Huawei
	23.401
	1405
	Rel-8
	revised to S2-097278

	
	S2-097278
	
	Revision of S2-096652
	
	
	
	
	RETURN

	6.3
	S2-096653
	CR
	23.401 CR1406: Determine the Maximum APN restriction in PDN disconnection
	Huawei
	23.401
	1406
	Rel-9
	revised to S2-097279

	
	S2-097279
	
	Revision of S2-096653
	
	
	
	
	RETURN

	6.3
	S2-096654
	CR
	23.401 CR1220R2: Correction about inter RAT handover procedure between GERAN A/Gb mode and E-UTRAN in annex D
	Huawei
	23.401
	1220
	Rel-8
	Revised to S2-097269



	
	S2-097269
	
	Revision of S2-096654
	
	
	
	
	Agreed



	6.3
	S2-096655
	CR
	23.401 CR1221R2: Correction about inter RAT handover procedure between GERAN A/Gb mode and E-UTRAN in annex D
	Huawei
	23.401
	1221
	Rel-9
	Revised to S2-097270



	
	S2-097270
	
	Revision of S2-096655
	
	
	
	
	Agreed



	6.3
	S2-096696
	DISCUSSION
	On X2 based inter-PLMN HO
	Motorola
	-
	-
	Rel-8
	NOTED



	6.3
	S2-096697
	CR
	23.401 CR1348R1: On X2 based inter-PLMN HO
	Motorola
	23.401
	1348
	Rel-8
	Revised to S2-097276

	
	S2-097276
	
	Revision of S2-096697
	
	
	
	
	RETURN

	6.3
	S2-096698
	CR
	23.401 CR1349R1: On X2 based inter-PLMN HO
	Motorola
	23.401
	1349
	Rel-9
	Revised to S2-097277

	
	S2-097277
	
	Revision of S2-096698
	
	
	
	
	RETURN

	6.3
	S2-096699
	CR
	23.401 CR1410: GWCN sharing for LTE
	Motorola
	23.401
	1410
	Rel-8
	Agreed



	6.3
	S2-096700
	CR
	23.401 CR1411: GWCN sharing for LTE
	Motorola
	23.401
	1411
	Rel-9
	Agreed



	6.3
	S2-096781
	DISCUSSION
	Add the function of QoS mapping to the PGW
	China Mobile, ZTE
	-
	-
	-
	NOTED



	6.3
	S2-096782
	CR
	23.401 CR1413: Add the function of QoS mapping to the PGW
	China Mobile, ZTE
	23.401
	1413
	Rel-8
	Revised to S2-097272

	
	S2-097272
	
	Revision of S2-096782
	
	
	
	
	RETURN

	6.3
	S2-096783
	CR
	23.401 CR1414: Add the function of QoS mapping to the PGW
	China Mobile, ZTE
	23.401
	1414
	Rel-9
	 Revised to S2-097273

	
	S2-097273
	
	Revision of S2-096783
	
	
	
	
	RETURN

	6.3
	S2-096805
	CR
	23.401 CR1416: Bearer release in PGW for X2 HO with SGW relocation
	Samsung
	23.401
	1416
	Rel-9
	Revised to S2-097263

	6.3
	S2-097263
	
	Revision of S2-096805
	
	
	
	
	RETURN

	6.3
	S2-096806
	CR
	23.401 CR1417: Bearer release in PGW for X2 HO with SGW relocation
	Samsung
	23.401
	1417
	Rel-8
	Revised to S2-097264

	6.3
	S2-097264
	
	Revision of S2-096806
	
	
	
	
	RETURN

	6.3
	S2-096824
	CR
	23.401 CR1422: Correction on PDN GW context and transfer of MS Info Change Reporting support indication
	Huawei
	23.401
	1422
	Rel-8
	MERGED INTO S2-097281

	6.3
	S2-096825
	CR
	23.401 CR1423: Correction on PDN GW context and transfer of MS Info Change Reporting support indication
	Huawei
	23.401
	1423
	Rel-9
	 

	6.3
	S2-096916
	CR
	23.401 CR1428: Correction of handover procedures between MME and UTRAN Iu mode in appendix D
	Ericsson, ST-Ericsson
	23.401
	1428
	Rel-8
	 

	6.3
	S2-096917
	CR
	23.401 CR1429: Correction of handover procedures between MME and UTRAN Iu mode in appendix D
	Ericsson, ST-Ericsson
	23.401
	1429
	Rel-9
	 

	6.3
	S2-096922
	CR
	23.401 CR1254R3: Refactoring security parameters
	Ericsson, ST-Ericsson
	23.401
	1254
	Rel-8
	CR Cover sheet contains revision marks! 

	6.3
	S2-096923
	CR
	23.401 CR1255R3: Refactoring security parameters
	Ericsson, ST-Ericsson
	23.401
	1255
	Rel-9
	CR Cover sheet contains revision marks! 

	6.3
	S2-096933
	CR
	23.401 CR1432: Correction to resource release in 3GPP access at handover to non-3GPP
	Ericsson, ST-Ericsson
	23.401
	1432
	Rel-8
	 

	6.3
	S2-096934
	CR
	23.401 CR1433: Correction to resource release in 3GPP access at handover to non-3GPP
	Ericsson, ST-Ericsson
	23.401
	1433
	Rel-9
	 

	6.3
	S2-097006
	CR
	23.401 CR1440: GBR bearer release when MME fail to page the UE
	NTT DOCOMO
	23.401
	1440
	Rel-8
	Revised to S2-097265

	
	S2-097265
	
	Revision of S2-097006
	
	
	
	
	RETURN

	6.3
	S2-097007
	CR
	23.401 CR1441: GBR bearer release when MME fail to page the UE
	NTT DOCOMO
	23.401
	1441
	Rel-9
	Revised to S2-097266

WRONG CATEGORY! (should be A) 

	
	S2-097266
	
	Revision of S2-097007
	
	
	
	
	RETURN

	6.3
	S2-097008
	[CR]
	 
	NTT DOCOMO
	23.060
	1036
	Rel-8
	WITHDRAWN



	6.3
	S2-097009
	[CR]
	 
	NTT DOCOMO
	23.060
	1037
	Rel-9
	WITHDRAWN



	6.3
	S2-097027
	CR
	23.401 CR1442: Removal of MS Info Change Reporting Support Indication
	Starent Networks
	23.401
	1442
	Rel-8
	Revised to S2-097281

	
	S2-097281
	
	Revised to S2-097027
	
	
	
	
	RETURN

	6.3
	S2-097028
	CR
	23.401 CR1443: Removal of MS Info Change Reporting Support Indication
	Starent Networks
	23.401
	1443
	Rel-9
	Revised to S2-097397

	
	S2-097397
	
	Revision of S2-097028
	
	
	
	
	RETURN

	6.3
	S2-097055
	CR
	23.401 CR1375R2: Alignment of UE Radio capability handling with RAN 2 decisions on UTRAN RAC handling
	Qualcomm Europe
	23.401
	1375
	Rel-8
	Revised to S2-097267



	
	S2-097267
	
	Revision of S2-097055
	
	
	
	
	RETURN

	6.3
	S2-097056
	CR
	23.401 CR1376R2: Alignment of UE Radio capability handling with RAN 2 decisions on UTRAN RAC handling
	Qualcomm Europe
	23.401
	1376
	Rel-9
	Revised to S2-097268

	
	S2-097268
	
	Revision of S2-097056
	
	
	
	
	RETURN

	6.3
	S2-097057
	CR
	23.401 CR1444: Alignment of UE Radio capability handling with GERAN decisions
	Qualcomm Europe
	23.401
	1444
	Rel-8
	Revised to S2-097258

	
	S2-097258
	
	Revision of S2-097057
	
	
	
	
	Agreed



	6.3
	S2-097058
	CR
	23.401 CR1445: Alignment of UE Radio capability handling with GERAN decisions
	Qualcomm Europe
	23.401
	1445
	Rel-9
	Revised to S2-097259

	
	S2-097259
	
	Revision of S2-097058
	
	
	
	
	Agreed



	6.4
	-
	-----
	SAE: Essential corrections to 23.060
	----
	-
	-
	-
	-

	6.4
	S2-096482
	LS In
	LS from CT WG4: LS on Location Reporting in EPS
	CT WG4 (C4-092741)
	-
	-
	-
	Postponed from meeting #75 (S2-095715)

	6.4
	S2-096925
	CR
	23.060 CR1006R1: Removal of CGI/SAI/RAI Change support indication from S4-SGSN
	Ericsson, ST-Ericsson
	23.060
	1006
	Rel-8
	Revised to S2-097271 

	
	S2-097271
	
	Revision of S2-096925
	
	
	
	
	Revised to S2-097400

	
	S2-097400
	
	Revision of S2-097271
	
	
	
	
	Revised to S2-097401

	
	S2-097401
	
	Revision of S2-097400
	
	
	
	
	Agreed



	6.4
	S2-096926
	CR
	23.060 CR1007R1: Removal of CGI/SAI/RAI Change support indication from S4-SGSN
	Ericsson, ST-Ericsson
	23.060
	1007
	Rel-9
	Revised to S2-097274

	
	S2-097274
	
	Revision of S2-097926
	
	
	
	
	Agreed (NOTE: NOT 7272)


	
	S2-097275
	LS Out 
	On backing out of changes from CR1006/CR1007
	Jon
	
	
	
	Revised to S2-097402
(NOTE: NOT 7273)

	
	S2-097402
	
	Revision of S2-097275
	
	
	
	
	Agreed



	6.4
	S2-097023
	CR
	23.060 CR0961R3: Remove APN Restriction from Update Bearer Request
	Starent Networks
	23.060
	0961
	Rel-8
	Agreed



	6.4
	S2-097024
	CR
	23.060 CR0962R3: Remove APN Restriction from Update Bearer Request
	Starent Networks
	23.060
	0962
	Rel-9
	Agreed



	6.5
	-
	-----
	SAE: Essential corrections to 23.402
	----
	-
	-
	-
	-

	6.5
	S2-096656
	LS OUT
	[Draft] Reply LS on Optimised IDLE-mode E-UTRAN to eHRPD handover
	Huawei
	-
	-
	Rel-8
	To: CT WG4

	6.5
	S2-096490
	LS IN
	LS from CT WG3: Reply LS on LS on mapping access types
	CT WG3 (C3-091114)
	-
	-
	-
	Postponed from meeting #75 (S2-095796)

	
	S2-097205
	LS IN
	LS on P-GW selection in Non-3GPP access in Chained Scenario
	CT WG4

(C4-094087)
	
	
	
	NOTED



	
	S2-097288
	LS Out
	Reply LS on P-GW selection in Non-3GPP access in Chained Scenario
	Delphin
	
	
	
	Revised to S2-097293

	
	S2-097293
	
	Revision of S2-097288
	
	
	
	
	Agreed



	
	S2-097289
	CR
	Clarification on the  PDN GW selection for chained case
	Delphin
	23.402
	
	Rel-8
	Agreed



	
	S2-097290
	CR
	Clarification on the  PDN GW selection for chained case
	Delphin
	23.402
	
	Rel-9
	Agreed



	6.5
	S2-096721
	LS OUT
	[DRAFT] Reply LS to LS on mapping access types
	Qualcomm Europe
	-
	-
	Rel-8
	Revised to S2-097287

	
	S2-097287
	
	Revision of S2-096721
	
	
	
	
	Revised to S2-097294

	
	S2-097294
	
	Revision of S2-097287
	
	
	
	
	Agreed



	6.5
	S2-096557
	LS In
	LS from CT WG4: LS on Optimised IDLE-mode E-UTRAN to eHRPD handover
	CT WG4 (C4-093402)
	-
	-
	Rel-8
	Open; was opened in SA2 76 but could not be concluded

	6.5
	S2-096657
	CR
	23.402 CR0832: Clarification on HSS-initiated User Profile Update Procedure
	Huawei
	23.402
	0832
	Rel-8
	 

	6.5
	S2-096658
	CR
	23.402 CR0833: Clarification on HSS-initiated User Profile Update Procedure
	Huawei
	23.402
	0833
	Rel-9
	 

	6.5
	S2-096750
	CR
	23.402 CR0838: Rejection of additional PDN connection to the same APN
	Panasonic
	23.402
	0838
	Rel-9
	NOTED



	6.5
	S2-096935
	CR
	23.402 CR0842: S2c Binding Lifetime Expiration
	Ericsson, ST-Ericsson
	23.402
	0842
	Rel-8
	Agreed



	6.5
	S2-096936
	CR
	23.402 CR0843: S2c Binding Lifetime Expiration
	Ericsson, ST-Ericsson
	23.402
	0843
	Rel-9
	Agreed



	
	S2-097296
	CR
	Corrections to S2c Detach and PDN disconnection procedures
	Ericsson
	23.402
	851
	Rel-8
	RETURN 
(NOTE: NOT 7291)

	
	S2-097407
	CR
	Corrections to S2c Detach and PDN disconnection procedures
	Ericsson
	23.402
	
	Rel-9
	WITHDRAWN (number conflict with S2-097292, resolved by assigning this tdoc to S2-097450)


	
	S2-097450
	CR
	Figure correction + S2c Binding Lifetime Expiration combo CR
	Ericsson
	23.402
	852
	Rel-9
	RETURN

	6.5
	S2-096710
	[CR]
	23.402 CR0836: Remove empty section 14 – interaction with other services
	Motorola, Alcatel-Lucent
	23.402
	0836
	Rel-8
	Revised to S2-096979

	6.5
	S2-096979
	CR
	Revision of S2-096710
	Motorola, Alcatel-Lucent, Samsung
	23.402
	0836
	Rel-8
	Agreed



	6.5
	S2-096711
	[CR]
	23.402 CR0837: Remove empty section 14 – interaction with other services
	Motorola, Alcatel-Lucent
	23.402
	0837
	Rel-9
	Revised to S2-096980

	6.5
	S2-096980
	CR
	Revision of S2-096711
	Motorola, Alcatel-Lucent, Samsung
	23.402
	0837
	Rel-9
	Agreed



	6.5
	S2-097019
	CR
	23.402 CR0844: Access network deregistration during detach
	Nokia Siemens Networks
	23.402
	0844
	Rel-8
	NOTED



	6.5
	S2-097020
	CR
	23.402 CR0845: Access network deregistration during detach
	Nokia Siemens Networks
	23.402
	0845
	Rel-9
	NOTED



	6.5
	S2-097021
	CR
	23.402 CR0846: S2a PMIP Gateway Relocation Correction
	Starent Networks
	23.402
	0846
	Rel-8
	

	6.5
	S2-097022
	CR
	23.402 CR0847: S2a PMIP Gateway Relocation Correction
	Starent Networks
	23.402
	0847
	Rel-9
	 

	6.5
	S2-097052
	CR
	23.402 CR0848: Clean-up of text regarding UE capabilities for ANDSF
	Research In Motion
	23.402
	0848
	Rel-8
	 

	7.5
	-
	-----
	Other Release-9 issues
	----
	-
	-
	-
	-

	7.5.1
	-
	-----
	Clean-up of 23.401 (TEI9)
	----
	-
	-
	-
	-

	7.5.1
	S2-096515
	LS In
	LS from RAN WG3: LS on Transfer of IRAT Load Balancing Information via Core Network
	RAN WG3 (R3-092655)
	-
	-
	Rel-9
	 Open.

	7.5.1
	S2-096498
	LS In
	LS from CT WG4: LS on Optimized load balancing within EPC
	CT WG4 (C4-093403)
	-
	-
	Rel-9
	 Open.

	7.5.1
	S2-097199
	LS IN
	UE indications for selective camping
	CT1
	
	
	
	NOTED



	
	S2-097253
	LS Out
	Reply to 7199
	Stefano
	
	
	
	RETURN

	7.5.1
	S2-097053
	DISCUSSION
	UE information for RFSP facilitated selective camping to enhance user CSFB experience
	Research in Motion
	-
	-
	-
	 

	7.5.1
	S2-096568
	CR
	23.401 CR1381: Clarification on TEID usage
	LG Electronics
	23.401
	1381
	Rel-9
	 

	7.5.1
	S2-096626
	CR
	23.401 CR1397: Deactivate non-accepted bearer in TAU/RAU procedure
	CATT
	23.401
	1397
	Rel-9
	 

	7.5.1
	S2-096627
	CR
	23.401 CR1398: Clarify EPS bearer status in the TAU procedure
	CATT
	23.401
	1398
	Rel-9
	 

	7.5.1
	S2-096664
	CR
	23.401 CR1409: ISR activated indication in the Modify Bearer Request message
	Huawei
	23.401
	1409
	Rel-9
	 

	7.5.1
	S2-097066
	CR
	23.401 CR1446: Reducing air interface paging for network triggered service request when ISR is active
	Qualcomm Europe
	23.401
	1446
	Rel-9
	 

	7.5.2
	-
	-----
	Clean-up of 23.060 (TEI9)
	----
	-
	-
	-
	-

	7.5.2
	S2-096665
	CR
	23.060 CR1017: ISR activated indication in the Modify Bearer Request message
	Huawei
	23.060
	1017
	Rel-9
	 

	7.5.2
	S2-096788
	[CR]
	 
	ZTE
	23.060
	1020
	Rel-9
	WITHDRAWN



	7.5.2
	S2-096790
	P-CR
	Allocate different IPv6 prefix length
	China Mobile
	-
	-
	Rel-9
	 

	7.5.2
	S2-096920
	CR
	23.060 CR1029: Enhanced ARP
	Ericsson, ST-Ericsson
	23.060
	1029
	Rel-9
	Revised to S2-097280

	
	S2-097280
	
	revision of S2-096920
	
	
	
	
	RETURN

	7.5.2
	S2-097067
	CR
	23.060 CR1038: P-TMSI signature with GPRS Attach using GUTI
	Qualcomm Europe
	23.060
	1038
	Rel-9
	 

	7.5.2
	S2-097075
	CR
	23.236 CR0037R1: IDNNS setting following LTE to UTRAN change
	Vodafone
	23.236
	0037
	Rel-9
	revised to S2-097398

	
	S2-097398
	
	revision of S2-097075
	
	
	
	
	Agreed



	
	S2-097399
	CR
	23.236 CR0038: IDNNS setting following LTE to UTRAN change
	Vodafone
	23.236
	0038
	Rel-8
	Agreed




7.1 and 7.1.1 GPRS and EPS Emergency

Session Chair: Lan Liu (Huawei)

· During the discussion, it is agreed that the definition on emergency attach should be clarified in stage 2 specs. It is expected that the interested companies will work offline to progress this work and provide the related CRs to next SA2 meeting.

7.2 LCS for EPS 
Session Chair: Lan Liu (Huawei)

· There are more than incoming LSs. In drafting session, most of them are handled, but still several are left. To save time, it is encourage the interested company offline discuss the reply of these open LSs and provide the agreed response to next SA2.

9.9 FS on Flex
Session Chair: Lan Liu (Huawei)

· It is agreed that the SGSN pool and A-Interface circuit utilization improvement are considered out of the scope of this feasibility study.
· There are more than 20 papers unhandled during drafting session; to save meeting time, it is proposed to have offline discussion to merge the papers as much as possible before next meeting.
Actions for SA2#76:
GPRS and EPS Emergency
AGREED DOCUMENTS TO BE APPROVED:

	S2-097326

	S2-097308

	S2-097306

	S2-097307

	S2-097309

	S2-097310

	S2-097305


Revised documents to be reviewed

	S2-096509 

Open LS on SRVCC EMC

	S2-097325


LCS for EPS
AGREED DOCUMENTS TO BE APPROVED:

	S2-097327

	S2-097328

	S2-097316

	S2-097329


Revised documents to be reviewed

	S2-097330

	S2-097331

	S2-097080
Open LS, reply LS in 7315

	S2-097315


FS on Flex
AGREED DOCUMENTS TO BE APPROVED:

	S2-097318


Revised documents to be reviewed

	S2-097319

	S2-097320

	S2-097321

	S2-097322

	S2-097324

	S2-097323


	7.1
	-
	-----
	GPRS and EPS Emergency


	----
	-
	-
	-
	-

	7.1.1
	-
	-----
	Basic GPRS and EPS Emergency functionality
	----
	-
	-
	-
	-

	7.1
	S2-096963
	CR
	23.401 CR1436: Handling of inactivity timer at P-GW for emergency attached UEs
	Panasonic
	23.401
	1436
	Rel-9
	NOTED



	7.1
	S2-096964
	DISCUSSION
	Discussion of inactivity timers relating to emergency attached UEs
	Panasonic
	-
	-
	-
	NOTED



	7.1
	S2-096965
	CR
	23.401 CR1437: Definition for emergency attached UE
	Panasonic
	23.401
	1437
	Rel-9
	NOTED

It is agreed in the drafting session that the definition on emergency attach should be clarified in stage 2 specs.



	7.1.1
	S2-096467
	LS In
	LS from RAN WG3: LS response on MME Detection of End of IMS Emergency Call
	RAN WG3 (R3-091453)
	-
	-
	Rel-9
	NOTED



	7.1.1
	S2-096480
	LS In
	LS from RAN WG2: Reply LS on Emergency Call Support Indication on BCCH
	RAN WG2 (R2-095303)
	-
	-
	-
	NOTED



	7.1.1
	S2-096484
	LS In
	LS from CT WG1: Reply LS on Emergency Call Support Indication on BCCH
	CT WG1 (C1-093802)
	-
	-
	-
	NOTED



	7.1.1
	S2-096487
	LS In
	LS from RAN WG2: LS on Emergency Call Support for UE in normal service mode
	RAN WG2 (R2-095337)
	-
	-
	-
	NOTED



	7.1.1
	S2-096494
	LS In
	LS from RAN WG3: LS response on IMS Emergency Calls
	RAN WG3 (R3-092155)
	-
	-
	-
	NOTED



	7.1.1
	S2-096506
	LS In
	LS from CT WG1: LS on Emergency Call Support for UE in normal service mode
	CT WG1 (C1-094774)
	-
	-
	Rel-9
	NOTED



	7.1.1
	S2-096507
	LS In
	LS from CT WG1: LS on Emergency Call Support Indication on BCCH
	CT WG1 (C1-094773)
	-
	-
	Rel-9
	NOTED



	7.1.1
	S2-096509
	LS In
	LS from CT WG3: LS on IMEI use in SR-VCC Emergency
	CT WG3 (C3-091523)
	-
	-
	Rel-9
	RETURN

	7.1.1
	S2-096596
	CR
	23.060 CR1013: Handling of Location Update Failure for Emergency Attach
	ZTE
	23.060
	1013
	Rel-9
	NOTED



	7.1.1
	S2-096621
	CR
	23.401 CR1341R2: ISR is not activated for emergency attached UE
	CATT
	23.401
	1341
	Rel-9
	NOTED



	7.1.1
	S2-096622
	CR
	23.401 CR1394: No ISR for Limited Service State UE with ongoing Emergency Bearer Service
	CATT
	23.401
	1394
	Rel-9
	Revised to S2-097311



	7.1.1
	S2-097311
	CR
	23.401 CR1394: No ISR for Limited Service State UE with ongoing Emergency Bearer Service
	CATT
	23.401
	1394
	Rel-9
	Revised to S2-097326



	7.1.1
	S2-097326
	CR
	23.401 CR1394: No ISR for Limited Service State UE with ongoing Emergency Bearer Service
	CATT
	23.401
	1394
	Rel-9
	Agreed



	7.1.1
	S2-096623
	CR
	23.401 CR1395: The MME capability for supporting IMS emergency services in the same PLMN
	CATT
	23.401
	1395
	Rel-9
	Revised to S2-097308



	7.1.1
	S2-097308
	CR
	23.401 CR1395: The MME capability for supporting IMS emergency services in the same PLMN
	CATT
	23.401
	1395
	Rel-9
	Agreed



	7.1.1
	S2-096632
	CR
	23.401 CR1401: Clarify the IP address allocation for emergency services
	ZTE
	23.401
	1401
	Rel-9
	 

	7.1.1
	S2-096633
	CR
	23.401 CR1402: TAU procedure for the UE with emergency bearers
	ZTE
	23.401
	1402
	Rel-9
	NOTED



	7.1.1
	S2-096634
	CR
	23.060 CR1014: RAU procedure for the MS with emergency bearers
	ZTE
	23.060
	1014
	Rel-9
	 

	7.1.1
	S2-096646
	CR
	23.060 CR1034: PDN GW ID selection and PGW/APN pair storage for UEs requesting PDP context activation for emergency service
	Samsung
	23.060
	1034
	Rel-9
	NOTED



	7.1.1
	S2-096659
	CR
	23.060 CR1016: Clarification on SGSN-initiated detach
	Huawei
	23.060
	1016
	Rel-9
	 

	7.1.1
	S2-096660
	CR
	23.401 CR1407: Clarification about EMM-REGISTER state for emergency attached UE
	Huawei
	23.401
	1407
	Rel-9
	 

	7.1.1
	S2-096661
	CR
	23.402 CR0834: Clarification how to release the non-EMC bearers in the handover from E-UTRAN to HRPD
	Huawei
	23.402
	0834
	Rel-9
	Revised to S2-097312

 

	7.1.1
	S2-097312
	CR
	23.402 CR0834: Clarification how to release the non-EMC bearers in the handover from E-UTRAN to HRPD
	Huawei
	23.402
	0834
	Rel-9
	Revised to S2-097325



	7.1.1
	S2-097325
	CR
	23.402 CR0834: Clarification how to release the non-EMC bearers in the handover from E-UTRAN to HRPD
	Huawei
	23.402
	0834
	Rel-9
	RETURN

	7.1.1
	S2-096662
	CR
	23.401 CR1322R1: Avoid overload impact to PS EMC call-back service
	Huawei
	23.401
	1322
	Rel-9
	Revised to S2-097306

 

	7.1.1
	S2-097306
	CR
	23.401 CR1322R1: Avoid overload impact to PS EMC call-back service
	Huawei
	23.401
	1322
	Rel-9
	Agreed



	7.1.1
	S2-096702
	CR
	23.402 CR0835: Scope of IMS Emergency Session Support for 23.402
	Motorola, Ericsson, ST-Ericsson, NEC, Alcatel-Lucent
	23.402
	0835
	Rel-9
	Revised to S2-097307

 

	7.1.1
	S2-097307
	CR
	23.402 CR0835: Scope of IMS Emergency Session Support for 23.402
	Motorola, Ericsson, ST-Ericsson, NEC, Alcatel-Lucent
	23.402
	0835
	Rel-9
	Agreed



	7.1.1
	S2-096813
	CR
	23.401 CR1419: Alignment on statement of PDN GW selection
	ZTE
	23.401
	1419
	Rel-9
	NOTED



	7.1.1
	S2-096814
	CR
	23.401 CR1420: Clarification on HO if target MME does not support EMC
	ZTE
	23.401
	1420
	Rel-9
	 

	7.1.1
	S2-096815
	CR
	23.401 CR1421: Clarification on emergency attach rejection
	ZTE
	23.401
	1421
	Rel-9
	 

	7.1.1
	S2-096821
	CR
	23.401 CR1351R1: RRC connection for EMC service
	Huawei, Ericsson, Alcatel-Lucent
	23.401
	1351
	Rel-9
	Revised to S2-097309

 

	7.1.1
	S2-097309
	CR
	23.401 CR1351R1: RRC connection for EMC service
	Huawei, Ericsson, Alcatel-Lucent
	23.401
	1351
	Rel-9
	Agreed



	7.1.1
	S2-096822
	CR
	23.060 CR1021: RRC connection for EMC service
	Huawei, Ericsson, Alcatel-Lucent
	23.060
	1021
	Rel-9
	Revised to S2-097310

 

	7.1.1
	S2-097310
	CR
	23.060 CR1021: RRC connection for EMC service
	Huawei, Ericsson, Alcatel-Lucent
	23.060
	1021
	Rel-9
	Agreed



	7.1.1
	S2-096945
	CR
	23.401 CR1341R3: ISR is not activated for emergency attached UE
	Ericsson, ST-Ericsson
	23.401
	1341
	Rel-9
	Revised to S2-097305

Revision also provided in S2-096621



	7.1.1
	S2-097305
	CR
	23.401 CR1341R3: ISR is not activated for emergency attached UE
	Ericsson, ST-Ericsson
	23.401
	1341
	Rel-9
	Agreed



	7.1.1
	S2-096946
	CR
	23.401 CR1434: Emergency indicator in Forward Relocation Request
	Ericsson, ST-Ericsson
	23.401
	1434
	Rel-9
	NOTED



	7.1.1
	S2-096947
	CR
	23.060 CR1032: Emergency indicator in Forward Relocation Request
	Ericsson, ST-Ericsson
	23.060
	1032
	Rel-9
	NOTED



	
	
	
	
	
	
	
	
	

	7.2
	-
	-----
	LCS for EPS
	----
	-
	-
	-
	-

	7.2
	S2-096469
	LS In
	LS from RAN WG1: LS on Framework for OTDOA Positioning in LTE
	RAN WG1 (R1-092281)
	-
	-
	-
	NOTED



	 7.2
	S2-096713
	[CR]
	23.271 CR0369: Removing LCS control plane and IMS emergency for EPS
	Motorola
	23.271
	0369
	Rel-7
	Revised to S2-096981




Revision of S2-096713

	


Revision of S2-096981

	

	 7.2
	S2-097330
	[CR]
	23.271 CR0369: Removing LCS control plane and IMS emergency for EPS
	Motorola
	23.271
	0369
	Rel-7
	RETURN

	 7.2
	S2-096714
	[CR]
	23.271 CR0370: Removing LCS control plane and IMS emergency for EPS
	Motorola
	23.271
	0370
	Rel-8
	Revised to S2-096982




Revision of S2-096714

	


Revision of S2-096982

	

	 7.2
	S2-097331
	[CR]
	23.271 CR0370: Removing LCS control plane and IMS emergency for EPS
	Motorola
	23.271
	0370
	Rel-8
	RETURN

	7.2
	S2-096462
	LS In
	LS from CT WG1: Reply LS on Transport and storage of capabilities for UE positioning
	CT WG1 (C1-094472)
	-
	-
	Rel-9
	NOTED



	7.2
	S2-096712
	LS OUT
	Draft LS reply on Transport and storage of capabilities for UE positioning
	Motorola
	-
	-
	Rel-9
	Revised to S2-097313



	7.2
	S2-097313
	LS OUT
	Draft LS reply on Transport and storage of capabilities for UE positioning
	Motorola
	-
	-
	Rel-9
	Revised to S2-097327



	7.2
	S2-097327
	LS OUT
	Draft LS reply on Transport and storage of capabilities for UE positioning
	Motorola
	-
	-
	Rel-9
	Agreed



	7.2
	S2-096464
	LS In
	LS from RAN WG2: LS on Transport and storage of capabilities for UE positioning
	RAN WG2 (R2-095338)
	-
	-
	Rel-9
	NOTED



	7.2
	S2-096491
	LS In
	LS from CT WG3: Reply LS on 3GPP2 User location parameter availability in the P-GW for charging purpose
	CT WG3 (C3-091131)
	-
	-
	-
	Postponed from meeting #75 (S2-095797)

	7.2
	S2-096512
	LS In
	LS from RAN WG2: LS on Use cases for cell change indication from MME to E-SMLC
	RAN WG2 (R2-096257)
	-
	-
	Rel-9
	NOTED

Reply LS in 6830

	7.2
	S2-096746
	CR
	23.271 CR0371: E-SMLC update on intra-MME handover
	Andrew Corporation
	23.271
	0371
	Rel-9
	 

	7.2
	S2-096747
	DISCUSSION
	Use cases for E-SMLC by MME on intra-MME handover
	Andrew Corporation
	-
	-
	Rel-9
	NOTED



	7.2
	S2-096827
	DISCUSSION
	MME routing LCS messages
	Alcatel-Lucent
	-
	-
	Rel-9
	NOTED



	7.2
	S2-096828
	CR
	23.271 CR0364R1: MME routing LCS messages
	Alcatel-Lucent
	23.271
	0364
	Rel-9
	CR Cover sheet contains revision marks! 

	7.2
	S2-096829
	DISCUSSION
	E-SMLC cell id discussion
	Alcatel-Lucent
	-
	-
	Rel-9
	NOTED



	7.2
	S2-096830
	LS OUT
	Draft LS on Use cases for cell change indication from MME to E-SMLC
	Alcatel-Lucent
	-
	-
	Rel-9
	Revised to S2-097314

To: RAN WG2, RAN WG3, CT WG4 CC: CT WG1



	7.2
	S2-097314
	LS OUT
	Draft LS on Use cases for cell change indication from MME to E-SMLC
	Alcatel-Lucent
	-
	-
	Rel-9
	Revised to S2-097328



	7.2
	S2-097328
	LS OUT
	Draft LS on Use cases for cell change indication from MME to E-SMLC
	Alcatel-Lucent
	-
	-
	Rel-9
	Agreed



	7.2
	S2-096831
	CR
	23.271 CR0372: Include serving cell id in Location Requests
	Alcatel-Lucent
	23.271
	0372
	Rel-9
	Revised to S2-097316

CR Cover sheet contains revision marks!



	7.2
	S2-097316
	CR
	23.271 CR0372: Include serving cell id in Location Requests
	Alcatel-Lucent
	23.271
	0372
	Rel-9
	Agreed



	7.2
	S2-096832
	CR
	23.271 CR0373: MME exception handling for intra-MME HO
	Alcatel-Lucent
	23.271
	0373
	Rel-9
	CR Cover sheet contains revision marks! 

	7.2
	S2-096938
	CR
	23.271 CR0374: Change ENodeB Id to Cell Id
	Ericsson, ST-Ericsson
	23.271
	0374
	Rel-9
	NOTED



	7.2
	S2-097010
	DISCUSSION
	Way forward for LCS positioning capability notification
	NTT DOCOMO
	-
	-
	-
	NOTED



	7.2
	S2-097080
	LS In
	LS from RAN WG2: LS on feasibility of reliable transmission of LPP message
	RAN WG2 (R2-097372)
	-
	-
	Rel-9
	RETURN

Reply LS in 7315

	7.2
	S2-097315
	Reply LS
	Reply to LS from RAN WG2: LS on feasibility of reliable transmission of LPP message
	Nishida
	-
	-
	Rel-9
	RETURN

	7.2
	S2-097193
	LS In
	Reply LS on Use cases for cell change indication from MME to E-SMLC
	CT1
	
	
	Rel-9
	NOTED



	7.2
	S2-097203
	LS In
	Reply LS on use cases for cell change indication from MME to E-SMLC
	CT4
	
	
	Rel-9
	NOTED



	7.2
	S2-097204
	LS In
	LS on ECGI in the Location Request message
	CT WG4 (C4-094013)
	
	
	Rel-9
	Reply LS in S2-097317



	7.2
	S2-097317
	LS Out
	Reply to LS on ECGI in the Location Request message
	Robert
	
	
	Rel-9
	Revised to S2-097329



	7.2
	S2-097329
	LS Out
	Reply to LS on ECGI in the Location Request message
	Robert
	
	
	Rel-9
	Agreed



	7.2
	S2-097207
	LS In
	Reply LS on feasibility of reliable transmission of LPP message
	CT4
	
	
	Rel-9
	NOTED



	7.2
	S2-097189
	LS In
	LS on the usage of session id
	RAN2
	-
	-
	Rel-9
	

	7.2
	S2-097227
	LS In
	LS on Transparent Routing of LPPa PDUs over S1 interface
	RAN3
	-
	-
	Rel-9
	

	
	
	
	
	
	
	
	
	

	9.9
	-
	-----
	FS on Flex
	----
	-
	-
	-
	-

	9.9
	S2-096560
	P-CR
	SNRI based distribution of uplink connection oriented messages
	Alcatel-Lucent
	23.823
	-
	-
	Revised to S2-097319

 

	9.9
	S2-097319
	P-CR
	SNRI based distribution of uplink connection oriented messages
	Alcatel-Lucent
	23.823
	-
	-
	RETURN

	9.9
	S2-096561
	P-CR
	CN initiated RESET (UTRAN case)
	Alcatel-Lucent
	23.823
	-
	-
	Revised to S2-097320

 

	9.9
	S2-097320
	P-CR
	CN initiated RESET (UTRAN case)
	Alcatel-Lucent
	23.823
	-
	-
	RETURN

	9.9
	S2-096562
	P-CR
	CN initiated RESET (GERAN case)
	Alcatel-Lucent
	23.823
	-
	-
	Revised to S2-097321

 

	9.9
	S2-097321
	P-CR
	CN initiated RESET (GERAN case)
	Alcatel-Lucent
	23.823
	-
	-
	RETURN

	9.9
	S2-096563
	P-CR
	RESET RESOURCE / RESET IP RESOURCE procedures
	Alcatel-Lucent
	23.823
	-
	-
	Revised to S2-097322

 

	9.9
	S2-097322
	P-CR
	RESET RESOURCE / RESET IP RESOURCE procedures
	Alcatel-Lucent
	23.823
	-
	-
	RETURN

	9.9
	S2-096876
	P-CR
	Remove SGSN Pool and A-Interface circuit utilization improvement from TR 23.823
	China Mobile, Huawei, NSN
	23.823
	-
	-
	Revised to S2-097318

 

	9.9
	S2-097318
	P-CR
	Remove SGSN Pool and A-Interface circuit utilization improvement from TR 23.823
	China Mobile, Huawei, NSN
	23.823
	-
	-
	Agreed



	9.9
	S2-096877
	P-CR
	Text Clean-up and Terminology Alignment
	China Mobile, Huawei
	23.823
	-
	-
	Revised to S2-097324

 

	9.9
	S2-097324
	P-CR
	Text Clean-up and Terminology Alignment
	China Mobile, Huawei
	23.823
	-
	-
	RETURN

	9.9
	S2-096878
	P-CR
	Text for Architecture Assumptions Clause
	China Mobile, Huawei
	23.823
	-
	-
	Revised to S2-097323

 

	9.9
	S2-097323
	P-CR
	Text for Architecture Assumptions Clause
	China Mobile, Huawei
	23.823
	-
	-
	RETURN

	9.9
	S2-096879
	P-CR
	Co-existence of deploying NNSF within BSC/RNC nodes with deploying NNSF-like entity above BSC/RNC nodes
	China Mobile, Huawei
	23.823
	-
	-
	NOTED



	9.9
	S2-096880
	P-CR
	UTRAN Initiated Overload Control Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096881
	P-CR
	CN Initiated Overload Control (UTRAN) Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096882
	P-CR
	UTRAN Initiated Reset Resource Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096883
	P-CR
	CN Initiated Reset Resource (UTRAN) Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096884
	P-CR
	CN Initiated Error Indication (UTRAN) Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096885
	P-CR
	UTRAN Initiated Direct Information Transfer Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096886
	P-CR
	CN Initiated Direct Information Transfer Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096887
	P-CR
	Uplink Information Exchange Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096888
	P-CR
	Paging Procedures (UTRAN) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096889
	P-CR
	Reset Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096890
	P-CR
	Overload Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096891
	P-CR
	Reset Circuit Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096892
	P-CR
	Paging Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096893
	P-CR
	Resource Request Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096894
	P-CR
	Handover Candidate Enquire Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096895
	P-CR
	BSS Initiated Confusion Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096896
	P-CR
	CN Initiated Confusion Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096897
	P-CR
	BSS Initiated Load Indication Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096898
	P-CR
	CN Initiated Load Indication Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096899
	P-CR
	BSS Initiated Connectionless Information Transfer Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096900
	P-CR
	CN Initiated Connectionless Information Transfer Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096992
	P-CR
	Handling of block, unblock, GroupBlock and GroupUnBlock
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096993
	P-CR
	co-existence of deploying NNSF in BSC/RNC nodes and above BSC/RNC nodes
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096994
	P-CR
	Global-CN-ID in A/Gb mode
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096995
	P-CR
	Handling of handover
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096996
	P-CR
	Re-use of A-Interface TDM circuits
	ZTE
	23.823
	-
	-
	NOTED



	9.9
	S2-096997
	P-CR
	Paging with IMSI when RNC connects with multiple Intermediary Nodes
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096998
	P-CR
	Mobile Originating Call Set-up
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096999
	P-CR
	Mobile Terminating Call Set-up
	ZTE
	23.823
	-
	-
	 


