Page 1



3GPP TSG SA WG2 Meeting #76
(
S2-096538
16 - 20 November, 2009, San Jose Del Cabo, Mexico

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.002
	CR
	0216
	(

rev
	-
	(

Current version:
	9.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Addition of Mr′ Reference Point

	
	

	Source to WG:
(

	Orange

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	TEI9
	
	Date: (

	12/11/2009

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Mr′ was added to TS 23.218 by CR#0124, and CT1 has requested SA2 to make the necessary alignements in the relevant SA2 specifications.

	
	

	Summary of change:
(

	Added Mr′ in the clause related to AS.
Modify title of clause related to Cr because Cr is no longer the only "Reference Point AS-MRFC".

Added a clause for Mr′ Reference Point.

	
	

	Consequences if 
(

not approved:
	Mis-aligned stage-2 specifications.

	
	

	Clauses affected:
(

	4a.7.7, 6a.7.5a , 6a.7.5b (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 23.228 CR#0889

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


Change #1

4a.7.7
Application Server (AS)

An Application Server (AS) i.e., SIP Application Server, OSA Application Server, or CAMEL IM-SSF, offers value added IM services and resides either in the user's home network or in a third party location. The third party could be a network or simply a stand-alone AS.

NOTE 1:
The OSA Application Server does not directly interact with the IMS network entities but through the OSA Service Capability Servers (OSA SCS-s). Further information on OSA is provided in TS 22.127 [4].

NOTE 2:
A SIP Application Server specified within 3GPP that supports IMS reference points (e.g. ISC, Sh, Ut), in support of an application, is considered as part of the IM CN subsystem. Examples of such ASs are SCC AS and TAS.

The AS (SIP Application Server and/or the OSA Service Capability Server and/or IM-SSF) can communicate with the HSS. The Sh and Si interfaces are used for this purpose.

The Serving‑CSCF to AS interface is used to provide services residing in an AS. Two cases were identified:

-
Serving‑CSCF to an AS in Home Network.

-
Serving‑CSCF to an AS in a trusted External Network (e.g., Third Party or Visited). The S‑CSCF does not provide authentication and security functionality for secure direct third party access to the IM Subsystem. The OSA framework provides a standardized way for third party access to the IM Subsystem.

The Interrogating‑CSCF to AS interface is used to forward SIP requests destined to a Public Service Identity hosted by the AS directly to that AS.

The AS to MRFC interfaces are:

-
Mr′, used for session control;
-
Cr, used for media control.

The AS to MRB interface (Rc) is used by the AS to request that MRF resources with certain characteristics be assigned to a call.

An Application Server may influence and impact the SIP session on behalf of the services supported by the operator's network. An AS may host and execute services.
Change #2
6a.7.5a
Reference Point AS-MRFC for media control (Cr Reference Point)

The Cr reference point allows interaction between an Application Server and an MRFC for media control.

The Cr reference point enables the MRFC to fetch and cache documents and resources from an Application Server and to return data to an Application Server.

The Cr reference point enables media control protocol requests, responses and notifications to be sent between the MRFC and an Application Server.

Further information on the Cr reference point is provided in TS 23.218 [113].

Change #3
6a.7.5b
Reference Point AS-MRFC for session control (Mr′ Reference Point)

The Mr′ reference point allows interaction between an Application Server and an MRFC for session control without passing through an  S-CSCF.

Further information on the Cr reference point is provided in TS 23.218 [113].
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