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Abstract of the contribution: this document provides some background justifications for the skeleton of TS 23.261 and some thoughts on how to document different aspects of the IP Flow Mobility Work Item.
Discussion

Based on the Work Item agreed at the SA plenary, the IP Flow Mobility and seamless WLAN offload Work Item will specify the following features:
· IP flow mobility based on DSMIPv6

· Extensions to the ANDSF framework for IP Flow Mobility and WLAN offload
As studied in TR 23.861, the features indicated above require changes to the following reference points:
A. S2c and H1 for DSMIPv6. In detail, the following procedures need to be specified as in section 7.1.1 of TR 23.861:

· Simultaneous connectivity to the same PDN via different accesses.

· Routing of different IP flows of the same PDN connection via different accesses.

· Movement of IP flow(s) of the same PDN connection at any time from one access to another.

B. Gx for PCC enhancements for IP flow mobility as discussed in the flows of section 7.1.1 of TR 23.861. In particular the following features need to be specified:

· Gx signalling enhancements to deliver SDF specific routeing addresses instead of IP-CAN session specific routing addresses.

· PCRF logic enhancements to associate multiple Gxx sessions with a single Gx session, based on the SDF specific routing addresses exchanged over Gx.

C. S14 for ANDSF enhancements as described in section 7.3 of TR 23.861.
Proposal

Based on the analysis above, we propose the following documentation plan for the IP Flow Mobility and seamless WLAN offload WID:

· Extensions to S2c and H1 (A) will be specified in TS 23.261.

· Extensions to PCC (B) will be specified in TS 23.203.

· Extensions to ANDSF framework (C) will be specified in TS 23.402.

· Since TS 23.261 will be the main specification for IP Flow Mobility and seamless WLAN offload, some informative text should be added for B and C to TS 23.261 to point to TS 23.203 and TS 23.402

The proposed skeleton for TS 23.261 available in S2-09xxxx follows this proposal. 
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