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Abstract of the contribution: This paper discusses the different roaming requirements that exist and the requirements it may set on the SRVCC enhancement solution.
Discussion
When discussing different architectures for SRVCC enhancements, it is also important to take into consideration the existing IMS architecture. In particular, for roaming and local breakout, two different alternatives are described today in TS 23.228, i.e., 

· local breakout with the P-CSCF in the home network, and 

· local breakout with P-CSCF in the visited network. 
Conclusion / Proposal
It is proposed to clarify the requirements for local breakout and IMS roaming for the SRVCC enhancements in order to be able to better evaluate the different solutions in respect to the existing local breakout and roaming architecture. 
Proposed changes to TR 23.856:
Begin Change
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4 Requirements

4.1
General

· The impact to the existing SRVCC architecture should be minimized.

· The impact to the UE should be minimized.

· The impact to the EPS should be minimized.

· The impact to the existing SRVCC procedure should be minimized.
4.2
Architectural Requirements

Editor’s Note:
This subclause will contain the requirements for the enhanced SRVCC architecture.
· The solution shall keep backward compatibility to the UE of previous releases.
· The solution shall support Local Breakout scenarios according to TS 23.228 [x1], with the possibility of having the P-CSCF either in the visited network or in the home network.
4.3
SRVCC Performance Requirements

Editor’s Note:
This subclause will contain the requirements for the enhanced SRVCC handover performance.

· The interruption time of SRVCC is not higher than 300ms as required in 3GPP TS 22.278[2], from EUTRAN to UTRAN.
End of Change
3GPP

SA WG2 TD


